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The  moldboard  plow,  the  old  reliable  workhorse  of  the  farming  industry,  was  designed  with  the  
purpose  of  completely  turning  the  soil  over  to  a  cut  depth  of  from  8  to  14  inches.   This  helps  place  crop  
residue  and/or  trash  which  was  on  top  of  the  soil,  either  under  or  mixed  thoroughly  with  the  soil,  thus  
speeding  up  decomposing  process.

All moldboard plows have three parts in common.  The frame, the beam, and the frog.  The beam attaches to the 
frame of the plow and the frog attaches to the beam.  The frog and its attached components, the share, shin, landside 
and moldboard, is the part that engages the soil.

3 MAIN TYPES OF MOLDBOARD PLOWS:
1) ONE WAY PLOW - The original and still most popular plow. Soil is always turned to the 
right hand side.  
2) TWO WAY or ROLLOVER PLOW -  Has two sets of bottoms;  half being right hand and 
the other half being left hand. 
3) SWITCH PLOW - Latest design, hydraulically controlled moldboard with entire bottom 
reversible; using specially designed double-ended plow shares and moldboards.

NON-STOCKED PLOW PARTS

Plow  Shares,  Landsides,  &  Moldboards  listed  are  regular  stock  items  and  reflect  the  more  popular  West  Coast  O.E.M.  
models  currently  available.   Other  O.E.M.  plow  parts  are  also  available  on  a  special  order  basis  direct  from  the  
manufacturer.   Please  check  with  our  salesperson  on  any  unlisted  plow  part  for  pricing  and  availability.  

Landside  -  A  reversible  steel  pad  bolted  to  the  landside
face  which  helps  prolong  the  landside  life,  and  can  be
replaced  at  less  cost  than  entire  landside  assembly.   

MOLDBOARD PLOW TERMS

Shin - A replaceable extension for the front of the 
moldboard where the heaviest wear is encountered. 

Flat-Blade  Type  Share  -  Has  no  deep  suck  penetration
point,  two  styles  available-ribbed  and  rock.

Deep  Suck  Type  Share  -  Share  with  large  dropped
penetration  point  on  the  nose  of  the  share  that  enables  the
share to pull itself into  the  soil.

Moldboard  -  Large  contoured  steel  plate  which  attaches
to  frog  and  engages  earth  cut  by  share  blade,  rolls  it  over,
and  completes  the  turning  and  mixinig  of  soil.

Wear  Pad  -  A  reversible  steel  pad  bolted  to  the  landside
face  which  helps  prolong  the  landside  life,  and  can  be
replaced  at  less  cost  than  entire  landside  assembly.   

MOLDBOARD

FROG

WEAR PAD

LANDSIDE
PLOWSHARE

SHIN

121 Pacific Ag Wholesalers, Inc. • 450 S. Kilroy Rd • Turlock, CA 95380 • (209) 664-9746 • fax: (209) 664-9750 • sales@pawinc.net



Plow Shares & Parts
SERIES 86

3-05

RIBBED SHARES
Ribbed  shares  are  a  flat-blade  type  of  plow  share  with  

a  1/2"  thick  beveled  breaker  bar,  or  "Rib",  running  the  
entire  length  of  the  cutting  edge  to  provide  strength  and  
longer  field  life  for  the  share.   Made  from  1080  high  
carbon  steel,  oil  quenched  and  heat-treated,  it  is  an  ideal  
share  for  adding  wear-extending  chromium  carbide  tips  
and  edge  inserts.   Available  individually  or  in  cartons  of  
six.

Wear Coat

Hardfaced  - Add "H" to end of part number

- Add "W" to end of part number

Chromium Carbide Inserts - Two Styles available
- Add "C" & "FC" to end of part 
number per examples at right

"H" - Share fitted with 2 each.  39CB30000 on each 
end and hardfaced blade edge.

"FC" - Share fitted with 1 each.  
39PST400R/39PST400L on each end and chromium 
edge inserts (39S114000) fitted onto blade edge.

Chromium Carbide - Full Chrome

Chromium Carbide - Chrome Tipped

Hardfaced  

"C" - Share fitted with 1 each.  
39PST400R/39PST400L on each end and hardfaced 
blade edge.

OPTIONAL WEAR-EXTENDING STYLES

Refer to Product info pages in catalog Preface section for 
further explanations and descriptions of available options.

Clipped head plow bolts not included - 
See Series 81 for plow bolts.

ALLIS CHALMERS - RIBBED SHARES
PAW Part 
Number

O.E.M
Number

Weight 
Each Size

LH/RH
Key

Plow 
Bottom Series

Optional
Styles

Bolts
Used

86PSA185R 344194 RH 900 18" 5 -- 3/8" H,W,C,FC 10.0
86PSA185L 344193 LH 10.0

MASSEY-FERGUSON  - RIBBED SHARES
PAW Part 
Number

O.E.M
Number

Weight 
Each Size

LH/RH
Key

Plow 
Bottom Series

Optional
Styles

Bolts
Used

86PSMF164R 475167M1 RH "N" - HEAVY D 16" 4 -- 1/2" H,W,C,FC 9.0
86PSMF164L 475716M1 LH 9.0
86PSMF184R 475823M1 RH "N" - HEAVY D 18" 4 -- 1/2" H,W,C,FC 10.0
86PSMF184L LH 10.0

INTERNATIONAL (IHC) - RIBBED SHARES
PAW Part 
Number

O.E.M
Number

Weight 
Each Size

LH/RH
Key

Plow 
Bottom Series

Optional
Styles

Bolts
Used

86PSI164R 143241R1 RH SUPER CHIEF 16" 4 -- 3-7/16" H,W,C,FC 7.3
86PSI164L 463237R1 LH 4 -- 1-1/2" 7.3
86PSI184R 143238R1 RH SUPER CHIEF 18" 4 -- 3-7/16" H,W,C,FC 8.1
86PSI184L 463254R1 LH 4 -- 1-1/2" 8.1
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JOHN DEERE - RIBBED SHARES
PAW Part 
Number

O.E.M
Number

Weight 
Each Size

LH/RH
Key

Plow 
Bottom Series

Optional
Styles

Bolts
Used

86PSD164R A10227 RH HS & NU 16" 4 -- 3-7/16" H,W,C,FC 7.3
86PSD164L LH 4 -- 1-1/2" 7.3
86PSD185R A14243 RH NU 18" 5 -- 4-7/16" H,W,C,FC 8.1
86PSD185L LH 5 -- 1-1/2" 8.1

OLIVER / WHITE - RIBBED SHARES
PAW Part 
Number

O.E.M
Number

Weight 
Each Size

LH/RH
Key

Plow 
Bottom Series

Optional
Styles

Bolts
Used

86PS0164R RR16R RH 619-625 16" 4 -- 7/16" H,W,C,FC 9.0
86PS0164L RCA6R LH 9.0
86PS0185R RR18R RH 619-625 18" 5 -- 7/16" H,W,C,FC 10.0
86PS0185L RCA8R LH 10.0

DEEP-SUCK SHARES
The  heavy-duty,  deep-suck  blade  share  is  produced  

from  3/8"  high  carbon  steel  and  is  upset  to  a  full  5/8"  
at  the  nose  for  break  resistant  wear.   A  "true" 
deep-suck  share  with  a  large  dropped  penetration  point  
on  the  nose  of  the  share  that  enables  the  share  to  "pull"  
itself  into  the  soil.   Oil  quenched  and  heat-treated,  they  
are  available  individually  or  in  cartons  of  six.

Standard plow bolts not included - see Series 81 for plow bolts.

OPTIONAL WEAR-EXTENDING STYLES
Hardfaced - Add "H" to end of part number
Refer to Product info pages in catalog Preface section for further 
explanations and descriptions of available options.

"H" - Share fitted with 2 each.  39CB30000 
on each end and hardfaced blade edge.

Hardfaced  

INTERNATIONAL (IHC) - DEEP-SUCK
PAW Part 
Number

O.E.M
Number

Weight 
Each Size

LH/RH
Key

Plow 
Bottom Series

Optional
Styles

Bolts
Used

86C464590 464590 LH 16" 4 -- 1-1/2" 7.4
86C462227 46328R1/462 RH SUPER CHIEF 16" 4 -- 3-7/16" H 8.0
86C464591 464591 LH 18" 4 -- 1-1/2" 8.2
86C463254 463254R1 RH SUPER CHIEF 18" 4 -- 3-7/16" H 9.0
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WILCOX PLOW SHARES
A  flat  type  of  plow  share  specifically  designed  for  a  

popular  west  coast  O.E.M.   Two  styles  available,  with  or  
without  extended  nose  point,  and  both  fitted  with  welded  
quarter-bar  bracket,  made  from  1080  high  carbon  steel,  
oil  quenched  and  heat-treated.

Clipped head plow bolts not included - see Series 81 for plow bolts.

Refer to Product info pages in catalog Preface section for 
further explanations and descriptions of available options.

OPTIONAL WEAR-EXTENDING STYLES

"C" - Share fitted with 1 each.  
39PST400R/39PST400L on each end and hardfaced 
blade edge.

Hardfaced  

Chromium Carbide - Chrome Tipped

Chromium Carbide - Full Chrome
"FC" - Share fitted with 1 each.  
39PST400R/39PST400L on each end and chromium 
edge inserts (39S114000) fitted onto blade edge.

"H" - Share fitted with 2 each.  39CB30000 on each 
end and hardfaced blade edge.

- Add "C" & "FC" to end of part 
number per examples at right

- Two Styles availableChromium Carbide Inserts

- Add "H" to end of part numberHardfaced  

WILCOX - PLOW SHARES
PAW Part 
Number

O.E.M
Number

Weight 
Each Size

LH/RH
Key

Plow 
Bottom Series

Optional
Styles

Bolts
Used

86PSW184L RH WILCOX PLOWS 18" 4 -- 1-1/2" H,C,FC 0
86PSW184R LH 0

86PSW184LS RH With Extended Nose 18" 4 -- 1-1/2" H,FC* 15
86PSW184RS LH 15

*Full  Chrome  option  an  extended  nose  share  includes  hardfaced  nose  with  chromium
edge  inserts  (39SI14000)  fitted  onto  blade  edge.
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SWITCH PLOWS & PARTS
Switch  plows  are  the  latest  design  in  moldboard  plows,  

using  specifically  designed  double-ended  plow  shares.  
Both  O.E.M.  styles  listed  below  are  ribbed  style 
flat-blade  type  plow  shares,  made  from  1080  high 
carbon  steel,  oil  quenched,  and  heat-treated.   Available  
individually  or  in  cartons  of  six,  and  does  not  include  
hardware.

Refer to Product info pages in catalog Preface section for 
further explanations and descriptions of available options.

OPTIONAL WEAR-EXTENDING STYLES

"C" - Share fitted with 1 each.  
39PST400R/39PST400L on each end and hardfaced 
blade edge.

Hardfaced  

Chromium Carbide - Chrome Tipped

Chromium Carbide - Full Chrome
"FC" - Share fitted with 1 each.  
39PST400R/39PST400L on each end and chromium 
edge inserts (39S114000) fitted onto blade edge.

"H" - Share fitted with 2 each.  39CB30000 on each 
end and hardfaced blade edge.

- Add "C" & "FC" to end of part 
number per examples at right

- Two Styles availableChromium Carbide Inserts
- Add "H" to end of part numberHardfaced  

Clipped head plow bolts not included - 
See Series 81 for plow bolts.

HARRELL - SWITCH PLOW
PAW Part 
Number

O.E.M
Number

Weight 
Each SizeDescription

Optional
Styles

Bolts
Used

86SWH79006 7900636 5 Hole, Double Ended 24" 5 -- 7/16" H,C,FC 11.5

JOHN DEERE - SWITCH PLOW
PAW Part 
Number

O.E.M
Number

Weight 
Each SizeDescription

Optional
Styles

Bolts
Used

86SWD57270 57270 4 Hole, Double Ended 24" 4 -- 7/16" H,C,FC 11.5

Special  design  moldboard  made  from  1080  high  carbon  steel,  oil 
quenched  and  heat-treated.   Available  individually  or  in  cartons  of  six,  and  
dose  not  include  hardware.

SWITCH PLOW MOLDBOARDS
867921736 

Standard head plow bolts not included - see Series 81 for plow bolts.

HARRELL / JD
PAW Part 
Number

O.E.M
Number

Weight 
Each SizeDescription

Optional
Styles

Bolts
Used

86JD57264 57264 Reversible Moldboards, JD 24" 30.0
867921736 7921736 Reversible Moldboards 24" 30.0
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MOLDBOARDS
A  moldboard  is  a  large  contoured  steel  plate  which  

attaches  to  the  frog  and  engages  earth  cut  by  share  blade,  
rolls  it  over,  and  completes  the  turning  and  mixing  of  soil.   

All  moldboards  are  made  of  1080  high  carbon  steel  oil  
quenched  and  heat-treated.   Heat  treating  leaves  the  wear  
face  harder,  thus  enabling  moldboards  to  "scour"  in  most  
soil  conditions.   All  are  available  individually  or  packed  
in  cartons  of  six.

NON-STOCKED MOLDBOARD

Standard head plow bolts not included - see Series 81 for plow bolts.

All  the  moldboards  listed  below  are  regular  stock  items  and  reflect  the  more  popular  O.E.M.  models  currently  
available.   Other  O.E.M.  moldboards  are  also  available  on  a  special  order  basis  direct  from  manufacturer.   Please  
check  with  salesperson  on  any  unlisted  moldboards  for  pricing  and  availability.

JOHN DEERE - MOLDBOARDS
Weight 

Each 
Bolts
Used

Description
Plow

Bottom Series
LH/RH

Key
O.E.M

Number
PAW Part 
Number

A15596 RH NU-1036-1046 5-1/16" x 16" 4-7/16" x 1" 3186JD14885
A15607 LH NU-1036-1046 1-7/16" x 1-1/2" 3186JD14888

A17431 RH NU-1048 5/16" x 18" 3-7/16" x 1-1/2" 3186JD15673
A17432 LH NU-1048 1-7/16" x 1-3/4" 3186JD15674

INTERNATIONAL (IHC) - MOLDBOARD
Weight 

Each 
Bolts
Used

Description
Plow

Bottom Series
LH/RH

Key
O.E.M

Number
PAW Part 
Number

462314R RH Super Chief High Speed 4-7/16" x 1" 3086IH462314
464603R LH Super Chief 5/16" x 16", 18", & 20" 1-7/16" x 1-1/2" 3086IH464603

491634R RH Super Chief General Purpose 5-7/16" x 1-1/4" 3486IH491634
491634R LH Super Chief 5/16" x 18" 1-7/16" x 1-3/4" 3486IH491633

WILCOX - MOLDBOARD
Weight 

Each 
Bolts
Used

Description
Plow

Bottom Series
LH/RH

Key
O.E.M

Number
PAW Part 
Number

22004R RH All Wilcox Plows Moldbaord 5/16" 3586WI22004R
22004L LH All Wilcox Plows 3586WI22004L
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PLOW SHINS
Plow  shins  are  a  replaceable  extension  for  the  front  of  the 

moldboard  where  the  heaviest  wear  is  encountered.   All  shins  are 
manufactured  from  high  carbon  steel,  oil  quenched  and  heat-treated.  
Shins  are  5/16"  thick  and  use  7/16"  x  1-1/2"  clipped  head  plow  bolts  
for  attachment.   Available  individually  or  packed  six  per  carton.

Standard head plow bolts not included - see Series 81 for plow bolts.

- Add "W" to end of part number
Hardfaced  - Add "H" to end of part number
Wear Coat

OPTIONAL WEAR-EXTENDING STYLES

Refer to Product info pages in catalog Preface section for 
further explanations and descriptions of available options.

NON-STOCKED MOLDBOARD
Plow  Shins  listed  are  regular  stock  items  and  reflect  the  more  popular  O.E.M.  models  currently  available.  
Other  O.E.M.  plow  shins  are  also  available  on  a  special  order  basis  direct  from  the  manufacturer.   Please  
check  with  our  salesperson  on  any  unlisted  plow  shins  for  pricing  and  availability.

JOHN DEERE - SHINS
PAW Part 
Number

O.E.M
Number

Weight 
Each Size

LH/RH
Key

Plow 
Bottom Series

Optional
Styles

86ND3000R A15594 RH NU-1035-46-48 16"-18" H,W 4.3
86ND3000L A15606 LH H,W 4.5

INTERNATIONAL (IHC) - SHINS
PAW Part 
Number

O.E.M
Number

Weight 
Each Size

LH/RH
Key

Plow 
Bottom Series

Optional
Styles

86NI2500R 522325, 488266R RH SUPER CHIEF 14", 16" H,W 4.0
86NI2500L 55075C, 464595 LH 4.1

86NI2600R 491631 RH SUPER CHIEF 18" H,W 3.5
86NI2600L 491630 LH 3.5

WILCOX - SHINS
PAW Part 
Number

O.E.M
Number

Weight 
Each Size

LH/RH
Key

Plow 
Bottom Series

Optional
Styles

86WI22005R LH ALL WILCOX PLOW H,W 3.5
86WI22005L RH ALL WILCOX PLOW H,W 3.5
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A  heavy  steel  or  cast  iron  plate  which  bolts  to  the
plow  frog  assembly  to  help  counteract  the  natural  lateral  deflection
of  the  plow-bottom  by  holding  it  flat  against  the  cut  of  the  land.

LANDSIDES / WEAR PADS

  A  reversible  steel  pad  bolted  to  the  landside  face
which  helps  prolong  the  landside  life,  and  can  be  replaced  at  less
cost  than  the  entire  landside  assembly.   Manufactured  from  high
carbon  steel,  oil  quenched  and  heat-treated  for  longer  wear.
Landsides  are  drop  forged  or  sheared  depending  upon
configuration.   Attachment  by  O.E.M.  specifications  is  with  #3  head
plow  bolts  which  are  not  included  with  parts  listed  below.

WEAR PAD -

LANDSIDES -

Standard head plow bolts not included - 
See Series 81 for plow bolts.

NON-STOCKED MOLDBOARD
All  the  landsides  listed  below  are  regular  stock  items  and  reflect  the  most  popular  O.E.M.  models  currently  

available.   Other  O.E.M.  landsides  are  also  available  on  a  special  order  basis  direct  from  the  manufacturer.   Please  
check  with  our  salesperson  on  any  unlisted  plow  shins  for  pricing  and  availability.

JOHN DEERE
LH/RH

Key
Plow 

Bot. Series Description Position
Weight 

Each 
Bolts
Used

O.E.M
Number

PAW Part 
Number

AA15263 LH 3DT, Slat bottom -- 1/2" x 7" Reversible Clipped Head 3.886JD263W0
AA15262 RH HS or NU Series Wear Pad 2-7/16" x 1-3/4" 3.886JD262W0

AA16494 LH 3DT, Slat bottom 1/2" x 11-3/4" Rear 1ea. - 7/16" x 2" 5.586JD494W0
AA16493 RH HS or NU Series Landside Front 2ea. - 1/2" x 2" 5.586JD493W0

INTERNATIONAL (IHC)
LH/RH

Key
Plow 

Bot. Series Description Position
Weight 

Each 
Bolts
Used

O.E.M
Number

PAW Part 
Number

543321 LH Super Chief 5/8" x 24" Rear Hex Head, Cap Screws 2.786LAI3220
543322 RH Super Chief Special Application Rear 2ea. - 5/8" x 3" 2.786LAI3220

522342R RH Super Chief Landside Front 2ea. - 7/16" x 1-1/4 5.586LAI3420
464592 LH Super Chief 9/16" X 10-3/4" Front 2ea. - 7/16" x 1-1/4 5.586LAI324L

522343R RH Super Chief Special Application Rear 2ea. - 7/16" x 1-1/4 7.086LAI3430
522343R LH Super Chief 5/8" x 24" Rear 2ea. - 7/16" x 1-1/4 7.086LAI3220

WILCOX
LH/RH

Key
Plow 

Bot. Series Description Position
Weight 

Each 
Bolts
Used

O.E.M
Number

PAW Part 
Number

22002R RH All Wilcox Plows Landside Rear 4 ea. - 5/8" 11.586WI22002R
22002L LH All Wilcox Plows 1/2" Thick Rear 4 ea. - 5/8" 11.586WI22002L

128Pacific Ag Wholesalers, Inc. • 450 S. Kilroy Rd • Turlock, CA 95380 • (209) 664-9746 • fax: (209) 664-9750 • sales@pawinc.net




