
DOC-606  Rev.1  07/08

1

Accessories for the 
Termination of MI Heating Units

This document summarises the range of 
accessories available from Tyco Thermal 
Controls for the termination of Pyrotenax MI 
heating cables and units. It should be read in 
conjunction with our general product 
literature (Technical Databook DOC-389, 
available at www.tycothermal.com), 
showing an overview of the MI heating 
cables and cold leads as well as the 
various accessories available. 

Typical termination of MI heating cable

Glands, seals, joints, ferrules  RGM Metric brass glands (EExd) are standard, a limited selection of 
stainless steel glands are available, substitute reference “RGM” 
with “RGMAS” for stainless steel glands. For more details such 
as compatibility with various heating cables and order reference, 
refer to tables 2–8 (pages 4–12). 
 

RLM Brass lock nuts for glands are standard, a limited selection of 
stainless steel lock nuts are available, substitute reference “RLM” 
with “RLMAS” for stainless steel lock nuts. 
For order details refer to table 1 (page 2). 
 

SATP  Fiber washers for glands 
For order details refer to table 1 (page 2). 
 
 

RHG Gland shrouds for enhanced gland protection in standard version, 
as well as a limited selection of halogen free gland shrouds are 
available, substitute reference “RHG” with “RHGMM” for halogen 
free gland shrouds. 
For order details refer to table 1 (page 2). 
 
 

Heating cable 

Brazed hot/cold joint  
(factory terminated can also be laser welded)

MI cold lead cable

Gland

Potted seal

Conductor wire sleeve

Earth wire sleeve

Earth wire

Conductor wire

Tyco Thermal Controls and applicable 
codes and standards demand the use of 
original manufacturer’s parts only for the 
termination of Pyrotenax MI heating units. 
In particular for use in hazardous areas, 
approval agencies insist that this is strictly 
followed. 
The termination of MI heating units 
requires adequate training and sufficient 
experience as well as appropriate tools  

and testing equipment.  
The wide variety of combinations 
necessitates a thorough understanding of 
the requirements for each individual part 
in each step of the manufacturing 
process. In particular for hazardous area 
applications, factory termination of the MI 
heating units is strongly recommended. 
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Accessories for the termination of MI heating units

RPAL / RPSL Hazardous (RPAL) and ordinary area (RPSL) seals are supplied 
with 300 mm tails including earth tail for single and dual conduc-
tor MI heating cables (picture shows seal for single conductor). 
For more details such as compatibility with various heating cables 
and order references, refer to tables 2–8 (pages 4–12).  
 
 
 

SJK Hot/cold joint for brazed connection of MI heating cables and cold 
leads. Joints are factory drilled to diameter for best fit of MI cable. 
Joint types SJK are made of brass, types SJKAS are made of 
stainless steel. For more details such as compatibility with various 
heating cables and order references, refer to tables 2–8 (pages 
4–12). 
 

SJK...-PILOT-... Universal hot/cold or hot/hot joint for brazed connection of MI 
heating cables and/or cold leads. Universal joints have two pilot 
holes (one for the joint body and one for the joint bush) that must 
be drilled to match the exact diameter of the heating cable and/
or cold lead during the termination operation or field repair. Joint 
types SJK are made of brass, types SJKAS are made of stainless 
steel. For more details such as compatibility with various heating 
cables and order references, refer to tables 2–8 (pages 4–12).  
 

SJKF Ferrules (copper) for reliable connection of MI conductors in  
hot/cold joints. For more details such as compatibility with various 
heating cables and order references, refer to tables 2–8 (pages 
4–12). 
 

SPOT..-PILOT End cap for termination of dual conductor MI heating cables. The 
end caps have a pilot hole that must be drilled to match the exact 
diameter of the heating cable during the termination operation. 
Cap types SPOT are made of brass, types SPOTAS are made of 
stainless steel. For more details such as compatibility with various 
heating cables and order references, refer to tables 6–7 (pages 
9-11). 
 
 

Details for the selection and order references for parts mentioned above follow on the
next pages :

MI Heating cable sheath material and type Reference Table Page

Copper (single conductor) HCC/HCH 2 4

Cupro-Nickel (single conductor) HDC/HDF 3 5

Stainless steel (single conductor) HSQ 4 6

Alloy 825 (single conductor) HAx1N 5 7

Alloy 825 (dual conductor, 300V) HAx2M 6 8

Alloy 825 (dual conductor, 600V) HAx2N 7 9

Inconel 600 (single conductor) HIQ 8 10

 
Table 1 : Order references for washers, locknuts and shrouds  
              (all MI heating cable types)

Gland  
size

SATP 
Fibre washer,  

order reference,  
pack of 10 pc.

RLM 
Locknut (brass),  
order reference, 
pack of 10 pc.

RHG 
Gland shrouds,  
order reference,  
pack of 10 pc.

M20 SATP20-PACK RLM20-PACK RHG20-PACK

M25 SATP25-PACK RLM25-PACK RHG25-PACK

M32 SATP32-PACK RLM32-PACK RHG32-PACK
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Fabrication Consumables  

Tools  

SABAG13-PACK Silver solder for brazed joints, use for conductor  
Each pack consists of 10 sticks (each 500 mm)  
PN: 1235-41909002 (Weight per pack: 30g) 
 

SABAG14-PACK Silver solder for brazed joints, use for joint body 
 Each pack consists of 10 sticks (each 500 mm) 

PN: 1235-41909003 (Weight per pack: 85g) 
 

SABF  Brazing flux (250 g) 
PN: SABF 
 
 

SMP-300  Magnesium oxide powder (250 g) 
PN: SMP-300 
 
 

SMPBULK-300 Magnesium oxide powder (1 kg) 
PN: SMPBULK-300 
 

RMX  Grey potting compound 
Each pack consists of 10 pieces 
PN: RMX (Weight per pack: 165g) 
 

SMH Wax for temporary sealing of bulk MI heating cable ends. 
Minimum order quantity: 500 g, higher quantities per multiples  
of 100g 
PN: SMH 

ZSU Large stripping tool – all cable sizes, spare blades ZSUB.  
For Copper and Cupro-Nickel cables.  
PN: ZSU (Weight: 370g) 
 
 

ZSUS Small stripping tool – cable ∅ < 9 mm, spare blades ZSUSB.  
For Copper and Cupro-Nickel cables.  
PN: ZSUS (Weight: 145g) 
 

ZR Ringing tool for cable ∅ < 9 mm. 
 PN: ZR (Weight: 215g) 

 

ZPM20 Potting tool, ensures quick and accurate screwing on of the brass
ZPM25 pot and is used in conjunction with the appropriate RGM cable 

gland (M20 or M25).
 PN: ZPM20 (Weight: 70g), PN: ZPM25 (Weight: 85g) 

 

ZDC20 Crimping tool for 20 and 25 mm seals
ZDC25 PN: ZDC20 (Weight: 255g), PN: ZDC25 (Weight: 435g) 

Accessories for the termination of MI heating units
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MI heating  
cable type

MI cold 
lead cable 

type (1)

MI cold 
lead cable 
size (mm²)

SJK 
Hot-cold joint kit with 
SJKF (pre-drilled to 

cable diameter), pack  
of 10 sets (2)

SJK 
Hot-cold joint body 
kit without SJKF 

(pre-drilled to cable 
diameter), pack of 

10 sets

SJK..-PILOT

SJKF 
Conductor  

connector kit 
for H-C joint, 

pack of 10 pc.

SPOT..-PILOT 
End cap kit for 

termination of dual 
conductor cables 
(pilot hole, drill to 
cable diameter), 
pack of 10 sets

RPSL 
Potted seal for MI cold 

lead cable - for ordinary 
areas (5), pack of 10 sets

RPAL 
Potted seal (EExe)  

for MI cold lead cable -  
for hazardous areas (5),  

pack of 10 sets

RGM 
Brass gland 

(EExd), 
order reference (4),  

pack of 10 pc.
Gland  
size

Hot-cold joint body 
kit without SJKF (pilot 

holes, drill to cable 
diameter), pack of 

10 sets

Hot-hot joint body  
kit without SJKF  

(pilot holes, drill to  
cable diameter),  
pack of 10 sets

HCH1L2000 …1H2.5 2,5 N/A SJK28-53-PACK SJK-PILOT-A-PACK SJK-PILOT-A-PACK SJKF-C-PACK N/A RPSL1H2.520-300-PACK RPAL1H2.520-300-PACK RGM1H2.520-PACK M20

HCH1L1250 …1H2.5 2,5 N/A SJK28-53-PACK SJK-PILOT-A-PACK SJK-PILOT-A-PACK SJKF-D-PACK N/A RPSL1H2.520-300-PACK RPAL1H2.520-300-PACK RGM1H2.520-PACK M20

HCH1M800 …1H2.5 2,5 N/A SJK35-53-PACK SJK-PILOT-A-PACK SJK-PILOT-A-PACK SJKF-D-PACK N/A RPSL1H2.520-300-PACK RPAL1H2.520-300-PACK RGM1H2.520-PACK M20

HCH1M630 …1H2.5 2,5 N/A SJK40-53-PACK SJK-PILOT-A-PACK SJK-PILOT-A-PACK SJKF-E-PACK N/A RPSL1H2.520-300-PACK RPAL1H2.520-300-PACK RGM1H2.520-PACK M20

HCH1M450 …1H2.5 2,5 N/A SJK40-53-PACK SJK-PILOT-A-PACK SJK-PILOT-A-PACK SJKF-F-PACK N/A RPSL1H2.520-300-PACK RPAL1H2.520-300-PACK RGM1H2.520-PACK M20

HCH1M315 …1H2.5 2,5 N/A SJK43-53-PACK SJK-PILOT-A-PACK SJK-PILOT-A-PACK SJKF-G-PACK N/A RPSL1H2.520-300-PACK RPAL1H2.520-300-PACK RGM1H2.520-PACK M20

HCH1M220 …1H2.5 2,5 N/A SJK45-53-PACK SJK-PILOT-A-PACK SJK-PILOT-A-PACK SJKF-G-PACK N/A RPSL1H2.520-300-PACK RPAL1H2.520-300-PACK RGM1H2.520-PACK M20

HCH1M140 …1H2.5 2,5 N/A SJK49-53-PACK SJK-PILOT-A-PACK SJK-PILOT-A-PACK SJKF-L-PACK N/A RPSL1H2.520-300-PACK RPAL1H2.520-300-PACK RGM1H2.520-PACK M20

HCH1M100 …1H2.5 2,5 N/A SJK52-53-PACK SJK-PILOT-A-PACK SJK-PILOT-A-PACK SJKF-N-PACK N/A RPSL1H2.520-300-PACK RPAL1H2.520-300-PACK RGM1H2.520-PACK M20

HCC1M63 …1H2.5 2,5 N/A SJK32-53-PACK SJK-PILOT-A-PACK SJK-PILOT-A-PACK (3) N/A RPSL1H2.520-300-PACK RPAL1H2.520-300-PACK RGM1H2.520-PACK M20

HCC1M40 …1H2.5 2,5 N/A SJK34-53-PACK SJK-PILOT-A-PACK SJK-PILOT-A-PACK (3) N/A RPSL1H2.520-300-PACK RPAL1H2.520-300-PACK RGM1H2.520-PACK M20

HCC1M25 …1H6 6 N/A SJK37-64-PACK SJK-PILOT-B-PACK SJK-PILOT-A-PACK (3) N/A RPSL1H620-300-PACK RPAL1H620-300-PACK RGM1H620-PACK M20

HCC1M17 …1H6 6 N/A SJK46-64-PACK SJK-PILOT-B-PACK SJK-PILOT-A-PACK (3) N/A RPSL1H620-300-PACK RPAL1H620-300-PACK RGM1H620-PACK M20

HCC1M11 …1H6 6 N/A SJK49-64-PACK SJK-PILOT-B-PACK SJK-PILOT-A-PACK (3) N/A RPSL1H620-300-PACK RPAL1H620-300-PACK RGM1H620-PACK M20

HCC1M7 …1H10 10 N/A SJK53-73-PACK SJK-PILOT-B-PACK SJK-PILOT-A-PACK (3) N/A RPSL1H1025-300-PACK RPAL1H1025-300-PACK RGM1H1025-PACK M25

HCC1M4 …1H16 16 N/A SJK59-83-PACK SJK-PILOT-C2-PACK SJK-PILOT-B-PACK (3) N/A RPSL1H1625-300-PACK RPAL1H1625-300-PACK RGM1H1625-PACK M25

HCC1M2.87 …1H16 16 N/A SJK64-83-PACK SJK-PILOT-C2-PACK SJK-PILOT-B-PACK (3) N/A RPSL1H1625-300-PACK RPAL1H1625-300-PACK RGM1H1625-PACK M25

HCC1M1.72 …1H25 25 N/A SJK73-96-PACK SJK-PILOT-C2-PACK SJK-PILOT-C2-PACK (3) N/A RPSL1H2532-300-PACK RPAL1H2532-300-PACK RGM1H2532-PACK M32

HCC1M1.08 …1H35 35 N/A SJK83-107-PACK (8) SJK-PILOT-C2-PACK (3) N/A RPSL1H3532-300-PACK RPAL1H3532-300-PACK RGM1H3532-PACK M32

 

  Table 2 : Copper sheathed MI heating cables (single conductor)

Remarks  : (5)  Seal does include potting compound (10 sticks per pack), however special tools for applying  
 seal are needed (see page 3 for details)
(6) Only factory terminated MI heating units
(7)  No standard material available, contact Tyco Thermal Controls
 
Other combinations may be possible, please contact Tyco Thermal Controls.

(1) Prefix for sheath material : CC for Copper, CCH for –DPE/Copper, –DC for Cupro-Nickel, SC for Stainless Steel,   
 AC for Alloy 825 (recommended type in bold)
(2) Includes conductor connector, simplifying installation
(3) Does not require conductor connector
(4) A limited selection of stainless steel glands are available, substitute reference “RGM” with “RGMAS”
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MI heating  
cable type

MI cold 
lead cable 

type (1)

MI cold 
lead cable 
size (mm²)

SJK 
Hot-cold joint kit with 
SJKF (pre-drilled to  

cable diameter),  
pack of 10 sets (2)

SJK 
Hot-cold joint body 
kit without SJKF 

(pre-drilled to cable 
diameter), pack of 

10 sets

SJK..-PILOT

SJKF 
Conductor 

connector kit 
for H-C joint, 

pack of 10 pc.

SPOT..-PILOT 
End cap kit for 

termination of dual 
conductor cables 
(pilot hole, drill to 
cable diameter), 
pack of 10 sets

RPSL 
Potted seal for MI cold 

lead cable - for ordinary 
areas (5), pack of 10 sets

RPAL 
Potted seal (EExe)  

for MI cold lead cable -  
for hazardous areas (5), 

pack of 10 sets

RGM 
Brass gland 

(EExd), 
order reference (4),  

pack of 10 pc.
Gland  
size

Hot-cold joint body 
kit without SJKF (pilot 

hole, drill to cable 
diameter), pack of 

10 sets

Hot-hot joint body 
kit without SJKF (pilot 

holes, drill to cable 
diameter), pack of 

10 sets

HDF1M1600 …1H2.5 2,5 SJK32C53-PACK SJK32-53-PACK SJK-PILOT-A-PACK SJK-PILOT-A-PACK SJKF-C-PACK N/A RPSL1H2.520-300-PACK RPAL1H2.520-300-PACK RGM1H2.520-PACK M20

HDF1M1000 …1H2.5 2,5 SJK34D53-PACK SJK34-53-PACK SJK-PILOT-A-PACK SJK-PILOT-A-PACK SJKF-D-PACK N/A RPSL1H2.520-300-PACK RPAL1H2.520-300-PACK RGM1H2.520-PACK M20

HDF1M630 …1H2.5 2,5 SJK37E53-PACK SJK37-53-PACK SJK-PILOT-A-PACK SJK-PILOT-A-PACK SJKF-E-PACK N/A RPSL1H2.520-300-PACK RPAL1H2.520-300-PACK RGM1H2.520-PACK M20

HDF1M400 …1H2.5 2,5 SJK40F53-PACK SJK40-53-PACK SJK-PILOT-A-PACK SJK-PILOT-A-PACK SJKF-F-PACK N/A RPSL1H2.520-300-PACK RPAL1H2.520-300-PACK RGM1H2.520-PACK M20

HDF1M250 …1H2.5 2,5 SJK44G53-PACK SJK44-53-PACK SJK-PILOT-A-PACK SJK-PILOT-A-PACK SJKF-G-PACK N/A RPSL1H2.520-300-PACK RPAL1H2.520-300-PACK RGM1H2.520-PACK M20

HDF1M160 …1H2.5 2,5 N/A (6) SJK-PILOT-A-PACK SJK-PILOT-A-PACK SJKF-K-PACK N/A RPSL1H2.520-300-PACK RPAL1H2.520-300-PACK RGM1H2.520-PACK M20

  …1H6 6 SJK49H64-PACK SJK49-64-PACK SJK-PILOT-A-PACK SJKF-H-PACK N/A RPSL1H620-300-PACK RPAL1H620-300-PACK RGM1H620-PACK M20

HDC1M63 …1H2.5 2,5 N/A SJK32-53-PACK SJK-PILOT-A-PACK SJK-PILOT-A-PACK (3) N/A RPSL1H2.520-300-PACK RPAL1H2.520-300-PACK RGM1H2.520-PACK M20

HDC1M40 …1H2.5 2,5 N/A SJK34-53-PACK SJK-PILOT-A-PACK SJK-PILOT-A-PACK (3) N/A RPSL1H2.520-300-PACK RPAL1H2.520-300-PACK RGM1H2.520-PACK M20

HDC1M25 …1H2.5 2,5 N/A (6) SJK-PILOT-A-PACK SJK-PILOT-A-PACK (3) N/A RPSL1H2.520-300-PACK RPAL1H2.520-300-PACK RGM1H2.520-PACK M20

…1H6 6 N/A SJK37-64-PACK SJK-PILOT-A-PACK (3) N/A RPSL1H620-300-PACK RPAL1H620-300-PACK RGM1H620-PACK M20

HDC1M17 …1H2.5 2,5 N/A (6) SJK-PILOT-A-PACK SJK-PILOT-A-PACK (3) N/A RPSL1H2.520-300-PACK RPAL1H2.520-300-PACK RGM1H2.520-PACK M20

…1H6 6 N/A SJK46-64-PACK SJK-PILOT-B-PACK (3) N/A RPSL1H620-300-PACK RPAL1H620-300-PACK RGM1H620-PACK M20

HDC1M11 …1H6 6 N/A SJK49-64-PACK SJK-PILOT-B-PACK SJK-PILOT-A-PACK (3) N/A RPSL1H620-300-PACK RPAL1H620-300-PACK RGM1H620-PACK M20

HDC1M7 …1H10 10 N/A SJK53-73-PACK SJK-PILOT-B-PACK SJK-PILOT-A-PACK (3) N/A RPSL1H1025-300-PACK RPAL1H1025-300-PACK RGM1H1025-PACK M25

HDC1M4 …1H16 16 N/A SJK59-83-PACK SJK-PILOT-C2-PACK SJK-PILOT-B-PACK (3) N/A RPSL1H1625-300-PACK RPAL1H1625-300-PACK RGM1H1625-PACK M25

  Table 3 : Cupro-Nickel sheathed MI heating cables (single conductor)

Remarks  : (6) Only factory terminated MI heating units
(7)  No standard material available, contact Tyco Thermal Controls
 
Other combinations may be possible, please contact Tyco Thermal Controls.

(1) Prefix for sheath material : CC for Copper, CCH for HDPE/Copper, DC for Cupro-Nickel, SC for Stainless Steel,   
 AC for Alloy 825 (recommended type in bold)
(2) Includes conductor connector, simplifying installation
(3) Does not require conductor connector
(4) A limited selection of stainless steel glands are available, substitute reference “RGM” with “RGMAS”
(5)  Seal does include potting compound, however special tools for applying seal are needed (see page 3 for details)
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MI heating  
cable type

MI cold 
lead cable 

type (1)

MI cold 
lead cable 
size (mm²)

SJK 
Hot-cold joint kit with 
SJKF (pre-drilled to  

cable diameter), pack  
of 10 sets (2)

SJK 
Hot-cold joint body 
kit without SJKF 

(pre-drilled to cable 
diameter), pack of 

10 sets

SJK..-PILOT SJKF 
Conductor  
connector 
kit for H-C 

joint, pack of 
10 pc.

SPOT..-PILOT 
End cap kit for 

termination of dual 
conductor cables 
(pilot hole, drill to 
cable diameter), 
pack of 10 sets

RPSL 
Potted seal for MI cold  

lead cable - for ordinary 
areas (5), pack of 10 sets

RPAL 
Potted seal (EExe) for  
MI cold lead cable -  

for hazardous areas (5),  
pack of 10 sets

RGM 
Brass gland 

(EExd), 
order reference (4),  

pack of 10 pc.
Gland  
size

Hot-cold joint body 
kit without SJKF (pilot 

hole, drill to cable 
diameter),  

pack of 10 sets

Hot-hot joint body 
kit without SJKF (pilot 

holes, drill to cable 
diameter), pack of 

10 sets

HSQ1M10K …1H2.5 2,5 SJKAS32B53-PACK SJKAS32-53-PACK SJKAS-PILOT-A-PACK SJKAS-PILOT-A-PACK SJKF-B-PACK N/A RPSL1H2.520-300-PACK RPAL1H2.520-300-PACK RGM1H2.520-PACK M20

HSQ1M6300 …1H2.5 2,5 SJKAS32B53-PACK SJKAS32-53-PACK SJKAS-PILOT-A-PACK SJKAS-PILOT-A-PACK SJKF-B-PACK N/A RPSL1H2.520-300-PACK RPAL1H2.520-300-PACK RGM1H2.520-PACK M20

HSQ1M4000 …1H2.5 2,5 SJKAS32C53-PACK SJKAS32-53-PACK SJKAS-PILOT-A-PACK SJKAS-PILOT-A-PACK SJKF-C-PACK N/A RPSL1H2.520-300-PACK RPAL1H2.520-300-PACK RGM1H2.520-PACK M20

HSQ1M2500 …1H2.5 2,5 SJKAS34D53-PACK SJKAS34-53-PACK SJKAS-PILOT-A-PACK SJKAS-PILOT-A-PACK SJKF-D-PACK N/A RPSL1H2.520-300-PACK RPAL1H2.520-300-PACK RGM1H2.520-PACK M20

HSQ1M1600 …1H2.5 2,5 SJKAS36E53-PACK SJKAS36-53-PACK SJKAS-PILOT-A-PACK SJKAS-PILOT-A-PACK SJKF-E-PACK N/A RPSL1H2.520-300-PACK RPAL1H2.520-300-PACK RGM1H2.520-PACK M20

HSQ1M1000 …1H2.5 2,5 SJKAS39F53-PACK SJKAS39-53-PACK SJKAS-PILOT-A-PACK SJKAS-PILOT-A-PACK SJKF-F-PACK N/A RPSL1H2.520-300-PACK RPAL1H2.520-300-PACK RGM1H2.520-PACK M20

HSQ1M630 …1H2.5 2,5 SJKAS43G53-PACK SJKAS43-53-PACK SJKAS-PILOT-A-PACK SJKAS-PILOT-A-PACK SJKF-G-PACK N/A RPSL1H2.520-300-PACK RPAL1H2.520-300-PACK RGM1H2.520-PACK M20

HSQ1M400 …1H2.5 2,5 SJKAS47L53-PACK SJKAS47-53-PACK SJKAS-PILOT-A-PACK SJKAS-PILOT-A-PACK SJKF-L-PACK N/A RPSL1H2.520-300-PACK RPAL1H2.520-300-PACK RGM1H2.520-PACK M20

HSQ1M250 …1H2.5 2,5 N/A (6) SJKAS-PILOT-A-PACK SJKAS-PILOT-A-PACK SJKF-N-PACK N/A RPSL1H2.520-300-PACK RPAL1H2.520-300-PACK RGM1H2.520-PACK M20

…1H6 6 SJKAS53M64-PACK SJKAS53-64-PACK SJKAS-PILOT-B-PACK SJKF-M-PACK N/A RPSL1H620-300-PACK RPAL1H620-300-PACK RGM1H620-PACK M20

HSQ1M160 …1H2.5 2,5 N/A (6) SJKAS-PILOT-B-PACK SJKAS-PILOT-B-PACK SJKF-P-PACK N/A RPSL1H2.520-300-PACK RPAL1H2.520-300-PACK RGM1H2.520-PACK M20

…1H6 6 SJKAS65J64-PACK SJKAS65-64-PACK SJKAS-PILOT-B-PACK SJKF-J-PACK N/A RPSL1H620-300-PACK RPAL1H620-300-PACK RGM1H620-PACK M20

  Table 4 : Stainless steel  sheathed MI heating cables (single conductor)

Remarks  : (6) Only factory terminated MI heating units
(7)  Material for joint is stainless steel. In case of concerns about corrosion, please order factory  
 terminated laser welded units
(8)  No standard material available, contact Tyco Thermal Controls
 
Other combinations may be possible, please contact Tyco Thermal Controls.

(1) Prefix for sheath material : CC for Copper, CCH for HDPE/Copper, DC for Cupro-Nickel, SC for Stainless Steel,   
 AC for Alloy 825 (recommended type in bold)
(2) Includes conductor connector, simplifying installation
(3) Does not require conductor connector
(4) A limited selection of stainless steel glands are available, substitute reference “RGM” with “RGMAS”
(5)  Seal does include potting compound, however special tools for applying seal are needed (see page 3 for details)
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MI heating  
cable type

MI cold 
lead cable 

type (1)

MI cold 
lead cable 
size (mm²)

SJK 
Hot-cold joint kit with 

SJKF (pre-drilled to cable 
diameter), pack of 10 

sets (2)

SJK 
Hot-cold joint body 
kit without SJKF 

(pre-drilled to cable 
diameter), pack of 

10 sets

SJK..-PILOT
SJKF 

Conductor  
connector kit 
for H-C joint, 

pack of 10 pc.

SPOT..-PILOT 
End cap kit for 

termination of dual 
conductor cables 
(pilot hole, drill to 
cable diameter), 
pack of 10 sets

RPSL 
Potted seal for MI cold 

lead cable - for ordinary 
areas (5),  

pack of 10 sets

RPAL 
Potted seal (EExe) for  
MI cold lead cable -  

for hazardous areas (5),  
pack of 10 sets

RGM 
Brass gland 

(EExd), 
order reference (4),  

pack of 10 pc.
Gland  
size

Hot-cold joint body 
kit without SJKF (pilot 

hole, drill to cable 
diameter), pack of 

10 sets

Hot-hot joint body 
kit without SJKF (pilot 

holes, drill to cable 
diameter), pack of 

10 sets

HAA1N6565 …1H2.5 2,5 N/A N/A SJKAS-PILOT-A-PACK SJKAS-PILOT-A-PACK SJKF-B-PACK N/A RPSL1H2.520-300-PACK RPAL1H2.520-300-PACK RGM1H2.520-PACK M20

HAA1N5250 …1H2.5 2,5 N/A N/A SJKAS-PILOT-A-PACK SJKAS-PILOT-A-PACK SJKF-C-PACK N/A RPSL1H2.520-300-PACK RPAL1H2.520-300-PACK RGM1H2.520-PACK M20

HAA1N4300 …1H2.5 2,5 N/A N/A SJKAS-PILOT-A-PACK SJKAS-PILOT-A-PACK SJKF-C-PACK N/A RPSL1H2.520-300-PACK RPAL1H2.520-300-PACK RGM1H2.520-PACK M20

HAA1N3300 …1H2.5 2,5 N/A N/A SJKAS-PILOT-A-PACK SJKAS-PILOT-A-PACK SJKF-D-PACK N/A RPSL1H2.520-300-PACK RPAL1H2.520-300-PACK RGM1H2.520-PACK M20

HAA1N2800 …1H2.5 2,5 N/A N/A SJKAS-PILOT-A-PACK SJKAS-PILOT-A-PACK SJKF-D-PACK N/A RPSL1H2.520-300-PACK RPAL1H2.520-300-PACK RGM1H2.520-PACK M20

HAA1N2300 …1H2.5 2,5 N/A N/A SJKAS-PILOT-A-PACK SJKAS-PILOT-A-PACK SJKF-D-PACK N/A RPSL1H2.520-300-PACK RPAL1H2.520-300-PACK RGM1H2.520-PACK M20

HAA1N1640 …1H2.5 2,5 N/A N/A SJKAS-PILOT-A-PACK SJKAS-PILOT-A-PACK SJKF-E-PACK N/A RPSL1H2.520-300-PACK RPAL1H2.520-300-PACK RGM1H2.520-PACK M20

HAT1N920 …1H2.5 2,5 N/A N/A SJKAS-PILOT-A-PACK SJKAS-PILOT-A-PACK SJKF-D-PACK N/A RPSL1H2.520-300-PACK RPAL1H2.520-300-PACK RGM1H2.520-PACK M20

HAB1N660 …1H2.5 2,5 N/A N/A SJKAS-PILOT-A-PACK SJKAS-PILOT-A-PACK SJKF-E-PACK N/A RPSL1H2.520-300-PACK RPAL1H2.520-300-PACK RGM1H2.520-PACK M20

HAB1N500 …1H2.5 2,5 N/A N/A SJKAS-PILOT-A-PACK SJKAS-PILOT-A-PACK SJKF-F-PACK N/A RPSL1H2.520-300-PACK RPAL1H2.520-300-PACK RGM1H2.520-PACK M20

…1H6 6 N/A N/A SJKAS-PILOT-B-PACK SJKF-FL-PACK N/A RPSL1H620-300-PACK RPAL1H620-300-PACK RGM1H620-PACK M20

HAQ1N390 …1H2.5 2,5 N/A N/A SJKAS-PILOT-A-PACK SJKAS-PILOT-A-PACK SJKF-C-PACK N/A RPSL1H2.520-300-PACK RPAL1H2.520-300-PACK RGM1H2.520-PACK M20

…1H6 6 N/A N/A SJKAS-PILOT-B-PACK SJKF-CL-PACK N/A RPSL1H620-300-PACK RPAL1H620-300-PACK RGM1H620-PACK M20

HAQ1N240 …1H2.5 2,5 N/A N/A SJKAS-PILOT-A-PACK SJKAS-PILOT-A-PACK SJKF-D-PACK N/A RPSL1H2.520-300-PACK RPAL1H2.520-300-PACK RGM1H2.520-PACK M20

…1H6 6 N/A N/A SJKAS-PILOT-B-PACK SJKF-DL-PACK N/A RPSL1H620-300-PACK RPAL1H620-300-PACK RGM1H620-PACK M20

HAQ1N190 …1H2.5 2,5 N/A N/A SJKAS-PILOT-A-PACK SJKAS-PILOT-A-PACK SJKF-D-PACK N/A RPSL1H2.520-300-PACK RPAL1H2.520-300-PACK RGM1H2.520-PACK M20

…1H6 6 N/A N/A SJKAS-PILOT-B-PACK SJKF-DL-PACK N/A RPSL1H620-300-PACK RPAL1H620-300-PACK RGM1H620-PACK M20

HAP1N155 …1H2.5 2,5 N/A N/A SJKAS-PILOT-A-PACK SJKAS-PILOT-A-PACK SJKF-D-PACK N/A RPSL1H2.520-300-PACK RPAL1H2.520-300-PACK RGM1H2.520-PACK M20

…1H6 6 N/A N/A SJKAS-PILOT-B-PACK SJKF-DL-PACK N/A RPSL1H620-300-PACK RPAL1H620-300-PACK RGM1H620-PACK M20

  Table 5 : Alloy 825 sheathed MI heating cables (single conductor)

Remarks  : (6) Only factory terminated MI heating units
(7)  Material for joint is stainless steel. In case of concerns about corrosion, please order factory  
 terminated laser welded units
(8)  No standard material available, contact Tyco Thermal Controls
 
Other combinations may be possible, please contact Tyco Thermal Controls.

(1) Prefix for sheath material : CC for Copper, CCH for HDPE/Copper, DC for Cupro-Nickel, SC for Stainless Steel,   
 AC for Alloy 825 (recommended type in bold)
(2) Includes conductor connector, simplifying installation
(3) Does not require conductor connector
(4) A limited selection of stainless steel glands are available, substitute reference “RGM” with “RGMAS”
(5)  Seal does include potting compound, however special tools for applying seal are needed (see page 3 for details)
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MI heating  
cable type

MI cold 
lead cable 

type (1)

MI cold 
lead cable 
size (mm²)

SJK 
Hot-cold joint kit with 
SJKF (pre-drilled to  

cable diameter), pack  
of 10 sets (2)

SJK 
Hot-cold joint body 
kit without SJKF 

(pre-drilled to cable 
diameter), pack of 

10 sets

SJK..-PILOT
SJKF 

Conductor  
connector kit 
for H-C joint, 

pack of 10 pc.

SPOT..-PILOT 
End cap kit for 

termination of dual 
conductor cables 
(pilot hole, drill to 
cable diameter), 
pack of 10 sets

RPSL 
Potted seal for MI cold 

lead cable - for ordinary 
areas (5),  

pack of 10 sets

RPAL 
Potted seal (EExe) for  
MI cold lead cable -  

for hazardous areas (5),  
pack of 10 sets

RGM 
Brass gland 

(EExd), 
order reference (4),  

pack of 10 pc.
Gland  
size

Hot-cold joint body 
kit without SJKF (pilot 

hole, drill to cable 
diameter), pack of 

10 sets

Hot-hot joint body 
kit without SJKF (pilot 

holes, drill to cable 
diameter), pack of 

10 sets

HAP1N120 …1H2.5 2,5 N/A N/A SJKAS-PILOT-A-PACK SJKAS-PILOT-A-PACK SJKF-D-PACK N/A RPSL1H2.520-300-PACK RPAL1H2.520-300-PACK RGM1H2.520-PACK M20

…1H6 6 N/A N/A SJKAS-PILOT-B-PACK SJKF-DL-PACK N/A RPSL1H620-300-PACK RPAL1H620-300-PACK RGM1H620-PACK M20

HAP1N95 …1H2.5 2,5 N/A N/A SJKAS-PILOT-A-PACK SJKAS-PILOT-A-PACK SJKF-D-PACK N/A RPSL1H2.520-300-PACK RPAL1H2.520-300-PACK RGM1H2.520-PACK M20

…1H6 6 N/A N/A SJKAS-PILOT-B-PACK SJKF-DL-PACK N/A RPSL1H620-300-PACK RPAL1H620-300-PACK RGM1H620-PACK M20

HAP1N76 …1H2.5 2,5 N/A N/A SJKAS-PILOT-A-PACK SJKAS-PILOT-A-PACK SJKF-E-PACK N/A RPSL1H2.520-300-PACK RPAL1H2.520-300-PACK RGM1H2.520-PACK M20

…1H6 6 N/A N/A SJKAS-PILOT-B-PACK SJKF-EL-PACK N/A RPSL1H620-300-PACK RPAL1H620-300-PACK RGM1H620-PACK M20

HAP1N60 …1H2.5 2,5 N/A N/A SJKAS-PILOT-A-PACK SJKAS-PILOT-A-PACK SJKF-F-PACK N/A RPSL1H2.520-300-PACK RPAL1H2.520-300-PACK RGM1H2.520-PACK M20

…1H6 6 N/A N/A SJKAS-PILOT-B-PACK  SJKF-FL-PACK N/A RPSL1H620-300-PACK RPAL1H620-300-PACK RGM1H620-PACK M20

HAP1N48 …1H2.5 2,5 N/A N/A SJKAS-PILOT-A-PACK SJKAS-PILOT-A-PACK SJKF-F-PACK N/A RPSL1H2.520-300-PACK RPAL1H2.520-300-PACK RGM1H2.520-PACK M20

…1H6 6 N/A N/A SJKAS-PILOT-B-PACK SJKF-FL-PACK N/A RPSL1H620-300-PACK RPAL1H620-300-PACK RGM1H620-PACK M20

HAP1N37 …1H2.5 2,5 N/A N/A SJKAS-PILOT-A-PACK SJKAS-PILOT-A-PACK SJKF-G-PACK N/A RPSL1H2.520-300-PACK RPAL1H2.520-300-PACK RGM1H2.520-PACK M20

…1H6 6 N/A N/A SJKAS-PILOT-B-PACK SJKF-GL-PACK N/A RPSL1H620-300-PACK RPAL1H620-300-PACK RGM1H620-PACK M20

HAC1N21.3 …1H2.5 2,5 N/A N/A SJKAS-PILOT-A-PACK SJKAS-PILOT-A-PACK (3) N/A RPSL1H2.520-300-PACK RPAL1H2.520-300-PACK RGM1H2.520-PACK M20

…1H6 6 N/A N/A SJKAS PILOT B-PACK (3) N/A RPSL1H620-300-PACK RPAL1H620-300-PACK RGM1H620-PACK M20

HAC1N13.5 …1H6 6 N/A N/A SJKAS-PILOT-B-PACK SJKAS-PILOT-A-PACK (3) N/A RPSL1H620-300-PACK RPAL1H620-300-PACK RGM1H620-PACK M20

HAC1N8.5 …1H10 10 N/A N/A SJKAS-PILOT-C2-PACK SJKAS-PILOT-B-PACK (3) N/A RPSL1H1025-300-PACK RPAL1H1025-300-PACK RGM1H1025-PACK M25

HAC1N5.3 …1H16 16 N/A N/A SJKAS-PILOT-C2-PACK SJKAS-PILOT-B-PACK (3) N/A RPSL1H1625-300-PACK RPAL1H1625-300-PACK RGM1H1625-PACK M25

HAC1N3.3 …1H16 16 N/A N/A SJKAS-PILOT-C2-PACK SJKAS-PILOT-B-PACK (3) N/A RPSL1H1625-300-PACK RPAL1H1625-300-PACK RGM1H1625-PACK M25

HAC1N2 …1H25 25 N/A N/A SJKAS-PILOT-C2-PACK SJKAS-PILOT-C2-PACK (3) N/A RPSL1H2532-300-PACK RPAL1H2532-300-PACK RGM1H2532-PACK M32

  Table 5 : Alloy 825 sheathed MI heating cables (single conductor) (Continued)

Remarks  : (6) Only factory terminated MI heating units
(7)  Material for joint is stainless steel. In case of concerns about corrosion, please order factory  
 terminated laser welded units
(8)  No standard material available, contact Tyco Thermal Controls
 
Other combinations may be possible, please contact Tyco Thermal Controls.

(1) Prefix for sheath material : CC for Copper, CCH for DPE/Copper, DC for Cupro-Nickel, SC for Stainless Steel,   
 AC for Alloy 825 (recommended type in bold)
(2) Includes conductor connector, simplifying installation
(3) Does not require conductor connector
(4) A limited selection of stainless steel glands are available, substitute reference “RGM” with “RGMAS”
(5)  Seal does include potting compound, however special tools for applying seal are needed (see page 3 for details)
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MI heating  
cable type

MI cold 
lead cable 

type (1)

MI cold 
lead 

cable size 
(mm²)

SJK 
Hot-cold joint kit with 
SJKF (pre-drilled to 

cable diameter), pack of 
10 sets (2)

SJK 
Hot-cold joint body  
kit without SJKF  

(pre-drilled to cable 
diameter), pack of 

10 sets

SJK..-PILOT

SJKF 
Conductor con-

nector kit for 
H-C joint, pack 

of 10 pc.

SPOT..-PILOT 
End cap kit for 

termination of dual 
conductor cables 
(pilot hole, drill to 
cable diameter),  
pack of 10 sets

RPSL 
Potted seal for MI cold 

lead cable - for ordinary 
areas (5),  

pack of 10 sets

RPAL 
Potted seal (EExe) for  
MI cold lead cable -  

for hazardous areas (5),  
pack of 10 sets

RGM 
Brass gland (EExd), 
order reference (4),  

pack of 10 pc.
Gland  
size

Hot-cold joint body 
kit without SJKF (pilot 

holes, drill to cable 
diameter), pack of 

10 sets

Hot-hot joint body 
kit without SJKF 

(pilot holes, drill to 
cable diameter), 
pack of 10 sets

HAF2M36K ...2H2.5 2,5 N/A N/A SJKAS-PILOT-C3-PACK SJKAS-PILOT-A-PACK SJKF-B-PACK SPOTAS-A-PACK RPSL2H2.520-PACK RPAL2H2.520-PACK RGM2H2.520-PACK M20

HAF2M29.5K …2H2.5 2,5 N/A N/A SJKAS-PILOT-C3-PACK SJKAS-PILOT-A-PACK SJKF-B-PACK SPOTAS-A-PACK RPSL2H2.520-PACK RPAL2H2.520-PACK RGM2H2.520-PACK M20

HAF2M24.5K …2H2.5 2,5 N/A N/A SJKAS-PILOT-C3-PACK SJKAS-PILOT-A-PACK SJKF-B-PACK SPOTAS-A-PACK RPSL2H2.520-PACK RPAL2H2.520-PACK RGM2H2.520-PACK M20

HAA2M19.7K …2H2.5 2,5 N/A N/A SJKAS-PILOT-C3-PACK SJKAS-PILOT-A-PACK SJKF-B-PACK SPOTAS-A-PACK RPSL2H2.520-PACK RPAL2H2.520-PACK RGM2H2.520-PACK M20

HAA2M13.2K …2H2.5 2,5 N/A N/A SJKAS-PILOT-C3-PACK SJKAS-PILOT-A-PACK SJKF-B-PACK SPOTAS-A-PACK RPSL2H2.520-PACK RPAL2H2.520-PACK RGM2H2.520-PACK M20

HAA2M9000 …2H2.5 2,5 N/A N/A SJKAS-PILOT-C3-PACK SJKAS-PILOT-A-PACK SJKF-C-PACK SPOTAS-A-PACK RPSL2H2.520-PACK RPAL2H2.520-PACK RGM2H2.520-PACK M20

HAA2M6600 …2H2.5 2,5 N/A N/A SJKAS-PILOT-C3-PACK SJKAS-PILOT-A-PACK SJKF-D-PACK SPOTAS-A-PACK RPSL2H2.520-PACK RPAL2H2.520-PACK RGM2H2.520-PACK M20

HAA2M5600 …2H2.5 2,5 N/A N/A SJKAS-PILOT-C3-PACK SJKAS-PILOT-A-PACK SJKF-D-PACK SPOTAS-A-PACK RPSL2H2.520-PACK RPAL2H2.520-PACK RGM2H2.520-PACK M20

HAB2M3750 …2H2.5 2,5 N/A N/A SJKAS-PILOT-C3-PACK SJKAS-PILOT-A-PACK SJKF-C-PACK SPOTAS-A-PACK RPSL2H2.520-PACK RPAL2H2.520-PACK RGM2H2.520-PACK M20

HAB2M2300 …2H2.5 2,5 N/A N/A SJKAS-PILOT-C3-PACK SJKAS-PILOT-A-PACK SJKF-D-PACK SPOTAS-A-PACK RPSL2H2.520-PACK RPAL2H2.520-PACK RGM2H2.520-PACK M20

HAQ2M1560 …2H2.5 2,5 N/A N/A SJKAS-PILOT-C3-PACK SJKAS-PILOT-A-PACK SJKF-B-PACK SPOTAS-A-PACK RPSL2H2.520-PACK RPAL2H2.520-PACK RGM2H2.520-PACK M20

HAQ2M1240 …2H2.5 2,5 N/A N/A SJKAS-PILOT-C3-PACK SJKAS-PILOT-A-PACK SJKF-B-PACK SPOTAS-A-PACK RPSL2H2.520-PACK RPAL2H2.520-PACK RGM2H2.520-PACK M20

HAQ2M965 …2H2.5 2,5 N/A N/A SJKAS-PILOT-C3-PACK SJKAS-PILOT-A-PACK SJKF-C-PACK SPOTAS-A-PACK RPSL2H2.520-PACK RPAL2H2.520-PACK RGM2H2.520-PACK M20

HAQ2M660 …2H2.5 2,5 N/A N/A SJKAS-PILOT-C3-PACK SJKAS-PILOT-A-PACK SJKF-D-PACK SPOTAS-A-PACK RPSL2H2.520-PACK RPAL2H2.520-PACK RGM2H2.520-PACK M20

HAQ2M495 …2H2.5 2,5 N/A N/A SJKAS-PILOT-C3-PACK SJKAS-PILOT-A-PACK SJKF-D-PACK SPOTAS-A-PACK RPSL2H2.520-PACK RPAL2H2.520-PACK RGM2H2.520-PACK M20

HAQ2M330 …2H2.5 2,5 N/A N/A SJKAS-PILOT-C3-PACK SJKAS-PILOT-A-PACK SJKF-E-PACK SPOTAS-A-PACK RPSL2H2.520-PACK RPAL2H2.520-PACK RGM2H2.520-PACK M20

HAP2M240 …2H2.5 2,5 N/A N/A SJKAS-PILOT-C3-PACK SJKAS-PILOT-A-PACK SJKF-D-PACK SPOTAS-A-PACK RPSL2H2.520-PACK RPAL2H2.520-PACK RGM2H2.520-PACK M20

HAP2M190 …2H2.5 2,5 N/A N/A SJKAS-PILOT-C3-PACK SJKAS-PILOT-A-PACK SJKF-D-PACK SPOTAS-A-PACK RPSL2H2.520-PACK RPAL2H2.520-PACK RGM2H2.520-PACK M20

…2H6 6 N/A N/A (8) SJKF-DL-PACK SPOTAS-A-PACK N/A (8) (8) (8)

HAP2M150 …2H2.5 2,5 N/A N/A SJKAS-PILOT-C3-PACK SJKAS-PILOT-A-PACK SJKF-E-PACK SPOTAS-A-PACK RPSL2H2.520-PACK RPAL2H2.520-PACK RGM2H2.520-PACK M20

...2H6 6 N/A N/A (8) SJKF-EL-PACK SPOTAS-A-PACK N/A (8) (8) (8)

HAC2M105 ...2H2.5 2,5 N/A N/A SJKAS-PILOT-C3-PACK SJKAS-PILOT-A-PACK (3) SPOTAS-A-PACK RPSL2H2.520-PACK RPAL2H2.520-PACK RGM2H2.520-PACK M20

...2H6 6 N/A N/A (8) (3) SPOTAS-A-PACK N/A (8) (8) (8)

  Table 6 : Alloy 825 sheathed MI heating cables (dual conductor, 300 V)

Remarks  : (6) Only factory terminated MI heating units
(7)  Material for joint is stainless steel. In case of concerns about corrosion, please order factory  
 terminated laser welded units
(8)  No standard material available, contact Tyco Thermal Controls
 
Other combinations may be possible, please contact Tyco Thermal Controls.

(1) Prefix for sheath material : CC for Copper, CCH for HDPE/Copper, DC for Cupro-Nickel, SC for Stainless Steel,   
 AC for Alloy 825 (recommended type in bold)
(2) Includes conductor connector, simplifying installation
(3) Does not require conductor connector
(4) A limited selection of stainless steel glands are available, substitute reference “RGM” with “RGMAS”
(5)  Seal does include potting compound, however special tools for applying seal are needed (see page 3 for details)
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MI heating  
cable type

MI cold 
lead cable 

type (1)

MI cold 
lead cable 
size (mm²)

SJK 
Hot-cold joint kit with 

SJKF (pre-drilled to cable 
diameter), pack of  

10 sets (2)

SJK 
Hot-cold joint body 
kit without SJKF 

(pre-drilled to cable 
diameter), pack of 

10 sets

SJK..-PILOT

SJKF 
Conductor  

connector kit 
for H-C joint, 

pack of 10 pc.

SPOT..-PILOT 
End cap kit for 

termination of dual 
conductor cables 
(pilot hole, drill to 
cable diameter),  
pack of 10 sets

RPSL 
Potted seal for MI cold 

lead cable - for ordinary 
areas (5),  

pack of 10 sets

RPAL 
Potted seal (EExe)  

for MI cold lead cable -  
for hazardous areas (5), 

pack of 10 sets

RGM 
Brass gland 

(EExd), 
order reference (4),  

pack of 10 pc.
Gland  
size

Hot-cold joint body 
kit without SJKF (pilot 

holes, drill to cable 
diameter), pack of 

10 sets

Hot-hot joint body 
kit without SJKF (pilot 

holes, drill to cable  
diameter), pack of  

10 sets

HAF2N36K ...2H2.5 2,5 N/A N/A SJKAS-PILOT-C3-PACK SJKAS-PILOT-A-PACK SJKF-B-PACK SPOTAS-A-PACK RPSL2H2.520-PACK RPAL2H2.520-PACK RGM2H2.520-PACK M20

HAF2N29.5K ...2H2.5 2,5 N/A N/A SJKAS-PILOT-C3-PACK SJKAS-PILOT-B-PACK SJKF-B-PACK SPOTAS-A-PACK RPSL2H2.520-PACK RPAL2H2.520-PACK RGM2H2.520-PACK M20

HAF2N19.7K ...2H2.5 2,5 N/A N/A SJKAS-PILOT-C3-PACK SJKAS-PILOT-B-PACK SJKF-B-PACK SPOTAS-A-PACK RPSL2H2.520-PACK RPAL2H2.520-PACK RGM2H2.520-PACK M20

HAA2N13.6K ...2H2.5 2,5 N/A N/A SJKAS-PILOT-C2-PACK SJKAS-PILOT-B-PACK SJKF-B-PACK SPOTAS-A-PACK RPSL2H2.520-PACK RPAL2H2.520-PACK RGM2H2.520-PACK M20

HAF2N6600 ...2H2.5 2,5 N/A N/A SJKAS-PILOT-C2-PACK SJKAS-PILOT-B-PACK SJKF-D-PACK SPOTAS-A-PACK RPSL2H2.520-PACK RPAL2H2.520-PACK RGM2H2.520-PACK M20

HAT2N3750 ...2H2.5 2,5 N/A N/A SJKAS-PILOT-C2-PACK SJKAS-PILOT-B-PACK SJKF-B-PACK SPOTAS-A-PACK RPSL2H2.520-PACK RPAL2H2.520-PACK RGM2H2.520-PACK M20

HAB2N2300 ...2H2.5 2,5 N/A N/A SJKAS-PILOT-C2-PACK SJKAS-PILOT-B-PACK SJKF-D-PACK SPOTAS-A-PACK RPSL2H2.520-PACK RPAL2H2.520-PACK RGM2H2.520-PACK M20

HAQ2N1670 ...2H2.5 2,5 N/A N/A SJKAS-PILOT-C2-PACK SJKAS-PILOT-B-PACK SJKF-B-PACK SPOTAS-A-PACK RPSL2H2.520-PACK RPAL2H2.520-PACK RGM2H2.520-PACK M20

HAQ2N940 ...2H2.5 2,5 N/A N/A SJKAS-PILOT-C2-PACK SJKAS-PILOT-B-PACK SJKF-C-PACK SPOTAS-A-PACK RPSL2H2.520-PACK RPAL2H2.520-PACK RGM2H2.520-PACK M20

HAQ2N660 ...2H2.5 2,5 N/A N/A SJKAS-PILOT-C2-PACK SJKAS-PILOT-B-PACK SJKF-D-PACK SPOTAS-A-PACK RPSL2H2.520-PACK RPAL2H2.520-PACK RGM2H2.520-PACK M20

HAQ2N495 ...2H2.5 2,5 N/A N/A SJKAS-PILOT-C2-PACK SJKAS-PILOT-B-PACK SJKF-D-PACK SPOTAS-A-PACK RPSL2H2.520-PACK RPAL2H2.520-PACK RGM2H2.520-PACK M20

HAQ2N330 ...2H2.5 2,5 N/A N/A SJKAS-PILOT-C2-PACK SJKAS-PILOT-B-PACK SJKF-E-PACK SPOTAS-A-PACK RPSL2H2.520-PACK RPAL2H2.520-PACK RGM2H2.520-PACK M20

HAP2N255 ...2H2.5 2,5 N/A N/A SJKAS-PILOT-C-PACK SJKAS-PILOT-B-PACK SJKF-D-PACK SPOTAS-A-PACK RPSL2H2.520-PACK RPAL2H2.520-PACK RGM2H2.520-PACK M20

HAP2N185 ...2H2.5 2,5 N/A N/A SJKAS-PILOT-C2-PACK SJKAS-PILOT-B-PACK SJKF-E-PACK SPOTAS-A-PACK RPSL2H2.520-PACK RPAL2H2.520-PACK RGM2H2.520-PACK M20

...2H6 6 N/A N/A (8) SJKF-EL-PACK SPOTAS-A-PACK N/A (8) (8) (8)

  Table 7 : Alloy 825 sheathed MI heating cables (dual conductor, 600 V)

Remarks  : (6) Only factory terminated MI heating units
(7)  Material for joint is stainless steel. In case of concerns about corrosion, please order factory  
 terminated laser welded units
(8)  No standard material available, contact Tyco Thermal Controls
 
Other combinations may be possible, please contact Tyco Thermal Controls.

(1) Prefix for sheath material : CC for Copper, CCH for HDPE/Copper, DC for Cupro-Nickel, SC for Stainless Steel,   
 AC for Alloy 825 (recommended type in bold)
(2) Includes conductor connector, simplifying installation
(3) Does not require conductor connector
(4) A limited selection of stainless steel glands are available, substitute reference “RGM” with “RGMAS”
(5)  Seal does include potting compound, however special tools for applying seal are needed (see page 3 for details)
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MI heating  
cable type

MI cold 
lead cable 

type (1)

MI cold 
lead cable 
size (mm²)

SJK 
Hot-cold joint kit with 

SJKF (pre-drilled to cable 
diameter), pack of  

10 sets (2)

SJK 
Hot-cold joint body 
kit without SJKF 

(pre-drilled to cable 
diameter), pack of 

10 sets

SJK..-PILOT

SJKF 
Conductor  

connector kit 
for H-C joint, 

pack of 10 pc.

SPOT..-PILOT 
End cap kit for 

termination of dual 
conductor cables 
(pilot hole, drill to 
cable diameter),  
pack of 10 sets

RPSL 
Potted seal for MI cold 

lead cable - for ordinary 
areas (5),  

pack of 10 sets

RPAL 
Potted seal (EExe)  

for MI cold lead cable -  
for hazardous areas (5), 

pack of 10 sets

RGM 
Brass gland 

(EExd), 
order reference (4),  

pack of 10 pc.
Gland  
size

Hot-cold joint body 
kit without SJKF (pilot 

holes, drill to cable 
diameter), pack of 

10 sets

Hot-hot joint body 
kit without SJKF (pilot 

holes, drill to cable  
diameter), pack of  

10 sets

HAP2N130 ...2H2.5 2,5 N/A N/A SJKAS-PILOT-C2-PACK SJKAS-PILOT-B-PACK SJKF-E-PACK SPOTAS-A-PACK RPSL2H2.520-PACK RPAL2H2.520-PACK RGM2H2.520-PACK M20

...2H6 6 N/A N/A (8) SJKF-EL-PACK SPOTAS-A-PACK N/A (8) (8) (8)

HAP2N92 ...2H2.5 2,5 N/A N/A SJKAS-PILOT-C2-PACK SJKAS-PILOT-B-PACK SJKF-F-PACK SPOTAS-A-PACK RPSL2H2.520-PACK RPAL2H2.520-PACK RGM2H2.520-PACK M20

...2H6 6 N/A N/A (8) SJKF-FL-PACK SPOTAS-A-PACK N/A (8) (8) (8)

HAC2N66 ...2H2.5 2,5 N/A N/A SJKAS-PILOT-C2-PACK SJKAS-PILOT-B-PACK (3) SPOTAS-A-PACK RPSL2H2.520-PACK RPAL2H2.520-PACK RGM2H2.520-PACK M20

...2H6 6 N/A N/A (8) (3) SPOTAS-A-PACK N/A (8) (8) (8)

HAC2N43 ...2H6 6 N/A N/A (8) SJKAS-PILOT-C2-PACK (3) SPOTAS-A-PACK N/A (8) (8) (8)

HAC2N27 ...2H6 6 N/A N/A (8) SJKAS-PILOT-C2-PACK (3) (8) N/A (8) (8) (8)

HAC2N17 ...2H6 6 N/A N/A (8) (8) (3) (8) N/A (8) (8) (8)

HAC2N10.5 (8) (8) N/A N/A (8) (8) (3) (8) N/A (8) (8) (8)

HAC2N6.6 (8) (8) N/A N/A (8) (8) (3) (8) N/A (8) (8) (8)

HAC2N4.3 (8) (8) N/A N/A (8) (8) (3) (8) N/A (8) (8) (8)

  Table 7 : Alloy 825 sheathed MI heating cables (dual conductor, 600 V) (Continued)

Remarks  : (6) Only factory terminated MI heating units
(7)  Material for joint is stainless steel. In case of concerns about corrosion, please order factory  
 terminated laser welded units
(8)  No standard material available, contact Tyco Thermal Controls
 
Other combinations may be possible, please contact Tyco Thermal Controls.

(1) Prefix for sheath material : CC for Copper, CCH for HDPE/Copper, DC for Cupro-Nickel, SC for Stainless Steel,   
 AC for Alloy 825 (recommended type in bold)
(2) Includes conductor connector, simplifying installation
(3) Does not require conductor connector
(4) A limited selection of stainless steel glands are available, substitute reference “RGM” with “RGMAS”
(5)  Seal does include potting compound, however special tools for applying seal are needed (see page 3 for details)
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MI heating  
cable type

MI cold 
lead cable 

type (1)

MI cold 
lead cable 
size (mm²)

SJK 
Hot-cold joint kit with 
SJKF (pre-drilled to  

cable diameter), pack of 
10 sets (2)

SJK 
Hot-cold joint body 
kit without SJKF 

(pre-drilled to cable 
diameter), pack of 

10 sets

SJK..-PILOT

SJKF 
Conductor 

connector kit 
for H-C joint, 

pack of 10 pc.

SPOT..-PILOT 
End cap kit for 

termination of dual 
conductor cables 
(pilot hole, drill to 
cable diameter),  
pack of 10 sets

RPSL 
Potted seal for MI cold 

lead cable - for ordinary 
areas (5),  

pack of 10 sets

RPAL 
Potted seal (EExe)  

for MI cold lead cable -  
for hazardous areas (5),  

pack of 10 sets

RGM 
Brass gland 

(EExd), 
order reference (4),  

pack of 10 pc.
Gland  
size

Hot-cold joint body 
kit without SJKF (pilot 

holes, drill to cable 
diameter), pack of 

10 sets

Hot-hot joint body 
kit without SJKF (pilot 

holes, drill to cable 
diameter),  

pack of 10 sets

HIQ1M10K …1H2.5 2,5 SJKAS32B53-PACK SJKAS32-53-PACK SJKAS-PILOT-A-PACK SJKAS-PILOT-A-PACK SJKF-B-PACK N/A RPSL1H2.520-300-PACK RPAL1H2.520-300-PACK RGM1H2.520-PACK M20

HIQ1M6300 …1H2.5 2,5 SJKAS32B53-PACK SJKAS32-53-PACK SJKAS-PILOT-A-PACK SJKAS-PILOT-A-PACK SJKF-B-PACK N/A RPSL1H2.520-300-PACK RPAL1H2.520-300-PACK RGM1H2.520-PACK M20

HIQ1M4000 …1H2.5 2,5 SJKAS32C53-PACK SJKAS32-53-PACK SJKAS-PILOT-A-PACK SJKAS-PILOT-A-PACK SJKF-C-PACK N/A RPSL1H2.520-300-PACK RPAL1H2.520-300-PACK RGM1H2.520-PACK M20

HIQ1M2500 …1H2.5 2,5 SJKAS34D53-PACK SJKAS34-53-PACK SJKAS-PILOT-A-PACK SJKAS-PILOT-A-PACK SJKF-D-PACK N/A RPSL1H2.520-300-PACK RPAL1H2.520-300-PACK RGM1H2.520-PACK M20

HIQ1M1600 …1H2.5 2,5 SJKAS36E53-PACK SJKAS36-53-PACK SJKAS-PILOT-A-PACK SJKAS-PILOT-A-PACK SJKF-E-PACK N/A RPSL1H2.520-300-PACK RPAL1H2.520-300-PACK RGM1H2.520-PACK M20

HIQ1M1000 …1H2.5 2,5 SJKAS39F53-PACK SJKAS39-53-PACK SJKAS-PILOT-A-PACK SJKAS-PILOT-A-PACK SJKF-F-PACK N/A RPSL1H2.520-300-PACK RPAL1H2.520-300-PACK RGM1H2.520-PACK M20

HIQ1M630 …1H2.5 2,5 SJKAS43G53-PACK SJKAS43-53-PACK SJKAS-PILOT-A-PACK SJKAS-PILOT-A-PACK SJKF-G-PACK N/A RPSL1H2.520-300-PACK RPAL1H2.520-300-PACK RGM1H2.520-PACK M20

HIQ1M400 …1H2.5 2,5 SJKAS47L53-PACK SJKAS47-53-PACK SJKAS-PILOT-A-PACK SJKAS-PILOT-A-PACK SJKF-L-PACK N/A RPSL1H2.520-300-PACK RPAL1H2.520-300-PACK RGM1H2.520-PACK M20

HIQ1M250 …1H2.5 2,5 N/A (6) SJKAS-PILOT-A-PACK SJKAS-PILOT-A-PACK SJKF-N-PACK N/A RPSL1H2.520-300-PACK RPAL1H2.520-300-PACK RGM1H2.520-PACK M20

…1H6 6 SJKAS53M64-PACK SJKAS53-64-PACK SJKAS-PILOT-B-PACK SJKF-M-PACK N/A RPSL1H620-300-PACK RPAL1H620-300-PACK RGM1H620-PACK M20

HIQ1M160 …1H2.5 2,5 N/A (6) SJKAS-PILOT-B-PACK SJKAS-PILOT-B-PACK SJKF-P-PACK N/A RPSL1H2.520-300-PACK RPAL1H2.520-300-PACK RGM1H2.520-PACK M20

…1H6 6 SJKAS65J64-PACK SJKAS65-64-PACK SJKAS-PILOT-B-PACK SJKF-J-PACK N/A RPSL1H620-300-PACK RPAL1H620-300-PACK RGM1H620-PACK M20

  Table 8 : Inconel 600 sheathed MI heating cables (single conductor)

Remarks  : (6) Only factory terminated MI heating units
(7)  Material for joint is stainless steel. In case of concerns about corrosion, please order factory  
 terminated laser welded units
(8)  No standard material available, contact Tyco Thermal Controls
 
Other combinations may be possible, please contact Tyco Thermal Controls.

(1) Prefix for sheath material : CC for Copper, CCH for HDPE/Copper, DC for Cupro-Nickel, SC for Stainless Steel,   
 AC for Alloy 825 (recommended type in bold)
(2) Includes conductor connector, simplifying installation
(3) Does not require conductor connector
(4) A limited selection of stainless steel glands are available, substitute reference “RGM” with “RGMAS”
(5)  Seal does include potting compound, however special tools for applying seal are needed (see page 3 for details)
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