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Installing the Agilent 7500 Series
ChemStation Software

This section explains how to set up the computer and install the ChemStation
software G1834B (Rev. B.03.05 or later) for Windows XP.

Many computers have voltage selection switches, check for the correct
setting according to your local supply before inserting the power cord.

Confirm the instrument is in shutdown mode before installing ChemStation. If the
instrument is in standby mode, put the instrument into shutdown mode by pressing
the shutdown switch on the underside of the right instrument cover. The instrument
then transfers to shutdown mode (it takes approximately 5 minutes). When the
instrument is in shutdown mode, the LED status indicator on the cover turns off.

If you are upgrading the ChemStation software from a previous version or
reinstalling the ChemStation software put the instrument into shutdown mode via
ChemStation before uninstalling ChemStation Software.

It is necessary to turn the instrument power on to download the firmware after
installing the ChemStation Software.

The setup procedure in this section is a typical example. The procedure depends on
the computer and printer.
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Windows XP Configuration

If the O/S is Windows 2000 / XP selectable install Windows XP.

The partition for the ChemStation should be NTFS format.

Windows XP Configuration
Turn on the computer and check the following BIOS settings.

¢ Power setting: Disabled (for example: Auto Suspend Timeout, Hard Drive
Timeout, Modem Ring)

¢ Plug and Play: Enable

All items will not always appear.

Refer to the computer’s manual for the BIOS setting.

Following is a typical example.

Select F2 (F8 for VL420, F10 for Evo D510) during computer initialization, check
that the following settings are correct. BIOS settings need not be changed for the
dc7600, dc7100, dc7700 and D530.

Table 1-1  BIOS Settings for Vectra VL400

Items Setting

Power >> Auto Suspend Timeout  Disabled
Power >> Modem Ring Disabled
Advanced > Plug & Play O/S Yes
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Table 1-2  BIOS Settings for Vectra VL420

Items Setting

Main >> PnP OS YES

Table 1-3  BIOS Settings for Evo D510

Items Setting
Power >> Hard Drive Timeout Never
Power >> System Timeout Never

Exit and save the settings.
Start Windows XP.

The first time Windows XP is started, the setup wizard appears. Follow the
instructions.

When you have completed the wizard steps, the computer will automatically restart.

Logon as Administrator.

User name: Administrator
Password: 3000hanover or blank
(Depending on the computer)

Setting display
Double-click Display in the Control Panel.
Select the Theme tab and confirm the following settings:

Theme Windows XP

Select the Screen Saver tab and confirm the following settings:

Screen Saver None
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Select the Power button and confirm the following settings.

Turn off monitor Never
Turn off hard disks Never
System standby Never

Select the Sertings tab in Display Properties and confirm the following settings:

Screen resolution 1280 by 1024 pixels
Color quality Medium (16 bit)

Select the Advanced button in the Setting tab, and confirm the following settings.

Screen refresh rate 75 Hertz
* If 75 Hertz does not work correctly, select OS default setting.

Setting taskbar

Double-click Taskbar and Start Menu in the Control Panel.

Select the Start Menu tab, and select the Start Menu.
Click OK.

Taskbar and $tart Menu Properties

Taskbar | Start Meru |

© it menié
Select thiz menu style for easy access to the
Internet, e-mail, and your favorite programs.

LCustomize. ..

(O Classic Start menu
Select this option to use the menu style from
earlier versions of Windows

1-5



Agilent 7500 Series ICP-MS ChemStation (G1834B) Install Guide
Installing the Agilent 7500 Series ChemStation Software

6 Folder Options
Right-click Start and open Explore.
Select Tools>>Folder Options.

Select the View tab and confirm the following settings:

Select Do not show hidden files and folders
Set ON Hide file extensions for known file types
Set ON Hide protected operating system files

Set OFF Use simple file sharing

7 Format Day/Time
Double click the Regional and Language Options icon in the Control Panel.

Click the Customize button in the Regional and Language Options.

Select the Date tab and select MM/dd/yyyy in the Short Date Style box.

Customize Regional Options

Mumbers | Curency | Time | Date
Calendar
When a bwo-digit year is entered, interpret it as a year batwesn;

and | 2029 e

-

Shart date
Short date sample: | 05/08/2003

Short date format: | MMAdd/wmy v
Date separator. / w
Long date

Long date sample: | Thursday, May 08, 2003

Long date format: | dddd, MM dd. ypwp A

Cancel
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Select the Time tab and select HH:mm:ss.

Customize Regional Options

Murmbers Eunencyl Time: |Date

Sample

Time sample: 06:14:04

Time farmat: HH:mm: s

Time geparator.

AM symbal: A

<

P symbal: P4

4

Tirne farmat notation
h=hour m=minute s=second t=amorpm

hi=12 hour
H =24 hour

hh. mm, 53 = leading zero
h. m, & = no leading zeio

i Cancel

Click on the Number tab and Select “.” (Dot) in the Decimal Symbol box.

Customize Regional Options

Humbers |Eu|rency Time | Date

Sample
Postive: |123,456.789.00 | Megative: |-123,456.769.00 ‘

Decimal spmbal:

Mo. of digits after decimal
Digit grouping symbol:
Digit grouping: 123,456,789

Megative sign symbol:

- e
£ %] ) £ L8] |1%

Megative number format:

Display leading zeros:

=]
jy
<

List separator;

I

Measurement spstem:

=
o
£

Cancel

Click OK.
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Logon to Support, Chemist, and User. And set the same setting of step 4 through
step 7.

Internet Protocol (TCP / IP) Properties
Logon as Administrator.
Double click Network Connections icon in the Control Panel.
Right click Local Area Connection, select Properties.

1
2
3
4 Click Configure... under Connect using.
5 Click the Power management tab.

6

Uncheck the Allow this computer to turn off the device to save power checkbox
and click OK.

Broadcom NetXtreme 57xx Gigabit Controller Propert... |E|E|

General | Advanced | Driver | Details | Resources | Power Management

Broadcom NetXtreme 57%oc Gigabit Controller

[] Allow the computer to tum off this device to save power
[] Allow this device to bring the computer out of standby.

Waming: Allowing this device to bring the computer out of standby may
cause this computer to periodically wakeup to refresh its network state.
you travel with this computer or run it on a battery, you should not tum on
this feature as the machine may awaken at inopportune times or consume
the battery.

7 Inthe Local Area Connection Properties screen, select Internet Protocol (TCP /
IP), select Properties.

8 Input the following information for a simple direct connection.

IP address : 192.168.1.127
Subnet mask : 255.255.255.0
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L Local Area Connection Properties

Internet Protocol (TCP/IP) Properties

General | Authentication | Advanced

General |
Cornect using: ‘ou can get |P settings assigned automatically if your network. supports
5 this capability. Otherwise, you need to azk pour network, administrator for
‘ ES Intel(R)PROA00YM Metwork Connection | the appropriate |P seftings.

() Obtain an IP address automatically
Thiz connection uges the following items: (@ Use the following IP address
al -
f;l C.hanl fior Microsoft N.elwolks. IF address: 192 188 . 1 12T
.[_EJ File: and Printer Sharing for Microsoft Metworks
g QoS Packet Scheduler Subnet mask: 285 . 285 255, 0
Intemet P [TCP+ B l:l
Descriptian (%) Use the fallowing DMS server addresses:
Transmission Control Protocal/ntemet Protocol. The default Prefered DNS 2
wide area network pratacol that provides communication eI SEIVEL l:l
across diverse interconnected networks. Al E0 e l:l
] Show icon in notification area when connected

Cancel

Click Advanced button, select WINS tab, then check the Enable LMHOSTS
lookup box.

9

IP Settings | DNS ‘ WINS |E|Dt\oms

WINS addreszes, in order of use:

IFLMHOSTS lockup is enabled, it applies to all connections for which
TCPAP is enabled

[¥] Enable LMHOSTS lookup Import LMHOSTS...

NetBIDS setting

() Dafault:
Use NetBIOS setting fram the DHCP server. |f static IP address is
used or the DHCP server does not provide NetBI0S setting,
enable NetBIOS over TCF/P.

() Enable NetBIOS over TCPAP

() Digable NetBI0S aver TCPAP

10 Click OK.
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NOTE If you connect the instrument to the local network, you will need to talk with the
network administrator. You may want to call your local Agilent Call Center for
additional assistance. Please refer also to Appendix E “Use of a Switching Hub” in
the Agilent 7500 Series ICP-MS ChemStation Operator’s Manual.

To connect to site LAN, you are expected to understand the Windows XP operating
system and TCP/IP networking, such as host name, IP address, subnet mask settings.
You should also be familiar with the particular hardware devices and configurations
of your organization's local area network.
Agilent Technologies is not responsible for any software problems, LAN
configuration conflicts or performance problems that may result when a system is
connected to a non-isolated LAN.
Creating User Account
Create User Account as follows:
User Name Description Password Password property Group
Support Product Support HPCE Select Password never expires Administrators
check box only. Do not select
other check boxes.
Chemist ChemStation Chemist  hp Select Password never expires Power Users
check box only. Do not select
other check boxes.
User ChemStation User Select Password never expires Users

Administrator

check box only. Do not select
other check boxes.

(keep the displayed 3000hanover Select Password never expires Administrators
description.) check box only. Do not select

other check boxes.

To create or modify the user account, complete the following steps:

1 Logon as Administrator.
2 Select Administrative Tools>>Computer Management in the Control Panel.

3 Select Local Users and Groups>>Users in the left area of the Computer

Management.
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4 Right-click the user name, then select Set Password and set the password for
each user name.

NOTE To create a new user account, select Action>>New User menu in the Computer
Management.

Right-click the user name, then select Set Properties.

Enter the Description and set the password properties.

Select Member Of tab, then click Add button.

Click Advanced button in Select Groups.

Click Find Now button, then select the group name and click OK.

S o W 0 &N W

Close the Computer Management after setting the users.

NOTE When creating a new user, set the same settings as sections 4 through section 7.

CAUTION The local user account in this section is a typical example. The information contained
in this section is subject to change without notice.
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I/0 Library Setup

1 Insert Agilent ICP-MS ChemStation System Disk into CD-ROM Drive.

Internet Explorer automatically appears. Click SICL Installation.

2 Agilent ICP-) osoft Internet Explorer

Ele Edt Yew Favorkes Ioos Hep z

Qo - () ¥ ] (N Do orovotes @reds &) (- L F

Address | €] Erdocsieniindex. htm v o ks ?

~

Agilent Technologies

Agilent ICP-MS/ G1834B |ICP-MS ChemStation Rev.B.03.03

Readme
« Detailed Information About Procedures and System Requirements Needed for This Revision.
Installation Procedure
+ Explaing how 1o install ChemStation.
SICL Installation
« The Communication Driver For ChemStation
Agilent BootP Service Installation
« Only Required for LAN {Ethemet) Communication Interface
Macromedia Flash Player

o Macromedia Flash Player is necessary to play the mosie of on-fine help. Click Here ta install
Macromedia Flash Player.

ICP-MS ChemStation Installation

NOTE
« Confirm the instrument is in Shutdown mode before installing the ChemStation. Ifthe instrument
is in standby mode, put the instrument into Shutdown mode.
o Users of Windows 2000 and Windows XP Professional must first lag in as an Administrator
(computer system administrator) to install the ChemStation
s Sat 1980 hy 1074 nivels as the screan resnlition L

2 Click Open.

File Download §|

@y Some files can harm your computer. If the fle information below
=/ looks suspicious, of you do not fully rust the source, do ot open or
save this file
File name: setup.sxe
File type:  Application
From:  EMSICL

/N This type of file could harm your computer if it containg
malicious code.

‘wiould you like to open the fle or save it to your computer?

[ open ][ save ][ Concel | [ Moemi
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3 InstallShield Wizard
Click Next or Yes

InstaliShield Wizard X
Agilent 10 Libraries M.01.01.04

This wizard will install the Agilent 10 Libraries version
1.00.04

This includes SICL, WISA, and the Agilent 10 Config utility

Cancel

InstallShield Wizard

Agilent 10 Libraries M.01.01.04
License Agreement

Please read this License Agreement carefully.

WTTENTION: USE OF THE SOFTWARE 1S SLIBJECT TO THE AGILENT SOFTWARE A
LICENSE TERMS SET FORTH BELOW. USING THE SOFTWARE INDICATES YOUR  —
CCEPTANCE OF THESE LICENSE TERMS. IFYOU DO NOT ACCEPT THESE

LICENSE TERMS, YOU MAY RETURN THE SOFT\WARE FOR A FLLL REFUMD. IF

THE SOFT'WARE 1S BUNDLED *ITH ANOTHER PRODUCT YOU MY RETURN

THE ENTIRE UNMUSED PRODUCT FOR & FULL REFUNMD.

AGILENT SOFTWARE LICENSE TERMS

The following License Terms gowern your use of the accompanying Software unless you

4

Do you accept the teims of this License dgreement? If you choose Mo, setup will dlose. To
install the 10 Libraries, you must acoept this agrsement

<Back Yes No

InstallShield Wizard

Agilent 10 Libraries M_01.01.04
Readme Information

You can alsn view the readme file aftes installation is complete.

Agilent |0 Libraries for \Windows
Wersion M.01.01.04

(13

This file contains the fallowing:
= Gieneral Information
*New Features and Changes
*Fives
*Issues
= Contact Support
= Downloading the Latest Version of the Agient 10 Libraries

General Information

E3

Cancel

< Back
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4 Select Installation Option
Select Full Installation. Then Click Next

InstallShield Wizard

Agilent 10 Libraries M.01.01.04

Salect the Installation Dption I "

See the Aglent 10 Libraries Installaion and Cenfiguration Guide (available: an the €0 or at
hitp: /v, agilent coméfindioli] for details

Full Installation
Install the full Agilent IO Libratiss with recommended aptions far your
compuler.

Funtime Installation
Install only the runtime: campanents of the Agient 0 Libraries with
recammended optians for your camputer.

Custom Installation
Select individual components of the Agilent 10 Libraries for installation,

ol

< Back Cancel

5 Current Setting
Click Next

InstallShield Wizard

Agilent 10 Libraries M.01.01.04

Cunsnt Settings

Feview the current installation seflings below.
Click ‘Back'if you want ta change them,
Click Mext' to proceed with copying fles

Cunent Settings:

The fallowing companents wil be installed: -~
Adllent SICL
Agilent VISA a5 primary Y54
GPIB4X) suppot for Agilent Command Modulss
E8491 W Support
YisaCom

[Agilent 101 Libraries will bs installed in the following paths:
SICL. C:\Program FilestAglenti 0 Libraries
ViS4 CAProgram Files\/SANwinnt 3

<Back Cancel |

Installation status is shown. Wait until installation has completed.

6 Installation Completion

When the installation is complete, the following dialog box will appear.
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Select [RUN 10 Config]. And Click Finish.

InstallShield Wizard

Agilent 10 Libraries have been successfully
installed.

“fou must run Agilent 10 Config before you can use the 10
Libraries. After installation, Agilent 10 Config is available from
the 10 icon on the taskbar,

I~ iew Readme.
W Hun it Confia]

To configure |0 hardwars that requires & shutdown, cick
Finish!, power down your computer, install the hardware,
rebaat and then run 10 Config

To configure |0 hardwars that doss not require a shutdawn,
plagitin. Ifit does not aute-configure, check the Run |0
Contfig' bo and then click ‘Finish' and configure the hardwars

Finish

10 Config
Following dialog box will appear. Click [Auto Config].

Agilent 10 Libraries Configuration - 10/ Config,

File Options Help

10 Config configures and edits Agient 10 interfaces.
- To configure & new interface, select the interface in ‘Available Interface Types' and click ‘Configure’
~Ta edit a configued interface, select the interface in Configured Interfaces and cick Edit
- To automatically configure the interfaces identified with ™, dlick ‘Auto Canfig

Avaiable Interface Types Canfiguied Interfaces

VISA Type _Interface Description VISA Name  SICL Name

ASAL “A5-232 COM Ports = fulo Corfig
ASAL VIS4 LAN Client (=.g. ES810)

GPIB “82350 PCI GPIB Card

GPIB 82341 |54 GPIB Card 0K
GPIB 82357 USE to GPIB

GPIB VIS4 LAN Client (=.g. ES810)

GPIBVXI  GPIBXI Command Maduls Help
TCPIP “LAN Client (LAN Instruments]

use “USB Instruments

use VIS4 LAN Client for USB

v “E491 IEEE-1394 to VX

nia LN Server [PC as Server]

Momer| || e P

*NOTE: Auto Config will configure interfaces identified with an ™'

Following message will appear. Click OK.

10 Libraries Configuration

It is highly recommended that you check each interface that was just added to make sure it is correct.
NOTE: *Auto Config'will not automatically configure VISA LAN Client. ou must manually configure this interface
“Auto Config will not remove any interfaces that are no longer installed in your computer, You must manually remove these yourself,

Also note that if you have an 82341 154 GPIE card, it is no longer added automatically. It must be manually configured.

COM Port, Serial Port and LAN Setting is completed.
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BootP Service Setup

Click Agilent BootP Service Installation.

2 Agilent ICP-MS - Microsoft Internet Explorer

Ele Edt Yew Favorkes Ioos Hep r

Qe - (0 ¥ ] (D Do Sorovortes @ reds £ (-

Address | €] Erdocsieniindex. htm

Agilent Technologies

Agilent ICP-MS/ G1834B |ICP-MS ChemStation Rev.B.03.03

Readme
« Detailed Information About Procedures and System Requirements Needed for This Revision.
Installation Procedure
+ Explaing how 1o install ChemStation.
SICL Installation
« The Communication Driver For ChemStation
Agilent BootP Service Installation
« Only Required for LAN {Ethemet) Communication Interface
Macromedia Flash Player

o Macromedia Flash Player is necessary to play the mosie of on-fine help. Click Here ta install
Macromedia Flash Player.

ICP-MS ChemStation Installation

NOTE
« Confirm the instrument is in Shutdown mode before installing the ChemStation. Ifthe instrument
is in standby mode, put the instrument into Shutdown mode.
o Users of Windows 2000 and Windows XP Professional must first lag in as an Administrator
(computer system administrator) to install the ChemStation
s Sat 1980 hy 1074 nivels as the screan resnlition &

Click Open.

File Download g|

@y Some files can harm your computer. If the fle information below
Iocks suspicious, or you do nat fully st the source, do not open or
save this file

File name: Agilent Bookp Service.exe
File type:  Application
From:  EABOOTP

/N This type of file could harm your computer if it containg
malicious code.

‘wiould you like to open the fle or save it to your computer?

[ open ][ save ][ Concel | [ Moemi
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3 Installation Wizard will appears.
Click Next or Yes.

Agilent Bootp Service Installation

‘Welcome to the InstallShield Wizard for Agilent Bootp Service

your computer. To

InistallShigld < Back

Cancel

Agilent Bootp Service Installation

License Agreement
P d th

WTTENTION: USE OF THE SOFTWARE IS SUBJECT TO THE AGILEMT TECHNOLOGIES ~
SOFTWARE LICENSE TERMS DISTRIBUTED WITH THE SOFTWARE. INSTALLING OR —
OTHERWISE USING THE SOFTWARE INDICATES YOUR ACCEPTANCE OF THESE
TERMS. |FvOU DO NOT AGREE TO ALL OF THESE TERMS, DO NOT INSTALL THE
SOFTWARE TO vOUR SYSTEM

Adilent Technologies Software Licsnse Terms

The following License Tems aovern your use of the accompanying Softwars unless you have
a separate signed agreement with Agient Technologies.

License Grant. Agilent Technolagies grants you a license to Use ane copy of the Software,
“Use" means staring, loading, installing, erecuting or displaying the Softwars, You may not
ity the Software or disable any licensing or control features of the Software. If the
Software is licansed for “concument uss", you may not allow mare than the masimum number
of authorized users to Use the Software concurrently.

InstallShisld < Back Yes No

Installation status is shown. Wait until installation has completed.

4 The Bootp Settings dialog box appears.
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Select Maintain bootp tabfile?, enter the value of the Subnet mask, then click
Launch Manager.

Subnet mask: 255.255.255.0
Keep the displayed location of the Bootptab File Location.

Bootp Settings ... EHE\E|

" Create template bootp tabfile? Q
+ Maintain bootp tabfile? Launch Manager

Bootptab File Location C:\Program Files\Co @

I~ Do you want to lag bootp requests?

Eootplog File Location:

Default Setlings

Subnet mask: 285 255 . 255 1)
Gateway

Cancel | Hee |

The BootP Manager appears.

Bootp Manager ... E\
Hardwars Address [ Hast Name | IP ddress | Comment | SubnetMask | Gatsway
< >
Add ‘ Exit Manager
Click Add button.

Enter the parameters.

MAC Address:  Enter the MAC Address of the Agilent 7500. Refer to the next
step to find the MAC Address.

Host Name: any name
IP Address: 192.168.1.128 (default)
Subnet Mask: 255.255.255.0 (default)
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Add Bootp E i
ootp Entry ] The value specific

—— to your ICP-MS.
Host Name [ —

IP Address 192 . 168 1 128

- I
Subriet Mask 25 . 285 2860

Giateway 0. 0.0 0

Ok, Cancel | bep |

After installing the ChemStation software, you must set the same IP address in the
ICP-MS Configuration Window as set in the Bootp configuration window.

The Host Name must be entered.
Host name is restricted to the following characters only:
alphabet (A-Z), digits (0-9), and hyphen (-).
No distinction is made between upper and lower case. The first character must be an
alpha character. The last character must not be a hyphen.

If a paper notification of the MAC Address is not attached, complete the
following steps to get the MAC Address.

1 Select Maintain bootp tabfile?.

2 Select Do you want to log bootp requests?. Keep the displayed location of the
Bootplog File Location.

3 Enter the Subnet mask (255.255.255.0).
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Bootp Settings ... E”E‘El

" Create template boolp tabile?
& Maintain bootp tabfile? Launch Manager

Buntptah Fils Location C:\Pragram Files\Co

¥ Do you want to log bootp requests?

Boatplag File Lacation: C:\Program Files\Co

Default Settings

Subnet mask; 255 . 255 . 255 a
— —

ok Cancel ‘ Help |

4 Click OK.

5 Reboot the computer.

If the PC and the ICP-MS are connected to site LAN, disconnect the cable from site
LAN. This will avoid having an incorrect MAC Address from other hardware.

Logon the computer as Support.
Turn off the power of the Agilent 7500, then turn on the power.
Right-click Start button, then select Explore.

o w 3 &

Select C:\ProgramFiles\CommonFiles\AgilentShared\BootP\bin\logfile.
Right-click logfile, select Open. Select Notepad in Open With screen, then click
OK. MAC Address is shown after “Hardware Address” in the Notepad. MAC
Address of the Agilent 7500 starts with “0060B0.... or 0030DO....”.

] logfile - Notepad El@lgl

File Edit Format ‘Wew Help

04,/09/03 11:08:57 AM

Status: BOOTP Reguest recejwed at outer most Tayer

Status: BOOTP Reguest receiwved from hardware address: 0060BODDZOSL
Error: Hardware address not found in BOOTPTAE: 0060BODDZ05L
Status: BOOTP Reguest finished processing at outer most layer
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10 Select Start>>All Programs>>Agilent BootP Service>>Edit BootP Settings,
then click Launch Manager button. Click Add in the Bootp Manager. Copy and
paste the MAC Address from the logfile. Enter the Host Name, the IP Address,
and the Subnet mask. Refer to the earlier steps.

11 After setting, return to the Bootp Settings. Remove check at Do you want to log
bootp requests?.

Close the Bootp Settings.

Reboot the computer.

Reboot the computer after changing the Bootp Settings.

If you connect the instrument to the local network, you will need to talk with the
network administrator. You may want to call your local Agilent Call Center for
additional assistance. Please refer also to Appendix E “Use of a Switching Hub” in
the Agilent 7500 Series ICP-MS ChemStation Operator’s Manual.

To connect to site LAN, you are expected to understand the Windows XP operating
system and TCP/IP networking, such as host name, IP address, subnet mask settings.
You should also be familiar with the particular hardware devices and configurations
of your organization's local area network.

Agilent Technologies is not responsible for any software problems, LAN
configuration conflicts or performance problems that may result when a system is
connected to a non-isolated LAN.

Printer Setup

This section describes the printer setup.

The printer setup will execute automatically when you connect the printer and the
computer with the cable and turn on the power. If the printer setup does not execute
automatically, complete the following steps to setup the printer.

Use the printer driver included in Windows XP.
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1 Go to Start>>Printers and Faxes.
The Printers and Faxes screen appears.

2 Delete the HP Laser Jet 4000 PCL5e and the HP Laser Jet; if these printer
drivers are pre installed.

3 Double-click Add Printer.
The Add Printer Wizard appears. Click Next.

Add Printer, Wizard

Welcome to the Add Printer
Wizard

This wizard helps you install a printer or make printer
cannections

= Ifyou have 5 Plug and Play printer that conmects
\ll) thiugh a USE port [or any ather hot pluggable
por, such as IEEE 1394, infrared. and 50 on), you
o ot need to use this wizard. Cick Cancel to
closs e wizard, and then plug the printer's cable
into your computer or paint the printer toward yaur
camputer's infrared port, and tum the prinker o
Windows il automaticaly instal the printe for you.

To continue, click Next

4 Select Local printer and remove check at Automatically detect and install my Plug
and Play printer. Then click Next.

Add Printer, Wizard

Local or Network Printer

The wizard needs to know which type of printer to set up t::’

Select the option that describes the printer you want ta use:
() Local printer attached to this computer
[ sutomatically detect and install my Plug and Play printer

() & netwark printer, or a printer attached to snother computsr

2 Tosetupanetwark printer that is not attached to a print server,
A ‘) use the "Local printer’” option

<Back ][ New> | [ Cancel
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5 Depending on the cable attached to the printer, the selection of Printer Port is
variable. If the attached cable is a Printer Cable, select LPT1 and click Next.

Add Printer, Wizard
Select a Printer Port
Computers communicate with printers through ports. t:;-’

Select the port you want your printer to use. If the portis not isted, you can create a
new port

(® Use the following port > ] d Printer Part]

Mote: Most computers use the LPT1: port to communicate with a local printer.
The connector for this port should ook something like this:

O Cieate a new port

[ <Back ][ Mew> | [ Cancel |

6 Select the printer name and click Next.

Add Printer, Wizard
Install Printer Software ;
The manufacturer and model determing which printer software to use. t:’

L. Select the manufacturer and madel of your printer. If your printer came with an installation
£z disk, cick Have Disk. If youn pinte is ot lsted, conisult your pinter documentation for
compalible printer software.

Manufacturer || Printers

ATHT SFATAT 4700475

Brother Gk aTRT 4730478
Bul

Canon
Citizen v

Egh This driver is digitally signed [ Windows Update | [ Have Disk.. |
Tl i b v sicninet i ARG

[ <Back ][ Mew> | [ Cancel |

7 Select Yes.

Name Your Printst
" ou must assign a name to this printer. t:;-’

Type a name for this printer. Because some programs da nat support printer and server
name combinations of more than 31 characters, i is best to keep the name a¢ short as
passible

Printer name:

|HP Lasenlet 4000 Series PCL 6

Do you want to use this printer as the default printer?

& ves
OMNe

<Back ][ New> | [ Cancel
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8 Select Do not share this printer.

9 Select Yes or No and click Next.
If you select Yes, confirm Test Page.

Add Printer, Wizard

Print Test Page O
To confim that the printer is installed properly, you can print a test page t::"

Do you want to print a test page?

[ <Back ][ Mew> | [ Cancel |

10 Click Finish to complete driver installation.

The printer driver is now installed.

11 Right-click the appropriate printer in the printer window, then select properties.

12 Select Security tab. Select Everyone in the Group or user name. Select Allow
check box of Print, Manage Printers, and Manage Documents.

& HP LaserJet 4050 Series PCL 6 Properties E]g\

General | Sharing | Parts || Advanced | Color Management | Secuity | NT Foms | Configure

Group or user names:
m Administrators [CHEMS TATIONON Wadministrators)
€7 CREATOR OWMNER
€7 Everyone
€52 Power Users [CHEMS TATIONDTWPower Users]

Eemissions for Everyone Allow Deny
Print 0
Manage Prirters O
Manage Documents v O

Special Permissions

For special permissions of for advanced settings,
click Advanced =

ok ][ cancel | [ Apph |

13 Click OK.
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Installing the FlashPlayer

Macromedia Flash Player is necessary to play the movies in the on-line help.
1 Insert Agilent ICP-MS ChemStation System Disk into CD-ROM Drive.

Internet Explorer automatically appears. Click Macromedia Flash Player.

Ele Edt Yew Favorkes Ioos Hep

Qo - (0 ¥ ] (D Do Sprovortes @ reds £ (- L

Address | €] Erdocsieniindex. htm v o ks ?

~

Agilent Technologies

Agilent ICP-MS/ G1834B |ICP-MS ChemStation Rev.B.03.03

Readme
« Detailed Information About Procedures and System Requirements Needed for This Revision.
Installation Procedure
+ Explaing how 1o install ChemStation.
SICL Installation
« The Communication Driver For ChemStation
Agilent BootP Service Installation
« Only Required for LAN {Ethemet) Communication Interface
Macromedia Flash Player

o Macromedia Flash Player is necessary to play the mosie of on-fine help. Click Here ta install
Macromedia Flash Player.

ICP-MS ChemStation Installation

NOTE
« Confirm the instrument is in Shutdown mode before installing the ChemStation. Ifthe instrument
is in standby mode, put the instrument into Shutdown mode.
o Users of Windows 2000 and Windows XP Professional must first lag in as an Administrator
(computer system administrator) to install the ChemStation
s Sat 1980 hy 1074 nivels as the screan resnlition L

2 Click Run.

FlashPlayer is now installed.

File Download - Security Warning, E|
Do you want to run or save this file?

MName: Install Flash Player 7.msi

Type: Windows Installer Packags, 655 KB
From: D:1B.03.05\macromedia

[ B ][ sse | [ Concel

“ While files fiom the Intemet can be useful, this fil type can
patentially harm your computer. If you da not tust the source, da not
1un on save this software. whal's the tish?
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Installing the Agilent 7500 Series ChemStation
Software

Before installing the I[CP-MS ChemStation software, the following must be installed.
- Microsoft Windows XP Service Pack 2

- SICL driver (I/O Libraries ver. M.01.01.04 or later)

- Agilent BootP Service

- Internet Explorer 6 Service Pack 1

To use the LC/GC ChemStation, install the LC/GC ChemStation before installing the
ICP-MS ChemStation, or without installing the chromatographic software.

200 MB or more (hard disk space) is required to install the ChemStation software.

Confirm the instrument is in shutdown mode before installing ChemStation. If the
instrument is in standby mode, put the instrument into shutdown mode by pressing
the shutdown switch on the underside of the right instrument cover. The instrument
then transfers to shutdown mode (it takes approximately 5 minutes). When the
instrument is in shutdown mode, the LED status indicator on the cover turns off.

If you are upgrading the ChemStation software from a previous version or
reinstalling the ChemStation software put the instrument into shutdown mode via
ChemStation before uninstalling ChemStation Software.

It is necessary to turn the instrument power on to download the firmware after
installing the ChemStation Software.
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1 Insert the ICP-MS ChemStation System Disk into the CD-ROM drive.

Internet Explorer automatically appears. Click ICP-MS ChemStation Installation.

Agilent ICP-MS - Microsoft Internet Explorer

Ele Edt Yew Favorkes Ioos Hep

Qe - (0 6] ] () Do S rovortes @ reds £2) =

Address | €] Erdocsieniindex. htm v B co

Links

Agilent Technologies

Agilent ICP-MS/ G1834B ICP-MS ChemStation Rev.B.03.03

Readme
+ Detailed Information About Procedures and System Requirements Meeded for This Revisian.
Installation Procedure
« Explains how to install ChernStation
SICL Installation
« The Communication Driver For ChemStation
Agilent BootP Service Installation
« Only Required for LAM (Ethemet) Communication Interface
Macromedia Flash Player

+ Macromedia Flash Player is necessary to play the movie of on-line help. Click Here to install
Macromedia Flash Player.

ICP-MS ChemStation Installation

NOTE

o Confirm the instrument is in Shutdown mode before installing the ChemStation. Ifthe instrument
is in standby mode, put the instrument into Shutdown mode.

« Users of Windows 2000 and Windows XP Professional must first lag in 3 an Administrator
(computer system administrator) to install the ChemStation

+ St 19A0 hy 1024 nivels as the sereen tesnlltion

~

2 Click Run.

File

pad - Security Warning El
Do you want to run or save this file?

Name: setup.exe
Tope: Application, 49.6 MB

From: D:\B.03.05\G1834Blen

[ B [ e [ Cacel

“while files from the Internat can be useful, this file type can
potentially harm pour computer. f you do not trust the source, do not
1un of save this software. Wwhat's the risk?
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3 Click Next

InstaliShield Wizard %)

. ‘Welcome to the InstallShield Wizard for ICP-MS
ChemStation

The InstallS hield® Wizard willinstall ICP M5 Chemftation
on your camputer. To continue, click Next

4 Registration dialog box appears.

Enter the User Name and the Company Name.
Input Reg# that is in the registration pack, then click Next.

InstallShield Wizard

Customer Infarmation L
Please enter your infarmation. s

Flease enter your name, the name of the company for which you work and the product
tegistration numbe

User Name
Company Name

Regstration Mo.:

<Back | | cancel |

5 Select the destination folder, then click NVext.

InstallShield Wizard

Choose Destination Location L
Select falder where Setup will install files. -

Setup wil install ICP-S ChemStation in the following folder.

Toinstall to this folder, click Mext. Toinstall to a different folder, click Browse and select
anather folder

Destination Folder

C:AICPCHEMY Browse:

<Back Carcel |
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NOTE

If ChemStation is already installed, this screen does not appear.

InstallShield Wizard

Backup ChemStation Files

Create backup files of the current ChemStation files.

IV Treate backup files}

< Back Mext > Cancel

Backup ChemStation Files dialog box appears.

NOTE

If ChemStation is not installed yet, this screen does not appear.

Please make a backup of the existing ChemStation. To backup the existing

ChemStation, check Create Backup Files and click Next (When Create Backup Files
is checked, specify the directory in which to create the backup in the next step). If
the PC hard disk does not have sufficient free space, remove the check from Create

Backup Files and click Next. In this case, files in the ICPCHEM folder will be

deleted or overwritten.

7 Start Copying Files dialog box appears.

InstallShield Wizard

Start Copying Files d
Fleview sefiings before copying files I’* -

Setup has enough information to start capying the pragram fss. If you want to review or
change any settings, click Back, If pou are satisfied with the setings, click Nex! to begin
copying files.

Curntsnt Settings

Target diecton: ~
CMCPCHEM

Hardware Type:
Agilent 7500 [LAN Interface)

Companent(s) to be installed:
CP-M% ChemStation Frogram Files
Shared Files

<Back Cancel

Click Next.
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Follow the displayed message, install the ChemStation software and Help files.

After installation, the Option Software dialog box appears.

= Option Software. E|

To add or remove an option software, click the check box.

Option Software:

I Inteligent Sequence
Registiation No:
[~ ICPMS SIS Software

Registration Mo.:
[ ICP-MS Chiomatoaraphic Software

Registiation No:

[ User Access Control Pack

Registration Mo.:

oK. Cancel

Select the optional software which is to be added and enter the registration numbers
(they are in the registration pack when purchased).

Click OK, then ICP-MS Configuration dialog box appears.

I Offline Instrument

Lah Prohibited Masses

IP pddress: | 182, 188, 1. 128 [l e 17 fis s
Remate Start [z [ & Jm
& DontlUse

EM Protection

" Wait for Ready Sianal [~ Auta setling of inteq time in analog mode

Sample Intraduction 0C Mode
WES Mode: GENERAL.OCE
[PeitaticPump <]
=
1515 Application r
Autosampler Miscellanesus.
S - o
Reset to Defaul: Cancel Help

Set the IP address for LAN connection.
ICP-MS and ChemStation are connected via LAN cable.
e The IP address must be the same as that set in the BootP configuration window.

If Offline Instrument is selected you cannot set the LAN address.
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Insert G1833-60840 Parameter Disk Assy into Floppy disk driver and click OK.

Install Tune Files El
Please ingert Tuning Data Disk'
of specify the path.
Path:
|A.\ Browse...

i Cancel

Click Yes if you need the “Installation Checkout Method”.

Install 3|

\?{) would you like ko install Tnstallation Checkout Methads'?
e

The Readme.txt appear. Read the Readme.txt and Exit the Readme.txt.

The message asking for the Agilent 7500 to be placed in shutdown mode is
displayed. Click OK.

Information

j ) After frishing the nstallstion, newer fimwars shouid be donrloadsd.
~ Please switch ICP-MS Main frame ko shubdown mode before starting the Chem3tation.

If the instrument is not in shutdown mode, press the shutdown switch on the
underside of the right instrument cover. The instrument transfers to shutdown mode
(it takes approximately 5 minutes). When it is in shutdown mode, the LED status
indicator on the cover turns off.

Reboot the computer.

Install the Patch File if necessary. Refer to the section “Installation of the Patch
Files”.
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17 Select Start>>All Programs>>ICP-MS ChemStation>>Edit hosts. Enter the IP
Address and the Host Name of Agilent 7500 which is setup in the BootP Service.
Save the host file.

I hosts - Notepad g@gl

Fle Edit Format Wiew Help
# Copyright (<) 1993-1999 Microsoft Corp
#

# This is a sample HOSTS file used by Microsoft TCR/IP for windows.
#

# This file contains the mappings of IF addresses to host names. Each
# Entr{ should hbe kept on an individual Tine. The IP address should
al

# be placed in the first column followed bg the corresponding host name.
# The IF address and the host name should he separated by at least one
# space.

#

# Additiuna'l'lﬁ/, comments {such as these) may he inserted on individual
# Tines or following the machine name denoted by a '#' symbol.

#

# For example:

#

# 102, 54.94,97 rhino. acme. com # source server

# 38.25.63.10 *X.acme. com # x client host

127.0.0.1 Tocalhost
192.168.1.128 ICPMSOL

18 Reboot the computer.

19 Turn off the power of the Agilent 7500. Confirm the LAN cable connection
between the Agilent 7500 and the computer. Then turn on the Agilent 7500.

For Windows XP SP2, firewall setting is required.
For the setting, refer to the section “Changing Windows Firewall Settings to Run
ICP-MS ChemStation Under Windows XP SP2”.

CAUTION f After restarting the computer, turn off and then turn on the Agilent 7500.

CAUTION Do not close the ICP-MS ChemStation or start any other application during the
firmware download.

20 Start the ICP-MS ChemStation and download the firmware.
Double click ICP-MS Top.

When the ICP-MS Top window appears, download of the firmware starts
automatically (it takes approximately 10 minutes).

21 Go to standby mode.

Select Vacuum>>Vacuum ON from the ICP-MS Instrument Control window to go
to standby mode.
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Do not specify *.B, *.D, *.M, *.C, or long file names as ChemStation installation
destinations. If these are specified, there is a possibility that the various methods,
data, data batch, and calibration cannot be loaded.

Initialization of a Tune File to the Factory
Default Condition

The following procedure allows initialization of a tune file to the factory default
condition.

Select Top window >> Instrument >> Tuning.
Select File >> Load Factory Defaults.

The Select Tune Condition dialog box will appear.

Select Tune Condition gl Select Tune Condition El
o Fio Gss o Gas!
" H2Gas " Cool Plasma
" He Gas " HZGas
" He Gas
™ Adopt Systern Wide Parameters from File being Loaded ™ Adopt System Wide Parameters from File being Loadzd
ak. Cancel | Help 0K | Cancel | Help
7500ce Display 7500cs Display
Select Tune Condition El
o o Gas!
" HeGas

[ Adopt Systern Wide Parameters from File being Loadzd

oK Cancel | Help

7500cx Display
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Select the tune file to return to the factory default condition.
The tune files displayed will vary depending upon the model.

e 7500a: No tune file is displayed.

e 7500ce: No Gas, H, Gas, He Gas

e 7500cs: No Gas, Cool Plasma, H, Gas, He Gas

e 7500cx: No Gas, He Gas, H, Gas (if H, gas option is installed)

Adopt System Wide Parameters from File being Loaded

Check the box “Adopt System Wide Parameters from File being Loaded” to use the
system wide parameters contained in the file being loaded (the factory defaults) and
apply them as new system wide parameters. The system wide parameters present in
the file to be loaded (the factory defaults) will overwrite and replace the current
“system wide parameter” settings.

Click OK.

The selected tune file will be initialized to the factory default condition.

Installation of the Patch Files

When reinstalling ChemStation in which a patch file(s) had been installed, it is
necessary to install the patch file(s) after reinstalling ChemStation.

You can update the ChemStation Revision by installing the patch file. You can
download the patch file from following URL:

http://www.chem.agilent.com/scripts/cag_checkreg.asp

Verify the instrument is in shutdown mode. Ifthe instrument is in standby mode, put
the instrument in shutdown mode from the ChemStation, then close ChemStation.

Click Configuration and note the current Configuration settings (e.g. Auto Sampler,
Tray setting, QC Mode). Configuration will be set to default settings after installing
the Patch File.

Close ChemsStation and reboot your PC.

Copy “arpatch.exe” to \icpchem\icpexe\.
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Copy the patch file “g1834b_0X 0X 00X.ptf” in any temp directory e.g. \temp.
Select Start >> Programs >> ICP-MS ChemStation >> Install Patch File

Patch file installer for ChemStation window will open. Click Patch files... and select
the patch file which has been copied in “Step 5. Click Install.

ICP-MS Configuration dialog box will open, then click Save. The Readme.txt will
open. Read the Readme.txt then close.

“Patch File were installed completely” dialog box will appear. Then Click OK.
Turn the instrument power OFF and ON.

Click Configuration and input the information recorded in step 2. Then Click Save.
Click ICP-MS Top and put the instrument in Standby mode.

Installation of the patch file is complete.

The patch installer scans the suitability of the ChemStation software version and
patch file, and only installs the necessary patch files.

Changing Windows Firewall Settings to Run
ICP-MS ChemStation Under Windows XP SP2

Introduction

This section describes the changes in settings that need to be made to run the
ICP-MS ChemsStation on PCs running Windows XP SP2.

Follow the description in this section to change your Windows Firewall settings and
enable the ICP-MS program and Bootp Server/Client port communications.

Target Programs: icpacq.exe and icptune.exe

Target Ports: 67 TCP/UDP and 68 TCP/UDP

It is NOT necessary to change Windows Firewall settings if Windows XP SP2 is not
installed on your PC.
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If the Agilent 7500 is connected to the ICP-MS ChemStation through the site LAN,
any change in settings may affect the entire network. Consult with your network
administrator before changing the settings.

Change your Windows Firewall settings after installing the ICP-MS ChemStation
(Install the ICP-MS ChemStation software if you have not yet done so).

Changing the Windows Firewall Configuration

As described in the following steps, enable communications for programs
icpacq.exe and icptune.exe and ports 67 and 68. The detailed port settings to be
made are as follows:

Name Port No. TCP/UDP
Bootp Client 68 TCP 68 TCP
Bootp Client 68 UDP 68 UDP
Bootp Server 67 TCP 67 TCP
Bootp Server 67 UDP 67 UDP

Logon to Windows as a user with Administrator privileges.

Open the Control Panel from the Windows Start button and double-click the
Windows Firewall icon.

® Control Panel CEx
,'l

Ele Edt Yew Favortes ook Hep
\ | ® b
Q T st [ rders
agdress | @ Control Panel B> k)
ﬂ’ Contral Panel = E ‘ﬁi % j
Accessbilty AddHardware  Addor  Administrative Adobe Gomma  Automatic  Date and Time
B swich to Categary View Qptions Remov... Taols Updates
A R
See Also &4 i =2
Display Folder Options Fonts Game Internet Java Keyboard
& Vindows Update Cortrollers Options
Help and 5 t < »
@) Help and Suppor 0 . ! g
*@ X ) = E@ @ 2'5 =
Mail Mouse Mebwork. Phone and  Portable Media Power Opti Printers and
Connections  Modern ... Devices Fawes
e B 8 2 @
o 3
2 1
2 e 83 3 9
Program Quick Launch  Regional and SAP Scanners an d  Scheduled Security
Updates Buttans Language ... Configuration Cameras Tasks Cenker
¥ @ X e
O @ & @ ¥
SoundMAR  Soundg and Speech Symantec System Taskbar and  User Accounts
L ices Livelpdate Start Menu
oMy <
‘& S
Wireless Link Wireless
Metwork Set ..

The Windows Firewall dialog box appears.
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3 Click the General tab, then select On (recommended) and uncheck the Don’t
allow exceptions checkbox.

Windows Firewall

Gereral |Excepliuns Advanced

“Windows Firewal helps pratect pour computer by preventing unauthorized users
fram gaining access to paur computer through the Intermet ar a netwark.

@ ou

Thig zetting blocks all autside sources from connecting to this
computer, with the exception of thoze selected on the Exceptions tab.

#' []Don't allow exceptions

Select this when you cannect to public netwarks in less secure
locations, such as airports. ou will not be notified when Windows
Fireweall blocks programs. Selections on the Exceptions tab will be
ignared.

() OFf [not recommended)

Avoid uzsing this setting. Turming off \Windows Firewall may make this
computer mare vulherable to viruges and intruders.

what else should | know sbout \Windowes Firewal?

o J [ caea

4 Click the Exceptions tab first, then the Add Program....

"= Windows Firewall

General | Evceptions | fdvanced

‘windows Firewall is turmed off. our network. administrator is using Group Palicy to
cantial these settings,

Programs and Services:

MName Group Palicy
Riemote Assistance No
[ Remate Desktop Mo
[ UPHP Framewark. No

[ Addpor. [ Edn. |

Display a notification when Windows Firewall blocks a program

“wihat are the risks of allowing exceptions?

The Add a Program dialog box appears.
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5 Click Browse....

Add a Program le

To allow communications with a program by adding it to the Exceptions list,
zelect the pragram, or click Browse ta search far one that is nat listed.

Brograms:
¥ FreeCel ~
T GooDelete

§ Google Earth

, Hearts

lcon Wiewer 3.5

T Install Pateh file

<, Interviden DiscLabel

T Interviden WinDVD

ﬁ Interviden 'WinDWD Creator
-ID Config

1010 Cartral

v

—_—
Path: |E\Prugram Files\Adobeticrobat 5.U\F\sadsr\a|l Browse. Ih
|

The Browse dialog box appears.

6 Click My Computer from the list on the left hand side of the Browse dialog box.
Select (C:) --> ICPCHEM --> ICPEXE --> icpacq.exe from the list on the right.
Confirm selection of “icpacq.exe” as shown in the screen below, then click Open.
If the ChemStation has been installed into a drive other than C:, specify the
correct drive.

Look n: | £ ICPEXE 9 o@ e m
eumass.n  Elicpensg Blwultsict
g’argrp Ei:pda ﬁOPENUI
Recent Fjarpatch Micpoen Bpaecfy
ichd\alng mi[pinfﬂ Hqctunecr
= OEhsmver E icpgodh 25 gselect
|_ %datavlew Blcpseqed . rarnutil
Desktop Eeditamu III]IiEptuna
[E2]editavg R15TDCONC
Eedltequ Iogbook
Efilaslct Emathwwz
My Documents 5 ostmuy Hmu\edit
EHCHG &msspooSZ
Emstnp
:ﬁj l#1crcaen Tlmsupdate
- icpefg Emtdop
ey
Computer-400.
q File name: |\cpacq ~ | [ Open 1
My N;JV‘UIK Files of type: |App||cat\uns [".exe;".com;"icd) vl [ Cancel ]

The Add a Program dialog box appears.
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7 Confirm “icpacq.exe” is listed in the Add a Program dialog box, then select
“icpacq.exe” and click OK.
Add a Program El
To allow communications with a program by adding it to the Exceptions list,

zelect the pragram, or click Browse ta search far one that is nat listed.

Brograms:

¥ FreeCel ~
T GooDelete

S Google Earth

W Hearts

lcon Wiewer 3.5
* q

E Install Patch file

<y, Interviden DiscLabel

T Interviden winDvD

Ei Intert¥iden WinDWD Creator

10 Config 2

Path: | \ICPCHEMCPERE iopacg ena

The Windows Firewall dialog box appears.

8 Confirm “icpacq.exe” is added to Program and Services in the Windows Firewall
dialog box.

9 Add “icptune.exe” in the same way as described in steps 4 to 8.

10 Confirm that “icpacq.exe” and “icptune.exe” have been added to the Windows
Firewall dialog box.
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11 Click the Add Port....

"= Windows Firewall

General | Exceplions | Advanced

windows Firewall is tumed off. Your network, administrator is using Group Policy to
control these settings.

Programs and Services:

Mame Group Policy

\ [ File and Frinter Sharing Nao
icpacy Mo

I8

mote Assistance No

[ Remate Desktop Mo

[ UPHP Framewark. No

[addPogam_ | [ addror. [ Edi

Display a notification when Windows Firewall blocks a program

w'hat are the risks of allowing exceptions?

The Add a Port dialog box appears.
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12 Set the following items and click OK.
¢ Name: Type in “Bootp Client 68 TCP.”
¢ Port Number: Type in “68.”
¢ Click to select TCP or UDP. Here, select TCP.
Add a Port 3]

Use these settings ta open a port through ‘windows Firewall. To find the port
number and protocol, consult the dacumentation far the program ar service you
want to use.

MHame: |Bootp Client 68 TCF

Port rumber: | 68

‘what are the risks of opening & port?

13 Follow Steps 11 and 12 to add three more ports.

Name Port No. TCP/UDP
Bootp Client 68 TCP 68 TCP Done
Bootp Client 68 UDP 68 UDP Add
Bootp Server 67 TCP 67 TCP Add
Bootp Server 67 UDP 67 UDP Add

14 Confirm that all of the following items have been added in the Windows Firewall
dialog box. Click OK.

¢ Bootp Client 68 TCP
¢ Bootp Client 68 UDP
¢ Bootp Server 67 TCP
e Bootp Server 67 UDP
¢ icpacq.exe
e icptune.exe
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"= Windows Firewall

General | Exceptions | Advanced

‘windows Firewall is turmed off. our network. administrator is using Group Palicy to
cantial these settings,

Programs and Services:

Name Group Palicy
Boctp Clent 67 TCP | No
Bootp Client 67 UDFP Na
Bootp Client 68 TCP Mo

'
\

File and Printer Sharing No
icpacq Mo
icptune Mo
Remote Assistance No
[ Remate Desktop Mo
[ UPHP Framewark. No

[ 2£dd Progran, ] l Add Port.. l [ Edi... ] l Delete

Display a notification when Windows Firewall blocks a program

“wihat are the risks of allowing exceptions?

Changes to the firewall settings are now complete.

15 Open the ICP-MS ChemStation and confirm that communication with the
Agilent 7500 is possible.
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