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Crankcase Oil Capacity Chart - Mercury Outboard Engines
      Model Year Notes  Oil Capacity  Canister 
    Std. (QT)  Metric (L) Filter
2.5/3.5 FourStroke 2006-Current  0.32  0.30 N/A
4/5/6 FourStroke 1999-Current — 0.48  0.45 N/A
8 FourStroke 1995-2000 232 cc 1.05  1 N/A
8 FourStroke 2001-2004 323 cc 1.05  1 N/A
8 FourStroke 2005-Current 209 cc 0.85  0.8 N/A
9.9 FourStroke 1995-1998 232 cc 1.05  1 18-7901
9.9 FourStroke 1999-2004 323 cc 1.05  1 18-7913
9.9 FourStroke 2005-Current 209 cc 0.85  0.8 N/A
15 FourStroke 1998-Current — 1.05  1 18-7913
20 FourStroke 2008-Current  1.05  1 18-7913
25 FourStroke 1998-2005 Carbureted Models 3.17  3 18-7914
25 FourStroke 2006-Current EFI 1.9  1.8 18-7913
30 FourStroke 1999-2005 747 cc 3.17  3 18-7914
30 FourStroke 2006-Current 492 cc 1.9  1.8 18-7913
40 FourStroke 1999-Current 3 cylinder 3.17  3 18-7914
40 FourStroke 2001-Current 4 cylinder 3.17  3 18-7914
50 FourStroke 1995-2000 — 3.17  3 18-7914
50 FourStroke 2001-Current — 3.17  3 18-7914
60 FourStroke 2001-Current — 3.17  3 18-7914
75 FourStroke 2000-2005 Carbureted Models 5.28  5 18-7914
75 FourStroke 2006-Current EFI 1B366822 & below 4.8  4.5 18-7914
75 FourStroke 2006-Current EFI 1B366823 & up 5.28  5 18-7758
90 FourStroke 2000-2005 Carbureted Models 5.28  5 18-7914
90 FourStroke 2006-Current EFI 1B366822 & below 4.8  4.5 18-7914
90 FourStroke 2006-Current EFI 1B366823 & up 5.28  5 18-7758
115 FourStroke 2001-2006 EFI 1B366822 & below 5.28  5 18-7914
115 FourStroke 2006-Current EFI 1B366823 & up 5.28  5 18-7758
135 Verado 2006-Current L4 6.34  6 18-7921
150 Verado 2006-Current L4 6.34  6 18-7921
175 Verado 2006-Current L4 6.34  6 18-7921
200 Verado 2006-Current L4 6.34  6 18-7921
225 FourStroke 2003-2006 EFI 6.34  6 18-79110
200 Verado 2005-Current L6 7.4  7 18-7918
225 Verado 2005-Current L6 7.4  7 18-7918
250 Verado 2005-Current L6 7.4  7 18-7918
275 Verado 2005-Current L6 7.4  7 18-7918
300 Verado 2007-Current L6 7.4  7 18-7918

 Model Year  Oil Capacity  Canister 
   Std.  Metric Filter
 4/5 2003-05 23.6 oz  700 ml N/A 
 5 2000-01 27.0 oz  798 ml N/A
 6 2003-04 27.0 oz  798 ml N/A
 6 1997-01 27.0 oz  798 ml N/A
 8 1996-01 33.8 oz  1000 ml N/A
 8 2003-04 33.8 oz  1000 ml N/A
 9.9 1997-98 33.8 oz  1000 ml N/A
 9.9/15 (OMC Built) 1995-01 43.0 oz  1272 ml 18-7916
 9.9/15 2002-06 1.2 QT.  1.1 L 18-7903 
 25/30 2003-05 3.4 QT.  3.2 L 18-7915-1 
 40/50 1999-05 2.5 QT.  2.4 L 18-7915-1 
 60/70 2002-05 4.8 QT.  4.5 L 18-7915-1
 70 1998-05 4.8 QT.  4.5 L 18-7915-1 
 90/115 2003-05 6.0 QT.  5.7 L 18-7896 
 140 2003-05 6.0 QT.  5.7 L 18-7897 
 200/225 2004-05 8.7 QT.  8.2 L 18-7895 

Crankcase Oil Capacity Chart - Johnson/Evinrude Engines

 Model  Oil Capacity  Canister 
  Std. (QT)  Metric (L) Filter
BF2A / BF20 (2hp.) 0.42  0.4 *
BF2D  0.26  0.25 *
BF5A / BF50 (5hp.) 0.58  0.55 *
BF8A / F80 (8hp.) 0.8  0.76 *
BF75 (7.5hp.) /  
BF100 (10hp.)  0.8  0.76 *
BF9.9A  1.2  1.1 *
BF15A  1.2  1.1 *
BF20  1.1  1 *
BF25A/D 1.7  1.6 *
BF30A/D 1.7  1.6 18-7911-1
BF35A  2.5  2.4 18-7911-1

 Model  Oil Capacity  Canister 
  Std. (QT)  Metric (L) Filter
BF40A/D 2.1  2 18-7911-1
BF45A  2.5  2.4 18-7911-1
BF50A/D 2.1  2 18-7911-1
BF60A  2.7  2.6 18-7911-1
BF75A  4.2  4 18-7909
BF90A  4.2  4 18-7909
BF115A 5.9  5.6 18-7909
BF130A 5.9  5.6 18-7909
BF135A 6.9  6.5 18-7909
BF150A 6.9  6.5 18-7909
BF200A 8  7.6 18-7909
BF225A 8  7.6 18-7909

ALL CRANKCASE MEASUREMENTS ARE APPROXIMATE.
USE DIPSTICK FOR PROPER OIL LEVEL. FOLLOW OWNERS MANUAL PROCEDURES.

* All Capacities Listed are WITHOUT filter.
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Crankcase Oil Capacity Chart - Suzuki Engines
 Model Year  Oil Capacity  Canister 
   Std. (QT)  Metric (L) Filter
 DF9.9/15 — 1.1  1.0 18-7903
 DF25/30 — 3.2   3.0  18-7915-1
 DF40/50 — 2.3  2.2  18-7915-1
 DF60/70 — 4.8  4.5  18-7915-1
 DF60A — 3.0  2.7 18-7915-1
 DF70A/80A/90A — 4.2  4.0 18-7896
 DF90/115 — 5.8  5.5  18-7896
 DF140 — 5.8  5.5  18-7897
 DF150/175 2007 & Up 8.5  8.0  18-7905
 DF150/175 2006 & Earlier 8.5  8.0  18-7895
 DF200/225/250/300 2007 & Up 8.5  8.0  18-7905
 DF200/225/250 2006 & Earlier 8.5  8.0  18-7895

Crankcase Oil Capacity Chart - MerCruiser Gasoline Engines
 Model Year Notes  Oil Capacity  Canister 
    Std. (QT)  Metric (L) Filter
MCM 60 1965-68 Renault - I/L 4 2.75  2.6 —
MCM 80 1966-69 Renault - I/L 4 5   4.7 —
MCM 90 1970-72 Renault - I/L 4 5   4.7 —
MCM 100 Vazer/1.6L 2007 & Up GM - I/L 4 4.25  4 18-7824
MCM120/2.5L 1963-89 GM - I/L 4 4   3.8 18-7824
MCM140/3.0L/LX 1968-Current GM - I/L 4 4   3.8 18-7824
MCM 470/165/170/3.7L 1976-89 Mercury - I/L 4 5.5  5.2 18-7824
MCM 485 1980-82 Mercury - I/L 4 5.75  5.4 18-7824
MCM 488/180/190/3.7LX 1983-89 Mercury - I/L 4 6.5  6.1 18-7824
MCM 140 1963 GM - I/L 6 5   4.7 18-7824
MCM 160/165 1967-81 GM - I/L 6 5   4.7 18-7824
MCM 200 1969 GM - I/L 6 6   5.7 18-7824
MCM 185 (4 bbl) 1983-84 GM - V-6 4.5   4.3 18-7879
MCM 175/185/205 1985-87 GM - V-6 4.5  4.3 18-7879
MCM262 Mag EFI 1996-97 GM - V-6 4.5  4.3 18-7879
MCM 4.3L/LX/LH/LHX & 262 Mag 1988-01 GM - V-6 4.5  4.3 18-7879
MCM 4.3L EFI 1998-01 GM - V-6 4.5  4.3 18-7879
MCM 4.3L, EFI & MPI 2002-Current GM - V-6 4.0  3.8 18-7879
MCM 888 1971-77 Ford - V-8 6   5.7 18-7875
MCM/MIE 225 1973-74 Ford - V-8 6   5.7 18-7875
MCM/MIE 215 1970-72 Ford - V-8 7   6.6 18-7875
MCM 190 1963-64 GM - V-8 5   4.7 18-7824
MCM 898/200/5.0L 1977-95 GM - V-8 5   4.7 18-7824
MCM 228/230/5.0LX 1979-95 GM - V-8 5.5  5.2 18-7824
MCM 5.0L / 5.0L EFI 1998-02 GM - V-8 5.5  5.2 18-7824
MCM5.0L / 5.0L MPI 2002-Current GM - V-8 4.5  4.3 18.7824
MIE 198/228/230/5.0L 1977-88 GM - V-8 6   5.7 18-7824
MCM 225 1963-66 GM - V-8 5  4.7 18-7824
MCM 225/250 1967-69 GM - V-8 7  6.6 18-7824
MIE 225/250 1968 GM - V-8 6   5.7 18-7824 

Crankcase Oil Capacity Chart - Yamaha Engines
 Model Year*  Oil Capacity  Canister 
   Std. (QT)  Metric (L) Filter
 F2.5 1984-Current .35  .35 N/A
 F4 1984-Current .53  .50 N/A
 F6, F/T8 1984-Current .84  .80 N/A
 F/T9.9 1984-03/2005 1.06  1.0 18-7901
 F15 1984-03/2005 1.06  1.0 18-7902
 F15 1984-03/2005 1.06  1.0 18-7911-1
 F/T9.9 04/2005-Current .84  .80 18-7911-1
 F15 04/2005-Current 1.9  1.8 18-7911-1
 F20 04/2005-Current 1.9  1.8 18-7911-1
 F/T25 1984-03/2005 1.8  1.7 18-7902
 F/T25 04/2005-Current 1.8  1.7 18-7911-1
 F30-40 (3cyl.) 1984-03/2005 2.1  2.0 18-7902
 F40 04/2005-Current 2.1  2.0 18-7911-1
 F/T40-50 (4cyl.), F/T60 1984-03/2005 2.1  2.0 18-7911-1
 F/T50-60 04/2005-Current 2.1  2.0 18-7911-1
 F75-115 04/2005-Current 4.8  4.5 18-7911-1
 F75-150 1984-03/2005 4.8  4.5 18-7911-1
 F150 04/2005-Current 5.7  5.4 18-7906-1
 F200-225 1984-03/2005 6.1  5.8 18-7906-1
 F200-225 04/2005-Current 6.3  6.0 18-7906-1
 F225-250 Sport (20” Shaft) 04/2005-Current 6.1  5.8 18-7906-1
 F300-350 04/2005-Current 8.45  8.0 18-7954
* Not all models were made in all years. Always verify OEM part number against Sierra cross reference  

ALL CRANKCASE MEASUREMENTS ARE APPROXIMATE.
USE DIPSTICK FOR PROPER OIL LEVEL. FOLLOW OWNERS MANUAL PROCEDURES.
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 Model  Oil Capacity 
  Std. (QT)  Metric (L)
BF2A/BF20 .05   .04
BF5A/BF50 .10   .09
BF8A/BF80 .23   .22
BF75/BF100 .23   .22
BF9.9A .254   .240
BF15A  .254   .240
BF25A  .30   .28
BF30A  .30   .28
➀ With oil filter replaced

Gear Lube Capacity Chart - Johnson/Evinrude/OMC Engines

Gear Lube Capacity Chart - Honda Engines

Model Year Capacity (Oz.)

4 Deluxe 1986-Thru 11
4 4-Stroke 2003 7
4.5 1980-83 11
5 1965-68 3
5 1998 6.4
5.5 1954-64 9
6 1965-79 9
6 1984-Thru 11
6 4-Stroke 1997-Thru 11
7.5 1951-53 4
7.5 1954-58 9

Evinrude-Johnson Outboards

Model Year Capacity (Oz.)
1.5 1968-70 1
2 1971-85 2
Colt®/Junior® 1986-91 2
2.0,2.3,3.3 1991-Thru 3
2.5 1987-88 3
3 1952-72 3
3 1990-Thru 3
4 (8110) 1969-82 4
4 (90) 1973-Thru 3
Ultra 4, Excel 4 1987-91 3

 Model  Oil Capacity 
  Std. (QT)  Metric (L)
BF35A  .53   .50
BF40A  .53   .50
BF45A  .53   .50
BF50A  .53   .50
BF75A  .70   .66
BF90A  .70   .66
BF115A 1.1   1.0
BF130A 1.1   1.0

ALL CRANKCASE MEASUREMENTS ARE APPROXIMATE.
USE DIPSTICK FOR PROPER OIL LEVEL. FOLLOW OWNERS MANUAL PROCEDURES.

 Model Year Notes  Oil Capacity  Canister 
    Std. (QT)  Metric (L) Filter 
MCM 250/255 1975-77 GM - V-8 5   4.7 18-7824
MCM 260/5.7L/LX; EFI 1978-02 GM - V-8 5.5  5.2 18-7824
MCM 350 MAG, EFI and MPI 1986-02 GM - V-8 5.5   5.2 18-7824
MCM 350 MAG and MPI 2002-Current GM - V-8 4.5  4.3 18.7824
MCM 5.7L 2002-Current GM - V-8 4.5  4.3 18.7824
MIE 255/260/5.7L 1975-93 GM - V-8 6   5.7 18-7824
MIE 5.7L 1993-97 GM - V-8 4   3.8 18-7824
MIE 5.7L/350 Mag MPI 1998-02 GM - V-8 5.5  5.2 18-7824
MIE 5.7L/350 Mag MPI 2002-Current GM - V-8 4.5  4.3 18-7824
MIE Ski 5.7L 1985-89 GM - V-8 4   3.8 18-7824
MIE Ski 5.7L/350 Mag & EFI 1990-97 GM - V-8 5   4.7 18-7824
MIE Ski 5.7L/350 Mag & EFI 1998-02 GM - V-8 5.5  5.2 18-7824
MIE Ski 5.7L/350 Mag & EFI 2002-Current GM - V-8 4.5  4.3 18-7824
Black Scorpion Ski (Gen+) 1996-97 GM - V-8 5   4.7 18-7824
Black Scorpion Ski (Gen+) 1998-01 GM - V-8 5.5  5.2 18-7824
Black Scorpion Ski (Gen+) 2003-Current GM - V-8 4.5  4.3 18-7824
MCM 6.2L MPI 2000-2002 GM/Mercury - V-8 5.5  5.2 18-7824
MCM 6.2L MPI 2002-Current GM/Mercury - V-8 4.5  4.3 18-7824
MIE 6.2L MPI 1999-02 GM/Mercury - V-8 5.5   5.2 18-7824
MIE 6.2l MPI / Ski 2002-Current GM/Mercury - V-8 4.5  4.3 18-7824
MX 6.2L Blk Scorpion Ski 2001-03 GM/Mercury - V-8 5.5   5.2 18-7824
MX 6.2L Blk Scorpion Ski 2003-Current GM/Mercury - V-8 4.5  4.3 18-7824
MCM 233/255 1973-77 Ford - V-8 5    4.7 18-7875
MIE 233/255 - V-Drive 1973-76 Ford - V-8 7    6.6 —
MCM 325 1969-72 GM - V-8 8    7.6 18-7824
MIE 325 1968-74 GM - V-8 7    6.6 18-7824
MCM 330 1977-81 GM - V-8 6    5.7 18-7824
MCM 330/7.4L & 454 Mag Alpha 1982-88 GM - V-8 7   6.6 18-7824
MCM 7.4L & 454 Mag 1988-91 GM - V-8 8   7.6 18-7824
MCM 7.4L/LX & 454 Mag 1992-01 GM - V-8 7   6.6 18-7824
MIE 330 1977-80 GM - V-8 7   6.6 18-7824
MIE 340/7.4 w/Borg Warner trans. 1981-92 GM - V-8 7   6.6 18-7824
MIE 7.4L w/Hurth trans. 1988-92 GM - V-8 8   7.6 18-7824
MIE 7.4L & 454 Mag MPI 1992-01 GM - V-8 7   6.6 18-7824
MIE Ski 454 Mag EFI and MPI 1995-97 GM - V-8 7   6.6 18-7824
MCM 390 1969-70 GM - V-8 8   7.6 18-7824
MIE 390 1969-70 GM - V-8 7   6.6 18-7824
MCM 496 Mag & HO 2001-Current GM - V-8 9   8.5 18-7824
MIE 8.1S Horizon & HO 2001-Current GM - V-8 9   8.5 18-7824
MCM 502 Mag 1990-92 GM - V-8 8   7.6 18-7824
MCM 502 Mag EFI and MPI 1992-01 GM - V-8 7   6.6 18-7824
MIE 8.2L 1990-96 GM - V-8 8   7.6 18-7824
MIE 8.2L MPI 1996-01 GM - V-8 7   6.6 18-7824
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Gear Lube Capacity Chart - Johnson/Evinrude/OMC Engines (Cont.)
Model Year Capacity (Oz.)

60 1980-85 22

60 1986-Thru 22

60 4-Stroke 2002-Thru 19

65 Standard 1968 20

65 Heavy-Duty 1968 35

65 1972 Electric 1972-73 26

65 Comm. 1984-Thru 22

70 1974-Thru 22

70 4-Stroke 1998-Thru 19

75 1960 22

75 Man. Shift 1961-65 20

75 Elec. Shift 1962-65 18

75 15” Small G/C 1975-88 22

75 20” 1975-84 25

80 Man. Shift 1966-67 20

80 Heavy-Duty 1966-67 35

80 Elec. Shift 1966-67 18

85 Man. Shift - Std. 1968 20

85 Elec. Shift 1968 18

85 Elec. Shift 1969-71 27

85 1972 Elec. Shift 1972-76 28

85 20” 1977 29

85 25” 1977 35

85 1978 38

85 1979-80 27

85 1991-Thru 26

88 1987-Thru 26

90 Elec. Shift 1964-65 18

90 Cross V4 1981-Thru 26

90 60V4 EL,SL 1995-Thru 31

90 60V4 EX, SX V6 G/C 1995-Thru 34

90 4-Stroke 2003-Thru 36

100* Elec. Shift 1966 28

100 Elec. Shift 1967-68 38

100 Elec. Shift 1971-72 27

100 1979-80 27

100 1988-Thru 26

100 Comm. V6 G/C 1984-Thru 34

110 1986-89 26

112 1994-Thru 26

115 Elec. Shift 1969-70 27

115 1973-76 28

115 20” 1977 29

115 25” 1977 35

115 1978 38

115 1979-85 27

115 1990-Thru 26

115 4-Stroke 2003-Thru 36

115 60V4 EL,GL,SL 1995-Thru 31

115 60V4 EX,SX V6 G/C 1995-Thru 34 

120 V6 G/C 1985 34

120 1986-1993 26

120 20” 1994 26

120 25” V6 G/C 1994 34

125 Elec. Shift 1971-1972 27

Model Year Capacity (Oz.)

7.5 1980-83 11

8 1984-Thru 11

8 4-Stroke 1995-Thru 9

9.5 1964-73 10

9.9 2-Stroke 1974-Thru 9

9.9, 15 4-Stroke 1995-01 9

9.9, 15 4-Stroke 2002-Thru 6

10 1956-57 9

10 1958-63 10

14 1951-52 10

14 1988-90 8

15 1953-55 10

15 1956 9

15 1974-Thru 9

18 1957-73 9

20 1966-73 9

20 1985-Thru 11

25 1951-1955 14

25 1969-84 9

25 Comm. 1985-Thru 9

25 Comm. Thru Hub 1991-Thru 11

25 1985-Thru 11

25, 30 4-Stroke 2000-01 8

28 1962-64 14

28 1986-Thru 9

30 1956 14

30 1984-Thru 11

33 1965-70 14

35 1957-59 14

35 1976-82 10

35 1983-84 11

35  45 Cu. In./737 CC 1987 22

40 1960-76 14

40 Elec. Shift 1962-70 15

40 Comm. 1981-90 14

40 Comm. (RS) 1991-Thru 16

40 Comm. (RP,RW) 1993 22

40 1984-88 22

40 1989-Thru 16

45 Comm. 1986-Thru 22

48 1987-88 22

48 1989-Thru 16

40, 50 4-Stroke 1999-Thru 21

50 1958-59 35

50 1971-72 Electric 1971-74 26

50 1975-88 22

50 1989-Thru 16

50 Comm. 1977-79 26

50 3 cyl. 56 Cu.In. 1995-Thru 22

55 Electric Shift 3 Cyl 1968-69 26

55 1976-79 22

55 Comm. 1980-Thru 22

60 Std. 1964-67 20

60 Heavy-Duty 1964-67 35

60 Electric Shift 1970-71 26
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Gear Lube Capacity Chart - Mercury Engines
Brand Model Cycle Model Note Oz. mL.

Mercury/Mariner 2.2, 2.5, 3.3 2 Cycle  4.5 135

Mercury/Mariner 4.5 2 Cycle  6.8 200

Mercury/Mariner 6, 8, 9.9, 15 2 Cycle  6.8 200

Mercury/Mariner 20, 25 2 Cycle  8.8 260

Mercury/Mariner 30, 40  2 Cycle 2 cylinder 14.9 440

Mercury/Mariner 40, 50 2 Cycle 3 cylinder, std. Gearcase 14.9 440

Mercury/Mariner 55, 60 2 Cycle Standard Gearcase 11.5 340

Mercury/Mariner 60 2 Cycle Big Foot 22.5 665

Mercury/Mariner 75, 90 2 Cycle 3 cylinder 22.5 665

Mercury/Mariner 100, 115, 125 2 Cycle 4 cylinder 22.5 665

Mercury/Mariner 115 2 Cycle 3 cylinder Optimax 22.5 665

Mercury/Mariner 135, 150 2 Cycle 2.0L 22.5 665

Mercury/Mariner 150, 175, 200 2 Cycle 2.5L Carb/EFI/Optimax 22.5 665

Mercury/Mariner 200, 225, 250 2 Cycle 3.0L Carb/EFI/Optimax 27.0 798

Force 5 2 Cycle  4.0 120

Force 9.9, 15 2 Cycle  6.8 200

Force 25 2 Cycle  8.8 260

Force 40, 50 2 Cycle  14.9 440

Force 75 2 Cycle  12.0 355

Gear Lube Capacity Chart - Johnson/Evinrude/OMC Engines (Cont.)
Model Year Capacity (Oz.)

235 1978 43

235 1979-82 28

235 1983-85 34

2.6L 1984-85 34

250 V8 Loop 1991-Thru 77

275 V8 Loop 1985-87 77 V8 Coro 72

300 V8 Loop 1985-Thru 77

3.6L V8 Loop 1985-87 77

4.0 V8 Loop 1988-92 77

Turbo Jet 1994-Thru 84.6

Magnum 2002-Thru 44

Magnum CX 2002-Thru 41

* Gearcase with Fill Plug Above Cavitation Plate 32 Oz.

OMC Cobra®

Model Capacity (Oz.)

2.3L, 128 Model 60

2.5L 60

3.0L, (1990-93) 64

3.0L 130 Model 60

4.3L 175 Model 64

5.0L 64

5.7L, 260 Model 64

7.5L 108

1990-93 3.0L, 3.0L HO 64

185, 200, 235 Models 64

262 OMC King Cobra 64

350 OMC King Cobra 64

460 OMC King Cobra 108

460 OMC King Cobra (Cone Clutch) 103

1990-94 King Cobra (Cone Clutch) 103

1994-Thru Cobra (Cone Clutch) 71

1996-Thru Dual Prop 81

OMC Sail Drive

1977-86 20

Model Year Capacity (Oz.)

130 V6 G/C 1995-Thru 34

135 1973-74 28

135 1975-76 29

140 1977 35

140 1978 38

140 1979-84 27

140 4-Stroke 2003-Thru 36

140 V6 G/C 1985 34

140 V4 Loop 1986-87 26

140 20” V4 Loop 1988-94 26

140 25” V6 G/C 1988-94 34

150 1978 43

150 1979-82 29

150 V6 Cross 1983-91 34

150 60V6 1991-Thru 34

150 DI 1997-Thru 34

150 Comm. 1993-Thru 34

155 Comm. 1984-90 77

155 Comm. 1991-92 34

175 1977 44

175 1978 43

175 1979-82 29

175 1983 34

175 V6 Cross 1986-91 34

175 60V6 1991-Thru 34

175 DI 1998-Thru 34

185 1984-85 34

200 1976-77 44

200 1978 43

200 1979-82 29

200 1983 34

200 V6 Loop 1986-Thru 34

200/225 4-Stroke 2004 37

225 V6 Loop 1986-Thru 34 V6 Coro 31
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Gear Lube Capacity Chart - Mercury Engines (Cont.)

Gear Lube Capacity Chart - Nissan Engines
Model Approximate Fluid Ounces Required

2A & 3.5A (4-Stroke) 6.1 

2.5A & 3.5A (2-Stroke) 3.0  

3.5B (2-Stroke) 6.0 

4 (4-Stroke) 6.6 

5 (2-str/4-str) 6.6 

6 (4-Stroke) 6.6  

8 (2-str/4-str) 10.8  

9.8 (2-str/4-str) 10.8

9.9 (2-Stroke) 12.5

9.9A (4-Stroke) 6.8  

9.9B (4-Stroke) 12.5

15 (2-Stroke) 12.5 

15A (4-Stroke) 6.8 

15B (4-Stroke) 12.5 

18 (2-str/4-str) 12.5  

25 (2-Stroke) 14.5  

Model Approximate Fluid Ounces Required

25 (4-Stroke) 9.5 

30 (2-Stroke) 14.5  

30 (4-Stroke) 9.5  

40C (2 cyl) 15.9 

40D (3 cyl) 16.9  

NSD40 (TLDI) 16.9

50D (3 cyl) 16.9 

NSD50 (TLDI) 16.9  

70B (3 cyl) 23.7 

70C (3 cyl) 30.4  

NSD70 (TLDI) 30.4 

90A (2-Stroke) 30.4  

NSD90 (TLDI) 30.4

115A (2-Stroke) 30.4 

NSD115 (TLDI) 30.4

140A (2-Stroke) 30.4

Brand Model Cycle Model Note Oz. mL.

Force 90, 120 2 Cycle  22.5 655

Mercury/Mariner 4.5 FourStroke  6.8 200

Mercury/Mariner 8, 9.9 FourStroke MY 2004 & prior Standard Gearcase 6.8 200

Mercury/Mariner 8, 9.9 FourStroke MY 2005 & newer 10.8 320

Mercury/Mariner 9.9 FourStroke MY 2004 & prior Big Foot 8.8 260

Mercury/Mariner 9.9 FourStroke MY 2005 & newer Big Foot 12.5 370

Mercury/Mariner 15 FourStroke Standard Gearcase 6.8 200

Mercury/Mariner 15 FourStroke Big Foot 8.8 260

Mercury/Mariner 25 FourStroke Big Foot 14.9 440

Mercury/Mariner 30, 40 FourStroke 3 cylinder, standard Gearcase 14.9 440

Mercury/Mariner 30, 40 FourStroke 3 cylinder, Big Foot 22.5 665

Mercury/Mariner 40, 45, 50 FourStroke 4 cylinder, 935 cc, standard Gearcase 14.9 440

Mercury/Mariner 40, 45, 50 FourStroke 4 cylinder, 935 cc, Big Foot 22.5 655

Mercury/Mariner 40 FourStroke 4 cylinder, 996 cc, Big Foot 24.0 710

Mercury/Mariner 50, 60 FourStroke 4 cylinder, 996 cc, standard Gearcase 11.5 340

Mercury/Mariner 50, 60 FourStroke 4 cylinder, 996 cc, Big Foot 24.0 710

Mercury/Mariner 75, 90 FourStroke  22.5 665

Mercury/Mariner 115 FourStroke  24.0 710

Mercury/Mariner 200 FourStroke Verado (RH Rotation) 32.8 970

Mercury/Mariner 225 FourStroke Standard Gearcase 39.0 1.15L

Mercury/Mariner 225/250/275 FourStroke Verado (RH Rotation) 32.8 970

MerCruiser Vazer Drive 4 cycle with Gear Lube Monitor 2.0 US Quarts 1.9L

MerCruiser Alpha One Gen II 4 cycle without Gear Lube Monitor 1.22 US Quarts 1.16L

MerCruiser Alpha One Gen II 4 cycle with Round Gear Lube Monitor 2.0 US Quarts 1.9L

MerCruiser Alpha One Gen II 4 cycle with Rectangular Gear Lube Monitor 1.75 US Quarts 1.66L

MerCruiser Bravo One 4 cycle without Gear Lube Monitor 2.0 US Quarts 1.9L

MerCruiser Bravo One 4 cycle with Round Gear Lube Monitor 3.25 US Quarts 3.07L

MerCruiser Bravo One 4 cycle with Rectangular Gear Lube Monitor 2.75 US Quarts 2.6L

MerCruiser Bravo Two 4 cycle without Gear Lube Monitor 2.5 US Quarts 2.4L

MerCruiser Bravo Two 4 cycle with Round Gear Lube Monitor 3.75 US Quarts 3.55L

MerCruiser Bravo Two 4 cycle with Rectangular Gear Lube Monitor 3.25 US Quarts 3.07L

MerCruiser Bravo Three 4 cycle without Gear Lube Monitor 2.0 US Quarts 1.9L

MerCruiser Bravo Three 4 cycle with Rectangular Gear Lube Monitor 3.0 US Quarts 2.84L

MerCruiser Blackhawk 4 cycle without Gear Lube Monitor 1.75 US Quarts 1.66L

MerCruiser Blackhawk 4 cycle with Rectangular Gear Lube Monitor 2.25 US Quarts 2.1L
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Gear Lube Capacity Chart - Yamaha Engines
Model  CC OZ

2 45 1.5

F2.5 75 2.5

3 75 2.5

4 105 3.6

F4 100 3.5

5 105 3.6

6 160 5.4

8 160 5.4

F8 150 5.1

T8 320 10.9

9.9 185 6

F9.9 185 6

T9.9 320 10.8

15 (1984-97) 185 6.03

15 (1998-02) 250 8.5

F15 250 8.5

20 370 12.7

25 (1984-87) 180 6.1

25 (1988-02) 370 12.7

25 3cyl. 200 6.8

C25 180 6.1

F25 320 10.8

T25 430 14.5

30  200 6.8

30 (1984-86) 3cyl. 180 6.1

30 (1987-02) 3cyl. 200 6.8

C30 (1989-92) 180 6.1

C30 (1993-97) 320 10.8

F30 430 14.5

40 (1984-94) 415 14.0

40 (1995-02) 430 14.5

C40 (1989-97) 315 10.6

C40 (1997-02) 3cyl. 430 14.5

F40 430 14.5

E48 500 16.9

50/P50 (1984-94) 415 14.0

50/P50 (1995-02) 430 14.5

C50 430 14.5

F50 430 14.5

T50 (1996-00) 430 14.5

T50 (2001-02) 610 20.6

C55 500 16.9

60 610 20.6

E60 610 20.6

F60 430 14.5

P60 610 20.6 

Model  CC OZ

T60 670 23.0

70 610 20.6

C70 610 20.6

C75 610 20.6

E75 610 20.6

F75 670 23.0

P75 610 20.6

C80 610 20.6

F80 670 23.0

C85 610 20.6

90/B90/C90 610 20.6

F90 670 23.0

F100 670 23.0

115 760 25.7

B115/C115 760 25.7

F115 760 25.7

LF115 715 24.2

P115/S115 760 25.7

130 760 25.7

L130 715 24.2

S130 760 25.7

150 980 33.1

C150 980 33.1

D150 (1997-99) 900 30.4

DX150 (1999) 980 33.1

L150 870 29.4

SX150 (1999-02) 980 33.1

V150 (1998-99) 980 33.1

VX150 980 34.5

VZ150 980 33.1

Z150 980 33.1

175 (1984-99) 980 33.1

P175 980 33.1

S175 980 33.1

V175 980 33.1

VZ175 980 33.1

Z175 980 33.1

200 (1984-99) 980 33.1

F200 1150 38.9

L200 (1986-95) 900 30.4

L200 (1996-99) 870 30.4

LF200 1000 33.8

LX200 (1999-02) 980 33.1

LZ200 870 29.4

P200 980 33.1

LF225 1000 33.8 

 Gear Case Oil  Gear Case Oil  
Model Capacity (CC) Capacity(OZ)

DT2 (Short Shaft) 70  2.4

DT2 (Long Shaft) 120  4.0 

DT3.5 85  2.9 

DT4 190 6.4 

DF4/6 190 6.4 

DT5/6/8 240 11.5

DT8C/9.9C/9.9CN 175  5.9 

DF9.9/15 175  5.9

DT9.9/15/15C 170  5.7 

DT20/25/30/30C/35C 230  7.8 

DF25/30 230  7.8

 Gear Case Oil  Gear Case Oil  
Model Capacity (CC) Capacity(OZ)

DT40 610  20.6 

DF40/50 610  20.6 

DT50/55/60/65 650  22.0 

DF60/70 600 20.3

DT75/85 700  23.7 

DT90/100 560 18.9 

DT115/140 1100 37.2 

DF90/115/140 1050  35.5

DT150/175/200/225 1050 35.5 

DF150/175/200/225/250/300 1100  37.2
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Model  CC OZ

LX225 1000 33.8

S225 3.1L 1150 38.9

SX225 1000 33.8

V225 3.1L 1150 38.9

VX225 1150 38.9

VZ225 3.3L 1000 33.8

250 1150 38.9

L250 1000 33.8

Model  CC OZ

LX250 1000 33.8

S250 1150 38.9

LZ250 3.3L 1150 38.9

SX250 1150 38.9

VX250  1150 38.9

VZ250 3.3L 1000 33.8

Z250 3.3L 1000 33.8

Gear Lube Capacity Chart - Yamaha Engines

BIA Engine and Accessory Wiring Color Code (DC Systems Under 50 Volt)
Color Item Use

Yellow with Red Stripe (YR) Starting Circuit Starting switch to solenoid 

Yellow (Y) Bilge Blowers Fuse or switch to blowers

Dark Gray (Gy) Navigation Lights Fuse or switch to lights 

 Tachometer Tachometer sender to gauge

Brown (Br) Generator Armature Generator armature to regulator 

 Alternator Charge Light Generator 

  Terminal/alternator 

  Auxiliary terminal to light to regulator 

 Pumps Fuse or switch to pumps

Orange (O) Accessory Feed Ammeter to alternator or generator output and 

  accessory fuses or switches.  

  Distribution panel to accessory switch

Purple (Pu) Ignition Ignition switch to coil and electrical instruments. 

 Instrument Feed Distribution panel to electric instruments

Dark Blue Cabin and Instrument Lights Fuse or switch to lights

Light Blue (Lt Bl) Oil Pressure Oil pressure sender to gauge

Tan Water Temperature Water temperature sender to gauge

Pink (Pk) Fuel Gauge Fuel gauge sender to gauge

Green/Stripe (G/x) Tilt down and/or Trim in Tilt and/or trim circuits 

(Except G/Y)

Blue/Stripe (Bl/x) Tilt up and/or Trim out Tilt and/or trim circuits

Red/Purple  Protected positive from battery - Fused

Black  All grounds

Red  Unprotected positive from battery

Black/Yellow Ignition Ignition kill switch

Brown/Orange  Power feed to auto-bilge switches

Brown/White Tilt and/or Trim Circuits Trim sender to trim gauge

Purple/White Tilt and/or Trim Circuits Trim - “trailer” switch

Tan/Blue  Warning system sense wire (audio warning)

Yellow/Black  Neutral safety switch (transmission mounted)

Dark Green  Bonding wires (earth ground)

NOTE: If yellow is used for DC negative, blower must be brown with yellow stripe. 

 Gas Oil Oil Gas Oil 

 (US Gallons) (Ounces) (Pints) (Liters) (Liters)

 .37 1.89 .12 1.40 .06

 .5 2.56 .16 1.89 .08

 .66 3.38 .21 2.50 .10

 1.0 5.12 .32 3.79 .15

 2.0 10.24 .64 7.58 .30

 3.0 15.36 .96 11.37 .46

 4.0 20.48 1.28 15.16 .61

 5.0 25.60 1.60 18.94 .76

 6.0 30.72 1.92 22.73 .91

 10.0 51.20 3.20 37.89 1.52

 15.0 76.80 4.80 56.83 2.27

 20.0 102.40 6.40 75.78 3.03

25:1 Gas/Oil Mixture
 Gas Oil Oil Gas Oil 
 (US Gallons) (Ounces) (Pints) (Liters) (Liters)

 .37 .95 .06 1.40 .03

 .5 1.28 .08 1.90 .04

 .66 1.69 .11 2.50 .05

 1.0 2.56 .16 3.79 .08

 2.0 5.12 .32 7.58 .15

 3.0 7.68 .48 11.37 .23

 4.0 10.24 .64 15.16 .30

 5.0 12.80 .80 18.94 .38

 6.0 15.36 .96 22.73 .46

 10.0 25.60 1.60 37.89 .76

 15.0 38.40 2.40 56.83 1.14

 20.0 51.20 3.20 75.78 1.52

50:1 Gas/Oil Mixture


