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5370 Jiffy Gun

Tube Size Tube Section  Deposit Thickness of Deposit Deposit Flush
@ 3/8” to 3/4” @ Straight ® Soft, gummy, @ Light @ Wet
(9.5 to 19.0mm) OD or organic O Medium

The Jiffy Gun is powered by an air and water
combination to propel Elliott Tool's wide range of
reusable shoot through devices. Soft deposits such as
mud and algae are removed from the tube in seconds!

NADE
\N*USK

Elliott’s Jiffy Gun Tube Cleaning Systems are the
preferred tools for cleaning condenser tubes in power
utility plants, pulp, paper, steel mills and petrochemical

plants.

Features & Benefits: Specifications:

- Tapered nozzle covers wide range of sizes eliminating ¢ 45-90 PSI (3.1-6.2 bar) Air Pressure
need for multiple nozzle sizes. * 45-90 PSI (3.1-6.2 bar) Water Pressure

« Utilizes reusable shoot through devices for lower cost.  * Weight: 3 Ibs./1.36 Kg.
* The Jiffy Gun accommodates tube OD sizes 3/8” to
3/4” (9.5 to 19mm). For larger diameter tubes use
537100C Jumbo Jiffy Gun.

How To Order:
1. Specify tube size(s) to be cleaned.
2. Choose spares and accessories.

Tube 0D |
Kit Number
The 5370 Jiffy Gun Kit comes complete with: L | mm |
« Jiffy Gun with Tapered Nozzle 38" - 5/8" 9-5-15.9 5370K1
« 7-1/2' (2.3M) Water Hose Whip 4 el ST

« 7-1/2° (2.3M) Air Hose Whip
» Carrying Case

Spares & Accessories:

* 5371CL Lexan Shield (Requires 5370JG Nozzle
Adapter and 537058 Shield Adapter)

* Tapered Nozzle

» P5370N15 Hose 15’ (4.6M) Long

» P5370N25 Hose 25’ (7.6M) Long

» P5370N50 Hose 50’ (15.2M) Long

» P5370N100 Hose 100’ (30.5M) Long

See page 4 for Elliott Tool’s complete offering of shoot through devices.
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537100C Jumbo Jiffy Gun

Tube Size Tube Section  Deposit Thickness of Deposit Deposit Flush
®3/4” to 1-1/4” ® Straight ® Soft, gummy, @ Light ® Wet
(19.0 to 31.8mm) OD or organic O Medium

The Jumbo Jiffy Gun is powered by an air and water
combination to propel Elliott’'s wide range of reusable
shoot through devices. Soft deposits such as mud and
algae are removed from the tube in seconds!

Jumbo Jiffy Gun Tube Cleaning Systems are the
preferred tools for cleaning condenser tubes in power
utility plants, pulp, paper, steel mills and petrochemical
plants.

Features & Benefits:

« Tapered nozzle covers wide range of sizes eliminating
need for multiple nozzle sizes.

» Utilizes reusable shoot through devices for lower cost.

» Cleans without damaging tubes.

* On board pet cock to relieve pressure in clogged
tubes.

How To Order:

1. Specify tube size(s) to be cleaned (See table on
right).

2. Choose spares and accessories.

The 5371CK Series Jumbo Jiffy Gun Kit comes complete

with:

* Jumbo Jiffy Gun and Tapered Nozzle Assembly
(Tapered Nozzle, Nozzle Adapter, and Lexan Shield)

» Pressure Relief Valve

« 7-1/2° (2.3M) Water Hose Whip

e 7-1/2° (2.3M) Air Hose Whip

* Carrying Case

Spares & Accessories:

« 5371CL Lexan Shield

« Tapered Nozzle (See table on right.)

* 5371NA Nozzle Adapter

« P5371N15 Air Hose Whip 15’ (4.6M) Long

« P5371N25 Air Hose Whip 25’ (7.6M) Long

« P5371N50 Air Hose Whip 50’ (15.2M) Long

« P5371N100 Air Hose Whip 100’ (30.5M) Long

* P5224-12-15 Water Hose Whip 15’ (4.6M) Long
» P5224-12-25 Water Hose Whip 25’ (7.6M) Long
« P5224-12-50 Water Hose Whip 50’ (15.2M) Long
« P5224-12-100 Water Hose Whip 100’ (30.5M) Long

See page 4 for Elliott Tool’s complete offering of shoot through devices.

W

Specifications:

45-90 PSI (3.1-6.2 bar) Air Pressure

50 PSI (3.4 bar) Water Pressure maximum

Weight: 3.5 Ibs./1.6 Kg

The Jumbo Jiffy Gun accommodates tube OD sizes
3/4” to 1-1/4” (19.0 to 31.8mm). For smaller diameter
tubes use 5370 Jiffy Gun.

Tube OD
Kit Number
Inch | mm |
3/4” 19 5371CK1
7/8"-1” 22-25 5371CK2
1-1/8"-1-1/4" 28-32 5371CK3

Tube 0D |
— Tapered Nozzle
Inch | |
3/4” 19 5371-12
7/8"-1” 22-25 5371-1416
1-1/87-1-1/4” 28-32 5371-1820
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Jiffy Gun & Jumbo Jiffy Gun Accessories

Shoot Through Cleaners
Thickness of Deposit Application Notes Scrubber Series
Light Commonly used for soft | 5022 Series
and organic deposits (=072
Medium Commonly used for 5521 Series :
gummy deposits ‘m

How To Order:
1. Specify tube size(s) to be cleaned.
2. Determine quantity needed. Recommendation provided at the bottom of table below.

5022 Shoot Through Brush 5521 Hard Plastic Scrubber
BWG Part # BWG Part # BWG Part # Tube OD BWG Part #
18 5022-287 5521-750-18
19 5022-302 3/4” 20 5521-750-20
(19.1mm)
20 5022-317 22 5521-750-22
21-22 5022-328 18 5521-875-18
12 5022-302 16 5022-380 20 5022-445 7/8"
20 5521-875-20
1/2” 13 5022-328 17 5022-396 21-22 5022-460 (22.2mm)
22 5521-875-22
(12.7mm) 14 5022-342 18 5022-417
18 5521-1000-18
15 5022-365 19 5022-428 1,,
12 5022-417 16 5022-510 20 5022-573 (25.4mm) 20 5521-1000-20
5/8" 13 5022-445 17 5022-524 21-22 5022-580 22 5521-1000-22
(15.9mm) 14 5022-472 18 5022-542 311-:3/ 2 18 5521-1250-18
15 5022-495 19 5022-556 (31.8mm)
12 5022-542 16 5022-638 20 5022-703 Recommend quantity of 1 per 4 tubes
3/4” 13 5022-573 17 5022-654 21-22 5022-715
(19.1mm) 14 5022-602 18 5022-674
15 5022-625 19 5022-686
12 5022-674 16 5022-767 20 5022-832
7/8" 13 5022-703 17 5022-782 21-22 5022-845
(22.2mm) 14 5022-730 18 5022-802
15 5022-750 19 5022-815
12 5022-802 16 5022-897 20 5022-955
q” 13 5022-832 17 5022-912 21-22 5022-975
(25.4mm) 14 5022-858 18 5022-932
15 5022-882 19 5022-945
12 5022-932 16 5022-1025 20 5022-1091
1-1/8” 13 5022-955 17 5022-1041 21-22 5022-1091
(28.6mm) 14 5022-985 18 5022-1057
15 5022-1010 19 5022-1076
12 5022-1057 16 5022-1153 20 5022-1200
1-1/8” 13 5022-1091 17 5022-1160 21-22 5022-1200
(31.8mm) 14 5022-1120 18 5022-1191
15 5022-1140 19 5022-1191
Recommend quantity of 1 per 4 tubes
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Soot Buster

Tube Size Tube Section  Deposit Thickness of Deposit Deposit Flush
®1-3/4"1t0 3” @ Straight @ Soft (Soot) @ Light @ Dry
(44.5 to 76.2mm) OD O Medium

Soot Buster M5784-00, for cleaning firetube boilers
and oil field drill pipes, is a pneumatically actuated
cleaning tool that propels itself inside of tubes at 1.5
feet per second and scrubs the tube ID with each
pulse. Simply insert it into the tube and the unique
oscillating action of the attached brush will drive the
cleaner to the end of the tube. When it senses the
end of the tube, it reverses the direction of thrust and
returns to the operator. With a capability of cleaning
60 tubes per hour, the time required to clean a
firetube boiler or oil field drill pipe is greatly reduced.

Features & Benefits:
» The operator stays completely dry.
» Lightweight and compact design that reduces
operator fatigue.
Rugged construction with no plastic gears or
parts for long lasting cleaning action.
Significant job savings from fast set-up and
operation.
Higher operator satisfaction provides increased
productivity.
Low initial and ongoing investment.
Set-up is fast:
* No cables to arrange.
* Only set-up issue is the brush size.
Cleaning takes half the time as rotary cleaning:
» Auto-feed is standard feature.
* Reverses at tube end without need to
“measure-off” the tube.
No down time with broken cables or shafts.

.

See the Soot Buster in action!
Visit www.elliott-tool.com/sootbuster

Specifications:

* Air Requirements:
* 25 CFM (0.71 M3/min.) @ 100 PSI (6.9 bar)
e Minimum 60 PSI (4.1 bar)
* Maximum 150 PSI (10.3 bar)

How To Order:

1. Select the M5784-00 Soot Buster package.

2. Select the brush from the table below for tube size being
cleaned (for additional sizes contact Customer Service).

3. Determine the brush quantity needed.

4. Choose spares & accessories.

The M5784-00 Soot Buster package is furnished with the
following items:

* Pneumatic air pulsator motor

* Pneumatic foot control valve

 Filter/lubricator with pressure gauge

* Y-tube for vacuum hose

» 33 ft. (10M) air source hose

» 33 ft. (10M) heavy-duty pulsator motor hose

« 16-1/2 ft. (5M) filter/lubricator air hose

Part # Brushes

26B15D 1-3/4” (44.5mm) OD Brush for 2” (50.8mm) X 10 BWG

26B16F 1-7/8” (47.6mm) OD Brush for 2” (50.8mm) X 12 BWG

26B20F 2-3/8” (60.3mm) OD Brush for 2-1/2” (63.5mm) X 10-12 BWG

26B24A 2-7/8” (73mm) OD Brush for 3” (76.2mm) X 10-12 BWG
Recommend quantity of 1 brush per 50 tubes

Spares & Accessories Part # Description
08520 110V/60 Hz, 115 CFM for dry or wet service 20 gallon capacity, 13 AMPS, 2 HP,
08522 10’ suction hose included
08520-220 220V/50 Hz, 115 CFM for dry or wet service 20 gallon capacity, 7 AMPS, 2 HP,
08522 10’ suction hose included
Vacuums
08510 Paper Filter Bag (3 per pkg.)
08509 Cloth Filter Bag
08511 Canvas Filter Bag
10 feet (3.0M) long- 2” (50.8mm) Diameter: 2” (50.8mm) includes 2" Hose to 1-1/2”
08540
Tool Cuff
St Meses 08541 15 feet (4.6M) long- 2” (50.8mm) Diameter: 2” (50.8mm) includes 2” Hose to 1-1/2
Tool Cuff
25 feet (7.6M) long- 2” (50.8mm) Diameter: 2” (50.8mm) includes 2” Hose to 1-1/2”
08542 Tool Cuff
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Roto-Jet | & Il Tube Cleaning Systems

Tube Size Tube Section  Deposit Thickness of Deposit Deposit Flush
©0.312" to 2.000" @ Straight ® Soft, gummy, @ Light ® Wet
(7.9t0 50.8mm) ID g curved or organic O Medium ®Dry

Elliott Tool Roto-Jet Cleaning Systems are an effective
solution to increasing chiller, condenser, and other heat
exchanger efficiency.

Elliott Tool offers a variety of Roto-Jet Tube Cleaners to

suit your specific application needs:

* Roto-Jet | Series: Electric heavy duty models
0620AR (110V) and 0820AR (220V) are ideal for
mechanical contractors that perform tube cleaning on
a regular basis. Equipped with a 1 HP motor, these
cleaners are powerful yet simple to use due to their
reversing capability.

* Roto-Jet Il Series: Electric models 0650R (110V) and
0750R (220V) are recommended for operating sites
such as hospitals, schools, and other institutions that
perform tube cleaning on a periodic basis. Equipped
with a 1/2 HP motor, these cleaners are economical
and reversible, making them easy to operate and
handle.

Roto-Jet |

4 E e <.
- Roto-Jet Il

*  Pneumatic Roto-Jet: Model 0420 is a pneumatic tube Features & Benefits:

cleaner with a powerful 4 HP motor to clean tubes . Heavy duty shaft for C|eaning heavy deposits_
where electricity is not readily available. The 0420 * Flexible shaft with water flush for removal of deposits
is perfect for tube cleaning performed in power utility in curved tubes.
plants and paper, steel, and sugar mills. « Storage compartment for foot pedal, controls, & supplies.
« Light weight and sized for confined work spaces.
All of the Roto-Jet Tube Cleaning Systems use flexible * Uses standard flex shafts for easy maintenance.
shafts and cleaning tools to flush deposits free from the + Ground fault isolation for increased operator safety.
tubes, enabling you to increase heat transfer efficiencies ¢ Roto-Jet Il (220V) is CE mark certified.
while reducing your heat transfer costs. How To Order:
1. Specify the desired Roto-Jet from the table below.

Specifications: 2.

Choose the desired shafts and cleaning tools on pages 7-9.

‘ Dimensions

| Reversible

0620AR 110 Yes 850 17 X15X10.5 432 X 381 X 267 63 29 0.250-3.000 6.35-76.2
0820AR 220 Yes 850 17 X 15X 10.5 432 X 381 X 267 63 29 0.250-3.000 6.35-76.2
0650R 110 Yes 0-1800 11 X20X9 280 X 508 X 229 35 16 0.250-1.000 6.35-25.4

0750R 220 Yes 0-1800 11 X20 X9

Reversible

| 0420 138 CFM @100 PSI No

280 X 508 X 229 35 16 0.250-1.000 6.35-25.4

Dimensions

21.5X10.25 X 10.5 | 546 X 261 X 267 | 48 | 22 | 0.250-3.000 | 6.35-76.2 |

Spares & Accessories:

®  See pages 7-9 for Elliott Tool’s complete offering of flexible shafts, couplings, brushes, and other spares & accessories.
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Roto-Jet | & Il Accessories

Shafts & Couplings

Moisture
Wet

Application Notes

Commonly used in chillers, watertube boilers,

and other applications where water does not in-
hibit cleaning. Never operate wet shafts without
water flushing through the shaft’s casing. \

Commonly used in firetube boilers and sugar |
mill cleaning.

Dry

How To Order:

1. Specify tube size(s) to be cleaned.

2. Select deposit flush type: Wet or Dry.

3. Specify the shaft length desired (for additional sizes
contact Customer Service).

Determine quantity needed.

Choose spares & accessories.

Flexible Wet Shaft Flexible Dry Shaft

o~

Wet Shaft
. Shaft Case
J,
Tube ID Flexible Shaft Part #'s Lengths Diameter Female Tool
Ft | Mirs | Ft | Mirs | Ft | Mtrs | Ft Mirs C_I‘_’:P"ZQ
Inch Inch mm rea
15 | 45 |25 | 76 | 35 | 107 | 50 | 152
0.312-0.375 8-10 051115 051125 051135 051150
0.437-0.500 11-13 051215 051225 051235 051250 0.375 10
0.562-1.000 1425 051315 051325 051335 051350 0.500 13 1/4°-28
0.750-1.500 19-38 0514A15 0514A25 0514A35 0514A50 0.625 16
1.000-2.000 26-50 051415 051425 051435 051450 0.750 19
2.000+ 50+ 051515 051525 051535 051550 1.000 | 25 1727 WHIT
| 1.000-2.000 | 26-50 | 053415 | 053425 | 053435 53450 | | 1/2" WHIT |

* Adapter 5100 AC included with 0511 shafts to convert to #8-32 thread.

Spares & Accessories:

Break-Away Coupling: Another Elliott innovation that will extend the shaft life. While this break-away coupling is sold

individually, it can also be purchased in a pack of 10. The part number is 0501-10.

Solid Coupling: While this solid coupling is sold individually, it can also be purchased in a pack of 10. The part

number is 0502-10.

Drive Coupling

Tool Coupling

Flexible Shaft Repair Kits:

» Kits include (3)Coupling Adapters, (3)Tool Couplings, (1)Brass Coupling, (3)Shaft Washers, (1)Male Connector,

(3) O Rings, (1)Crimping Block (on K1 kits only). Specify 0511, 0512, and 0513 shaft and add
K1 to kits with Crimping Block and K2 to kits without, example 0512K2.

All shafts and ®®&
accessories are QL
interchangeable with
competitive units.

) o) {0

Break-away coupling Drive Coupling
0501

Brass Coupling
0505

Brass
Manifold

Recommended Spare Flexible Shaft Components

Shaft Drive Break-Away Solid Tool

Size Coupling Coupling Coupling Coupling
0511 0516 3/4” (19 mm) 0502 0513
0512 0503 0501 0502 0504
0513 0506 0501 0502 0507
0514A 0514-3 0514-1
0514 0508 0509
0515 0510 0511

0534 0508 0509
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Roto-Jet | & Il Accessories

Brushes
. . . Tube Tube Cleaning .
Type of Deposit Thickness of Deposit Material Surface Type Series #
. . 0904
Scale Light (Soot) Ferrous Prime Dry Steel Wire Ww
Mud Light Ferrous Prime Wet sl 2
Scale Light Ferrous Prime Wet 0942 ¢ T £ 2227 20
Stainless
Scale Light Non-Ferrous Prime Wet e W]nﬁb‘ﬂ
Brass | 'y L
. Ferrous & 5508
Scale Light Non-Ferrous Enhanced Wet Turbo
. Ferrous & . 5510
Scale Light Non-Ferrous Prime Wet Turbo
. . Ferrous & . 5513
Scale Light to Medium Non-Ferrous Prime Wet Turbo
0954
Light Scale Light Ferrous Prime Wet Flex
Hones
0947
Scale Medium Ferrous Prime Wet Descale
With Drill
0946
Scale Medium Ferrous Prime Wet & Dry Descale
No Dirill
. Ferrous & . 5502 eem—
Mud Medium to Heavy Non-Ferrous Prime Wet HD Nylon 1=

Recommend 1 brush for every 50 tubes to be cleaned
Recommend 1 descaling tool for every 500 tubes to be cleaned

Ferrous materials include: steels, titanium, hastelloy
Non-Ferrous materials include: copper, brass, bronze, aluminum

How To Order:

1. Specify tube size(s) to be cleaned.

2. Choose brush size: Typically, the brush ID is equal to the tube ID - see tables on next page. For brush series 5502,
0941, 0942B, and 0942 size the brush ID equal to or 0.062” (1.6mm) below the tube ID.

3. Determine quantity needed. While all brushes are sold individually, brush series 0941, 0942B, and 0942 can be
purchased in packs of ten. The part number is simply the individual brush’s part number with a ‘-10’ at the end.

4. Choose spares & accessories.
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Roto-Jet | & Il Accessories
Brushes (continued)

Brush )
Diameter Brush Part #'s
Shaft Size 0942 0942B 0954
Inch mm Stainless Brass 2 Flex Hone
0.250 6.35 6-32 0511 0941250 0942250 0942B250 *5502-250
0.312 7.92 6-32 0511 0941312 0942312 0942B312 5510-8 0954-312 *5502-312
0.375 9.53 6-32 0511 0941375 0942375 0942B375 1/2” Brush Dia. 0954-375 *5502-375
0.437 11.10 1/4-28 0512 0941437 0942437 0942B437 5510-12 0954-437 5502-437
0.500 | 12.70 1/4-28 0512 0941500 0942500 0942B500 5508-12 3/4” Brush Dia 0954-500 5502-500
0.562 | 14.27 1/4-28 0512/0513 0941562 0942562 0942B562 ' 0954-562 5502-562
0.625 | 15.88 1/4-28 0512/0513 0941625 0942625 0942B625 5510-16 0954-625 5502-625
0.687 | 17.45 1/4-28 0513 0941687 0942687 0942B687 5508-16 1" Brush Dia 0954-687 5502-687
0.750 | 19.05 1/4-28 0513 0941750 0942750 0942B750 ) 0954-750 5502-750
0.812 | 20.62 1/4-28 0513 0941812 0942812 0942B812 5510-18 5502-812
0.875 | 22.22 1/4-28 0513 0941875 0942875 0942B875 5508-18 1-1/8" E_!rush 0954-875 5502-875
0.937 | 23.80 1/4-28 0513 0941937 0942937 0942B937 Dia 5502-937
1.000 | 25.40 1/4-28 0513 09411000 09421000 0942B1000 | 0954-1000 5502-1000
1.062 | 26.97 1/4-28 0513 09411062 09421062 0942B1062 5510-20
1.125 | 28.58 1/4-28 0513 09411125 09421125 0942B1125 1-1/4” Brush
1.187 | 30.15 1/4-28 0513 09411187 09421187 0942B1187 Dia.
1.250 | 31.75 1/4-28 0513 09411250 09421250 0942B1250
1.312 | 33.32 1/4-28 0513 09411312 09421312 0942B1312
1.437 | 36.50 1/4-28 0513 09411437 09421437 0942B1437
1.500 | 38.10 1/4-28 0513 09411500 09421500 0942B1500

* 5502 brushes must use adapter 5100AC (included with 0511 shafts).

Brush Part #'s Brush Diameter Male 0904

Brush Diameter Male Thread Size Steel Wire

Inch mm

IR RS s 0904 3513 2.125 53.98 1/2 WHIT 09042125
Inch ol s 2.250 57.15 1/2 WHIT 09042250
0.750 19.05 1/2 WHIT 0904750 2.375 60.33 1/2 WHIT 09042375
0.875 22.22 1/2 WHIT 0904875 2.500 63.50 1/2 WHIT 09042500
1.000 25.40 1/2 WHIT 09041000 2.625 66.68 1/2 WHIT 09042625
1.125 28.58 1/2 WHIT 09041125 2.750 69.85 1/2 WHIT 09042750
1.250 31.75 1/2 WHIT 09041250 2.875 73.03 1/2 WHIT 09042875
1.375 34.50 1/2 WHIT 09041375 3.000 76.20 1/2 WHIT 09043000
1.500 38.10 1/2 WHIT 09041500 | 5513-24 3.125 79.38 1/2 WHIT 09043125
1.625 4255 1/2 WHIT 09041625 3.250 82.55 1/2 WHIT 09043250
1.750 44.45 1/2 WHIT 09041750 | 5513-28 3.375 85.72 1/2 WHIT 09043375
1.875 47.63 1/2 WHIT 09041875 3.500 88.90 1/2 WHIT 09043500
2.000 50.80 1/2 WHIT 09042000 | 5513-32

Descaling Tools

Tube ID

Descaling Tool Recommended

w/ Drill Tip Shaft
0.312-0.375 7.92-9.53 09461 09471 0946RF2 8-32* 0511
0.375-0.500 9.563-12.70 09462 09472 0946RF2 1/4-28 0512
0.500-0.625 12.70-15.88 09463 09473 0946RF3 1/4-28 0513
0.625-1.000 15.88-25.40 09464 09474 0946RF4 1/4-28 0514A
1.000-3.000 25.40-76.20 09465 09475 0946RF5 1/2 WHIT 0514

*Requires adapter 5100AC (included with 0511 shaffts).
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Roto-Jet | & Il Accessories

Vacuum Accessories

WDE
\IN*USA

Vacuums and Accessories Part # | Description

08520 110V/60 Hz, 115 CFM for dry or wet service 20 gallon capacity, 13 AMPS, 2 HP,
08522 10’ suction hose included

220V/50 Hz, 115 CFM for dry or wet service 20 gallon capacity, 7 AMPS, 2 HP,

08520-220 p " .
VEEITS 08522 10’ suction hose included
08509 Cloth Filter Bag
08510 Paper Filter Bag (3 per pkg.)
08511 Canvas Filter Bag
0970A For combination cleaning and vacuum extraction
Suction Adapter *Nozzle adapter see below. Sold separately.
08540 10 feet (3M) long Diameter: 2” (50.8mm) includes 2” Hose to 1-1/2” Tool Cuff
08541 15 feet (4.6M) long Diameter: 2” (50.8mm) includes 2" Hose to 1-1/2” Tool Cuff
08542 25 feet (7.6M) long Diameter: 2” (50.8mm) includes 2” Hose to 1-1/2” Tool Cuff

Diameter: 7/8” thru 3-1/2” (22.2 thru 88.9mm) in 1/8” (3.2mm) increments

Nozzles < I Standard

' ’ 0902 (Dia.) 18” (457.2mm) Offset
0903 (Dia.) 18” (457.2mm) Extension

08536 2" x 56” (50.8 x 1422.4mm) Wand

08537 5” (127mm) Dusting Brush

08539 6” (152.4mm) Aluminum Utility Tool

08529 27 (50.8mm) “Y” Adapter
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Die-Hard™ Cableless Tube Cleaner

Tube Size Tube Section  Deposit Thickness of Deposit Deposit Flush
® 3/4” and 1” @ Straight ® Soft, gummy, @ Light @ Wet
(19.1 and 25.4mm) OD or organic O Medium

Elliott Tool's Die-Hard™ is the first cableless tube cleaner
that successfully cleans light to medium deposits found in
chiller, condenser, and heat exchanger tubes.

Water pressure is utilized instead of a spinning cable to
provide the power for the brushing action. A patented
pulse-jet actuator with brush provides a quad cleaning ac-
tion to flush tube debris such as scale, mud, and algae out
the back end of the tube. The Die-Hard™’s quad cleaning
action enables you to be more productive while getting

tubes cleaner! \
\ *
Features & Benefits: ‘“ “SA

* Cleans better in less time.

* No cable! That’s right - never spend time or money on
replacement flex shafts or cables again.

* Rugged engineering and construction for higher uptime
and lower repair costs.

« 3 feet/second auto feed for high productivity.

« Ergonomic design for lower labor costs and higher
operator satisfaction.

* Quad cleaning action for better cleaning & productivity.

Specifications:

* 110/1/60 electric, 14 amps

* 0.5 GPM water consumption

* 10 pulses / second ~ 800 PSI
* Hydro powered brush actuator

How To Order:

1. Determine Tube ID. Tube ID is to be measured past the expanded portion of the tube. Choose appropriate brush
from the table on next page.

2. Determine quantity of brushes needed.

3. Choose spares and accessories.

M5801-00 Die-Hard™ Cleaner Package consists of:

* M5801-01 Auto-Feed Pump Unit

+ M5801-02-45 45 ft. (13.7M) Auto-Feed Hose

« M5801-03T Trigger Switch Feed Gun Assembly See the Die-Hard™ in action!

* M5801-04 Actuator (0.520° OD) Visit www.elliott-tool.com/die-hard
» M5803-02 Antifreeze w/ Adapter

* (2) M5801-09 3/8-7/16 Combination Wrenches

Spares & Accessories:

» M5808-00 Trigger Switch Feed Gun

* M5801-04 Actuator: Elliott recommends 1 for every 20,000 tubes.

* Feed Hose: Available in 35 ft (M5801-02-35) and 45 ft (M5801-02-45). Other sizes are available.
Contact Customer Service for details.

» M5801-03-03 Auto-feed Casing

*  Gun Nozzle: Available in M5801-03-01 3/4” (19.1mm), M5801-03-09 7/8” (22.23mm)

and M5801-03-02 1”7 (25.4mm) sizes.
\‘ Clean 11

» See next page for other spares & accessories.




Die-Hard™ Accessories

Brushes

= =\ Tube ID Part #

m ADE . Brush
\ s Single Brush 25 Pack

u *“SA' 0.530-0.544 13.46-13.82 0.530 5535-530 5535-530PK
o 0.545-0.559 13.84-14.20 0.545 5535-545 5535-545PK
0.560-0.572 14.22-14.53 0.560 5535-560 5535-560PK
0.573-0.589 14.55-14.96 0.573 5535-573 5535-573PK
0.590-0.607 14.99-15.42 0.590 5535-590 5535-590PK
0.608-0.624 15.44-15.85 0.608 5535-608 5535-608PK
0.625-0.637 15.88-16.18 0.625 5535-625 5535-625PK
0.638-0.651 16.21-16.54 0.638 5535-638 5535-638PK
0.652-0.665 16.56-16.89 0.652 5535-652 5535-652PK
0.666-0.679 16.92-17.25 0.666 5535-666 5535-666PK
0.680-0.694 17.27-17.63 0.680 5535-680 5535-680PK
0.695-0.709 17.65-18.01 0.695 5535-695 5535-695PK
0.740-0.754 18.80-19.15 0.740 5535-740 5535-740PK
0.755-0.769 19.18-19.53 0.755 5535-755 5535-755PK
0.770-0.784 19.56-19.91 0.770 5535-770 5535-770PK
0.785-0.799 19.94-20.29 0.785 5535-785 5535-785PK
0.800-0.819 20.32-20.80 0.800 5535-800 5535-800PK
0.820-0.839 20.83-21.31 0.820 5535-820 5535-820PK
0.840-0.859 21.34-21.82 0.840 5535-840 5535-840PK
0.860-0.879 21.84-22.33 0.860 5535-860 5535-860PK
0.880-0.899 22.35-22.83 0.880 5535-880 5535-880PK
0.900-0.915 22.86-23.24 0.900 5535-900 5535-900PK
0.916-0.932 23.27-23.67 0.916 5535-916 5535-916PK
0.933-0.943 23.70-23.95 0.933 5535-933 5535-933PK
0.944-0.956 23.98-24.28 0.944 5535-944 5535-944PK
Recommend quantity of 1 brush per 150-500 tubes
Note: Do not use other brushes with your Die-Hard™ Cleaner.
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Die-Hard™ Accessories

‘On the Move’

Elliott Tool offers a number of Die-Hard™ accessories that are especially geared for those operators who are always
on the move. Mechanical contractors often go from job site to job site with their tube cleaning equipment in tow.
Similarly, service personnel at operating sites often have to haul equipment from one part of a building to another.
The Die-Hard™ accessories on this page make it easier for these operators to complete their tube cleaning jobs safely,
comfortably, and quickly.

Detachable Contractor Dolly r AD E \

The M5807-00 Detachable Contractor Dolly makes the \ “*“S )

Die-Hard™ easy to move about the job site. The Die-

Hard™ attaches to the dolly with two easy-to-use fasten-

ing clamps. The telescoping handle allows any operator

to select a position that is comfortable to roll to the job

site. The robust 10” (254mm) pneumatic tires make

transportation a breeze across gravel or stairs. The tires M5807-00 Detachable Contractor Dolly
can also be removed easily for storage. The detachable
contractor dolly weighs approximately 21 Ibs. (9.5 Kg)

and is the perfect partner for the Die-Hard™. r— ADE\
Rocker Style Footswitch “‘*“SA

While the Die-Hard™ Package includes a dual direction
trigger switch, a watertight, rocker style footswitch is
available for those operators who prefer to use their foot
to actuate the tube cleaner. The M5801-10 includes a
footswitch and electrical cord with quick-disconnect. M5801-10 Rocker Style Footswitch

Spares Kit r ADE i ]
Have everything you need to stay completely productive *“s \ "

on the job! The M5803-00 Spares Kit includes five nylon \l!‘,_,,@d ‘
brushes of 20 different sizes for 3/4” and 1” tubes, one

actuator, and one 0.5 gallon of antifreeze with adapter... —"
all organized in a toolbox. | z; T *x
&, I
£

How To Order:
1. Choose the desired “on the move” accessories
—r——m

above.
2. Choose additional spares & accessories below. M5803-00 Spares Kit

Spares & Accessories:

« 876200-750 and 876200-1000 Tube Hole Gauge
(3/4” and 17): Allows you to quickly and accurately
measure your tube size to determine the necessary
brush.

* M5803-01-02 Tool Box Expansion Tray: Add a spare
tray to the bottom of the Spares Kit Toolbox to include
any additional items you may need on the job.

« M5803-02 Antifreeze with Adapter: Protect your Die-
Hard™ unit during the cold weather storage with anti-
freeze. This Propylene Glycol antifreeze is non-toxic
and generally safe for handling and disposal.

M5803-02 Antifreeze with Adapter
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5224XL Heat Exchanger Cleaner

Tube Size Tube Section  Deposit
®3/8"to 1" @ Straight O Soft, gummy,
(9.5 t0 25.0mm) ID or organic
@ Hard powder

@ Rock solid

Elliott Tool's Heat Exchanger Tube Cleaners utilize a
rigid shaft to provide high torque cleaning to remove
hard deposits often found in heat exchanger tubes.
These cleaners are ideal for use in sugar mills, paper
mills, chemical plants, and oil refineries.

The trigger-operated cleaner features an air-powered
motor that remains external to the tube, providing a
powerful rotary motion to the shaft and cleaning tool.
The 5224 XL utilizes water flush operation to wash away
all those loose deposits.

Air purge models are also available for any cleaning
application where water flush can not be used. Contact
Customer Service for details.

Thickness of Deposit Deposit Flush

O Light ® \Wet
® Medium ®Dry
@ Heavy

Features & Benefits: Specifications:
» High torque for hard or gummy deposits. * 1,500 RPM
» Standard model features water flush operation, con- * 3/4” (19.0mm) Air Hose Supply
venient for flushing away loose deposits. e 45 CFM (1.3 M¥min.) @ 90 PSI (6.2 bar)
* Light weight and powerful. « 50 PSI (3.4 bar) Water Pressure
« Safer & much less expensive than water blasting. * Motor Weight: 6 Ibs./2.72 Kg.

Spares & Accessories:

How to Order: .
1. Specify tube size(s) to be cleaned. .
2. Select deposit flush type: .

» Water Purge (5224 XL50)
* Air Purge (5224XLBMC50)
3. Choose spares & accessories.

5224 XL Tube Cleaner Kit comes complete with:
» Cleaner Motor

+ Set of Vanes

*  Wrench

o 7-1/2 ft. (2.3M) Water Hose Whip

o 7-1/2 ft. (2.3M) Air Hose Whip

» Motor Coupling

* 5ft. (1.5M) Motor Shaft

* (3) 5ft. (1.5M) Extension Shafts (includes connectors)
 Filter-Lubricator

» Carrying Box

Y &

P5370N 7-1/2 ft. (2.3M) Water Hose Whip

P5224-12 7-1/2 ft. (2.3M) Air Hose Whip

See pages 16-17 for shafts, couplings, brushes, drills,
and other spares & accessories.



5125 Heat Exchanger Cleaner

Tube Size Tube Section Deposit
®1/2"t0 2" @ Straight O Soft, gummy,
(12.7 to 50.0mm) ID or organic
® Hard powder

@ Rock solid

Elliott Tool's Heat Exchanger Tube Cleaners utilize a
rigid shaft to provide high torque cleaning to remove
hard deposits often found in heat exchanger tubes.
These cleaners are ideal for use in sugar mills, paper
mills, chemical plants, and oil refineries.

The trigger-operated cleaner features an air-powered
motor that remains external to the tube, providing a
powerful rotary motion to the shaft and cleaning tool.
The 5125 utilizes water flush operation to wash away all
those loose deposits.

Air purge models are also available for any cleaning
application where water flush can not be used. Contact
Customer Service for details.

Thickness of Deposit Deposit Flush

O Light ® \Wet
® Medium ®Dry
@ Heavy

Features & Benefits: Specifications:

* Heavy duty motor ideal for refineries. + 1,600 RPM

* High torque for hard or gummy deposits. « 17 (25.0mm) Filtered Air Hose Supply

» Standard model features water flush operation, con- + 175 CFM (5.0 M¥min.) @ 90 PSI (6.2 bar)
venient for flushing away loose deposits. « 50 PSI (3.4 bar) Water Pressure

« Safer & much less expensive than water blasting. + Motor Weight: 35 Ibs./15.9 Kg

How to Order:
1. Specify tube size(s) to be cleaned.
2. Choose spares & accessories.

5125 Tube Cleaner Kit comes complete with:

* Cleaner Motor

* Wrench

* Hex Key

« Set of Paddles

« 15 ft. (4.6M) Water Feed Hose

* Motor Coupling

« 5 ft. (1.5M) Motor Shaft

* (3) 5ft. (1.5M) Extension Shaft (includes connectors)
* Lubricator

Spares & Accessories:

» 835200-25 25 ft. (7.6M) Air Hose Whip

» 835200-50 50 ft. (15.2M) Air Hose Whip

* 512513 Paddles (1 set)

» See pages 16-17 for shafts, couplings, brushes, drills,
and other spares & accessories.
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5224 XL and 5125 Accessories

Shafts and Couplings

Elliott Tool offers a number of shafts and couplings to be used with the 5224 XL and 5125 Heat Exchanger Tube
Cleaners to accommodate different tube sizes and tube lengths.

Motor Coupling- Connects Motor to Motor Shaft r" ADE‘\

\INxUSK

Motor Shaft- Connects Motor Coupling to the Extension Coupling

Extension Coupling- .
Connects Motor Shaft Extension Shaft- Extends the Reach of

to the Extension Shaft the Cleaning Tool by 5’ (1.5M)

2

gl — Ty L S

How To Order Tube Cleaner Shafting, Accessories, Drills, and Brushes:

* Measure the tube ID behind the tube sheet in the unrolled area.

» Measure the length of the tube(s) to be cleaned.

» Identify the type of deposit to be removed (Hard, Soft, Gummy or Powder).

» Select proper type and size drill and/or brush for the deposit being removed. See table on opposite page.

» Select proper sized Motor Coupling, Motor Shaft, Gaskets (two included with each Extension Coupling), Extension
Couplings, and Extension Shafts.

» Itis recommended to brush the tubes after they are cleaned to remove any residual debris and to polish the tube
ID’s.

Note: Although Motor Shafts are available in lengths of up to 18 feet (5.5M) they are not readily available.
Motor and Extension shafting are readily available in 5’ (1.5M) and 10’ (3M) lengths for handling, storage
and shipping purposes.

Tube ID Range Motor *Motor **Extension Coupling Extension Extension
Shaft 0D Coupling Shaft Gasket Coupling Shaft
Inch mm Part # Part # Part # Part # Part #

0.370-0.407 9.40-10.32 5/16” (7.9mm) 5213-(FT)

0.435-0.459 11.05-11.66 3/8” (9.5mm) 5214C 5214-(FT) 501406 5014-(FT)

0.481-0.560 12.22-14.22 7/16” (11.1mm) 5215C 5215-(FT) P5034A CS113106 5015-(FT)

0.584-0.685 14.83-16.56 1/2” (12.7mm) 5216C 5216-(FT) P5034B CS113206 5016-(FT)
( )
( T

0.709-0.810 18.01-20.57 5/8” (15.9mm) 5218C 5218-(FT) P5034C CS113406 5018-(FT

0.834-0.902 21.18-22.91 3/4” (19.1mm) 5219C 5219-(FT) P5034D CS113506 5059-(F

Note: * Specify shaft length in feet. ** Included with each Extension Coupling, except where noted.
For Additional Lengths and Sizes Contact Customer Service
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5224XL and 5125 Accessories

Drills and Brushes

T Drill r— ADE\ El Paso Drill r ADE\ Drill Tip
Fér Soft Deposits For Gummy Deposits
Twist Drill Fulfilled Brush

These drills are carbide For Powder Deposits and

tipped for hard deposits Polishing
Tube ID Drill Ti Twist Drill Fulfilled Cleani
CTDrill | ElPasoDrill | Drill Tip* TP | Twist prites | st o — eaning
Inch Coupling Coupling Brush Shaft 0D
5024A22
e : 5029-359 5005-359
0.384 : NA NA NA NA . gﬁ: 6
0.402 I 5024A24 (7.94 mm)
5029-390 5005-390
0.407
0.435 i 5029-422 5024B26 3/g"
5005-422 5100-422 5100B 5172-426 5100B 952
0.459 ! 5024828 | (9:52mm)
5029-446
0.481 . 5005-468 5100-468 5024C28
0.495 : 5172-475
5029-480 5005-480 5100-480 5226C30
0.509 5 5100C 5100C 7/16
0527 I (11.10 mm)
5100-512 5226C32
0.532 i 5029-512 5005-512
5172-507
0.560 . 5100-544 5226C34
0.584
5029-568 5005-568 5100-568 5172-564 5226D36
Lains 5100D
L 5029-604 5005-604 5100-604 5172-600 5226D38 12"
0.634
(12.70 mm)
L 5226D40
0.657 [ 5029-640 5005-640 5100-640 5172-632 5100P
0.685 ; 5100E 5226D42
0.709
5029-691 5005-691 5100-691 5172-689 5226D44
0.731
0.745
5029-727 5005-727 5100-727 5172-725 5226D46 5/g"
0.759
(15.88 mm)
0.777 R 5100F 5226D48
0.782 . 5029-759 5005-759 5100-759 5172-757 5100E
0.810 . 5226D50
0.834
5029-727 5005-812 5100-812 5172-814 5226E52
0.856
3/4"
Le : 5029-848 5005-848 5100-848 51006 5172-850 5100v 5226E54 (19.05 mm)
0.884
0.902 X 5029-880 5005-880 5100-880 5172-882 5226E64
Recommend one drill/brush for every 50 tubes
Note: * Brush standard material is steel, brushes are also available in brass and stainless steel materials.
** Requires Drill Coupling
Other size drills and brushes are also available, contact Customer Service for details

Spares & Accessories:
» Drill Couplings: Must be used with drill tips and twist drills.
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Turbine Style Straight Tube Cleaners

D600 Series

Tube Size

©0.495’ to 1.730”
(12.6 to 43.9mm) ID

Tube Section
@ Straight

Deposit

Elliott Tool's D600 Series Air Turbine Style Straight
Tube Cleaners are ideal for 0.495” to 1.730” ID tubes
(12.57mm to 43.94mm) commonly found in heat ex-
changers.

The air turbine style motor design provides an immediate
and powerful startup to drive the cleaning head down the
tube at a high speed, removing light to medium deposits
of scale, mud, and other process residues.

Features & Benefits:

» Powerful motor design allows for immediate motor
startup.

* The motor requires no special tools for repair.

* Armored hose design for rigidity and heat resistance.

How to Order:

1. Specify tube size(s) to be cleaned. D600 Series Kits
vary upon tube ID size.
See table on opposite page for the kit required for your tube size.

2. Choose cleaning head, other spares, & accessories.

Spares & Accessories:

» Spares and accessories vary by tube ID size.
See table on page 33 for details.

* 6055 Lubricator

* 6070 Filter/Lubricator

e 720700 1” Foot Valve

e 720700B 3/4” Foot Valve
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O Soft, gummy,
or organic
® Hard powder

Thickness of Deposit
O Light

Deposit Flush
®Dry

® Medium

e

Specifications:
* 11-26 CFM (0.3-0.7 M®¥/min.) @ 80 PSI (5.5 bar)



Turbine Style Straight Tube Cleaners

D600 Series 0.495” to 1.730” (12.6 to 43.9mm) Inside Diameter

Tube ID Range

0.495-0.513 | 12.57-13.03
0.514-0.532 | 13.06-13.51 0.468"
0.533-0.609 | 13.54-15.47 [RCLERER

Threaded Package

0.610-0.687 | 15.49-17.45 [EBEYURER D67000-18
0.688-0.729 | 17.48-18.52 [MBI(EE:; (14.27mm)

0.730-0.778 | 18.54-19.76 [JLIAE¥S
0.779-0.850 | 19.79-21.59 [EBLIALZ¥EY; D67100-22

Semer | vt | e o | agr | s | e | 05| gn
Inch mm 9 piing Cutter Ibs. | Kg.
D669-15-1 D66900-15 3323-6*
16509 8431A 420000 | 833000-25P
(11.87mm)
3323-8* 7 3
3324-8*
0.562" 69100 19768 8431B 420000BB | P833000-25
3324-10
350000
16526
350200
0.688" 169300 8434C 8 4
350400
17702

0.851-0.900 | 21.62-22.86 [RISIARZYEE (17.48mm)
0.901-0.950 | 22.89-24.13 [ElIAE#i

0.951-1.000 | 24.16-25.40 QREIEZES
1.001-1.040 | 25.43-26.42 D67300-28
1.041-1.072 | 26.44-27.23 (22.23mm)
KB RE ARl D673-28-3

350600 420100 833100-25P

19062 8436A 350800

1.139-1.206 | 28.93-30.63 [JELKERES

1.207-1.230 | 30.66-31.24 D67500-34
1.231-1.256 | 31.27-31.90 (26.97mm)
1.257-1.321 | 31.93-33.55 [QBLHEIREES]

1.322-1.400 | 33.58-35.56 QEIARLN

1.401-1.450 | 35.50-36.83 D67500-40
1.451-1.484 | 36.86-37.69 (31.75mm)
1.485-1.563 | 37.72-39.70 JRERIK)

D673-28-2 0.875" L69400 10 | 45
351000
19840
351200
8436C
D675-34-2 1.062" L69500 19076 351400 | 420100BC 14 | 6
351600
1004-25P
351800
D675-40-2 1.250" 169600 313500 Single Pin | 355400 | 4202008D 16 | 7
Head Cutter
352200

1.564-1.635 | 39.73-41.53 [CRCH
SR R L P D678-462 |  D67800-46

7 1.438 L76200A
RN AT X EREY D678-46-3 | (36 53mm)

1.701-1.730 | 43.21-43.94 |ERCHCEE

313600 Single Pin 352400
Head Cutter

352600 420300DF 1009-25P 20 9
313700 Single Pin
Head Cutter 352800

* -Type “ST” brush available in other sizes and for curved tubes. Contact Customer Service for details.

Note: Operating hoses are also available in 50 fit. sizes. Contact Customer Service for details.

D669-15-1 and D669-15-2 Cleaner Package Contains:
* (1) Air Motor
* (1) Set of Paddles
(5) Threaded Cone Cutter
(2) Adapters
* (2) Type “ST” Brush
(
(
(

1) Flexible Holder
1) 25’ (7.6M) Operating Hose
1) Tool Box

D670-18-1 and D670-18-2 Cleaner Package Contains:
* (1) Air Motor

1) Set of Paddles

5) Threaded Cone Cutters

2) Adapters

2) Type “ST” Brush

1) Flexible Holder

1) Universal Coupling

1) 25’ (7.6M) Operating Hose

1) Tool Box

.

.

.

°
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D671-22-1 to D675-34-3 Cleaner Package Contains:
* (1) Air Motor
* (1) Set of Paddles
(5) Threaded Cone Cutters
(2) Adapters
(1) Expanding Brush
* (1) Set of Brush Refills
(
(
(

.

.

1) Flexible Holder

1) Universal Coupling

1) 25’ (7.6M) Operating Hose
* (1) Tool Box

D675-40-1 to D678-46-4 Cleaner Package Contains:
* (1) Air Motor

1) Set of Paddles

2) Single Pin Head Cultters

1) Expanding Brush

1) Set of Brush Refills

1) Flexible Holder

1) Universal Coupling

1) 25’ (7.6M) Operating Hose

1) Tool Box

\ N\

.

.

.

°
AN AN N N N~ S~




Turbine Style Straight Tube Cleaners

1300 Series
Tube Size Tube Section  Deposit Thickness of Deposit Deposit Flush
® 1.750” to 3.999” @ Straight ® Hard powder @ Medium ®Dry

(44.5to 101.6mm) ID @ Rock solid ® Heavy

Elliott Tool's 1300 Series Air Turbine Style Straight Tube
Cleaners are ideal for 1.750” to 3.999” ID (44.5mm to
101.6mm) commonly found in firetube and watertube
boilers.

The air turbine style motor design provides an immediate
and powerful startup to drive the cleaning head down the
tube at a high speed, removing medium to heavy depos-
its of scale, mud, and other process residues.

Features & Benefits: m ADE\
+ Powerful motor design allows for immediate motor \ “*“s

startup.
» The motor requires no special tools for repair.
» Armored hose design for rigidity and heat resistance. Specifications:
* 65-135 CFM (1.8-3.8 M*min.) @ 80 PSI (5.5 bar)

How to Order:
1. Specify tube size(s) to be cleaned. 1300 Series Kits

vary upon tube ID size.
See table on page opposite page for the kit required for your tube size.

2. Choose cleaning head, other spares, & accessories.

Spares & Accessories:

» Spares and accessories vary by tube ID size. See table on page 33 for details.
* 6055 Lubricator

» 6070 Filter/Lubricator

» 720700 1” Foot Valve

e 720700B 3/4” Foot Valve
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Turbine Style Straight Tube Cleaners

1300 Series

| Package

Motor Diameter | | | |
Cleaner | Motor | Cutter | Expanding | Operating |
Package Head Brush Hose

Tube ID Range
Weight

‘ Inch

1.750-1.999 44.45-50.77 D77S-1 D7700-1500 H63500 352900
2.000-2.249 50.80-57.12 D448S-1 1.812 46.02 D44800-1812 H63600 353600A 10 9
2.950-2.499 57.15-63.47 1374S-1 2.125 53.98 137400D2125 | 336000 N770A 1006-25P | 16 | 7.3
2.500-2.749 63.50-69.82 1364S-1 2.375 60.33 136400D2375 R770 17 7.7
2.750-2.999 69.85-76.17 13425-1 2.625 66.68 | 13420002625 336100 T770 19 | 86
3.000-3.249 76.20-82.52 1393S-1 2.875 73.03 139300D2875 336200 V770
3.250-3.499 82.55-88.87 13258-1 336300 Vr70m (00725 20| o
3.500-3.749 88.90-95.22 13258-2 3.000 76.20 132500D3000 23 | 104
3.750-3.999 95.25-101.57 1325S-3 336400 Y770A 33 | 15.0
Note: Operating hoses are also available in 50 fi. sizes. Contact Customer Service for details.
D77S-1 and D448S-1 Cleaner 1325S-1 to 1325S-3 Cleaner 1374S-1 to 1393S-1 Cleaner
Package Consists of: Package Consists of: Package Consists of:

* (1) Air Motor
(1) Set of Paddles
(1) Quick-Repair Cutter Head
(1) Head Coupling
(1) Set of Cone Cutters
(1) Set of Straight Cutters
* (1) Set of Cutter Pins
(1) Set of Arm Pins
(1) Expanding Brush
(1) Brush Adapter
(1) Set of Brush Refills
(1) Tool Box

* (1) Air Motor

* (1) Set of Paddles

* (1) Swing-Frame Cutter Head
* (1) Head Coupling

* (1) Set of Cone Cutters

* (1) Set of Straight Cutters
* (1) Set of Cutter Pin

* (1) Set of Arm Pins

* (1) Expanding Brush

* (1) Brush Adapter

* (1) Set of Brush Refills

~— N N N N S N S

Operating hoses are sold separately for these Cleaner Packages.

* (1) Air Motor
(1) Set of Paddles
(1) Swing-Frame Cutter Head
(1) Head Coupling
(1) Set of Cone Cutters
(1) Set of Straight Cutters
* (1) Set of Cutter Pin
(1) Set of Arm Pins
(1) Expanding Brush
(1) Brush Adapter
(1) Set of Brush Refills
(1) Tool Box
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Turbine Style Straight Tube Cleaners

1100 Series
Tube Size Tube Section  Deposit Thickness of Deposit Deposit Flush
® 2.250” to 13.225” @ Straight ® Hard powder @ Medium ®Dry
(57.1 to 335.9mm) ID @ Rock solid @ Heavy
Elliott Tool's 1100 Series Air Turbine Style Straight
Tube Cleaners are ideal for tubes 2.250” to 13.225” ID r- ADE

(57.2mm to 335.9mm) commonly found in process trans- \ “*“S \

fer lines.

The air turbine style motor design provides an immediate
and powerful startup to drive the cleaning head down the
tube at a high speed, removing medium to heavy depos-
its of scale, mud, and other process residues.

For tube ID range 6.250” to 13.225” (158.8mm to
335.9mm) air turbine motors will be equipped with motor
sleeves to allow the use of small, lightweight motors,
reducing the size of the operating hose required.

Features & Benefits: Specifications:

» Powerful motor design allows for immediate startup. e 80-200 CFM (2.3-5.7 M3/min.) @ 80 PSI (5.5 bar)
* The motor requires no special tools for repair.

» Armored hose design for rigidity and heat resistance.

How to Order:
1. Specify tube size(s) to be cleaned. 1100 Series Kits

vary upon tube ID size.
See table on opposite page for the kit required for your tube size.

2. Choose cleaning head, other spares, & accessories.

Spares & Accessories:

» Spares and accessories vary by tube ID size. See table on page 33 for details.
* 6055 Lubricator

» 6070 Filter/Lubricator

e 720700 1” Foot Valve

e 720700B 3/4” Foot Valve
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Turbine Style Straight Tube Cleaners

2.250” t0 6.249” (57.1 to 158.7mm) Inside Diameter
1100 Series

Tube ID Range Cutter Head Selection Motor Diameter Package
(Info on Page 33) Cleaner Motor N Weight
Inch mm T ; Package Part #
ype Swing Inch mm Ibs. Kg.
uo Frame Type H2 g
302900 1119U0-1
2.250-2.374 57.15-60.30 337300 1119SF-1 15 6.8
550 T119H21 2.062 52.37 111900-2062

2.375-2.499 60.33-63.47 1119U0-2 17 7.2

303000 12000 835100-25
2.500-2.624 63.50-66.65 337300 1120SF-1 18 | 82

550 Ti20ha] 2312 | 5872 112000-2312

2.625-2.749 66.68-69.82 303200 1120U0-2 19 8.6

1121U0-1
2.750-2.874 69.85-73.00 337300 1121SF-1 21 95
316100 1121H2-1 2562 | 65.07 112100-2562
303400 1121U0-2
2.875-2.999 73.03-76.17 316300 FYEYITS 835200-25 22 | 100
303400 112200-1
3.000-3.249 76.20-76.17 337500 1122SF-1 2812 | 7142 112200-2812 24 | 109
316300 1122H2-1
303600 1123U0-1
3.250-3.499 82.55-88.87 337500 1123SF-1 3062 | 77.77 112300-3062 30 | 136
316300 1123H2-1
303600 1124U0-1
3.500-3.749 88.90-95.22 337300 1124SF-1 3250 | 8255 112400-3250 38 | 173
316300 1124H2-1
303800 1125U0-1
3.750-3.999 | 95.25-101.57 337700 1125SF-1 3500 | 88.90 112500-3500 45 | 204
316500 1125H2-1
303800 1126U0-1
4.000-4.249 | 101.60-107.92 337700 1126SF-1 835300-25 50 | 227
316500 1126H2-1
304000 1126U0-2
4.250-4.499 | 107.95-114.27 337700 1126SF-1 53 | 241
316500 1126H2-1
304000 1126U0-2
4.500-4.749 114.30-120.62 337700 1126SF-1 55 25.0
316700 1126H2-2
304200 1126U0-3
4.750-4.999 | 120.65-126.97 337900 1126SF-1 58 | 263
316700 1126H2-2
304200 1128U0-1
5.000-5.249 | 127.00-133.32 337900 1128SF-1 75 | 341
316700 1128H2-1
304400 1128U0-2
5.250-5.999 | 133.35-152.37 337900 1128SF-1 4750 | 120.65 | 112800B4750 835400-25 80 | 363
316700 1128H2-1
304400 1128U0-2
6.000-6.249 | 152.40-158.72 338000 1128SF-2 95 | 431
316900 1128H2-2

3.750 95.25 112600-3750

Note: Operating hoses are sold separately for these Cleaner Packages. They are also available in 50 fi. sizes. Contact Customer Service for details.
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