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Includes CODEDODGER® Remote Control. Safe-T-Beam® System must be installed to close the door.

 & Legacy® 850 

GARAGE DOOR OPENER MODELS

                                            ©2013 Overhead Door Corporation, Overhead Door, the Ribbon logo, Standard Drive, Legacy, CodeDodger and Safe-T-Beam are trademarks of Overhead Door Corporation. 
All other trademarks are the property of their rightful owners. 

HomeLink is a registered trademark of Johnson Controls Technology Company. Car2U is a registered trademark of Lear Corporation.

PREPROGRAMMED
REMOTES

INCLUDED
FOR QUICK

& EASY
INSTALLS

Standard Drive® 650

INSTALLER: LEAVE THIS MANUAL WITH HOMEOWNER

   

Need help or have questions? 

DO NOT RETURN to the store. 
For answers and assistance, visit www.overheaddoor.com

HOMEOWNER: SAVE THIS MANUAL FOR FUTURE REFERENCE

To reduce the risk of injury to persons or damage to property—Use this opener only with a residential sectional door.

                     or call Customer Service at: 1-800-929-3663 
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If you are a Home Owner/End User 
and need help or have questions:
call 800-929-3663.

Programming Information
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Required Wall Console Installation

Remote Control Programming

Corrective Maintenance

Locating Safe-T-Beam®



 
  

 

 

 

 

 
 

  
  
  
  
  
  

  
  
  

  
  
  
  
  
  
  
  
  
  
  
  

OVERVIEW OF POTENTIAL HAZARDS

overheaddoor

Overhead Door® Company or your local Overhead Door® Dealer.



 
  

One

NOTE:
pr

r.
•  Review the Assembly/Installation

all  steps have been completed.

Overhead Door® overheaddoor

CODEDODGER

PRE-PROGRAMMED REMOTE CONTROL

For ease and speed of installation, the remote 
included with this opener comes from the factory, 
pre-programmed. No additional steps are required
to activate the door using the remote.

overheaddoor

OR

NOTE: This will only work after installation is complete and 
 Travel Limits have been set.

Begin here ONLY AFTER completing assembly and installation of the opener. Review the Assembly and Installation poster to ensure all 

steps have been performed.

Contact your Overhead Door



FROM WALL
CONSOLE OR BUTTON

B

W

striped

white

BACK

TIP: Powerhead onnections

This is a lighted wall button. Press once to move the door.
,

• White wire connected to terminal “W.”
Striped wire connected to terminal “B.”

TERMINAL #1 = BROWN
TERMINAL #2 = ORANGE
TERMINAL #3 = WHITE
TERMINAL #4 = BLACK

Required Wall Control Installation

NOTE: Wall consoles from other manufacturers may not work with these openers. Use only the wall console provided with this unit. See warning.

FEATURES

In your carton , you will find one of the following wall controls.

(red light goes on)
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w.overheaddoor.com

Open/Close Button
Opens and closes door from inside garage.

Sure-Lock™ Button
 – LOCK disables controls after 
  door is completely closed.
 – UNLOCK allows controls to 
  work normally.

Indicator Light
 – Red indicator backlight is ON.
 – When Sure-Lock™ is 
  ON, the indicator light is OFF 
 

 Independent Light Control Button
 Controls door opener lights from inside garage.

To powerhead

BACK
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PROGRAM

SET

   Enters into and selects programming menus.  

   

Located on bottom of Powerhead.

Move door up or down during programming 
and advance through menus.
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Overhead Door

Programming Overview

There are 3 programs:
1. Door Travel Limits.
 – This program is used to set how far your door travels up 
  and down.
2. Remote Programs (default menu)–only required for added 
 remote control transmitters.
 – These show you how to program your remotes to synch 

   with additional remote control devices, wall consoles, 
  keypads and the powerhead.
3. Force Setting Program.

  – This program controls the force applied in during the closing 
   and opening of your door. They are factory set and will rarely 
   require adjustment only under certain circumstances.

Powerhead

LENS POWERHEAD
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Light 
lens

DOOR

TOP VIEW OF POWERHEAD
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Standing under the opener's powerhead - facing the door - looking up - 
this is the view you will see of the programming buttons and LEDs.

 • Just remember—the pointed end 
of the button (like an arrowhead) 
points in the direction the carriage 
will move when that button 
is pushed. 

ORIENTATION
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PROGRAM

SET

   Enters into and selects programming menus.  

Multi-function; move door during programming 
and advance through menus.

 

NOTE: While setting limits, the powerhead has a 30 second time-out. 

 Lift door by hand until carriage engages the bullet on the rail.  

 
 

 Release down arrow button (–) and the long LED will begin 
 flashing blue. (Round LED still off.)

 

 Press and hold the down arrow button (–) to start closing the 
 garage door. When the garage door is near the floor, release 
and press the down arrow button (–) to move the door in small 
increments (jog) until it is fully closed. Then release the button.

Programming Information

FLASHING
BLUE

NOTE: You can start and stop garage door movement using either the
down (–) or up (+) button until your door is in the correct limit position. 

 Press and release the program/set button  — both LEDs flash 
 blue and then go off. 

The DOWN (CLOSED) TRAVEL LIMIT IS NOW PROGRAMMED.

Press and hold the down arrow button (–) until the long LED 
comes on blue. (The round LED stays off.)

OFF
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www.overheaddoor.com.
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Release up arrow button (+) and the round LED will begin 

Press and hold the up arrow button (+) until the long LED light
comes on blue (round LED remains off).

 flashing blue. (The long LED will go off.)
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         Press and hold the up arrow button (+) to start opening the 
garage door. When the garage door is about to clear its opening, 
release and press the up arrow button (+) to move the door in 
small increments until it is fully open. Then release the button. 
Ensure the carriage does not contact the powerhead—the red 
release cord must stay clear of the powerhead (see page 12) to 
allow manual operation.        
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   Press and release the program/set button—both LEDs flash 
    blue and then go off. 
The UP (OPEN) TRAVEL LIMIT IS NOW PROGRAMMED.

Programming Information

8

NOTE: While setting limits, the powerhead has a 30 second time-out. 
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1. With your garage door open, lay a 2" x 4" board flat on the floor at 
 the center of the door opening.

2. Close the garage door using the Open/Close button on the 
 wall control.

If the door stops before contacting the board or if it does not reverse 
direction to fully open after contact with the board, it may be due to 
an improperly set DOWN limit. Verify settings by:

1. Repeat the “Down Travel Limit” section (page 8) to make certain 
 the door is closing tight against the floor.

2. Repeat the “Force Control” section on the left to set force limits.

3. Repeat the “Contact Reverse Test” above.

Repeat this process as needed until the door passes the Contact 
Reverse Test. For further help, refer to the “Maintenance and 
Adjustment” section/Regular Maintenance, page 14.

Contact Reverse Test

When the door contacts the board, it should stop and reverse 
direction within 2 seconds to the fully open position. Red LED lights 
on the powerhead will begin to flash with the reversal of the door. 
Remove the 2" x 4"board after a successful contact reversal test. 
The next cycle will clear the flashing red LEDs.

The force c slortno  are automatically set when you use the wall control 
for the first time with your garage door. The door MUST complete one
full cycle, from full open to full close and then, full close to full open,
before the settings are automatically recorded. 

10. Press and release the wall control Open/Close button and allow 
 your garage door to travel and stop at the down (closed) limit.

11. Press and release the wall control Open/Close button and allow 
 your garage door to travel and stop at the up (open) limit.

NOTE: Force controls DO NOT require programming. 
Force limits are factory set and rarely require adjustments. 
Making adjustments to these settings is covered in the 
“Maintenance and Adjustments”Section of this Manual (page 14). 

Force Control

FORCE CONTROL IS NOW SET.

OR

OR

OR



*  If the remote came included with this opener, no further 
programming is required. Proceed to step 19.
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NOTE: It’s possible to press the 
remote button too quickly or lightly. If
the LEDs do not turn off, press the 

as shown below. If the LEDs turn red, 
return to step 15 and repeat steps 
15 through 19.

NOTE:

OR

OR

NOTE: The following instructions are for remote control transmitters 
purchased separately in addition to those provided with this opener, but
can also be used if any remote(s) may require re-programming.

NOTE: THE REMOTE CONTROLS INCLUDED WITH THIS OPENER, HAVE
BEEN PRE-PROGRAMMED AT THE FACTORY FOR YOUR CONVENIENCE.

Remote Control Programming

*

BUTTON

HomeLink instruction included in your vehicle manual to set the button 
in the car to Overhead Door ® mode.

Your older CodeDodger

OR
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Press the 
Program Set 
button on the 
powerhead 
until the round 
LED turns blue. 

Release the

         Press up arrow 
button (+) and down arrow 
button (–) simultaneously on 
the powerhead until both 
LEDs flash blue and then 
turn off.

Program Set
button,
round LED goes
off and the long
LED flashes purple.

To verify the memory is cleared, use a remote that was previously
programmed to the powerhead and press the button. he door should 
not move.
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FCC and IC CERTIFIED
This device complies with FCC Part 15 and Industry Canada license 
exempt RSS standard(s). Operation is subject to the following two 
conditions: (1) this device may not cause interference, and (2) this 
device must accept any interference, including interference that may 
cause undesired operation of the device.  This equipment generates, 
uses and can radiate radio frequency energy and, if not installed and
used in accordance with the instructions, may cause harmful interference 
to radio communications.  However, there is no guarantee that 
interference will not occur in a particular situation.  If this equipment 
does cause harmful interference to radio or television reception, which 
may be determined by turning the equipment OFF and ON,  the user is  
encouraged to try and correct the interference by one or more of the 
following measures: (a) Re-orient or relocate the receiver antenna, (b) 
Increase the separation between the opener and receiver, (c) Connect

receiver is connected, and (d) Consult your local dealer. Any 

approved by the manufacture could void the user’s authority to 
operate the equipment. 
This device complies with Health Canada’s Safety Code. The installer of 
this device should ensure that the RF radiation is not emitted in excess
of the Health Canada’s requirement. Information can be aquired at:

OR

Control.



 
  

 

•      With the door
door

closed, pull manual emergency release handle

   

   

3' - 4'

For help, call customer service at: 1-800-929-3663 or visit www.overheaddoor.com

DOOR

Disengage

Engage

                                                                          disengage the carriage 
from the drive chain or belt (see illustration).

Inspect door rollers and hinges  and lubricate as needed using a 
light weight general purpose grease.

Place the carriage in the “engage” position (see illustration).
Operate door using remote or wall control, The carriage will 
reattach itself to the drive chain/belt.

B. Lubricate door hardware



 
  

Replace the remote battery with a CR2032 coin cell type battery.
 Slide the battery cover off (it’s the lower half of the remote’s case) 

 by pressing on the case just below the indentation at the top of 
 the cover and sliding it down. You may need to insert a coin into 
 the indentation on the front of the case and 
  pry to unlatch the battery cover  in order 
      to slide it off.     
2. Slide out the old battery and slide 
 in the new.  Be sure it is positive
     side UP. 
3. Slide the battery cover on until 
 it snaps into place.

BATTERY
COVER

INDENTATION

(1-button)

Use 60 watt incandescent bulbs or 
the CFL or LED equivalent.

LIGHT BULB

LIGHT COVER 
SWINGS OPEN 

   

• Use only properly rated incandescent, LED or CFL light bulbs.
• DO NOT use bulbs with a rating greater than 60 Watts.
• Use A19 size light bulbs. DO NOT use bulbs having a short neck.

Open powerhead light cover by pressing down 
on upper locking tabs.

Performing all Travel Limit Settings steps (pages 7, 8 and 9) 
erases previous Travel Settings.

Remote Battery Replacement

Replace remote battery with a CR 2032 coin cell battery.
1. Open remote case using a washer or coin that fits into the slot at
 top of remote.
2. Replace battery.
3. Align components and snap case  
 closed.
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Press up 

Release the 
.  THE CURRENT UP FORCE 

SETTINGS WILL DISPLAY.

See chart to right.  

THIS LOCKS IN 
THE UP SETTING.

USE CHART.  

 (+) 
and (–)

on the
powerhead until the
round LED turns RED.
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+

OFF

2

FLASHES
BLUE

RED

Press either 
until you reach 

the desired setting.
(See chart at right.) 
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USE CHART.  

Press either 

until you 
reach the 
desired setting. 
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4 Press and
release 
the
program 
button. 

THE CURRENT 
DOWN FORCE 
SETTINGS WILL
 NOW DISPLAY.

USE CHART.  

BOTH
THEN

BLUE

BOTH
BLUE

PRGM

 

THIS LOCKS IN 
THE UP SETTING.
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Press and

Repeat “Force Control” on page 9 

release 
the
program 
button. 

THIS 
CONFIRMS 
BOTH
FORCE 
SETTINGS
ARE SET. 
 

PRGMPRGMPRGM

PRGMPRGMPRGM
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CAUTION
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NOTE: Direct sunlight creates interference with Safe-T-Beam® 
sensors (green LED). Sensor modules CAN be positioned further 
away from the door opening if necessary to avoid sunlight but 
no further off the wall to maintain alignment with the
Source (red LED) module.  

 
  

SAFE-T-BEAMLIGHT
R

GROUND TO 
CHASSIS

GREEN w/ 
YELLOW STRIPE

BLUE

PRINTED CIRCUIT BOARD

STRIPED

WHITE WALL CONTROL

STB

J7 - TRANSFORMER 
PRIMARY

J5 - TRANSFORMER 
SECONDARY

STRIPED

WHITE STRIPED

WHITE

WHITE

WHITE

WHITE - 0 VOLT

YELLOW - 16 VOLT

RED - 24 VOLT

BLACK

BLACK

BLACK

POWER 
CORD

BWC
J9 - LIGHT

J8 - AC 
POWER

J1 - RED J2 - BLACK

LINE 
VOLTAGE

J3

RED BLACK

MOTOR

1 2 3 4
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Visit www.overheaddoor.com or call Customer Service at 1-800-929-3663

Need help or have questions? DO NOT RETURN to the store.

Overhead Door -800-929-3663. 

overheaddoor.com.

See pages 10 -11.

7-8 & 14.

12.

7-8 & 14.
5

7-8 & 14.

7-8 & 14.

• Turn Sure-Lock    OFF (see page 5).™

• Turn Sure-Lock    OFF (see page 5).™

satellite radio, etc.

. 

control

control
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Have you installed this opener on a one-piece door? This opener is not designed to operate a one-piece door!

ON/PURPLE
STEADY

ON/PURPLE
STEADY

COMPONENT ERROR Contact a trained door systems technician.

ON/BLUE
FLASHING

Door will not open.
Check Sure-Lock™. Sure-Lock™ should be OFF for 
normal operation (see page 5).

ON/PURPLE
FLASHING

ON/PURPLE
FLASHING

Radio Receiver Error.
Unplug the unit. Wait 5 seconds and plug the unit 
back in.  If problem persists, contact a trained door 
systems technician.

OFF

OFF

7-8



        

The Distributor of Overhead Door Corporation products, whose name appears below ("Seller") warrants to the original 
purchaser of the Standard Drive 650 & Legacy 850 garage door openers (“Product”), subject to all of the terms and 
conditions hereof, that the Product and all components thereof will be free from defects in materials and workmanship for 
the following period(s) of time, measured from the date of installation:

 MOTOR/GEARBOX - Seller warrants the motor for the FIVE (5) YEARS for Standard Drive 650

 BELT - Seller warrants the belt for a period of FIFTEEN (15) YEARS.
 CHAIN- Seller warrants the chain for a period of FIVE (5) YEARS. 
 PARTS - Seller warrants all other parts and components for a period of ONE (1) YEAR.
 ACCESSORIES - Seller warrants all accessories for a period of ONE (1) YEAR 

Seller’s obligation under this warranty is specifically limited to repairing or replacing, at its option, the Product or any part 
thereof which is determined by Seller to be defective during the applicable warranty period. Any labor charges are excluded 
and will be the responsibility of the purchaser.

This warranty gives you specific legal rights, and you may also have other rights which vary from state to state. This 
warranty is made to the original purchaser of the Product only, and is not transferable or assignable. This warranty applies 
only to Product installed in a residential or other non-commercial application. It does not cover any Product installed in 
commercial or industrial building applications. This warranty does not apply to any unauthorized alteration or repair of the 
Product, or to any Product or component which has been damaged or deteriorated due to misuse, abuse, neglect, accident, 
failure to provide necessary maintenance, normal wear and tear, or acts of God or any other cause beyond the reasonable 
control of Seller, and does not cover batteries, or repairs or maintenance to door components.

ALL EXPRESS AND IMPLIED WARRANTIES FOR THE PRODUCT, INCLUDING BUT NOT LIMITED TO ANY 
IMPLIED WARRANTIES OF MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE, ARE LIMITED 
IN TIME TO THE APPLICABLE WARRANTY PERIOD REFLECTED ABOVE. NO WARRANTIES, WHETHER 
EXPRESS OR IMPLIED, WILL APPLY AFTER THE LIMITED WARRANTY PERIOD HAS EXPIRED. 
Some states do not allow limitations on how long an implied warranty lasts, so the above limitation may not apply to you.

IN NO EVENT SHALL OVERHEAD DOOR CORPORATION BE RESPONSIBLE FOR, OR LIABLE TO ANYONE 
FOR, SPECIAL, INDIRECT, COLLATERAL, PUNITIVE, INCIDENTAL OR CONSEQUENTIAL DAMAGES, even if 
Overhead Door Corporation has been advised of the possibility of such damages. Such excluded damages include, but are 
not limited to, loss of use, cost of any substitute product, or other similar indirect financial loss. Some states do not allow the 
exclusion or limitation of incidental or consequential damages, so the above limitation or exclusion may not apply to you. 

Claims under this warranty must be made promptly after discovery, within the applicable warranty period and in writing to 
the Seller whose name and address appear below. The Purchaser must allow Seller a reasonable opportunity to inspect any 
product claimed to be defective prior to removal or any alteration of its condition. Proof of purchase and/or the installation 
date, and identification as the original purchaser may be required. Upon determination by Seller that the Product or any part 
thereof is defective during the applicable warranty period, Seller will supply the purchaser with replacement parts or, at its 
option, a replacement Product (shipping and handling of any replacement part(s) or replacement Product also at purchaser’s 
expense). Seller may use new or reconditioned parts, or a new or reconditioned Product of the same or similar design. 

There are no established informal dispute resolution procedures of the type described in the Magnuson-Moss Warranty Act.

  

 

Limited Warranty
Standard Drive  650 and Legacy  850R R

 MOTOR/GEARBOX - Seller warrants the motor for the TEN (10) YEARS for Legacy 850

DATE OF INSTALLATION:         

PURCHASER:         
INSTALLATION ADDRESS:         
DATE PURCHASED:         SERIAL NUMBER:         
OPENER MODEL:         REMOTE CONTROL MODEL:        

NAME OF DISTRIBUTOR/INSTALLER:       
ADDRESS OF DISTRIBUTOR/INSTALLER:



 

“retro”
Replacement

Upgrade
with style

19

Overhead Door® has the Answer

Check out NEW ACCESSORIES and PRODUCTS; visit www.overheaddoor.com or 

call 1-800-929-3663.  Also available at Home Improvement outlets and other 

retail/commercial locations nationwide.

Compatible with all Overhead Door garage door openers.



P.O.BOX 67

www.overheaddoor.com
1-800-929-3663


