
JCB ROUGH TERRAIN FORKLIFTS | 930/940

Hard Working
by Design

FAST FACTS

● OPERATORS AREA
Comfortable, spacious design with excellent visibility.

● STANDARD SIDESHIFT
All masts sideshift except 30'.  Easy placement of materials.

● RANGE OF MASTS
Clearview and Freelift 12' 0" to 30' 0" lift height.

● VISIBILITY
High visibility, see-through masts. 
Improved hood and counterweight improve rearward visibility.

● LIFT PERFORMANCE
930 – 6,000lbs. capacity. 
940 – 8,000lbs. capacity.

● CYCLE TIMES
High speed masts to increase productivity.

● POWER
76HP – Maximizing power to weight ratio.
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STATIC DIMENSIONS
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STATIC DIMENSIONS

930 940

A Overall length to carriage ft-in (m) 11-9 (3.58) 12-4 (3.76)

B Overall width ft-in (m) 7-6 (2.29) 7-6 (2.29)

C Wheelbase

– 2wd ft-in (m) 6-9 (2.06) 7-0 (2.13)

– 4wd ft-in (m) 7-0 (2.13) 7-3 (2.21)

D Ground clearance

– 2wd ft-in (m) 1-2 (0.36) 0-10 (0.25)

– 4wd ft-in (m) 1-0 (0.30) 0-10 (0.25)

E Tread width ft-in (m) 6-3 (1.90) 6-3 (1.90)

F Carriage width (standard) ft-in (m) 5-6 (1.68) 5-6 (1.68)

G Travel height: to top of canopy/cab guard ft-in (m) 8-5 (2.57) 8-5 (2.57)

Turn radius

– 2wd ft-in (mm) 11-7 (3.53) 12-7 (3.84)

– 4wd ft-in (mm) 12-3 (3.73) 15-3 (4.65)

Departure angle

– 2wd degrees 38 43

– 4wd degrees 43 43

Obstruction angle

– 2wd degrees 57 51

– 4wd degrees 51 51

Gradeability

– 2wd Loaded % 50 50

– 4wd Loaded % 25 20

– 2wd Unloaded % 50 50

– 4wd Unloaded % 50 50

Machine weight with following mast*

– 12' 0" Clearview lbs (kg) 12995 (5,894) 15190 (6890)

– 15' 0" Freelift lbs (kg) 13985 (6,344) 15190 (6890)

– 22' 0" Clearview lbs (kg) 14495 (6,575) 15750 (7145)

– 22' 0" Freelift lbs (kg) 14600 (6,624) 15810 (7170)

– 30' 0" Clearview lbs (kg) 16645 (7750)

– 30' 0" Freelift lbs (kg) 16800 (7620)

*Add 430lbs. for 4WD units.

Lifting performance and stability conform to ANSI B56.6 1992. The lift capacities relate to a standard machine equipped
with standard 48in. (1.22m) pallet forks. The use of any attachment reduces the lift capacity of the machine. 
Always refer to and comply with the lift data plate in the machine prior to lifting or placing materials.
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930 – 2wd Front: 15.5x25 Traction tires
Rear: 14x17.5 Laborer 2WD

940 – 2wd Front: 15.5x25 Traction tires
Rear: 12.5x18 Laborer 2WD

930 & 940 – 4wd Front: 15.5x25 Traction tires
Rear: 14x17.5 Traction

TIRES

12V system.
65amp alternator.

ELECTRICS

FOPS. Front work light mounted on mast. Foot pedal transmission disconnect. Optional Cab – fully enclosed with
defroster and windshield wiper.

CAB FEATURES

Hydrostatic power steering.
2WD/4WD – 34.5° inside / 50° outside steer lock angles.
Oil-immersed, hydraulically actuated, self-adjusting, multi-disc; 940 – servo assisted.

STEERING/BRAKES

4 Wheel Drive. 
Sound suppression kit.
Heavy-duty air pre-cleaner. 
Lighting package includes:–

– 2 headlights
– rear back up light
– 4 turn signals
– hazard and brake lights

OPTIONS AND ACCESSORIES
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PERFORMANCE DIMENSIONS – 930

Max. fork height Overall height lowered Overall height raised Freelift Mast speed Max. lift capacity Max. height of max lift Capacity at MFH Transport position – mast lowered

H I Raise/lower Overall height Overall length

ft-in (m) ft-in (m) ft-in (m) ft-in (m) ft/sec (m/sec) lbs (kg) ft-in (m) lbs (kg) ft-in (m) ft-in (m)

* 12-0 (3.66) Duplex 9-3 (2.82) 16-0 (4.88) NA 1.06 (0.32) / 1.49 (0.45) 6,000 (2,722) 12-0 (3.65) 6,000 (2,722) 8-5 (2.56) 13-7 (4.14)

15-0 (4.57) Triplex 8-3 (2.52) 18-0 (5.48) 5-6(1.67) 1.01 (0.31) / 1.49 (0.45) 6,000 (2,722) 14-9 (4.50) 6,000 (2,722) 8-5 (2.56) 13-7 (4.14)

22-0 (6.70) 10-7 (3.22) 26-0 (7.92) NA 1.54 (0.47) / 1.35 (0.41) 6,000 (2,722) 15-0 (4.57) 3,500 (1,588) 8-6 (2.59) 16-6 (5.03)

22-0 (6.70) 10-7 (3.22) 26-0 (7.92) 8-2 (2.49) 1.01 (0.31) / 1.49 (0.45) 6,000 (2,722) 15-0 (4.57) 3,500 (1,588) 8-6 (2.59) 16-6 (5.03)

* 28-0 (8.53) 12-7 (3.83) 32-0 (9.75) NA 0.93 (0.28) / 1.35 (0.41) 6,000 (2,722) 15-0 (4.57) 1,500 (680) 10-0 (3.05) 17-10 (5.44)

* 28-0 (8.53) 12-7 (3.83) 32-0 (9.75) 10-2 (3.09) 1.01 (0.31) / 1.49 (0.45) 6,000 (2,722) 15-0 (4.57) 1,500 (680) 10-0 (3.05) 17-10(5.44)

PERFORMANCE DIMENSIONS – 940

Max. fork height Overall height lowered Overall height raised Freelift Mast speed Max. lift capacity Max. height of max lift Capacity at MFH Transport position – mast lowered

H I Raise/lower Overall height Overall length

ft-in (m) ft-in (m) ft-in (m) ft-in (m) ft/sec (m/sec) lbs (kg) ft-in (m) lbs (kg) ft-in (m) ft-in (m)

* 12-0 (3.66) Duplex 9-1 (2.77) 16-0 (4.88) NA 0.79 (0.24) / 1.11 (0.39) 8,000 (3,636) 12-0 (3.65) 8,000 (3,636) 8-5 (2.56) 15-1 (4.60)

15-0 (4.57) Triplex 8-1 (2.46) 18-0 (5.48) 5-0 (1.52) 0.76 (0.23) / 1.11 (0.34) 8,000 (3,636) 14-9 (4.50) 8,000 (3,363) 8-5 (2.56) 15-1 (4.60)

22-0 (6.70) 10-2 (3.10) 26-0 (7.92) NA 0.84 (0.26) / 1.04 (0.31) 8,000 (3,636) 15-0 (4.57) 4,400 (1,996) 9-4 (2.84) 18-0 (5.48)

22-0 (6.70) 10-2 (3.10) 26-0 (7.92) 7-5 (2.26) 0.76 (0.23) / 1.11 (0.34) 8,000 (3,636) 15-0 (4.57) 4,400 (1,996) 9-4 (2.84) 18-0 (5.48)

30-0 (9.14) 13-1 (3.99) 34-0 (10.36) NA 0.84 (0.26) / 1.04 (0.31) 8,000 (3,636) 15-0 (4.57) 3,600 (1,633) 10-2 (3.10) 18-8 (5.69)

* 30-0 (9.14) 13-1 (3.99) 34-0 (10.36) 10-4 (3.15) 0.76 (0.23) / 1.11 (0.34) 8,000 (3,636) 15-0 (4.57) 3,600 (1,633) 10-2 (3.10) 18-8 (5.69)

Transport position – restraining cables are released for mast to tilt forward at 42°.
Normal operation – mast has forward tilt of 20°, rearward tilt of 10°.
*Call Factory for pricing and availability.
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76HP JCB Diesel at 2200rpm.
218lb-ft of Torque at 1400rpm.
Glow plug cold start aid.

ENGINE

4 Speed Synchro-shuttle.
Foot pedal trans. disconnect.
2 Wheel Drive or 4 Wheel Drive.
Front axle – self locking torque proportioning differential.
Rear axle – (4WD) self locking torque proportioning diff.

TRANSMISSION/AXLES

Shaft carriages (66")
ITA carriages (60", 72" or 84")
Pallet forks (48", 60" or 72")
Block tines (48")
Brick forks (48")

CARRIAGES/FORKS

Light weight.
Large side thrust rollers.
Chains angled for increased visibility.
5:1 safety factor on chains.

MASTS

Open center gear pump.
14.5gpm @ 2200rpm.

HYDRAULICS
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THE BEST BACK-UP IN THE BUSINESS

JCB Inc, PO Box 18306, Savannah, GA 31418. Tel: (912) 447-2000. Fax: (912) 447-2299. www.jcb.com

JCB reserves the right to change design, materials and/or specifications without notice. Specifications are applicable to units sold in the United States and Canada. The JCB logo is a registered trademark of J C Bamford Excavators Ltd. USA 20101-10M-4/03

FINANCE

WARRANTY

SERVICE

PARTS

REGIONAL PARTS DEPOTS

Buy any JCB model and you’ll get a complete deal that extends beyond that of any rival.

Your JCB Dealer can meet your financial needs through a variety of plans for leasing, 
lease purchases with or without options, installment sales contracts and rental programs.

JCB machines are covered by JCB’s one year standard warranty, which is outlined in the 
JCB ‘Certificate of Warranty’. Extended warranty coverage is also available. 
Contact your JCB Dealer for details.

JCB Dealer service people are committed to keeping your JCB up and running. JCB Dealer
mechanics are enrolled in on-going training programs and supported by experienced JCB
Service Representatives based throughout North America.

JCB Dealers’ convenient locations offer excellent ‘over the counter’ parts availability.

For the breakdown part your dealer may not have in stock, JCB has SDD ‘Same Day Dispatch,’
from one of two parts distribution centers in the United States and one in Canada.

JC
B RO

U
G

H
T

ERRA
IN

 FO
RK

LIFT
S |

930/940



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveEPSInfo true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /Unknown

  /Description <<
    /FRA <>
    /ENU (Use these settings to create PDF documents with higher image resolution for improved printing quality. The PDF documents can be opened with Acrobat and Reader 5.0 and later.)
    /JPN <FEFF3053306e8a2d5b9a306f30019ad889e350cf5ea6753b50cf3092542b308000200050004400460020658766f830924f5c62103059308b3068304d306b4f7f75283057307e30593002537052376642306e753b8cea3092670059279650306b4fdd306430533068304c3067304d307e305930023053306e8a2d5b9a30674f5c62103057305f00200050004400460020658766f8306f0020004100630072006f0062006100740020304a30883073002000520065006100640065007200200035002e003000204ee5964d30678868793a3067304d307e30593002>
    /DEU <>
    /PTB <>
    /DAN <>
    /NLD <>
    /ESP <>
    /SUO <>
    /ITA <>
    /NOR <>
    /SVE <>
  >>
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


