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CLASSIC™ WOOD

Add the beauty of natural wood to your home 

with a handcrafted door from Clopay’s 

Classic™ Wood garage doors, featuring 

traditional raised, recessed and flush panel 

styles that complement most homes.

29



Designer inserts constructed of carved wood. Additional double-width door designs available.  
To view additional designs, windows and top sections available, please visit www.clopaydoor.com.

Plain LongPlain Short

Solid Short Solid Long

Stockton Short Stockton Long

Cathedral Short Cathedral Long

Horizon Double

HorizonSherwood

Model 44 Short Raised Panel  
with Horizon Window Design; Hemlock

30

Window/Top Sections

Redwood

RedwoodSTILE/RAILS

PANELS Cedar

Cedar

Smooth Extira®

Hemlock

PAINT GRADESTAIN GRADE

Hemlock

Hemlock

Redwood

Hemlock

Cedar

Hemlock

Paint grade doors
cannot be stained.

Wood Options



CLASSIC™ WOOD

RAIL AND STILE
CONSTRUCTION

WOOD PANELS 
SLIDE INTO 
BEADED SLOTS

■ 1-3/8" heavy-duty stile and rail construction. Wood species 
include Redwood, Cedar and Hemlock.

■ Handcrafted, short or long raised panels in Redwood,  
Cedar, Hemlock (stain grade) or Extira® (paint grade). 

■ Multiple panel and section configurations available.  
See your Clopay Dealer for details.

■ All doors can be factory primed or finish painted White. 

■ Nine factory finished stain options are available on all  
stain grade wood species, resulting in stain colors that 
complement most home trim and entry door colors.  
See pages 40–43 for staining options.

RAISED PANEL WOOD DOORS

SHORT PANEL

LONG PANEL

MODEL 44

WARRANTY
1 YR
L I M I T E D

CONSTRUCTION

WARRANTY
2 YR
L I M I T E D

STAIN

WARRANTY
1 YR
L I M I T E D

PAINT

31
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Reserve® Wood Custom 
Meranti Base and Overlays



Working from a professional drawing or just a sketch on a notepad, 

Clopay can create the doors you’ve only imagined, with windows 

or without, in woods like Knotty Alder, Spanish Cedar, White Oak, 

Ironwood and African Mahogany. Each Reserve® Wood Custom 

garage door is handcrafted from the material of your choice using 

your precise specifications. And since these are upward-acting doors, 

operation is simple and convenient.

CUSTOM
RESERVE® WOOD

13



EXAMPLE 1

EXAMPLE 5

YOU DREAM IT,
WE BUILD IT
■  Working from a professional drawing or just a sketch on a notepad, Clopay 

can create the perfect door for you.

■  Unlimited custom designs, unlimited wood species and a wide variety of 
stain and finish options create a one-of-a-kind door. Custom stain and paint 
colors also available.

■  Specialty woods, such as Ipe or Sapele Mahogany, can also be used to  
build your dream door. The canvas is yours!

■  Doors can be built to have a convenient upward-acting operation or an 
authentic swing-out operation.

■  Handcrafted 5 or 4-layer wood construction with polystyrene insulation 
provides a durable and energy efficient door. R-value 5.9*. See page 19  
for construction illustration.

■  Premium grade hardware, rollers and track assure smooth,  
quiet, long-lasting operation.

■  Unique one-piece drip cap design keeps water from flowing behind grooved 
overlays for improved durability.

14

*Calculated door section R-value is in accordance with DASMA TDS-163.



EXAMPLE 4 – EXTIRA®

EXAMPLE 6

15

EXAMPLE 3EXAMPLE 2

Reserve® Wood Custom
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