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Computer RequirementsComputer Requirements

• Windows 7 or later, 32 or 64 bit.Windows 7 or later, 32 or 64 bit.
• Winlink Express requires Microsoft .NET Framework 
version 3.5 or later. 

• Computer resource requirements are minimal 
although the virtual TNCs (Winmor, ARDOP or VARA) g ( )
will require higher CPU speeds and memory. 1 GHz 
and 2 GB RAM are reasonable minimums as long as 
h l l lthere are not multiple applications active.



Download & Install Winlink Expressp

• Under “Downloads” go to “User Programs.”
• Download Winlink_Express_install_x‐x‐xx‐x.zip file.

E t t th fil d th li k th i t ll fil• Extract the file and then click on the install file. 
• During installation, check the box to create a desktop shortcut. (Note, 

the desktop icon will be named “RMS Express.”)
• Complete the installation per the defaults. The program and all relatedComplete the installation per the defaults. The program and all related 

elements will be installed in C:\RMS Express



Account Properties

• Upon the completion of the installation, the “Properties” dialog will 
open. Fill out all of the information that is in the shaded areas. 

• Details are on the next page• Details are on the next page.



Account PropertiesAccount Properties
• Your password may consist of letters (case sensitive), numerals and the symbols      

.!@#$%^&*()_ between 6‐12 characters. 
• The password recovery email and non‐Winlink email will likely be the same. 
• Use your 6 character grid square. The grid square is used with the propagation 

estimation tool. 
• The Winlink Express registration key will be discussed later. p g y
• “PUBLIC” is the default service code. You can add other ham service codes (e.g. 

EMCOMM) if appropriate. Leave a blank space between entries. DO NOT mix 
service codes for ham and non‐ham services e.g. SHARES or MARS. 

• Fill in the contact information as appropriate. pp p
• The items in the lower right hand corner are default settings; no need to make 

adjustments at this time.
• When done, ensure that you are connected to the internet and click “Update.”
• You should now see the main screen with your call sign in the upper left• You should now see the main screen with your call sign in the upper left.



View Your Account on the WebView Your Account on the Web
• Go to the Winlink site and click 

the “Account” tabthe “Account” tab
• Sign in with your call sign and 

password. 
• You will see the information 

that you entered on the 
Winlink Express Set Up screen. 

• You can edit your info from 
here as well as fromWinlinkhere as well as from Winlink
Express. 

• See next page for items on the 
left.

ll f l f• Your account will expire if left 
inactive for more than 400 
days. 



Other Account Menu ItemsOther Account Menu Items
Items on the left hand side of the Account page that you 
may find to be useful:may find to be useful:
• WebMail: view and manage your messages that are on the 

CMS.
• MyWhitelist: these are the commercial email addresses to• My Whitelist: these are the commercial email addresses to 

whom you have sent Winlink messages.
• Registration Keys: Registering your account with the Amateur 

Radio Safety Foundation Inc ($24) helps to support theRadio Safety Foundation, Inc. ($24) helps to support the 
Winlink system and eliminates the “nag” screen. More on this 
later. 

• Other items on this menu are primarily for RMS operatorsOther items on this menu are primarily for RMS operators 
(sysops). 

• Now we’ll get to the process of sending a message through 
the Winlink system.the Winlink system.



Winlink Express Main Screenp

The main screen has the general appearance of any email client program. 
There are many options in the menu items along the top. For this module
we will only be concerned with a few of thesewe will only be concerned with a few of these.



Main MenuMain Menu

• The active call sign is at the left. With the drop down you can add 
additional call signs Each addition will involve a new Setup screenadditional call signs. Each addition will involve a new Setup screen.

• “Settings” has many options. The Set Up screen is under this tab.
• “Message” includes all items related to messages. “New Message” is 

the most often used itemthe most often used item.
• There is a row of short cut icons below the menu bar. Mousing over 

each icon will reveal which function is associated with that icon.
• The session drop down is to select the session type. UponThe session drop down is to select the session type. Upon 

installation, this should default to Telnet (internet). 
• Other menu items will be discussed later.



SessionsSessions
• This capture shows all of the session 

types The first group is for the “normal”types. The first group is for the “normal” 
Winlink mode using the CMS. For now we 
will only be concerned with the Telnet 
(internet) session.

( ) h l k• P2P (Peer to Peer) is where one Winlink
client connects directly to another 
Winlink client. RMS and CMS play no role.

• The Radio‐Only network has a limited set y
of mode options at this time.

• Telnet Post Office is a repository for 
message exchanges between users. This 
function can be run on a LAN or wifi meshfunction can be run on a LAN or wifi mesh 
network. 

• Once a session type is selected 
(highlighted), click “Open Session” to 
bring up the session screenbring up the session screen. 



Sending a MessageSending a Message

From the main screen, click Message – New Message or the 
shortcut. This will bring up the message composition screen.



Composing a Message

This will look familiar to anyone that has composed an email. Note that “Request read receipt” has
been checked and the message will be sent as a Winlink message. 
Addressing:
• For Winlink addresses, only the call sign is required. The “@winlink.org” is understood.For Winlink addresses, only the call sign is required. The  @winlink.org  is understood. 
• For messages to a commercial email address, the address has to be complete. Read receipt 

does not work for messages to non‐Winlink addresses. 
• Multiple addresses on a single line are separated by semicolons.
• There is no Bcc. This is ham radio after all. 
To queue for sending, click “Post to Outbox.” You can also place the message in the Draft folder for 
further editing or to delay sending.



Sending the Messageg g

F th Wi li k E i li k “O S i ” (Th i t• From the Winlink Express main screen, click “Open Session.” (The session type 
should be Telnet.)

• Click “Start.”
• You will see the session progress from initiation to disconnect as shown above. 

N t th d i f ti M ID d i t ti tiNote the sender information, Message ID and various statistics.



Message Replies

After a while start a new Telnet session to see if you have receivedAfter a while, start a new Telnet session to see if you have received
any replies. Three were received:
• One was a message from “Service” indicating that the message to the 

commercial email could not be delivered. This is because an incorrect 
address was used (on purpose)address was used (on purpose).

• The second was a confirmation of receipt.
• The third was a reply from WD1O.



Cautions When Sending Messages to 
Non‐Hams

• When sending a message to a non‐ham at theirWhen sending a message to a non ham at their 
commercial email address (or to a ham who 
doesn’t understand Winlink), be sure to point out 
the key rules of the road should they reply:
– No commercial content
– No profanity
– Nothing that obscures the meaning of the message
Etc– Etc.



The Message ListThe Message List

The message list contains all of the basic information
f hfor each message. 
• The icon to the left has some information about the message. This can be 

viewed by mousing over the icon. 
• The message size is the number of bytes, compressed. This is the size as 

i dtransmitted.
• Source and sender may be different as shown in the SERVICE message. This is 

also seen with messages from tactical call signs where there might be multiple 
tactical call signs as senders, all under one source call sign. 

h “// ” h l h l• Note the “//WL2K” that is applied to the replies. 

The left‐most column is to indicated the presence of attachments. Attachments will
be discussed in the next Module.be d scussed t e e t odu e.



Message Received Acknowledgement
Here is the ACK with complete header:

Message ID: OR20ARE5S2TJ
/ /Date: 2018/12/21 14:35

From: WD1O
To: KB1TCE 
Source: WD1O

l d d f l l kDownloaded‐from: Telnet:cms.Winlink.org
Subject: ACK: //WL2K First Message

[message acknowledgement]

The following message was received by WD1O

Subject: //WL2K First Message
S d KB1TCESender: KB1TCE
To: WD1O
Received: 2018‐12‐21 13:55 UTC
Acknowledged: 2018‐12‐21 14:32 UTC
M ID AUBN360QIBKDMessage‐ID: AUBN360QIBKD
Number of attachments: 0
Size: 254



Reply from WD1Op y
Here is the message from WD1O with complete header (the original message was 
included at the bottom but deleted for this slide):

Message ID: Y86KQ7OD8VEJ
Date: 2018/12/21 14:37
From: WD1O
To: KB1TCE 
Source: WD1O
Downloaded‐from: Telnet:cms.Winlink.org
Subject: Re: //WL2K First MessageSubject: Re: //WL2K First Message

Steve

f ll d l k dMessage successfully received using Winlink Express, connecting via RMS node 
WD1O‐10 at 433.1 MHz

Richard
‐‐‐‐‐Message from KB1TCE sent 2018/12/21 13:55 ‐‐‐‐‐



RegistrationRegistration
Upon starting Winlink Express when 
connected to the internet, you will be
presented with a pop up box asking for
Your registration key. 

As noted registration supports the AFSRIAs noted, registration supports the AFSRI
And the Winlink system in general. 

The fee is US$24 and has no time limit as
long as your account is active.

The link is provided. You can also register
via your Account page (see earlier slide)via your Account page (see earlier slide). 

With or without registration, there are no
differences in the functionality of Winlink
Express. 



Autoupdate
While connected to the internet, if there
is an update for Winlink Express or the 
included Templates, you will receive an
update notice. 

It is important for you to stay current with
updates so unless you are very pressed forupdates so, unless you are very pressed for
time, press “Update Now.”

You will then see a progress screen followed
b l hby a completion notice. During this process
Winlink Express will shut down and restart
with the updates installed. 

If your version is several updates behind, this
may take a couple of cycles. 

Y l d t b d l di thYou may also update by downloading the
Latest installation file and performing a manual
Update. Your data will not be lost.



SummarySummary
This module has covered the process of installing, configuring 
and maintaining your instance of Winlink Express and the 
actions required to acquire your Winlink account.

f dYour first assignment is to send a message to someone you 
know who is a Winlink user (if you don’t know any, feel free to 
send a message to KB1TCE). You should also send a message to 
your commercial email addressyour commercial email address. 

Module 3 will cover message attachments and templates. RF 
capability will not be requiredcapability will not be required. 


