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Legacy Bulletin160, 1305, and 1336 VFD Migration 
to PowerFlex VFD



• Important to know the lifecycle status of your Installed Equipment Base
In most industries, less than 20 percent of companies can answer “yes” to more than two of these:

Do you have an accurate plant 
model that identifies all of the 

physical assets in your plants?

Do you have an updated complete 
bill of materials for your critical 

assets?

Do you know which parts are still 
being manufactured?

Do you know which parts have 
been announced for 

discontinuation or are already 
discontinued?

Do you have the right spare parts if 
a critical machine goes down?

Do you have an efficient and 
accurate process for maintaining 

storeroom inventory?
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520 Series
0.25 to 30HP

Bulletin 160 
Adjustable Speed Drive

PowerFlex 520 Series
Adjustable Speed Drives

Ambient  0-50C
0.25 to 3HP
200-240VAC  1Ph & 3Ph
380-460VAC  3Ph

Ambient  0-50C * Fan Option
0.25 to 30HP
120VAC 1PH * 3Ph to 1.5Hp
200-240VAC 1Ph & 3Ph * 3Ph OP to 3HP
380-460VAC 3Ph  to 30HP
525-600VAC 3Ph  to 30HP

Removable HIM

Modular 
Fan for 
additional 
cooling 70C

Reference Rockwell Automation Publication 520-TD001E-EN-E 
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Bulletin 160 
Adjustable Speed Drive

Embedded I/O: 
• 5 digital inputs
• 1 analog input
• 1 analog output*
• 1 relay output.

PowerFlex 520 Series
Adjustable Speed Drives
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1203-GD1
1203-GK1

1203-GD1
1203-GK1

1336 Plus II 
1336-GM1
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PowerFlex 25-COMM-E2P Dual-Port EtherNet/IP Adapter
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Bulletin 1305
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Bulletin 1305
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Basic Parameter 
Comparison

1305 PowerFlex F525

No.
Parameter 

No. Parameter

Setup Group

21 Input Mode 46 Start Source
5 Freq Select 47 Speed Reference 1
7 Accel Time 1 41 Accel Time 1
8 Decel Time 1 42 Decel Time 1
17 Base Frequency 32 Motor NP Hertz
18 Base Voltage 31 Motor NP Volts
20 Maximum Voltage 534 Maximum Voltage
16 Minimum Freq 43 Minimum Frequency
19 Maximum Freq 44 Maximum Frequency
10 Stop Select 45 Stop Mode
36 Current Limit 484 Current Limit 1
37 Overload Mode 493 Motor OL Select
38 Overload Current 33 Motor OL Current
141 Sec Curr Limit Not available 
149 Adaptive I Limit Not available 

Advanced Setup Group

16 Minimum Freq 43 Minimum Frequency

19 Maximum Freq 44 Maximum Frequency

17 Base Frequency 32 Motor NP Hertz

18 Base Voltage 31 Motor NP Volts

49 Break Frequency 533 Break Frequency

50 Break Voltage 532 Break Voltage

20 Maximum Voltage 534 Maximum Voltage

9 DC Boost Select 530 Boost Select

48 Start Boost Select 531 Start Boost

83 Run Boost Select Not available

45 PWM Frequency 440 PWM Frequency

84 Analog Invert 91 Anlg In 0-10V Lo

92 Analg In 0-10V Hi

95 Anlg In4-20mA Lo

96 Anlg In4-20 mA Hi

81 4-20 mA Loss Sel 94 Anlg In V Loss

97 Anlg In mA Loss

10 Stop Select 45 Stop Mode

12 DC Hold Time 434 DC Brake Time

13 DC Hold Volts 435 DC Brake Level

11 DB Enable 437 DB Resistor Sel

438 DB Threshold

41 Motor Type 39 Torque Perf Mode

52 Compensation

52 Compensation 547 Compensation

Analog inversion can be accomplished by 
setting the Low limits greater than the High 
Limits for every analog input

If a PM motor is used, Par. 39=4, (for
firmware 5 and higher). Many other 
parameters will need to configure to control 
a PM. Check the latest manual
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Going forward, new installations should utilize EtherNet/IP 

rather than ControlNet. While ControlNet has 
been a reliable network solution for 25 
years, all ControlNet products are moving 
to a Product Lifecycle Status of Active 
Mature. As End of Life announcements are made for 
individual ControlNet products, the goal will be to provide the 
standard 18-24 months’ notice prior to discontinuation, 
pending component availability.This letter does not change 
the lifecycle status of DeviceNet products.
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PowerFlex 40 and 40P Drives to PowerFlex 525 Drives Migration Guide PFLEX-AP011B-EN-P

Bulletin 1305 Drives to PowerFlex 40 Drives Migration Guide PFLEX-AP006A-EN-P

Bulletin 160 SSC Variable Speed Drive to PowerFlex 525 AC Drive Migration Guide PFLEX-AP010B-EN-P

1395, 1397, and FlexPak 3000 DC Drives to PowerFlex DC Drive Migration Guide PFLEX-AP009A-EN-P

PowerFlex 700H Drives to PowerFlex 755 Drives Migration Guide PFLEX-AP008A-EN-P

PowerFlex 700 Drives to PowerFlex 750-Series Drives Migration Guide PFLEX-AP005A-EN-P

1336-Series Drives to PowerFlex 750-Series Drives Migration Guide PFLEX-AP007C-EN-P

ProSoft Technologies AN-X2-AB-DHRIO Support Page AN-X2_AB/Ethernet

https://www.reynoldsonline.com/
http://literature.rockwellautomation.com/idc/groups/literature/documents/ap/pflex-ap011_-en-p.pdf
http://literature.rockwellautomation.com/idc/groups/literature/documents/ap/pflex-ap006_-en-p.pdf
http://literature.rockwellautomation.com/idc/groups/literature/documents/ap/pflex-ap010_-en-p.pdf
http://literature.rockwellautomation.com/idc/groups/literature/documents/ap/pflex-ap009_-en-p.pdf
http://literature.rockwellautomation.com/idc/groups/literature/documents/ap/pflex-ap008_-en-p.pdf
http://literature.rockwellautomation.com/idc/groups/literature/documents/ap/pflex-ap005_-en-p.pdf
http://literature.rockwellautomation.com/idc/groups/literature/documents/ap/pflex-ap007_-en-p.pdf
https://www.prosoft-technology.com/Products/Gateways/EtherNet-IP/EtherNet-IP-to-Allen-Bradley-Remote-I-O-or-DH-Gateway
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