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11IQT3F-1-STDDIMENSIONAL DATA SHEET FOR IQT3 F10/FA10
LINEAR DRIVE (Sizes 50/100). 240620 1:10

NOTES
1. THE BASE ADAPTER SHOULD BE LOADED TO MTG POSITION INDICATED IF REQUIRED.
2. "*" REMOVAL ALLOWANCE REQUIRED.
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DIMENSIONAL DATA SHEET FOR IQT3 F14/FA14

LINEAR DRIVE (Sizes 125/250).

NOTES
1. THE BASE ADAPTER SHOULD BE LOADED TO MTG POSITION INDICATED IF REQUIRED.
2. "*" REMOVAL ALLOWANCE REQUIRED.
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DIMENSIONAL DATA SHEET FOR IQT3 LINEAR DRIVE
F10/FA10 & F14/FA14 BASE & COUPLING OPTIONS

F10 BASE DETAILS FA10 BASE DETAILS BASE DETAILS
(F10/FA10)

BASE DETAILS

F14 BASE DETAILS FA14 BASE DETAILS BASE DETAILS
(F14/FA14)
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STROKE INFORMATION

F10 Linear Drive - Maximum Operable Strokes

Stem Lead 3mm 5mm 7mm

158mm100mm60mmMax Stroke

The valve required stroke up to the maximum
shown above, may be set within the (min)
Retracted and the (max) Extended values.
Actuator limits to be set to valve stroke as
required - refer to PUB002-065

F14 Linear Drive - Maximum Operable Strokes

Stem Lead

Max Stroke

The valve required stroke up to the maximum
shown above, may be set within the (min)
Retracted and the (max) Extended values.
Actuator limits to be set to valve stroke as
required - refer to PUB002-065
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DIMENSIONAL DATA SHEET FOR IQT3 FULL TURN
(Sizes 50/100/125/250/500).
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F05/FA05 & F07/FA07
BASE ADAPTER

NOTES
1. THE BASE ADAPTER SHOULD BE LOADED TO MTG POSITION INDICATED IF REQUIRED.
2. "*" REMOVAL ALLOWANCE REQUIRED.
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DIMENSIONAL DATA SHEET FOR F05/FA05, F07/FA07
& F10/FA10 BASE & COUPLING OPTIONS

O120
(4.72")

F05 BASE DETAILS

4 HOLES M6x1.0px12DP
EQUI-SPACED ON A 50 PCD.
(ISO 5211 F05)

45°
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(4.72")

4 HOLES 1/4" -20UNC x12 DP
EQUI-SPACED ON A 2" PCD.
(MSS SP-101 FA05)

FA05 BASE DETAILS

45°
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4 HOLES M8x1.25px12DP
EQUI-SPACED ON A 70 PCD.
(ISO5211 F07)

2 CAPSCREWS 
M4 REMOVE IN 
ORDER TO 
WITHDRAW
DRIVE COUPLING

F07 BASE DETAILS
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4 HOLES 5/16" -18UNC x 12.70 DP
EQUI-SPACED ON A 2.75" PCD.
(MSS SP-101 FA07)
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F10 BASE DETAILS
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DIMENSIONAL DATA SHEET FOR IQT3 THRUST BASE
F10/FA10 (Sizes 50/100).

NOTES
1. THE BASE ADAPTER SHOULD BE LOADED TO MTG POSITION INDICATED IF REQUIRED.
2. "*" REMOVAL ALLOWANCE REQUIRED.
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THRUST BASE
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DIMENSIONAL DATA SHEET FOR IQT3 THRUST BASE
F14/FA14 (Sizes 125/250).

NOTES
1. THE BASE ADAPTER SHOULD BE LOADED TO MTG POSITION INDICATED IF REQUIRED.
2. "*" REMOVAL ALLOWANCE REQUIRED.
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DIMENSIONAL DATA SHEET FOR THRUST BASE
F10/FA10  BASE & COUPLING OPTIONS
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O32 MAX 
(THREADED STEM)

O26 MAX
(KEYED SHAFT)

O33 
(RISING STEM CLEARANCE)
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O32 MAX
(THREADED STEM)

O26 MAX
(KEYED SHAFT)

O33
(RISING STEM CLEARANCE)

2 CAPSCREWS M4 REMOVE
IN ORDER TO WITHDRAW
DRIVE COUPLING

4 HOLES 3/8" UNC
EQUI-SPACED  AS SHOWN
ON A 4" PCD.
(MSS SP-102 FA10)

45°

FA10 BASE DETAILS 
FOR 'A' & 'Z3' COUPLINGS

F10 BASE DETAILS 
FOR 'A' & 'Z3' COUPLINGS

2 CAPSCREWS M4 REMOVE
IN ORDER TO WITHDRAW
DRIVE COUPLING

4 HOLES M10x1.5p
EQUI-SPACED  AS SHOWN
ON A 102 PCD.
(ISO 5210 F10)
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TYPE 'Z3' COUPLING DETIALS
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DIMENSIONAL DATA SHEET FOR THRUST BASE
F14/FA14  BASE & COUPLING OPTIONS

F14 BASE DETAILS
FOR 'A' & 'Z3' COUPLINGS

2 CAPSCREWS M6 REMOVE
IN ORDER TO WITHDRAW
DRIVE COUPLING

4 HOLES M16x2p
EQUI-SPACED AS SHOWN 
ON A 140 PCD
(ISO 5210 F14)
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FA14 BASE DETAILS 
FOR 'A' & 'Z3' COUPLINGS

2 CAPSCREWS M6 REMOVE
IN ORDER TO WITHDRAW
DRIVE COUPLING

4 HOLES 5/8" UNC
EQUI-SPACED AS SHOWN 
ON A 5.5" PCD.
(MSS SP-102 FA14)
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(THREADED STEM)
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(KEYED SHAFT)
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(RISING STEM CLEARANCE)
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(THREADED STEM)
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(KEYED SHAFT)
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(RISING STEM CLEARANCE)
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(COUNTER BORE)
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TYPICAL 'A' COUPLING DETAILS TYPICAL 'Z3' COUPLING DETAILS
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