
MachFlex™ Industrial Cables

The Ideal Signal Transmission 
Cable Solutions for Machine 
Builders



Belden introduces the 
machine builder choice 
MachFlex cables based on 
the following international 
standards: 

DIN EN 50525-2-51 (VDE
0285-525-2-51):2012-01
VDE-REG.-Nr.8770

Customer Challenge

Machines are becoming highly systemized, 
smaller and compact driven by special  
requirements of end users and customers. 
These challenge machine builders who need 
to stay competitive while ensuring a robust 
performance for their machine. Belden is 
introducing a new line of flexible machine 
cables to aid machine builders tackle this 
challenge by offering cables in smaller sizes 
that save installation space and are highly 
durable to meet the flexibility, physical and 
mechanical requirements needed.

Applications

Machine builders are continuously looking to 
improve the performance of their machines 
used in industries such as food & beverage, 
health care, manufacturing, pharmaceuticals, 
automotive, semiconductors and many more. 
Some of the main applications where these 
cables can be used, but not restricted to, are:

• Precision control sensors
•  Multi axis motion control
•  Temperature controllers
•  Control panels
•  Machine cutting tools
•  Auxiliary equipment
•  Motor speed controls
•  Production machinery
•  Blade pitch control (WT)
•  Control & instrumentation circuits

Application Advantage

Belden‘s machine builder choice MachFlex 
cables have the following advantages which 
ensures greater performance level for the 
machine builders and a higher uptime for the 
end users:

• Flexible conductor, insulation & sheath 
 material 

•  Oil resistant DIN EN 50290-2-22 (TM54)

•  Wider fixed temperature range (-40°C To 
+80°C)

• Good shield effectiveness

•  Good Sunlight (UV) & Chemical Resistant

•  Environmental friendly cables (RoHS)

Product Features

Major features of the new machine builder 
choice MachFlex cables include:

•  Various conductor sizes from 0.5mm² up to 
25mm2 

•  Bare copper conductors (DIN VDE 0295)
• PVC insulation & jacket / sheath
•  Optional ground wire in green  /  yellow color
•  Optional tinned copper braid (CY)
•  Optional steel wire braid (SY)
•  Voltage (Uo/U) = 300/500V or 470/750V 
•  Variety of insulation & jacket color options
•  Drum packaging

About MachFlex Industrial Cables MachFlex
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MachFlex 350 YY Cables Unshielded PVC Control Cables 

Applications

Designed for applications which are installed in occasional flexing and fixed locations. 
Cable applications include precision control sensors, multi axis control machines, 
temperature controllers, control panels, machine cutting tools, auxiliary equipment, 
motor speed control, production machinery and many more.

General Reference Standards

• DIN VDE 0295, IEC 60228, BS6360
• DIN EN 50290-2-22, DIN VDE 0207-363-4-1, DIN EN 50525-2-51
• DIN VDE 0482-332-1-2, DIN EN 60332-1-2, IEC 60332-1-2
• RoHS, REACH & CE Directives 

1. Conductor Material Stranded bare copper (DIN VDE 0295 Class 5)

2. Insulation Material & Color Insulation Material & Colour PVC (polyvinyl chloride). 
A) All black color with number coding = without protective conductor. B) Black 
color with number coding plus 1 green & yellow = with protective conductor.

3. Jacket / Sheath Material PVC (polyvinyl chloride)

4. Flame Retardancy VDE 0482-332-1-2, DIN EN 60332-1-2, IEC 60332-1-2

5. Voltage Rating (Uo/U) Up to 1.5 mm2: 300 / 500 V
From 2.5 mm2: 450 / 750 V

6. Oil Resistant DIN EN 50290-2-22 (TM54)

7. Temperature Range -30 °C TO +70 °C (Occasional movement)
-40 °C TO +80 °C (Fixed installation)

8. Bending Radius 10 x OD (Occasional movement)
4 x OD (Fixed installation)

9. Other Properties Good UV resistance, chemical resistance & flexibility

Construction and Performance

4



Conductor 25.00 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 22.3 720.00   3GJ 3G25
4 24.9 960.00   4GJ 4G25
5 27.7 1,200.00   5GJ 5G25
7 30.6 1,680.00   7GJ 7G25

Conductor 16.00 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 18.1 460.50   3GI 3G16
4 20.2 614.00   4GI 4G16
5 22.4 768.00   5GI 5G16
7 24.8 1,075.00 7GI 7G16

Conductor 4.00 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 9.8 115.00   3GF 3G4
4 10.9 154.00   4GF 4G4
5 12.0 192.00   5GF 5G4
7 13.3 269.00   7GF 7G4
9 16.6 345.90   9GF 9G4
12 18.1 461.00 12GF 12G4

Conductor 2.50 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 8.3 72.00   3GE 3G2.5
4 9.2 96.00   4GE 4G2.5
5 10.1 120.00   5GE 5G2.5
7 11.2 168.00   7GE 7G2.5
12 15.2 288.00   12GE 12G2.5
20 19.2 480.00 20GE 20G2.5

Conductor 1.50 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 6.4 43.00   3GD 3G1.5
4 7.0  58.00   4GD 4G1.5
5 7.8  72.00   5GD 5G1.5
7 8.5  101.00   7GD 7G1.5
12 11.5  173.00   12GD 12G1.5
20 14.5  288.30 20GD 20G1.5

Conductor 1.00 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 5.8 28.80   3GC 3G1.0
4 6.4 38.40   4GC 4G1.0
5 7.1 48.00   5GC 5G1.0
7 7.8 67.00   7GC 7G1.0
12 10.5 115.00   12GC 12G1.0
20 13.2 192.00 20GC 20G1.0

MachFlex 350 YY Unshielded PVC Control Cables
UNSHIELDED CABLE WITH (G) PROTECTIVE GROUND

• Putup length & tolerance of the cables will vary depending on the construction of the cable
• MOQ will vary depending on the construction of the cable & provided at the time of quotation
• Cable requested outside the above design criteria can be reviewed and quoted

Conductor 0.75 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 5.4  21.60   3GB 3G0.75
4 5.9  28.80   4GB 4G0.75
5 6.5  36.00   5GB 5G0.75
7 7.2  50.00   7GB 7G0.75
12 9.6  86.00   12GB 12G0.75
20 12.1  143.30   20GB 20G0.75

Conductor 0.50 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 4.9 14.40 3GA 3G0.5
4 5.3 19.20 4GA 4G0.5
5 5.9 24.00 5GA 5G0.5
7 6.4 33.60 7GA 7G0.5
12 8.6 58.00 12GA 12G0.5
20 10.8 96.70  20GA 20G0.5

Conductor 10.00 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 14.8 288.00   3GH 3G10
4 16.5 384.00   4GH 4G10
5 18.3 480.00   5GH 5G10
7 20.3 672.00   7GH 7G10
9 25.5 864.00   9GH 9G10

Conductor 6.00 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 11.8 172.80   3GG 3G6
4 13.1 230.00   4GG 4G6
5 14.5 288.00   5GG 5G6
7 16.0 403.00   7GG 7G6
9 20.1 518.10 9GG 9G6

• DIN VDE 0295, IEC 60228, BS6360
• DIN EN 50290-2-22, DIN VDE 0207-363-4-1
• DIN VDE 0482-332-1-2, DIN EN 60332-1-2, IEC 60332-1-2
• DIN EN 50525-2-51
• RoHS, REACH & CE Directives

1 = Conductor
2 = Insulation
3 = Inner Sheath

3 2 1
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Conductor 25.00 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 22.3 720.00   3XJ 3X25
4 24.9 960.00   4XJ 4X25
5 27.7 1,200.00   5XJ 5X25
7 30.6 1,680.00   7XJ 7X25

Conductor 16.00 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 18.1 460.50   3XI 3X16
4 20.2 614.00   4XI 4X16
5 22.4 768.00   5XI 5X16
7 24.8 1,075.00  7XI 7X16

Conductor 4.00 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 9.8  115.00   3XF 3X4
4 10.9  154.00   4XF 4X4
5 12.0  192.00   5XF 5X4
7 13.3  269.00   7XF 7X4
9 16.6  345.90   9XF 9X4
12 18.1  461.00   12XF 12X4

Conductor 2.50 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 8.3  72.00   3XE 3X2.5
4 9.2  96.00   4XE 4X2.5
5 10.1  120.00   5XE 5X2.5
7 11.2  168.00   7XE 7X2.5
12 15.2  288.00   12XE 12X2.5
20 19.2  480.00 20XE 20X2.5

Conductor 1.50 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 6.4 43.00   3XD 3X1.5
4 7.0 58.00   4XD 4X1.5
5 7.8 72.00   5XD 5X1.5
7 8.5 101.00   7XD 7X1.5
12 11.5 173.00   12XD 12X1.5
20 14.5 288.30   20XD 20X1.5

Conductor 1.00 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 5.8 28.80   3XC 3X1.0
4 6.4 38.40   4XC 4X1.0
5 7.1 48.00   5XC 5X1.0
7 7.8 67.00   7XC 7X1.0
12 10.5 115.00   12XC 12X1.0
20 13.2 192.00   20XC 20X1.0

Conductor 0.75 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 5.4 21.60   3XB 3X0.75
4 5.9 28.80   4XB 4X0.75
5 6.5 36.00   5XB 5X0.75
7 7.2 50.00   7XB 7X0.75
12 9.6 86.00   12XB 12X0.75
20 12.1 143.30   20XB 20X0.75

Conductor 0.50 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 4.9 14.40 3XA 3X0.5
4 5.3 19.20 4XA 4X0.5
5 5.9 24.00 5XA 5X0.5
7 6.4 33.60 7XA 7X0.5
12 8.6 58.00 12XA 12X0.5
20 10.8 96.70  20XA 20X0.5

MachFlex 350 YY Unshielded PVC Control Cables
UNSHIELDED CABLE WITHOUT (G) PROTECTIVE GROUND

• Putup length & tolerance of the cables will vary depending on the construction of the cable
• MOQ will vary depending on the construction of the cable & provided at the time of quotation
• Cable requested outside the above design criteria can be reviewed and quoted

Conductor 10.00 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 14.8 288.00   3XH 3X10
4 16.5 384.00   4XH 4X10
5 18.3 480.00   5XH 5X10
7 20.3 672.00   7XH 7X10
9 25.5 864.00 9XH 9X10

Conductor 6.00 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 11.8 172.80   3XG 3X6
4 13.1 230.00   4XG 4X6
5 14.5 288.00   5XG 5X6
7 16.0 403.00   7XG 7X6
9 20.1 518.10 9XG 9X6

• DIN VDE 0295, IEC 60228, BS6360
• DIN EN 50290-2-22, DIN VDE 0207-363-4-1
• DIN VDE 0482-332-1-2, DIN EN 60332-1-2, IEC 60332-1-2
• DIN EN 50525-2-51
• RoHS, REACH & CE Directives

1 = Conductor
2 = Insulation
3 = Inner Sheath

3 2 1
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MachFlex 350 CY Cables

Tinned Copper Braid Shield (TCB) -  
Excellent Noise Immunity

Shielded (CY) PVC Control Cables

Applications

Designed for applications which are installed in occasional flexing and fixed locations. Cable 
applications include precision control sensors, multi axis control machines, temperature 
controllers, control panels, machine cutting tools, auxiliary equipment, motor speed control, 
production machinery and many more.

General Reference Standards

• DIN VDE 0295, IEC 60228, BS6360
• DIN EN 50290-2-22, DIN VDE 0207-363-4-1
• DIN VDE 0482-332-1-2, DIN EN 60332-1-2, IEC 60332-1-2
• DIN EN 50525-2-51
• RoHS, REACH & CE Directives

1. Conductor Material Stranded bare copper (DIN VDE 0295 Class 5)

2. Insulation Material & Color Insulation Material & Color PVC (polyvinyl chloride). 
A) All black color with number coding = without protective conductor. B) Black 
color with number coding plus 1 green & yellow = with protective conductor.

3. Braid Shield Material Tinned Copper Braid Shield

4. Jacket / Sheath Material PVC (polyvinyl chloride)

5. Flame Retardancy VDE 0482-332-1-2, DIN EN 60332-1-2, IEC 60332-1-2

6. Voltage Rating (Uo/U) Up to 1.5 mm2: 300 / 500 V
From 2.5 mm2: 450 / 750 V

7. Oil Resistant DIN EN 50290-2-22 (TM54)

8. Temperature Range -30 °C TO +70 °C (Occasional movement)
-40 °C TO +80 °C (Fixed installation)

9. Bending Radius 20 x OD (Occasional movement)
6 x OD (Fixed installation)

10. Other Properties Good UV resistance, chemical resistance & flexibility

Construction and Performance
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MachFlex 350 CY Shielded (CY) PVC Control Cables
TINNED COPPER BRAID SHIELDED CABLE WITH (G) PROTECTIVE GROUND

• Putup length & tolerance of the cables will vary depending on the construction of the cable
• MOQ will vary depending on the construction of the cable & provided at the time of quotation
• Cable requested outside the above design criteria can be reviewed and quoted

Conductor 25.00 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 25.9 853.33   3GJCY 3G25CY
4 28.6 1,137.78   4GJCY 4G25CY
5 31.5 1,372.00   5GJCY 5G25CY
7 34.2 1,920.80 7GJCY 7G25CY

Conductor 16.00 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 21.5 594.86   3GICY 3G16CY
4 23.6 787.92   4GICY 4G16CY
5 26.0 916.30   5GICY 5G16CY
7 28.5 1,282.82 7GICY 7G16CY

Conductor 4.00 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 12.6 174.20   3GFCY 3G4CY
4 13.7 232.26   4GFCY 4G4CY
5 14.9 274.40   5GFCY 5G4CY
7 16.2 384.16   7GFCY 7G4CY
9 20.0 493.92   9GFCY 9G4CY
12 21.5 658.56 12GFCY 12G4CY

Conductor 2.50 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 11.0 143.08   3GECY 3G2.5CY
4 11.9 163.66   4GECY 4G2.5CY
5 12.9 196.00   5GECY 5G2.5CY
7 14.0 282.24   7GECY 7G2.5CY
12 18.2 467.75   12GECY 12G2.5CY
20 22.7 779.58 20GECY 20G2.5CY

Conductor 1.50 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 9.0 77.42   3GDCY 3G1.5CY
4 9.7 95.06   4GDCY 4G1.5CY
5 10.5 113.68   5GDCY 5G1.5CY
7 11.3 146.02   7GDCY 7G1.5CY
12 14.4 274.40   12GDCY 12G1.5CY
20 17.5 457.33 20GDCY 20G1.5CY

Conductor 1.00 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 8.2 63.70   3GCCY 3G1.0CY
4 9.1 76.44   4GCCY 4G1.0CY
5 9.8 87.22   5GCCY 5G1.0CY
7 10.5 110.74   7GCCY 7G1.0CY
12 13.3 184.34   12GCCY 12G1.0CY
20 16.1 307.23 20GCCY 20G1.0CY

Conductor 0.75 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 7.7 55.86   3GBCY 3G0.75CY
4 8.3 62.72   4GBCY 4G0.75CY
5 9.2 75.46   5GBCY 5G0.75CY
7 9.9 99.96   7GBCY 7G0.75CY
12 12.4 173.46   12GBCY 12G0.75CY
20 15.0 289.10 20GBCY 20G0.75CY

Conductor 0.50 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 7.2 45.08   3GACY 3G0.5CY
4 7.7 53.90   4GACY 4G0.5CY
5 8.3 64.68   5GACY 5G0.5CY
7 9.1 78.40   7GACY 7G0.5CY
12 11.4 135.73   12GACY 12G0.5CY
20 13.7 226.25  20GACY 20G0.5CY

Conductor 10.00 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 17.8 355.15   3GHCY 3G10CY
4 19.8 507.64   4GHCY 4G10CY
5 21.7 583.10   5GHCY 5G10CY
7 23.8 780.08   7GHCY 7G10CY
9 29.2 1,004.24   9GHCY 9G10CY

Conductor 6.00 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 14.6 233.73   3GGCY 3G6CY
4 16.0 311.64   4GGCY 4G6CY
5 17.5 432.18   5GGCY 5G6CY
7 19.1 519.40   7GGCY 7G6CY
9 23.6 667.80 9GGCY 9G6CY

• DIN VDE 0295, IEC 60228, BS6360
• DIN EN 50290-2-22, DIN VDE 0207-363-4-1
• DIN VDE 0482-332-1-2, DIN EN 60332-1-2, IEC 60332-1-2
• DIN EN 50525-2-51
• RoHS, REACH & CE Directives

1 = Conductor
2 = Insulation
3 = Inner Sheath
4 = Tinned Copper 
     Braid Shielded
5 = Outer Sheath

5 4 3 2 1
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Conductor 25.00 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 25.9 853.33   3XJCY 3X25CY
4 28.6 1,137.78   4XJCY 4X25CY
5 31.5 1,372.00   5XJCY 5X25CY
7 34.2 1,920.80 7XJCY 7X25CY

Conductor 16.00 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 21.5 594.86   3XICY 3X16CY
4 23.6 787.92   4XICY 4X16CY
5 26.0 916.30   5XICY 5X16CY
7 28.5 1,282.82 7XICY 7X16CY

Conductor 4.00 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 12.6 174.20   3XFCY 3X4CY
4 13.7 232.26   4XFCY 4X4CY
5 14.9 274.40   5XFCY 5X4CY
7 16.2 384.16   7XFCY 7X4CY
9 20.0 493.92   9XFCY 9X4CY
12 21.5 658.56   12XFCY 12X4CY

Conductor 2.50 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 11.0 143.08   3XECY 3X2.5CY
4 11.9 163.66   4XECY 4X2.5CY
5 12.9 196.00   5XECY 5X2.5CY
7 14.0 282.24   7XECY 7X2.5CY
12 18.2 467.75   12XECY 12X2.5CY
20 22.7 779.58 20XECY 20X2.5CY

Conductor 1.50 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 9.0 77.42   3XDCY 3X1.5CY
4 9.7 95.06   4XDCY 4X1.5CY
5 10.5 113.68   5XDCY 5X1.5CY
7 11.3 146.02   7XDCY 7X1.5CY
12 14.4 274.40   12XDCY 12X1.5CY
20 17.5 457.33 20XDCY 20X1.5CY

Conductor 1.00 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 8.2 63.70   3XCCY 3X1.0CY
4 9.1 76.44   4XCCY 4X1.0CY
5 9.8 87.22   5XCCY 5X1.0CY
7 10.5 110.74   7XCCY 7X1.0CY
12 13.3 184.34   12XCCY 12X1.0CY
20 16.1 307.23  20XCCY 20X1.0CY

Conductor 0.75 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 7.7 55.86   3XBCY 3X0.75CY
4 8.3 62.72   4XBCY 4X0.75CY
5 9.2 75.46   5XBCY 5X0.75CY
7 9.9 99.96   7XBCY 7X0.75CY
12 12.4 173.46   12XBCY 12X0.75CY
20 15.0 289.10 20XBCY 20X0.75CY

Conductor 0.50 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 7.2 45.08   3XACY 3X0.5CY
4 7.7 53.90   4XACY 4X0.5CY
5 8.3 64.68   5XACY 5X0.5CY
7 9.1 78.40   7XACY 7X0.5CY
12 11.4 135.73   12XACY 12X0.5CY
20 13.7 226.25 20XACY 20X0.5CY

Conductor 10.00 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 17.8 355.15   3XHCY 3X10CY
4 19.8 507.64   4XHCY 4X10CY
5 21.7 583.10   5XHCY 5X10CY
7 23.8 780.08   7XHCY 7X10CY
9 29.2 1,004.24 9XHCY 9X10CY

Conductor 6.00 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 14.6 233.73   3XGCY 3X6CY
4 16.0 311.64   4XGCY 4X6CY
5 17.5 432.18   5XGCY 5X6CY
7 19.1 519.40   7XGCY 7X6CY
9 23.6 667.80 9XGCY 9X6CY

• Putup length & tolerance of the cables will vary depending on the construction of the cable
• MOQ will vary depending on the construction of the cable & provided at the time of quotation
• Cable requested outside the above design criteria can be reviewed and quoted

MachFlex 350 CY Shielded (CY) PVC Control Cables
TINNED COPPER BRAID SHIELDED CABLE WITHOUT (G) PROTECTIVE GROUND

5 4 3 2 1

• DIN VDE 0295, IEC 60228, BS6360
• DIN EN 50290-2-22, DIN VDE 0207-363-4-1
• DIN VDE 0482-332-1-2, DIN EN 60332-1-2, IEC 60332-1-2
• DIN EN 50525-2-51
• RoHS, REACH & CE Directives

1 = Conductor
2 = Insulation
3 = Inner Sheath
4 = Tinned Copper 
     Braid Shielded
5 = Outer Sheath
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MachFlex 350 SY Cables

Galvanized Steel Wire Braid (GSWB)  -  
Excellent Mechanical Protection

Armored (SY) PVC Control Cables

Applications

Designed for applications which are installed in occasional flexing and fixed locations. Cable 
applications include precision control sensors, multi axis control machines, temperature 
controllers, control panels, machine cutting tools, auxiliary equipment, motor speed control, 
production machinery and many more.

General Reference Standards

• DIN VDE 0295, IEC 60228, BS6360
• DIN EN 50290-2-22, DIN VDE 0207-363-4-1
• DIN VDE 0482-332-1-2, DIN EN 60332-1-2, IEC 60332-1-2
• DIN EN 50525-2-51
• RoHS, REACH & CE Directives 

Construction and Performance

1. Conductor Material Stranded bare copper (DIN VDE 0295 Class 5)

2. Insulation Material & Color Insulation Material & Colour PVC (polyvinyl chloride). 
A) All black color with number coding = without protective conductor. B) Black 
color with number coding plus 1 green & yellow = with protective conductor.

3. Braid Shield Material GSWB (Galvanized Steel Wire Braid)

4. Jacket / Sheath Material PVC (polyvinyl chloride)

5. Flame Retardancy VDE 0482-332-1-2, DIN EN 60332-1-2, IEC 60332-1-2

6. Voltage Rating (Uo/U) Up to 1.5 mm2: 300 / 500 V
From 2.5 mm2: 450 / 750 V

7. Oil Resistant DIN EN 50290-2-22 (TM54)

8. Temperature Range -30 °C TO +70 °C (Occasional movement)
-40 °C TO +80 °C (Fixed installation)

9. Bending Radius 20 x OD (Occasional movement)
6 x OD (Fixed installation)

10. Other Properties Good UV resistance, chemical resistance & flexibility
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Conductor 25.00 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 25.9 720.00   3GJSY 3G25SY
4 28.6 960.00   4GJSY 4G25SY
5 31.2 1,200.00   5GJSY 5G25SY
7 33.9 1,680.00 7GJSY 7G25SY

Conductor 16.00 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 21.4 460.50   3GISY 3G16SY
4 23.6 614.00   4GISY 4G16SY
5 26.1 768.00   5GISY 5G16SY
7 28.4 1,075.00  7GISY 7G16SY

Conductor 4.00 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 12.6 115.00   3GFSY 3G4SY
4 13.9 154.00   4GFSY 4G4SY
5 15.1 192.00   5GFSY 5G4SY
7 16.4 269.00   7GFSY 7G4SY
9 19.9 345.90   9GFSY 9G4SY
12 21.5 461.00 12GFSY 12G4SY

Conductor 2.50 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 11.0 72.00   3GESY 3G2.5SY
4 11.9 96.00   4GESY 4G2.5SY
5 12.9 120.00   5GESY 5G2.5SY
7 14.2 168.00   7GESY 7G2.5SY
12 18.4 288.00   12GESY 12G2.5SY
20 22.6 480.00 20GESY 20G2.5SY

Conductor 1.50 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 9.0 43.00   3GDSY 3G1.5SY
4 9.7 58.00   4GDSY 4G1.5SY
5 10.5 72.00   5GDSY 5G1.5SY
7 11.3 101.00   7GDSY 7G1.5SY
12 14.6 173.00   12GDSY 12G1.5SY
20 17.7 288.30 20GDSY 20G1.5SY

Conductor 1.00 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 8.4 28.80   3GCSY 3G1.0SY
4 9.1 38.40   4GCSY 4G1.0SY
5 9.8 48.00   5GCSY 5G1.0SY
7 10.5 67.00   7GCSY 7G1.0SY
12 13.3 115.00   12GCSY 12G1.0SY
20 16.3 192.00   20GCSY 20G1.0SY

Conductor 0.75 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 8.0 21.60   3GBSY 3G0.75SY
4 8.6 28.80   4GBSY 4G0.75SY
5 9.2 36.00   5GBSY 5G0.75SY
7 9.9 50.00   7GBSY 7G0.75SY
12 12.4 86.00   12GBSY 12G0.75SY
20 15.2 143.30 20GBSY 20G0.75SY

Conductor 0.50 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 7.5 14.40   3GASY 3G0.5SY
4 8.0 19.20   4GASY 4G0.5SY
5 8.5 24.00   5GASY 5G0.5SY
7 9.1 33.60   7GASY 7G0.5SY
12 11.4 58.00   12GASY 12G0.5SY
20 13.9 96.70   20GASY 20G0.5SY

Conductor 10.00 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 18.0 288.00 3GHSY 3G10SY
4 19.8 384.00 4GHSY 4G10SY
5 21.7 480.00 5GHSY 5G10SY
7 23.7 672.00   7GHSY 7G10SY
9 29.1 864.00 9GHSY 9G10SY

Conductor 6.00 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 14.9 172.80 3GGSY 3G6SY
4 16.2 230.00 4GGSY 4G6SY
5 17.7 288.00 5GGSY 5G6SY
7 19.3 403.00 7GGSY 7G6SY
9 23.5 518.10 9GGSY 9G6SY

MachFlex 350 SY Armored (SY) PVC Control Cables
GALVANIZED STEEL WIRE BRAID SHIELD (GSWB) CABLE WITH (G) PROTECTIVE GROUND

• Putup length & tolerance of the cables will vary depending on the construction of the cable
• MOQ will vary depending on the construction of the cable & provided at the time of quotation
• Cable requested outside the above design criteria can be reviewed and quoted

• DIN VDE 0295, IEC 60228, BS6360
• DIN EN 50290-2-22, DIN VDE 0207-363-4-1
• DIN VDE 0482-332-1-2, DIN EN 60332-1-2, IEC 60332-1-2
• DIN EN 50525-2-51
• RoHS, REACH & CE Directives

1 = Conductor
2 = Insulation
3 = Inner Sheath
4 = Galvanized Steel  
       Wire Braid Shield
5 = Outer Sheath

5 4 3 2 1
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MachFlex 350 SY Armored (SY) PVC Control Cables
GALVANIZED STEEL WIRE BRAID SHIELD (GSWB) CABLE WITHOUT (G) PROTECTIVE GROUND

• Putup length & tolerance of the cables will vary depending on the construction of the cable
• MOQ will vary depending on the construction of the cable & provided at the time of quotation
• Cable requested outside the above design criteria can be reviewed and quoted

Conductor 25.00 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 25.9 720.00   3XJSY 3X25SY
4 28.6 960.00   4XJSY 4X25SY
5 31.2 1,200.00   5XJSY 5X25SY
7 33.9 1,680.00 7XJSY 7X25SY

Conductor 16.00 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 21.4 460.50   3XISY 3X16SY
4 23.6 614.00   4XISY 4X16SY
5 26.1 768.00   5XISY 5X16SY
7 28.4 1,075.00  7XISY 7X16SY

Conductor 4.00 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 12.6 115.00   3XFSY 3X4SY
4 13.9 154.00   4XFSY 4X4SY
5 15.1 192.00   5XFSY 5X4SY
7 16.4 269.00   7XFSY 7X4SY
9 19.9 345.90   9XFSY 9X4SY
12 21.5 461.00 12XFSY 12X4SY

Conductor 2.50 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 11.0 72.00   3XESY 3X2.5SY
4 11.9 96.00   4XESY 4X2.5SY
5 12.9 120.00   5XESY 5X2.5SY
7 14.2 168.00   7XESY 7X2.5SY
12 18.4 288.00   12XESY 12X2.5SY
20 22.6 480.00 20XESY 20X2.5SY

Conductor 1.50 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 9.0 43.00   3XDSY 3X1.5SY
4 9.7 58.00   4XDSY 4X1.5SY
5 10.5 72.00   5XDSY 5X1.5SY
7 11.3 101.00   7XDSY 7X1.5SY
12 14.6 173.00   12XDSY 12X1.5SY
20 17.7 288.30 20XDSY 20X1.5SY

Conductor 1.00 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 8.4 28.80   3XCSY 3X1.0SY
4 9.1 38.40   4XCSY 4X1.0SY
5 9.8 48.00   5XCSY 5X1.0SY
7 10.5 67.00   7XCSY 7X1.0SY
12 13.3 115.00   12XCSY 12X1.0SY
20 16.3 192.00   20XCSY 20X1.0SY

Conductor 0.75 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 8.0 21.60   3XBSY 3X0.75SY
4 8.6 28.80   4XBSY 4X0.75SY
5 9.2 36.00   5XBSY 5X0.75SY
7 9.9 50.00   7XBSY 7X0.75SY
12 12.4 86.00   12XBSY 12X0.75SY
20 15.2 143.30 20XBSY 20X0.75SY

Conductor 0.50 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 7.5 14.40   3XASY 3X0.5SY
4 8.0 19.20   4XASY 4X0.5SY
5 8.5 24.00   5XASY 5X0.5SY
7 9.1 33.60   7XASY 7X0.5SY
12 11.4 58.00   12XASY 12X0.5SY
20 13.9 96.70   20XASY 20X0.5SY

Conductor 10.00 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 18.0 288.00 3XHSY 3X10SY
4 19.8 384.00 4XHSY 4X10SY
5 21.7 480.00 5XHSY 5X10SY
7 23.7 672.00   7XHSY 7X10SY
9 29.1 864.00 9XHSY 9X10SY

Conductor 6.00 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 14.9 172.80 3XGSY 3X6SY
4 16.2 230.00 4XGSY 4X6SY
5 17.7 288.00 5XGSY 5X6SY
7 19.3 403.00 7XGSY 7X6SY
9 23.5 518.10 9XGSY 9X6SY

• DIN VDE 0295, IEC 60228, BS6360
• DIN EN 50290-2-22, DIN VDE 0207-363-4-1
• DIN VDE 0482-332-1-2, DIN EN 60332-1-2, IEC 60332-1-2
• DIN EN 50525-2-51
• RoHS, REACH & CE Directives

1 = Conductor
2 = Insulation
3 = Inner Sheath
4 = Galvanized Steel  
       Wire Braid Shield
5 = Outer Sheath

5 4 3 2 1

12



MachFlex 375 YY Cables Unshielded PVC Control Cables

Applications

Designed for applications which are installed in occasional flexing and fixed locations. Cable 
applications include precision control sensors, multi axis control machines, temperature 
controllers, control panels, machine cutting tools, auxiliary equipment, motor speed control, 
production machinery and many more.

General Reference Standards

• DIN VDE 0295, IEC 60228, BS6360
• DIN EN 50290-2-22, DIN VDE 0207-363-4-1
• IEC 60227-5
• DIN VDE 0482-332-1-2, DIN EN 60332-1-2, IEC 60332-1-2
• RoHS, REACH & CE Directives 

Construction and Performance

1. Conductor Material Stranded bare copper (DIN VDE 0295 Class 5)

2. Insulation Material & Color PVC (polyvinyl chloride). A) Up to 5 cores: color-coded.  
From 6 cores: Belden MachFlex Color code. B) G = with GN-YE protective 
conductor; X = without protective conductor.

3. Braid Shield Material Tinned Copper Braid Shield

4. Jacket / Sheath Material PVC (polyvinyl  chloride)

5. Flame Retardancy VDE 0482-332-1-2, DIN EN 60332-1-2, IEC 60332-1-2

6. Voltage Rating (Uo/U) Up to 1.5 mm2: 300 / 500 V
From 2.5 mm2: 450 / 750 V

7. Oil Resistant DIN EN 50290-2-22 (TM54)

8. Temperature Range -5 °C TO +70 °C (Occasional movement)
-40 °C TO +80 °C (Fixed installation)

9. Bending Radius 10 x OD (Occasional movement)
4 x OD (Fixed installation)

10. Other Properties Good UV resistance, chemical resistance & flexibility
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Conductor 25.00 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 22.3 720.00   C3GJ C3G25
4 24.9 960.00   C4GJ C4G25
5 27.7 1,200.00   C5GJ C5G25

Conductor 16.00 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 19.6 460.50   C3GI C3G16
4 21.9 614.00   C4GI C4G16
5 24.3 768.00   C5GI C5G16

Conductor 4.00 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 11.3 115.00   3GF C3G4
4 12.6 154.00   4GF C4G4
5 13.9 192.00   5GF C5G4
7 15.4 269.00   7GF C7G4
9 19.3 345.90   C9GF C9G4
12 21.0 461.00 C12GF C12G4

Conductor 2.50 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 9.8 72.00   C3GE C3G2.5
4 10.9 96.00   C4GE C4G2.5
5 12.0 120.00   C5GE C5G2.5
7 13.3 168.00   C7GE C7G2.5
9 16.6 216.00   C9GE C9G2.5
12 18.1 288.00 C12GE C12G2.5

Conductor 1.50 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 6.6 43.00   C3GD C3G1.5
4 7.3 58.00   C4GD C4G1.5
5 8.1 72.00   C5GD C5G1.5
7 8.9 101.00   C7GD C7G1.5
12 12.0 173.00   C12GD C12G1.5
20 15.1 288.30 C20GD C20G1.5

Conductor 1.00 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 6.1 28.80   C3GC C3G1.0
4 6.7 38.40   C4GC C4G1.0
5 7.4 48.00   C5GC C5G1.0
7 8.1 67.00   C7GC C7G1.0
12 10.9 115.00   C12GC C12G1.0
20 13.8 192.00   C20GC C20G1.0

Conductor 0.75 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 5.6 21.60   C3GB C3G0.75
4 6.2 28.80   C4GB C4G0.75
5 6.8 36.00   C5GB C5G0.75
7 7.5 50.00   C7GB C7G0.75
12 10.1 86.00   C12GB C12G0.75
20 12.7 143.30 C20GB C20G0.75

Conductor 0.50 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 5.1 14.40   C3GA C3G0.5
4 5.6 19.20   C4GA C4G0.5
5 6.2 24.00   C5GA C5G0.5
7 6.8 33.60   C7GA C7G0.5
12 9.1 58.00   C12GA C12G0.5
20 11.4 96.70   C20GA C20G0.5

Conductor 10.00 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 15.3 288.00 C3GH C3G10
4 17.1 384.00 C4GH C4G10
5 19.0 480.00 C5GH C5G10
7 21.0 672.00   C7GH C7G10
9 26.4 864.00 C9GH C9G10

Conductor 6.00 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 12.8 172.80 C3GG C3G6
4 14.2 230.00 C4GG C4G6
5 15.8 288.00 C5GG C5G6
7 17.4 403.00 C7GG C7G6
9 21.9 518.10 C9GG C9G6

MachFlex 375 YY Unshielded PVC Control Cables
UNSHIELDED CABLE WITH (G) PROTECTIVE GROUND

• Putup length & tolerance of the cables will vary depending on the construction of the cable
• MOQ will vary depending on the construction of the cable & provided at the time of quotation
• Cable requested outside the above design criteria can be reviewed and quoted

• DIN VDE 0295, IEC 60228, BS6360
• DIN EN 50290-2-22, DIN VDE 0207-363-4-1
• DIN VDE 0482-332-1-2, DIN EN 60332-1-2, IEC 60332-1-2
• RoHS, REACH & CE Directives

1 = Conductor
2 = Insulation
3 = Sheath

3 12
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Conductor 25.00 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 22.3 720.00   C3XJ C3X25
4 24.9 960.00   C4XJ C4X25
5 27.7 1,200.00   C5XJ C5X25

Conductor 16.00 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 19.6 460.50   C3XI C3X16
4 21.9 614.00   C4XI C4X16
5 24.3 768.00   C5XI C5X16

Conductor 4.00 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 11.3 115.00   C3XF C3X4
4 12.6 154.00   C4XF C4X4
5 13.9 192.00   C5XF C5X4
7 15.4 269.00   C7XF C7X4
9 19.3 345.90   C9XF C9X4
12 21.0 461.00 C12XF C12X4

Conductor 2.50 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 9.8 72.00   C3XE C3X2.5
4 10.9 96.00   C4XE C4X2.5
5 12.0 120.00   C5XE C5X2.5
7 13.3 168.00   C7XE C7X2.5
9 16.6 216.00   C9XE C9X2.5
12 18.1 288.00 C12XE C12X2.5

Conductor 1.50 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 6.6 43.00   C3XD C3X1.5
4 7.3 58.00   C4XD C4X1.5
5 8.1 72.00   C5XD C5X1.5
7 8.9 101.00   C7XD C7X1.5
12 12.0 173.00   C12XD C12X1.5
20 15.1 288.30 C20XD C20X1.5

Conductor 1.00 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 6.1 28.80   C3XC C3X1.0
4 6.7 38.40   C4XC C4X1.0
5 7.4 48.00   C5XC C5X1.0
7 8.1 67.00   C7XC C7X1.0
12 10.9 115.00   C12XC C12X1.0
20 13.8 192.00   C20XC C20X1.0

Conductor 0.75 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 5.6 21.60   C3XB C3X0.75
4 6.2 28.80   C4XB C4X0.75
5 6.8 36.00   C5XB C5X0.75
7 7.5 50.00   C7XB C7X0.75
12 10.1 86.00   C12XB C12X0.75
20 12.7 143.30 C20XB C20X0.75

Conductor 0.50 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 5.1 14.40   C3XA C3X0.5
4 5.6 19.20   C4XA C4X0.5
5 6.2 24.00   C5XA C5X0.5
7 6.8 33.60   C7XA C7X0.5
12 9.1 58.00   C12XA C12X0.5
20 11.4 96.70   C20XA C20X0.5

Conductor 10.00 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 15.3 288.00 C3XH C3X10
4 17.1 384.00 C4XH C4X10
5 19.0 480.00 C5XH C5X10
7 21.0 672.00   C7XH C7X10
9 26.4 864.00 C9XH C9X10

Conductor 6.00 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 12.8 172.80 C3XG C3X6
4 14.2 230.00 C4XG C4X6
5 15.8 288.00 C5XG C5X6
7 17.4 403.00 C7XG C7X6
9 21.9 518.10 C9XG C9X6

MachFlex 375 YY Unshielded PVC Control Cables
UNSHIELDED CABLE WITHOUT (G) PROTECTIVE GROUND

• Putup length & tolerance of the cables will vary depending on the construction of the cable
• MOQ will vary depending on the construction of the cable & provided at the time of quotation
• Cable requested outside the above design criteria can be reviewed and quoted

• DIN VDE 0295, IEC 60228, BS6360
• DIN EN 50290-2-22, DIN VDE 0207-363-4-1
• DIN VDE 0482-332-1-2, DIN EN 60332-1-2, IEC 60332-1-2
• RoHS, REACH & CE Directives

1 = Conductor
2 = Insulation
3 = Sheath

3 12
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MachFlex 375 CY Cables

Tinned Copper Braid Shield (TCB) -
Excellent Noise Immunity

Shielded (CY) PVC Control Cables

Applications

Designed for applications which are installed in occasional flexing and fixed locations. Cable 
applications include precision control sensors, multi axis control machines, temperature 
controllers, control panels, machine cutting tools, auxiliary equipment, motor speed control, 
production machinery and many more.

General Reference Standards

• DIN VDE 0295, IEC 60228, BS6360
• DIN EN 50290-2-22, DIN VDE 0207-363-4-1
• IEC 60227-5, VDE 0281
• DIN VDE 0482-332-1-2, DIN EN 60332-1-2, IEC 60332-1-2
• RoHS, REACH & CE Directives 

Construction and Performance

1. Conductor Material Stranded bare copper (DIN VDE 0295 Class 5)

2. Insulation Material & Color PVC (polyvinyl chloride). A) AA) Up to 5 cores: color-coded. 
From 6 cores: Belden MachFlex Color code. B) G = with GN-YE protective 
conductor; X = without protective conductor.

3. Braid Shield Material Tinned Copper Braid Shield

4. Jacket / Sheath Material PVC (polyvinyl chloride)

5. Flame Retardancy VDE 0482-332-1-2, DIN EN 60332-1-2, IEC 60332-1-2

6. Voltage Rating (Uo/U) Up to 1.5 mm2: 300 / 500 V
From 2.5 mm2: 450 / 750 V

7. Oil Resistant DIN EN 50290-2-22 (TM54)

8. Temperature Range -5 °C TO +70 °C (Occasional movement)
-40 °C TO +80 °C (Fixed installation)

9. Bending Radius 20 x OD (Occasional movement)
6 x OD (Fixed installation)

10. Other Properties Good UV resistance, chemical resistance & flexibility
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Conductor 25.00 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 25.4 853.33   C3GJCY C3G25CY
4 28.1 1,137.78   C4GJCY C4G25CY
5 30.8 1,372.00 C5GJCY C5G25CY

Conductor 16.00 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 22.5 594.86   C3GICY C3G16CY
4 24.9 787.92   C4GICY C4G16CY
5 27.4 916.30 C5GICY C5G16CY

Conductor 4.00 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 13.7 174.20   C3GFCY C3G4CY
4 15.1 232.26   C4GFCY C4G4CY
5 16.5 274.40   C5GFCY C5G4CY
7 18.0 384.16   C7GFCY C7G4CY
9 22.0 493.92   C9GFCY C9G4CY
12 24.0 658.56 C12GFCY C12G4CY

Conductor 2.50 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 12.0 143.08   C3GECY C3G2.5CY
4 13.3 163.66   C4GECY C4G2.5CY
5 14.5 196.00   C5GECY C5G2.5CY
7 15.8 282.24   C7GECY C7G2.5CY
9 19.2 362.88   C9GECY C9G2.5CY
12 20.8 467.75 C12GECY C12G2.5CY

Conductor 1.50 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 8.8 77.42   C3GDCY C3G1.5CY
4 9.5 95.06   C4GDCY C4G1.5CY
5 10.3 113.68   C5GDCY C5G1.5CY
7 11.1 146.02   C7GDCY C7G1.5CY
12 14.5 274.40   C12GDCY C12G1.5CY
20 17.7 457.33   C20GDCY C20G1.5CY

Conductor 1.00 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 8.2 63.70   C3GCCY C3G1.0CY
4 8.8 76.44   C4GCCY C4G1.0CY
5 9.6 87.22   C5GCCY C5G1.0CY
7 10.3 110.74   C7GCCY C7G1.0CY
12 13.4 184.34   C12GCCY C12G1.0CY
20 16.3 307.23  C20GCCY C20G1.0CY

Conductor 0.75 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 7.7 55.86   C3GBCY C3G0.75CY
4 8.3 62.72   C4GBCY C4G0.75CY
5 9.0 75.46   C5GBCY C5G0.75CY
7 9.7 99.96   C7GBCY C7G0.75CY
12 12.4 173.46   C12GBCY C12G0.75CY
20 15.2 289.10 C20GBCY C20G0.75CY

Conductor 0.50 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 7.2  45.08   C3GACY C3G0.5CY
4 7.7  53.90   C4GACY C4G0.5CY
5 8.3  64.68   C5GACY C5G0.5CY
7 8.9  78.40   C7GACY C7G0.5CY
12 11.3  135.73   C12GACY C12G0.5CY
20 13.9  226.25 C20GACY C20G0.5CY

Conductor 10.00 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 17.9 355.15   C3GHCY C3G10CY
4 19.8 507.64   C4GHCY C4G10CY
5 21.7 583.10   C5GHCY C5G10CY
7 24.0 780.08   C7GHCY C7G10CY
9 29.6 1,004.24 C9GHCY C9G10CY

Conductor 6.00 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 15.3 233.73   C3GGCY C3G6CY
4 16.8 311.64   C4GGCY C4G6CY
5 18.4 432.18   C5GGCY C5G6CY
7 20.1 519.40   C7GGCY C7G6CY
9 24.9 667.80 C9GGCY C9G6CY

MachFlex 375 CY Shielded (CY) PVC Control Cables
TINNED COPPER BRAID SHIELDED CABLE WITH (G) PROTECTIVE GROUND

• Putup length & tolerance of the cables will vary depending on the construction of the cable
• MOQ will vary depending on the construction of the cable & provided at the time of quotation
• Cable requested outside the above design criteria can be reviewed and quoted

5 4 3 2 1

• DIN VDE 0295, IEC 60228, BS6360
• DIN EN 50290-2-22, DIN VDE 0207-363-4-1
• DIN VDE 0482-332-1-2, DIN EN 60332-1-2, IEC 60332-1-2
• RoHS, REACH & CE Directives

1 = Conductor
2 = Insulation
3 = Inner Sheath
4 = Tinned Copper 
     Braid Shielded
5 = Outer Sheath
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Conductor 25.00 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 25.4 853.33   C3XJCY C3X25CY
4 28.1 1,137.78   C4XJCY C4X25CY
5 30.8 1,372.00 C5XJCY C5X25CY

Conductor 16.00 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 22.5 594.86   C3XICY C3X16CY
4 24.9 787.92   C4XICY C4X16CY
5 27.4 916.30 C5XICY C5X16CY

Conductor 4.00 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 13.7 174.20   C3XFCY C3X4CY
4 15.1 232.26   C4XFCY C4X4CY
5 16.5 274.40   C5XFCY C5X4CY
7 18.0 384.16   C7XFCY C7X4CY
9 22.0 493.92   C9XFCY C9X4CY
12 24.0 658.56 C12XFCY C12X4CY

Conductor 2.50 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 12.0 143.08   C3XECY C3X2.5CY
4 13.3 163.66   C4XECY C4X2.5CY
5 14.5 196.00   C5XECY C5X2.5CY
7 15.8 282.24   C7XECY C7X2.5CY
9 19.2 362.88   C9XECY C9X2.5CY
12 20.8 467.75 C12XECY C12X2.5CY

Conductor 1.50 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 8.8 77.42   C3XDCY C3X1.5CY
4 9.5 95.06   C4XDCY C4X1.5CY
5 10.3 113.68   C5XDCY C5X1.5CY
7 11.1 146.02   C7XDCY C7X1.5CY
12 14.5 274.40   C12XDCY C12X1.5CY
20 17.7 457.33   C20XDCY C20X1.5CY

Conductor 1.00 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 8.2 63.70   C3XCCY C3X1.0CY
4 8.8 76.44   C4XCCY C4X1.0CY
5 9.6 87.22   C5XCCY C5X1.0CY
7 10.3 110.74   C7XCCY C7X1.0CY
12 13.4 184.34   C12XCCY C12X1.0CY
20 16.3 307.23  C20XCCY C20X1.0CY

Conductor 0.75 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 7.7 55.86   C3XBCY C3X0.75CY
4 8.3 62.72   C4XBCY C4X0.75CY
5 9.0 75.46   C5XBCY C5X0.75CY
7 9.7 99.96   C7XBCY C7X0.75CY
12 12.4 173.46   C12XBCY C12X0.75CY
20 15.2 289.10 C20XBCY C20X0.75CY

Conductor 0.50 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 7.2  45.08   C3XACY C3X0.5CY
4 7.7  53.90   C4XACY C4X0.5CY
5 8.3  64.68   C5XACY C5X0.5CY
7 8.9  78.40   C7XACY C7X0.5CY
12 11.3  135.73   C12XACY C12X0.5CY
20 13.9  226.25 C20XACY C20X0.5CY

Conductor 10.00 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 17.9 355.15   C3XHCY C3X10CY
4 19.8 507.64   C4XHCY C4X10CY
5 21.7 583.10   C5XHCY C5X10CY
7 24.0 780.08   C7XHCY C7X10CY
9 29.6 1,004.24 C9XHCY C9X10CY

Conductor 6.00 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 15.3 233.73   C3XGCY C3X6CY
4 16.8 311.64   C4XGCY C4X6CY
5 18.4 432.18   C5XGCY C5X6CY
7 20.1 519.40   C7XGCY C7X6CY
9 24.9 667.80 C9XGCY C9X6CY

MachFlex 375 CY Shielded (CY) PVC Control Cables
TINNED COPPER BRAID SHIELDED CABLE WITHOUT (G) PROTECTIVE GROUND

• Putup length & tolerance of the cables will vary depending on the construction of the cable
• MOQ will vary depending on the construction of the cable & provided at the time of quotation
• Cable requested outside the above design criteria can be reviewed and quoted

5 4 3 2 1

• DIN VDE 0295, IEC 60228, BS6360
• DIN EN 50290-2-22, DIN VDE 0207-363-4-1
• DIN VDE 0482-332-1-2, DIN EN 60332-1-2, IEC 60332-1-2
• RoHS, REACH & CE Directives

1 = Conductor
2 = Insulation
3 = Inner Sheath
4 = Tinned Copper 
     Braid Shielded
5 = Outer Sheath
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MachFlex 375 SY Cables

Galvanized Steel Wire Braid (GSWB) -  
Excellent Mechanical Protection

Armored (SY) PVC Control Cables

Applications

Designed for applications which are installed in occasional flexing and fixed locations. Cable 
applications include precision control sensors, multi axis control machines, temperature 
controllers, control panels, machine cutting tools, auxiliary equipment, motor speed control, 
production machinery and many more.

General Reference Standards

• DIN VDE 0295, IEC 60228, BS6360
• DIN EN 50290-2-22, DIN VDE 0207-363-4-1
• IEC 60227-5, VDE 0281
• DIN VDE 0482-332-1-2, DIN EN 60332-1-2, IEC 60332-1-2
• RoHS, REACH & CE Directives 

Construction and Performance

1. Conductor Material Stranded bare copper (DIN VDE 0295 Class 5)

2. Insulation Material & Color PVC (polyvinyl chloride). A) Up to 5 cores: color-coded. From 6 cores: Belden 
MachFlex Color code. B) G = with GN-YE protective conductor; X = without 
protective conductor.

3. Braid Shield Material GSWB (Galvanized Steel Wire Braid)

4. Jacket / Sheath Material PVC (polyvinyl chloride)

5. Flame Retardancy VDE 0482-332-1-2, DIN EN 60332-1-2, IEC 60332-1-2

6. Voltage Rating (Uo/U) Up to 1.5 mm2: 300 / 500 V
From 2.5 mm2: 450 / 750 V

7. Oil Resistant DIN EN 50290-2-22 (TM54)

8. Temperature Range -5 °C TO +70 °C (Occasional movement)
-40 °C TO +80 °C (Fixed installation)

9. Bending Radius 20 x OD (Occasional movement)
6 x OD (Fixed installation)

10. Other Properties Good UV resistance, chemical resistance & flexibility
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Conductor 25.00 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 25.9 720.00   C3GJSY C3G25SY
4 28.6 960.00   C4GJSY C4G25SY
5 31.2 1,200.00   C5GJSY C5G25SY

Conductor 16.00 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 23.0 460.50   C3GISY C3G16SY
4 25.3 614.00   C4GISY C4G16SY
5 27.9 768.00   C5GISY C5G16SY

Conductor 4.00 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 14.4 115.00   C3GFSY C3G4SY
4 15.7 154.00   C4GFSY C4G4SY
5 17.1 192.00   C5GFSY C5G4SY
7 18.6 269.00   C7GFSY C7G4SY
9 22.7 345.90   C9GFSY C9G4SY
12 24.5 461.00 C12GFSY C12G4SY

Conductor 2.50 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 12.6 72.00   C3GESY C3G2.5SY
4 13.9 96.00   C4GESY C4G2.5SY
5 15.1 120.00   C5GESY C5G2.5SY
7 16.4 168.00   C7GESY C7G2.5SY
9 19.9 216.00   C9GESY C9G2.5SY
12 21.4 288.00 C12GESY C12G2.5SY

Conductor 1.50 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 9.3 43.00   C3GDSY C3G1.5SY
4 10.0 58.00   C4GDSY C4G1.5SY
5 10.8 72.00   C5GDSY C5G1.5SY
7 11.6 101.00   C7GDSY C7G1.5SY
12 15.1 173.00   C12GDSY C12G1.5SY
20 18.4 288.30 C20GDSY C20G1.5SY

Conductor 1.00 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 8.7 28.80   C3GCSY C3G1.0SY
4 9.4 38.40   C4GCSY C4G1.0SY
5 10.1 48.00   C5GCSY C5G1.0SY
7 10.8 67.00   C7GCSY C7G1.0SY
12 14.0 115.00   C12GCSY C12G1.0SY
20 16.9 192.00   C20GCSY C20G1.0SY

Conductor 0.75 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 8.3 21.60   C3GBSY C3G0.75SY
4 8.9 28.80   C4GBSY C4G0.75SY
5 9.5 36.00   C5GBSY C5G0.75SY
7 10.2 50.00   C7GBSY C7G0.75SY
12 12.9 86.00   C12GBSY C12G0.75SY
20 15.9 143.30 C20GBSY C20G0.75SY

Conductor 0.50 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 7.7 14.40   C3GASY C3G0.5SY
4 8.3 19.20   C4GASY C4G0.5SY
5 8.8 24.00   C5GASY C5G0.5SY
7 9.5 33.60   C7GASY C7G0.5SY
12 11.9 58.00   C12GASY C12G0.5SY
20 14.5 96.70   C20GASY C20G0.5SY

Conductor 10.00 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 18.6 288.00 C3GHSY C3G10SY
4 20.4 384.00 C4GHSY C4G10SY
5 22.3 480.00 C5GHSY C5G10SY
7 24.4 672.00   C7GHSY C7G10SY
9 30.0 864.00 C9GHSY C9G10SY

Conductor 6.00 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 15.9 172.80 C3GGSY C3G6SY
4 17.4 230.00 C4GGSY C4G6SY
5 19.0 288.00 C5GGSY C5G6SY
7 20.7 403.00 C7GGSY C7G6SY
9 25.4 518.10 C9GGSY C9G6SY

MachFlex 375 SY Armored (SY) PVC Control Cables
GALVANLIZED STEEL WIRE BRAID SHIELD (GSWB) CABLE WITH (G) PROTECTIVE GROUND

• Putup length & tolerance of the cables will vary depending on the construction of the cable
• MOQ will vary depending on the construction of the cable & provided at the time of quotation
• Cable requested outside the above design criteria can be reviewed and quoted

5 4 3 2 1

• DIN VDE 0295, IEC 60228, BS6360
• DIN EN 50290-2-22, DIN VDE 0207-363-4-1
• DIN VDE 0482-332-1-2, DIN EN 60332-1-2, IEC 60332-1-2
• RoHS, REACH & CE Directives

1 = Conductor
2 = Insulation
3 = Inner Sheath
4 = Galvanized Steel  
       Wire Braid Shield
5 = Outer Sheath
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Conductor 25.00 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 25.9 720.00   C3XJSY C3X25SY
4 28.6 960.00   C4XJSY C4X25SY
5 31.2 1,200.00   C5XJSY C5X25SY

Conductor 16.00 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 23.0 460.50   C3XISY C3X16SY
4 25.3 614.00   C4XISY C4X16SY
5 27.9 768.00   C5XISY C5X16SY

Conductor 4.00 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 14.4 115.00   C3XFSY C3X4SY
4 15.7 154.00   C4XFSY C4X4SY
5 17.1 192.00   C5XFSY C5X4SY
7 18.6 269.00   C7XFSY C7X4SY
9 22.7 345.90   C9XFSY C9X4SY
12 24.5 461.00 C12XFSY C12X4SY

Conductor 2.50 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 12.6 72.00   C3XESY C3X2.5SY
4 13.9 96.00   C4XESY C4X2.5SY
5 15.1 120.00   C5XESY C5X2.5SY
7 16.4 168.00   C7XESY C7X2.5SY
9 19.9 216.00   C9XESY C9X2.5SY
12 21.4 288.00 C12XESY C12X2.5SY

Conductor 1.50 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 9.3 43.00   C3XDSY C3X1.5SY
4 10.0 58.00   C4XDSY C4X1.5SY
5 10.8 72.00   C5XDSY C5X1.5SY
7 11.6 101.00   C7XDSY C7X1.5SY
12 15.1 173.00   C12XDSY C12X1.5SY
20 18.4 288.30 C20XDSY C20X1.5SY

Conductor 1.00 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 8.7 28.80   C3XCSY C3X1.0SY
4 9.4 38.40   C4XCSY C4X1.0SY
5 10.1 48.00   C5XCSY C5X1.0SY
7 10.8 67.00   C7XCSY C7X1.0SY
12 14.0 115.00   C12XCSY C12X1.0SY
20 16.9 192.00   C20XCSY C20X1.0SY

Conductor 0.75 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 8.3 21.60   C3XBSY C3X0.75SY
4 8.9 28.80   C4XBSY C4X0.75SY
5 9.5 36.00   C5XBSY C5X0.75SY
7 10.2 50.00   C7XBSY C7X0.75SY
12 12.9 86.00   C12XBSY C12X0.75SY
20 15.9 143.30 C20XBSY C20X0.75SY

Conductor 0.50 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 7.7 14.40   C3XASY C3X0.5SY
4 8.3 19.20   C4XASY C4X0.5SY
5 8.8 24.00   C5XASY C5X0.5SY
7 9.5 33.60   C7XASY C7X0.5SY
12 11.9 58.00   C12XASY C12X0.5SY
20 14.5 96.70   C20XASY C20X0.5SY

Conductor 10.00 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 18.6 288.00 C3XHSY C3X10SY
4 20.4 384.00 C4XHSY C4X10SY
5 22.3 480.00 C5XHSY C5X10SY
7 24.4 672.00   C7XHSY C7X10SY
9 30.0 864.00 C9XHSY C9X10SY

Conductor 6.00 mm2

No. of  
Cores

Nom. Overall 
Diameter (mm)

Copper Weight  
(kg/km)

EMEA 
Part Code

APAC 
Part Code

3 15.9 172.80 C3XGSY C3X6SY
4 17.4 230.00 C4XGSY C4X6SY
5 19.0 288.00 C5XGSY C5X6SY
7 20.7 403.00 C7XGSY C7X6SY
9 25.4 518.10 C9XGSY C9X6SY

MachFlex 375 SY Armored (SY) PVC Control Cables
GALVANLIZED STEEL WIRE BRAID SHIELD (GSWB) CABLE WITHOUT(G) PROTECTIVE GROUND

• Putup length & tolerance of the cables will vary depending on the construction of the cable
• MOQ will vary depending on the construction of the cable & provided at the time of quotation
• Cable requested outside the above design criteria can be reviewed and quoted

5 4 3 2 1

• DIN VDE 0295, IEC 60228, BS6360
• DIN EN 50290-2-22, DIN VDE 0207-363-4-1
• DIN VDE 0482-332-1-2, DIN EN 60332-1-2, IEC 60332-1-2
• RoHS, REACH & CE Directives

1 = Conductor
2 = Insulation
3 = Inner Sheath
4 = Galvanized Steel  
       Wire Braid Shield
5 = Outer Sheath
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