
This engine model TSI0550Cll , Serial No. 802850 was manufactured on 03/04/2007

PLATINUM
ENGINE LOG BOOK

USE ONLY FUEL CONFORMING TO ASTM D910
USE OF AUTOMOTIVE GAS IS NOT APPROVED.

CDNTINENTALMDTDRS

by Teledyne Continental Motors in accordance with approved design data and the applicable requirements

of Part. 21 of the Federal Aviation Regulation. The approved design data for this engine Incorporates all

changes required by applicable Airworthiness DireCtiveStnd Teledyn~Ontinental Motors Service Bulletins.
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mTCM Engine

§TCM Serial#

81

j:"ii~;i~=':Cl I B

~~, 7, 29274 24°±,5°

82

802850 Speed Both 2100 2100

TH-3223 Rev BTest Document N/A 2080Speed Right
-Software Release# 1.98, 05/13/04 150 21

ta r t Time 3/4/07, 09:59:06
N/A 2070

Accepted Time 3/4/07, 12:20:03
150 30

f~::n::~u-=~~~;t;.~¢Jg~~4~~{~~;':~~~:~~~ii

<:>.~~_. Ma 9 n e=t,?_~he c~~et~.::.~~ Ru n2_~
Run 6 i Run 7 I Run 8~~

~~

<;ell# & Operator
1050,;} /

310l'l'P @ 2600 Prop RPM 24°S:ea Level Power

PassVapor Pressure 0.13 in HG

Alternator Check r PAS S
tf~:;;;~~~~;r~~~~

Run 4 Run 5

Temp, Wet Baro 65.12 F. 30.31 in HG

Run 3Run 1 Run 2Information

Time Of Day 10:07:40 I 10:09:23 I 10:12:48 I 10:28:23 10:39:20 I 10:51:44 I 11:49:52 I 12:II:D -.JH
01:00 01:00 I 01:00 10:00 I 10:00 I 01:00 I 10:00 I 05:00 Ir;kun Time Rqd (MM:SS)

e Run Time I 01:00 01:34 01:00 I 10:00 I 10:00 I 01:00 I 10:00 05:00 ~

,Pr"op Speed Rqd (RPM) 1175-1225 1575-1625 2425-2475 I 2588-2638 I 2364-2389 I 575-625 I 2362-2387 2364-2389 ~

i" Prop Speed I 1206 1601 2445 1 2614 I 2375 I I 625 I 2375 2371!

Rqd (InHg) N/A N/A N/A 1 35.3-35.7_1 31 __S:_~F __ I__ J8.5 MAX I 31.5 REF 31.5 REF I
hur_b<>._DiS Press RQd (inHI!:) II N/A N/A N/A N/A I N/A N/A I N/A I N/A I~

\ ~'

r,'
, II
iNozzle Press Rqd (PSI D) ,'N/A N/A I N/A 13.2-13.8 7.8-9.0 N/A I N/A ' N/A ~
~ I"~ Nozzle Press 3.2 3.9 9.2 13.7 8.7 2.6 9.1 9.1 a
~ I' ~

ruel Pump Press Rqd (PSIG) I N/A _ N/A N/A 27.5 REF N/A I 7.0-9.0 I N/A N/A ~

" Fuel Pump Press I 11.0 13.2 21.8 23.9 19.2: 8.7 19.1 19.2 ~~ .
huel Temp RQd (OF) N/A N/A N/A N/A N/A \ N/A N/A N/A ~

I Fuel Temp 41 41 49 38 43 54 42 42 ~
~ I" I ~

~Ambient Temp Rqd (OF) N/A N/A N/A I N/A N/A N/A I N/A N/A ~
• I ~
~ Ambient Temp 58 62 91 I 67 67 I 59 66 65 ~
R I l ~
iEng Inlet Oil Temp Rqd (OF) 90-240 120-240 165-240 180-240 165-240 130-240 I 165-240 i 165-240 !1
~ I \ I! ~
~ Eng Inlet Oil Temp 91 120 173 I 190 195 184 I 165 165 ~

@ Cylinder 2 Temp II 252 I 262 I 356 ! 348 368 240 I 361 I 327
, II I I I I

'~=":;~_--1 ---'=2-_-+-._ 339 363 272 I 347, 332~ Cylinder 3 Temp II 252 I 255 I 344

~ Cylinder 4 Temp I 236 1_ 256 ! 335 i 338 362 I 276! 348 296

~ Cylinder 5 Temp 258 I 265 I 358 I 366 378 I 247 I 365 I 335, I I . . , Ii Cylinder 6 Temp i 230 , 234 310 i 316 323 I-J 218 I 310 I 287

!collar Press Differential RQd (PSID)! N/A ! N/A I N/A ! 14.3 MAX! N/A I t N/A i N/A r== N/A :

~~;;:::-~~J!ar.~!e~~cgi !!}~~,~,~~~Ic-C::-~:::::~::-:-'7-:Jb;-;-::::::-....!~·~\.. :;:-7L- -;;_---'."£. ---:-.:C: J .-"."Z;g:.--:;:: - - L; 9"!:l __. _.;_J_. __.~J3c-:::- L__~_--:;;;_~L:.-:-:- ~~~ _.L. I ._~--;::-:-_J.
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Date Total Time Time Since Engine Service and Maintenance RecordLast Overhaul

Hrs. Min. Hrs. Min.
Installations, Inspections, Airworthiness Directives, Special Inspections,
Modifications and Service Bulletins

~-8-07 0 0 0 0 -

-
-,.....

-

Ci!"\!!,~ l JMBI/' -ULW~1~A
-

-
This engine SIN 802850 installed in -LCZ~FGSIN 41739 -

Lc(, nut duth -
Columbia Aircraft Mfg. -

-

-
'-

-
Registration: N10111 COLUMBIA Fieldtech Avionics &

Model: LC41-550FG Aircraft of Texas Instruments, Inc. -
4151 N Main St.Serial: 41739 Service Center Fort Worth Texas 76106 -

-

Engine Log Entry rCM rSIO-550-C(11) Serial: 802850 -
-Date: 06-12-2007 Hour Meter: 23.7 Total Time: 23.7
-

Changed oil and oil filter. Drained oil and removed oil filter. Cut open removed oil filter and -inspected media, no defects noted. Installed new CH481 08-1 filter and 7 quarts Exxon Elite
20W50 oil. Engine operation checks satisfactory on ground run, oil pressure good, no leak -
noted. Work performed in accordance with Columbia 400 Maintenance Manual. -cO~ "7;~/7~ -
David R. Jones A&P 457906864 IA -

-
I -

-

-
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Date Time Since. Engine Service and Maintenance Record
1--_-r-_~L==a..:..:stc...:°Tve.:..;.rh;..;.;a=u-1Installations, Inspections, Airworthiness Directives, Special Inspections,

Hrs. I Min. Hrs. I Min. Modifications and Service Bulletins

Total Time

Brought Forward -
-COLUMBIA

Aircraft oj Texas

Service Center

Registration: N10111
Model: LC41-550FG
Serial: 41739

-
Fieldtech Avionics &

Instruments, Inc.
4151 N Main St.

Fort Worth Texas 76106 -

-
Engine Log Entry

Date: 06-12-2007 Total TIme: 28.2

Removed engine-driven fuel pump PIN 649368-44A4 SIN B07 AA295 due to leak at idle
cutoff. Installed new fuel pump PIN 649368-44A4 SIN B05CA294 with new mount gasket.
Performed fuel pressure test and adjustments in accordance with TCM SI097-3C. Run-up
checks good, no leaks noted. Work performed in accordance with Columbia 400
Maintenance Manual, TCM TSIO-550 Overhaul Manual and TCM SI097-3C.

David R.Jones ~~A&P4579068641A

TCM TSIO-550-C(11) Serial: 802850 -

Hour Meter: 28.2 -

-

-

-
-
-
-
-
-
-
-

/

J () ;1 ..,.7 I I
.- . LJ, -. I '. &._ .. "

I. •-" ~..:;~ 0 • WI"Ib. 1
u;u 10 ace .'

If", Uk., I inspection and wu .M.~

('In Q/v,J ,p(f7 P,/ (h(iJh~ P ~ q7~ P Jf...t;,/\./ EL'" e
M (A/ ~" l /;'. c; VVI (0J'V1h 1%,&., .,...~",. ~i

2



Date Total Time Time Since Engine Service and Maintenance Record
Last Overhaul

Hrs. I Min. Hrs. Min.
Installations, Inspections, Airworthiness Directives, Special Inspections,
Modifications and Service Bulletins

"- -- - -_. --- - -.--'-~--

-
Date: 3/8/2010 Tach. Time: -
Continental TSIO-550-C SIN 802850 Engine disassembled for sudden stoppage inspection. All -

parts cleaned, inspected per TCM SIB 96-11, steel parts magnafluxed, U/T inspection of
crankshaft per TCM SIB 96-10. Engine reassembled in accordance with TCM overhaul manual

-

with new rod bearings, rod bolts & nuts, main bearings, counterweight bushings, rollers, plates & -

snap rings, (crank gear, cam gear, alternator face gear retaining bolts and lock plates), gaskets & -
seals, intake hoses. New starter adapter, cam shaft, and tappets supplied by TCM No accessories -
overhauled or repaired at this time. Test run OK. Continue time on engine. A description ofthis -
repair is on file at this agency under W.O. 210013. - End-.

-
ZEPflYR AIReRA FT Engines Inc. (813)788-3305 FAX (813)788-4412 -
39320A.~~ D Zephyrhills Fe 33542 FAA.~ REPAIR ST...m.1'JP"'4RJ9~ -

W.O. No. 210013 Authorized Signatur »ft"~ ~ -
~ t? '- ~

-

-
- -I I

IWERICAMI\VIA1IOM
REG. N10111 HERNANDO COUNTY AIRPORT W.O. 09-3440

2495 BROAD STREET
TACH N/AMODEL TSIO-550-C11 B BROOKSVILLE, FLORIDA 34604

PHONE (352) 796-5173
T.T. 123.8

SIN 802850 FAX (352) 799-4681

DATE 06/25/2010
FAA REPAIR STATION #TZ4R562M TSMOH

+ REMOVED ENGINE FROM AIRCRAFT AND SENT TO ZEPHYR AIRCRAFT ENGINES, INC. FOR
SUDDEN STOP INSPECTION AND REPAIR UNDER ZEPHYR WO#210013.

+ INSTALLED ENGINE AFTER REPAIR BY ZEPHYR AIRCRAFT ENGINES, USING ORIGINAL
ENGINE MOUNTS. SEE ZEPHYR LOG ENTRY AND WORK ORDER # 210013 DATED 3-8-2010.

+ RECONNECTED THE THROTTLE, MIXTURE, AND PROP CONTROL. SAFTIED ATTACH
HARDWARE.

+ CHECKED FUEL SETUP lAW CONTINENTAL INSTRUCTIONS.

+ SERVICED ENGINE WITH 8 QUARTS PHILLIPS XC 20W-50.

+ GROUND RAN AND TEST FLEW AIRCRAFT.NO LEAKS NOTED.

MAINTENANCE RELEASE
The aircraft and/or component identified above was repaired and inspected in
aj{rd(Uce with current instrlJctio~ containtt:L &<d~ U:!...y/-£\ DF& --< ... .
the maintenance rules of the F.A.R.'s under which the operato~ IS certlfle? and IS

approved for return to service as per these requirements. p:rtlnent details of the
repairare on flleat this agen<::te, workorderNo. 0 'i slf'i 0

~~~.. All{
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Date Total Time Time Since Engine Service and Maintenance Record'Last Overhaul
Hrs. I Min. Hrs. I Min.

Installations, Inspections, Airworthiness Directives, Special Inspections,
Modifications and Service Bulletins - -~

BI

~

-r--

Van Bortel Aircraft Inc. -r--

CeSSna -f--
4912 S. Collins St., Arlington, TX 76018 FAA CRS VNFR171L

N10111 H.M.219.7 ENGINE TOTAL219.7 DATE09/04/2012 W.O. SV2859 --
ENGINE: TCM MODEL: TSIO-550--C( 11) SERIAL:802850 -- PERFORMED A 100 HOUR/ANNUAL INSPECTION IN ACCORDANCE WITH FAR 43 WITH REFERENCE TO CESSNA MAINTENANCE MANUAL

400MMOl. COMPRESSION TEST:#1 69 #2 63 #3 63 #4 64 #5 59 #6 69/80. INSTALLED NEW INDUCTION FILTERELEMENT PIN BA345E.
-- CHANGED OIL AND FILTER. NO DEFECTS NOTED IN REMOVED OIL FILTERMEDIA; SERVICED WITH NEW CH48108-1 OIL FILTERAND PHILLIPS

X/C 20W50 OIL. COMPLIED WITH OIL PRESSURERELIEFVALVE INSPECTION. CESSNA SB10-81-01, CONTINENTAL SB10-3 AND KELLY SB039A
-f-- ARE NOT APPLICABLE DUE TO NO KELLYREBUILTTURBOS INSTALLED. CESSNA SB10-73-01, CONTINENTAL MSB09-8 ARE NOT APPLICABLE DUE

TO LIFTERPART NUMBERS, R-653877 AND R-653888, INSTALLED BY ZEPHYRAIRCRAFT ENGINES ON THEIRWORK ORDER 2100 13. CESSNA SB11-
-f-- 81-01, CONTINENTAL SB10-8 AND HARTZELL SB040A ARE NOT APPLICABLE DUE TO TURBO SERIAL NUMBERS AND "JT" FOUNDRY MARK IS

PRESENTON BOTH TURBOS. AD'S CHECKED THROUGH BIWEEKLY2012-18.
-f-- I CERTIFY THIS ENGINE HAS BEEN INSPECTED IN ACCORDANCE WITH A 100 HOUR/ANNUAL INSPECTION AND WAS DETERMINED TO BE IN

AIRWORTHY CONDITION. PE TINENT DETAILS~~ REPAIRSARE ON FILEAT THIS REPAIR STATION UNDER THIS WORK ORDER.
-f-- .r.».

DAVID R. JONES ;././'-7'_y~~ /')
INSPECTOR ~V<-o-vu v {.,IV,. -f---

~

~ Van Bortel Aircraft Inc.CeSSna 4912 S. Collins St.. Arlington, TX 76018 FAA CRS VNFR171 L
N10111 H.M.229.4 ENGINE TOTAL229.4 DATE 10/23/2012 W.O. SV2950

ENGINE: TCM MODEL: TSIO-550-C( 11) SERIAL:802850
INSTALLED NEW STRATOFLEXLOW PRESSUREAN FITTING ON AFT END OF FUEL PUMP UPPER DECK REFERENCE LINE. INSTALLED SERVICEABLE
AIR CONDITIONER COMPRESSOR BELTTENSION BOLT, WASHER AND THREAD BLOCK. VERIFIED PROPER TENSION OF AIR CONDITIONER
COMPRESSOR BELT. GROUND RUN OPERATION TESTSATISFACTORY.
THE AIRCRAFT IDENTIFIEDABOVE WAS REPAIRED AND INSPECTEDIN ACCORDANCE WITH CURRENT REGULATIONS OF THE FEDERAL AVIATION
ADMINISTRATION AND ISAPPROVED FOR RETURNTO SERVICEWITH RESPECTTO THEWORK ABOVE. PERTINENTDETAILSOF THEREPAIRSARE ON FILEAT
nus REJ'A"ST"Oo~
DAVIDR.JONES . ~
INSPECTOR /

,

~
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