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Highlights

¢ New line of PICCO inserts for internal machining applications featuring
coolant through system
¢ New PICCO holders with improved cooling supply
e New PICCO ACE holders with improved cooling supply and superb clamping rigidity

N

Overview

Following the ongoing evolution of the miniature market and demand for improved performance,
ISCAR is launching a new PICCO line featuring excellent coolant supply. The new line consists of
popular geometries of inserts and holders for a wide range of internal machining applications.

~

/

Inserts

¢ Inserts in existing geometries for turning, grooving, threading, chamfering, profiling and
face grooving applications

e (Coolant through supply close to the cutting edge for improved tool life and chip control

e All inserts are available in grade 1C908

¢ Inserts with popular geometries are available as standards. Other geometries can be supplied
upon request as specials

e Designations - PICCO R/L...N

e Clamping flat is on top of insert’s shank

e The new inserts do not fit into the older type PICCO or MG PCO bars

el
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Holders

PICCO ...N style
e Double sided holders enable the mounting of
2 different insert shank sizes, one on each side
e 2 cooling holes ensure sufficient coolant supply
to the cutting zone
¢ Designations - PICCO...N
e 2 clamping screws are located on top of the
to provide an additional clamping option,
especially on table machines where tools are
assembled horizontally

Click Link to

See Short Video > httpe://youtu.be/YuvzzuwS8U8

PICCO ACE ...N style

e User-friendly mechanism with no
falling parts

e Fast insert indexing

e |mproved coolant supply directed to
the cutting zone

¢ Clamping orientation flexibility enables the
operator to mount/dismount the insert from
any desired orientation

e Extremely high clamping repeatability
of 0.005mm

e Manual clamping can be used (without
using a wrench) for most applications

e Clamping with a standard SW15 wrench is
required for back turning or high-pressure
coolant applications

e Designations PICCO ACE...N

Click Link to

See Short Video D  httpe://youtu.be/ICuhVOde5KQ

Member IMC Group
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TEST REPORTS
Application: Turning

Part material: SAE 4340
Bore diameter: 6mm
Cooling pressure: 10Bar

Tool PICCO ACE 16-5 PICCO 16-4-5N
Insert PICCO R 050.5-20 1C908 PICCO R 050.5-20N 1C908
Cutting speed Vc (m/min) 80 80
Feed rate f (mm/rev) 0.04 0.04
Depth of cut ap (mm) 0.12 0.12
Tool life (pcs/corner) 69 80
90
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0

PICCO R 050.5-20 + PICCO ACE 16-5 PICCO R 050.5-20N + PICCO 16-4-5N

Member IMC Group
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PICCO ACE-N
Holders for PICCO-JETCUT Inserts with Internal Coolant Channels r
OAL -
T 1 B
— ===+ ocows
- LB ~ 4
DCONWS \ <~ LSCMS—=
Y
— g == 1
1
DCONMS DCONWS OAL LSCMS LB H
PICCO ACE 16-4N 16.00 4.05 115.00 64.00 90.00 14.0
PICCO ACE 16-5N 16.00 5.05 115.00 64.00 90.00 14.0
PICCO ACE 16-6N 16.00 6.05 115.00 64.00 90.00 14.0
PICCO ACE 16-7N 16.00 7.05 115.00 64.00 90.00 14.0
PICCO ACE 20-4N 20.00 4.05 115.00 64.00 90.00 18.0
PICCO ACE 20-5N 20.00 5.05 115.00 64.00 90.00 18.0
PICCO ACE 20-6N 20.00 6.05 115.00 64.00 90.00 18.0
PICCO ACE 20-7N 20.00 7.05 115.00 64.00 90.00 18.0
PICCO ACE 22-4N 22.00 4.05 115.00 64.00 90.00 20.0
PICCO ACE 22-6N 22.00 6.05 115.00 64.00 90.00 20.0
PICCO ACE 25-4N 25.00 4.05 115.00 64.00 90.00 23.0
PICCO ACE 25-5N 25.00 5.05 115.00 64.00 90.00 23.0
PICCO ACE 25-6N 25.00 6.05 115.00 64.00 90.00 23.0
PICCO ACE 25-7N 25.00 7.05 115.00 64.00 90.00 23.0
¢ Holders are suitable for right and left-hand PICCO inserts
PICCO-N (holder)
Holders for PICCO-JETCUT Inserts with Internal Coolant Channels r

e—fper |

- 20

DCONWS_2
v

I
DCOI;IMS I%! DCONwst e

il

DCONMS DCONWS DCONWS_2 OAL LSCMS H
PICCO 16-4-5N 16.00 4.05 5.05 85.00 45.00 14.0
PICCO 20-4-5N 20.00 4.05 5105 100.00 60.00 18.0
PICCO 22-4-5N 22.00 4.05 5.05 100.00 60.00 20.0
PICCO 16-6-7N 16.00 6.05 7.05 85.00 45.00 14.0
PICCO 16-6-8N 16.00 6.05 8.00 85.00 45.00 14.0
PICCO 20-6-7N 20.00 6.05 7.05 100.00 60.00 18.0
PICCO 20-6-8N 20.00 6.05 8.00 100.00 60.00 18.0
PICCO 22-6-7N 22.00 6.05 7.05 100.00 60.00 20.0

* Holders are suitable for right- and left-hand inserts, and boring bars
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PICCO R/L 050, 053, 055-N (Turning)
Inserts with Internal Coolant Channel for Internal Turning and Chamfering

% ‘ = DMIN

v
- DCONMS
Dimensions

2
Designation DCONMS WF a OAL LU RE CDXM DMIN ()
PICCO R 050.08-4N 4.05 - 0.70 26.00 4.0 0.04 0.08 0.80 °
PICCO R 050.1-5N 4.05 - 0.90 26.00 4.5 0.05 0.10 1.00 °
PICCO R 050.1-7N 4.05 - 0.90 31.00 6.5 0.05 0.10 1.00 °
PICCO R 050.15-5N 4.05 - 1.30 26.00 4.5 0.05 0.10 1.50 o
PICCO R 050.15-10N 4.05 - 1.30 31.00 9.0 0.05 0.10 1.50 °
PICCO R 050.2-5N 4.05 - 1.70 26.00 4.0 0.05 0.10 2.00 °
PICCO R/L 050.2-10N 4.05 - 1.70 31.00 9.0 0.05 0.10 2.00 o
PICCO R/L 050.2-15N 4.05 = 1.70 36.00 14.0 0.05 0.10 2.00 °
PICCO R 050.25-5N 4.05 0.20 2.20 26.00 4.5 0.05 0.15 2.50 o
PICCO R 050.25-10N 4.05 0.20 2.20 31.00 9.0 0.05 0.15 2.50 o
PICCO R 050.25-16N 4.05 0.20 2.20 36.00 15.0 0.05 0.15 2.50 °
PICCO R 053.3-10N 4.05 0.60 2.60 31.00 9.0 0.03 0.20 2.80 °
PICCO R/L 050.3-10N 4.05 0.60 2.60 31.00 9.0 0.10 0.20 2.80 o
PICCO R 053.3-16N 4.05 0.60 2.60 36.00 15.0 0.03 0.20 2.80 °
PICCO R/L 050.3-16N 4.05 0.60 2.60 36.00 15.0 0.10 0.20 2.80 °
PICCO R 050.3-20N 4.05 0.60 2.60 41.00 19.0 0.10 0.20 2.80 °
PICCO R 050.35-10N 4.05 1.10 3.10 31.00 9.0 0.10 0.25 3.50 °
PICCO R 050.35-16N 4.05 1.10 3.10 36.00 15.0 0.10 0.25 3.50 °
PICCO R 050.35-20N 4.05 1.10 3.10 41.00 19.0 0.10 0.25 3.50 °
PICCO R 050.35-24N 4.05 1.10 3.10 46.00 23.0 0.10 0.25 3.50 °
PICCO R 053.4-10N 4.05 1.50 3.50 31.00 9.0 0.03 0.30 4.00 o
PICCO R/L 050.4-10N 4.05 1.50 3.50 31.00 9.0 0.10 0.30 4.00 o
PICCO R 053.4-16N 4.05 1.50 3.50 36.00 15.0 0.03 0.30 4.00 °
PICCO R 050.4-16N 4.05 1.50 3.50 36.00 15.0 0.10 0.30 4.00 °
PICCO R 053.4-20N 4.05 1.50 3.50 41.00 19.0 0.03 0.30 4.00 °
PICCO R/L 050.4-20N 4.05 1.50 3.50 41.00 19.0 0.10 0.30 4.00 °
PICCO R 050.4-24N 4.05 1.50 3.50 46.00 23.0 0.10 0.30 4.00 o
PICCO R/L 050.4-28N 4.05 1.50 3.50 51.00 27.0 0.10 0.30 4.00 o
PICCO R 055.5-10N 5.05 1.90 4.40 31.00 9.0 0.05 0.50 5.00 °
PICCO R 050.5-10N 5.05 1.90 4.40 31.00 9.0 0.15 0.50 5.00 o
PICCO R 055.5-15N 5.05 1.90 4.40 36.00 14.0 0.05 0.50 5.00 °
PICCO R 050.5-15N 5.05 1.90 4.40 36.00 14.0 0.15 0.50 5.00 °
PICCO R 055.5-20N 5.05 1.90 4.40 41.00 19.0 0.05 0.50 5.00 °

() Cutting depth maximum

Member IMC Group
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PICCO R/L 050, 053, 055-N (Turning) (continued)
Inserts with Internal Coolant Channel for Internal Turning and Chamfering

% ‘ DMIN

v $

- Dconms @

i |

R

Dimensions

2
Designation DCONMS WF a OAL LU RE CDXm DMIN ()
PICCO R/L 050.5-20N 5.05 1.90 4.40 41.00 19.0 0.15 0.50 5.00 o
PICCO R 055.5-25N 5.05 1.90 4.40 46.00 24.0 0.05 0.50 5.00 o
PICCO R/L 050.5-25N 5.05 1.90 4.40 46.00 24.0 0.15 0.50 5.00 °
PICCO R 050.5-30N 5.05 1.90 4.40 51.00 29.0 0.15 0.50 5.00 °
PICCO R 050.5-35N 5.05 1.90 4.40 56.00 34.0 0.15 0.50 5.00 o
PICCO R 055.6-15N 6.05 2.30 5.30 36.00 14.0 0.05 0.50 6.00 o
PICCO R/L 050.6-15N 6.05 2.30 5.30 36.00 14.0 0.15 0.50 6.00 o
PICCO R 055.6-22N 6.05 2.30 5.30 43.00 21.0 0.05 0.50 6.00 o
PICCO R/L 050.6-22N 6.05 2.30 5.30 43.00 21.0 0.15 0.50 6.00 o
PICCO R 055.6-25N 6.05 2.30 5.30 46.00 24.0 0.05 0.50 6.00 °
PICCO R/L 050.6-25N 6.05 2.30 5.30 46.00 24.0 0.15 0.50 6.00 o
PICCO R 055.6-30N 6.05 2.30 5.30 51.00 29.0 0.05 0.50 6.00 o
PICCO R/L 050.6-30N 6.05 2.30 5.30 51.00 29.0 0.15 0.50 6.00 o
PICCO R 050.6-35N 6.05 2.30 5.30 56.00 34.0 0.15 0.50 6.00 o
PICCO R/L 050.6-42N 6.05 2.30 5.30 63.00 41.0 0.15 0.50 6.00 o
PICCO R/L 050.7-20N 7.05 2.80 6.30 41.00 19.0 0.15 0.60 6.80 o
PICCO R 050.7-25N 7.05 2.80 6.30 46.00 24.0 0.15 0.60 6.80 o
PICCO R/L 050.7-30N 7.05 2.80 6.30 51.00 29.0 0.15 0.60 6.80 o
PICCO R 050.7-35N 7.05 2.80 6.30 56.00 34.0 0.15 0.60 6.80 °
PICCO R 050.7-40N 7.05 2.80 6.30 61.00 39.0 0.15 0.60 6.80 o
PICCO R 050.7-45N 7.05 2.80 6.30 66.00 44.0 0.15 0.60 6.80 °
PICCO R 050.7-50N 7.05 2.80 6.30 71.00 49.0 0.15 0.60 6.80 o

() Cutting depth maximum

Member IMC Group
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PICCO R/L 050-NC (Turning, with Chipbreaker)

Inserts with Chipformers and Internal Coolant Channel for Internal Boring and Profiling
%- = ‘

| OAL -
] ®
WF \ f
ﬁ]? DCONMS aL’
W '

A

RE

Dimensions

©

S

S
Designation DCONMS WF a OAL LU RE CDXM DMIN
PICCO R 050.4-10NC 4.05 1.50 3.50 31.00 9.0 0.20 0.30 4.00 °
PICCO R 050.4-20NC 4.05 1.50 3.50 41.00 19.0 0.20 0.30 4.00 °
PICCO R 050.4-28NC 4.05 1.50 3.50 51.00 27.0 0.20 0.30 4.00 °
PICCO R 050.5-20NC 5.05 1.90 4.40 41.00 19.0 0.20 0.50 5.00 o
PICCO R 050.6-15NC 6.05 2.30 5.30 36.00 14.0 0.20 0.50 6.00 °
PICCO R 050.6-22NC 6.05 2.30 5.30 43.00 21.0 0.20 0.50 6.00 °
PICCO R 050.7-20NC 7.05 2.80 6.30 41.00 19.0 0.20 0.60 6.80 °

o All left-hand inserts on request

() Cutting depth maximum

Member IMC Group
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PICCO R/L 090-N (Turning 90°)

Inserts with Internal Coolant Channel for Internal Turning and Profiling
%- e ‘

. I ‘ = DMIN
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Dimensions

©

S

S
Designation DCONMS WF a OAL LU RE CDXM DMIN
PICCO R 090.3-10N 4.05 0.60 2.60 31.00 9.0 0.10 0.20 2.80 °
PICCO R 090.3-16N 4.05 0.60 2.60 36.00 15.0 0.10 0.20 2.80 °
PICCO R 090.4-10N 4.05 1.50 3.50 31.00 9.0 0.10 0.30 4.00 °
PICCO R 090.4-16N 4.05 1.50 3.50 36.00 15.0 0.10 0.30 4.00 o
PICCO R 090.5-10N 5.05 1.90 4.40 31.00 9.0 0.15 0.50 5.00 °
PICCO R 090.5-15N 5.05 1.90 4.40 36.00 14.0 0.15 0.50 5.00 °
PICCO R 090.5-20N 5.05 1.90 4.40 41.00 19.0 0.15 0.50 5.00 °

() Cutting depth maximum

Member IMC Group
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PICCO R 050.20-N (Turning)
Inserts with Internal Coolant Channel for Internal Turning and
Chamfering Next to the Bottom of Blind Holes ﬁ

| — 1 ® %ﬁ

=

Dimensions

©

S
Designation DCONMS WF a OAL LU RE CDX™) DMIN O
PICCO R 050.20.2-10N 4.05 - 1.70 31.00 9.0 0.05 0.10 2.00 °
PICCO R 050.20.3-10N 4.05 0.60 2.60 31.00 9.0 0.10 0.20 2.80 °
PICCO R 050.20.4-16N 4.05 1.50 3.50 36.00 15.0 0.10 0.30 4.00 o
PICCO R 050 - 5.05 1.90 4.40 41.00 19.0 0.15 0.50 5.00 °

() Cutting depth maximum

Member IMC Group
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PICCO R/L 047-N
Inserts with Internal Coolant Channel for Internal Deep Profiling

-

v
“ OAL o = DMIN
e |
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WF f
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¥ . o e
RE 47° CDX
Dimensions
[o0)
S
Designation DCONMS WF a OAL LU CDXM DMIN RE ]
PICCO R 047.4-20N 4.05 1.50 3.50 41.00 19.0 0.30 4.00 0.15 °
PICCO R 047.5-25N 5.05 1.90 4.40 46.00 24.0 0.50 5.00 0.15 [
PICCO R 047.T6-22N 6.05 2.30 5.30 43.00 21.0 1.80 6.00 0.15 ]
PICCO R 047.6-30N 6.05 2.30 5.30 51.00 29.0 0.50 6.00 0.15 [

e Left hand inserts on request

(M Cutting depth maximum

Member IMC Group
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PICCO R/LHD 050-N (Turning for Hard Steel)
Inserts with Internal Coolant Channel for Internal Turning and

Chamfering of Hard Steel - up to 65 HRC
<
- OAL - v
‘ = DMIN
= ] @ ;
8 A
A S,
v s
T F—— Jocows o oD
) J
wrt ‘ i v .
- LU RE 200 4
Dimensions
N
o
(=]
S
Designation DCONMS WF a OAL LU RE CDX™ DMIN
PICCO RHD 050.3-16N 4.05 0.60 2.60 36.00 15.0 0.10 0.20 2.80 o
PICCO RHD 050.4-20N 4.05 1.50 3.50 41.00 19.0 0.10 0.30 4.00 o
PICCO RHD 050.7-20N 7.05 2.80 6.30 41.00 19.0 0.15 0.60 6.80 D

M Cutting depth maximum

Member IMC Group
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PICCO R 050-N (Turning with CBN)
CBN Tipped Inserts with Internal Coolant Channel for Internal Turning,
Profiling and Chamfering of Hard Steel

PAGE 13/27

a

Dimensions
0
0
o
Designation DCONMS WF a OAL RE LU CDX1) DMIN
PICCO R 050.7-20NB 7.05 2.80 6.30 42.50 0.15 20.5 0.60 6.80 °

e |t is not recommended to use coolant when machining with CBN tipped tools e Available on request only
() Cutting depth maximum

Member IMC Group
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PICCO R/L 080-N (Back Turning)
Inserts with Internal Coolant Channel for Internal Back Turning

=]

r OAL -
A v
B CONMS 2
| 30°
wetd _ i 159
cw,|
Dimensions
©
S
Designation DCONMS WF a CwW OAL LU RE CDX™M DMIN O
PICCO R 080.0003-15N 4.05 0.60 2.60 1.50 36.00 14.0 0.10 0.50 3.00 .
PICCO R 080.0004-15N 4.05 1.50 3.50 1.50 36.00 14.0 0.15 0.80 4.00 °
PICCO R 080.0005-20N 5.05 1.90 4.40 1.50 41.00 19.0 0.20 1.00 5.00 .
PICCO R 080.0006-20N 6.05 2.30 5.30 1.50 41.00 19.0 0.20 1.80 6.00 o
PICCO R 080.0006-30N 6.05 2.30 5.30 1.50 51.00 29.0 0.20 1.80 6.00 °
PICCO R 080.0007-20N 7.05 2.80 6.30 1.50 41.00 19.0 0.20 2.50 7.00 °
PICCO R 080.0007-30N 7.05 2.80 6.30 1.50 51.00 29.0 0.20 2.50 7.00 .

() Cutting depth maximum

Member IMC Group
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PICCO R/L 002-007-N (Grooving and Turning)
Inserts with Internal Coolant Channel for Internal Grooving and Turning

{
- OAL
R ®
A

| v

a Y GiEy e — — DCONMS

i 1 CDX

wrt RE| N REe I
cw
™ LU
Dimensions
3

Designation DCONMS  CW WF a RE OAL LU CDX®  DMIN 8]
PICCO R 002.0050-5N 4.05 0.50 0.20 1.80 0.00 26.00 5.0 0.40 2.00 L[]
PICCO R 002.0050-10N 4.05 0.50 0.20 1.80 0.00 31.00 10.0 0.40 2.00 °
PICCO R 003.0070-5N 4.05 0.70 0.70 2.70 0.00 26.00 5.0 0.60 3.00 L[]
PICCO R 003.0070-10N 4.05 0.70 0.70 2.70 0.00 31.00 10.0 0.60 3.00 °
PICCO R 003.0070-16N 4.05 0.70 0.70 2.70 0.00 36.00 15.0 0.60 3.00 [
PICCO R 004.0100-10N 4.05 1.00 1.50 3.50 0.00 31.00 9.0 0.80 4.00 ]
PICCO R 004.0100-16N 4.05 1.00 1.50 3.50 0.00 36.00 15.0 0.80 4.00 °
PICCO R 004.0100-20N 4.05 1.00 1.50 3.50 0.00 41.00 19.0 0.80 4.00 (]
PICCO R 005.0100-10N 5.05 1.00 1.90 4.40 0.00 31.00 9.0 1.00 5.00 L[]
PICCO R 005.0100-15N 5.05 1.00 1.90 4.40 0.00 36.00 14.0 1.00 5.00 °
PICCO R 005.0100-20N 5.05 1.00 1.90 4.40 0.00 41.00 19.0 1.00 5.00 [
PICCO R 005.0100-25N 5.05 1.00 1.90 4.40 0.00 46.00 24.0 1.00 5.00 °
PICCO R 005.0100-30N 5.05 1.00 1.90 4.40 0.00 51.00 29.0 1.00 5.00 °
PICCO R 005.0150-10N 5.05 1.50 1.90 4.40 0.00 31.00 9.0 1.00 5.00 °
PICCO R 005.0150-15N 5.05 1.50 1.90 4.40 0.00 36.00 14.0 1.00 5.00 L]
PICCO R 005.0150-20N 5.05 1.50 1.90 4.40 0.00 41.00 19.0 1.00 5.00 (]
PICCO R 005.0150-25N 5.05 1.50 1.90 4.40 0.00 46.00 24.0 1.00 5.00 °
PICCO R 005.0200-10N 5.05 2.00 1.90 4.40 0.00 31.00 9.0 1.00 5.00 ]
PICCO R 005.0200-15N 5.05 2.00 1.90 4.40 0.00 36.00 14.0 1.00 5.00 (]
PICCO R 005.0200-20N 5.05 2.00 1.90 4.40 0.00 41.00 19.0 1.00 5.00 (]
PICCO R 005.0200-30N 5.05 2.00 1.90 4.40 0.00 51.00 29.0 1.00 5.00 °
PICCO R/L 006.0100-10N 6.05 1.00 2.30 5.30 0.00 32.00 9.0 1.80 6.00 °
PICCO R 006.0100-15N 6.05 1.00 2.30 5.30 0.00 36.00 14.0 1.80 6.00 ]
PICCO R 006.0100-22N 6.05 1.00 2.30 5.30 0.00 43.00 21.0 1.80 6.00 ]
PICCO R 006.0100-25N 6.05 1.00 2.30 5.30 0.00 46.00 24.0 1.80 6.00 [
PICCO R 006.0100-30N 6.05 1.00 2.30 5.30 0.00 51.00 29.0 1.80 6.00 °
PICCO R/L 006.0150-10N 6.05 1.50 2.30 5.30 0.00 32.00 9.0 1.80 6.00 °
PICCO R 006.0150-15N 6.05 1.50 2.30 5.30 0.00 36.00 14.0 1.80 6.00 °
PICCO R 006.0150-22N 6.05 1.50 2.30 5.30 0.00 43.00 21.0 1.80 6.00 L[]
PICCO R 006.0150-25N 6.05 1.50 2.30 5.30 0.00 46.00 24.0 1.80 6.00 °
PICCO R 006.0150-30N 6.05 1.50 2.30 5.30 0.00 51.00 29.0 1.80 6.00 °
PICCO R 006.0200-10N 6.05 2.00 2.30 5.30 0.00 32.00 9.0 1.80 6.00 °

e All carbide bars with sharp corners

M Cutting depth maximum

Member IMC Group
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PICCO R/L 002-007-N (Grooving and Turning) (continued)

Inserts with Internal Coolant Channel for Internal Grooving and Turning
4
- OAL
<k 9 =
° A
' v Ki
a Y CHOEGTN -~ | DCONMS
RE i
CwW
LU
Dimensions

5
Designation DCONMS  CW WF a RE OAL LU CDX DMIN o
PICCO R 006.0200-15N 6.05 2.00 2.30 5.30 0.00 36.00 14.0 1.80 6.00 o
PICCO R/L 006.0200-22N 6.05 2.00 2.30 5.30 0.00 43.00 21.0 1.80 6.00 o
PICCO R 006.0200-25N 6.05 2.00 2.30 5.30 0.00 46.00 24.0 1.80 6.00 o
PICCO R 006.0200-30N 6.05 2.00 2.30 5.30 0.00 51.00 29.0 1.80 6.00 o
PICCO R 007.0100-10N 7.05 1.00 2.80 6.30 0.00 32,00 9.0 2.50 6.80 o
PICCO R 007.0100-15N 7.05 1.00 2.80 6.30 0.00 36.00 14.0 2.50 6.80 o
PICCO R 007.0100-22N 7.05 1.00 2.80 6.30 0.00 43.00 21.0 2.50 6.80 o
PICCO R 007.0100-25N 7.05 1.00 2.80 6.30 0.00 46.00 24.0 2.50 6.80 o
PICCO R 007.0100-30N 7.05 1.00 2.80 6.30 0.00 51.00 29.0 2.50 6.80 o
PICCO R 007.0150-10N 7.05 1.50 2.80 6.30 0.00 32,00 9.0 2.50 6.80 o
PICCO R 007.0150-15N 7.05 1.50 2.80 6.30 0.00 36.00 14.0 2.50 6.80 o
PICCO R 007.0150-22N 7.05 1.50 2.80 6.30 0.00 43.00 21.0 2.50 6.80 o
PICCO R 007.0150-25N 7.05 1.50 2.80 6.30 0.00 46.00 24.0 2.50 6.80 o
PICCO R 007.0150-30N 7.05 1.50 2.80 6.30 0.00 51.00 29.0 2.50 6.80 o
PICCO R 007.0200-10N 7.05 2.00 2.80 6.30 0.00 32.00 9.0 2.50 6.80 o
PICCO R/L 007.0200-15N 7.05 2.00 2.80 6.30 0.00 36.00 14.0 2.50 6.80 o
PICCO R 007.0200-22N 7.05 2.00 2.80 6.30 0.00 43.00 21.0 2.50 6.80 o
PICCO R/L 007.0200-25N 7.05 2.00 2.80 6.30 0.00 46.00 24.0 2.50 6.80 o
PICCO R 007.0200-30N 7.05 2.00 2.80 6.30 0.00 51.00 29.0 2.50 6.80 o

e All carbide bars with sharp corners

() Cutting depth maximum

Member IMC Group
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PICCO R/L 004-007-N (Full radius)
Full Radius Inserts with Internal Coolant Channel for Internal Profiling E
~ OAL - I v s
‘ > DMIN
il 1@ — r
WF
| v
) — 1 oconws
Tl — 1w —J
Dimensions
]
Designation DCONMS  CW WF a RE OAL LU CDX DMIN 3
PICCO R 004.0.50-16N 4.05 1.00 1.50 3.50 0.50 36.00 15.0 0.80 4.00 °
PICCO R 005.0.50-20N 5.05 1.00 1.90 4.40 0.50 41.00 19.0 1.00 5.00 o
PICCO R 006.0.50-25N 6.05 1.00 2.30 5.30 0.50 46.00 24.0 1.80 6.00 .
PICCO R 006.0.75-25N 6.05 1.50 2.30 5.30 0.75 46.00 24.0 1.80 6.00 o
PICCO R 006.1.00-25N 6.05 2.00 2.30 5.30 1.00 46.00 24.0 1.80 6.00 °
PICCO R 007.0.50-30N 7.05 1.00 2.80 6.30 0.50 51.00 29.0 2.50 6.80 o
PICCO R 007.1.00-30N 7.05 2.00 2.80 6.30 1.00 51.00 29.0 2.50 6.80 °

() Cutting depth maximum

Member IMC Group
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JET LINE
PICCO R/L 060-N
Inserts with Internal Coolant Channel for Internal Turning and 45° Chamfering @
< OAL - '
‘ — DMIN
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Dimensions
(o]
&
Designation DCONMS RE CHW WF a LU OAL CDX( DMIN o
PICCO R 060.5-15N 5.05 0.20 1.0 1.90 4.40 14.0 36.00 0.70 5.00 °
PICCO R 060.5-20N 5.05 0.20 1.0 1.90 4.40 19.0 41.00 0.70 5.00 o
7.05 0.20 1.0 2.80 6.30 19.0 41.00 0.70 6.80 o

() Cutting depth maximum

Member IMC Group
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PICCO R/L 070-N (Back Chamfering)
Back Chamfering Inserts with Internal Coolant Channel for Pre-Parting Operations r

- OAL >

@
Y
P E—— cows

A

Dimensions
©
S
Designation DCONMS Ccw WF a LU OAL t CDX™M DMIN O
PICCO R 070.5-15N 5.05 1.00 1.90 4.40 14.0 36.00 0.20 1.00 5.00 °
PICCO R 070.5-20N 5.05 1.00 1.90 4.40 19.0 41.00 0.20 1.00 5.00 o

e All carbide bars with sharp corners

() Cutting depth maximum

Member IMC Group
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PICCO R/L 520-N (Chamfering)
Inserts with Internal Coolant Channel for Internal Chamfering

=
o =i [

RE +
_ \
2 e
KAPR f
Dimensions
©
]
Designation DCONMS WF a KAPR OAL RE CDX DMIN O
PICCO R 520.0045-15N 5105 1.50 4 45.0 36.00 0.20 3.50 1.00 °

e |Left hand inserts on request

Member IMC Group
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JET LINE

PICCO-010/610-N (Face Grooving)
Inserts with Internal Coolant Channel for Face Grooving

=)
r

- OAL

1 @®
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a v DOONMS

@’Lim J 5
LU

Dimensions

©

]
Designation DAXN®M cw CDX DCONMS a LU OAL o
PICCO R 010.1006-10N 6.0 1.00 1.50 6.05 5.20 9.0 32.00 °
PICCO R 010.1506-10N 6.0 1.50 2.00 6.05 5.20 9.0 32.00 o
PICCO R 010.1008-10N 8.0 1.00 1.50 7.05 5.90 9.0 32.00 o
PICCO R 010.1008-20N 8.0 1.00 1.50 7.05 5.90 19.0 41.00 °
PICCO R 010.1008-30N 8.0 1.00 1.50 7.05 5.90 29.0 51.00 o
PICCO R 610.1008-10N 8.0 1.00 1.50 6.05 5.20 9.0 32.00 [}
PICCO R/L 010.1508-20N 8.0 1.50 2.50 7.05 5.90 19.0 41.00 °
PICCO R 010.1508-10N 8.0 1.50 2.50 7.05 5.90 9.0 32.00 °
PICCO R 010.1508-30N 8.0 1.50 2.50 7.05 5.90 29.0 51.00 o
PICCO R 610.1508-10N 8.0 1.50 2.50 6.05 5.20 9.0 32.00 o
PICCO R 610.1508-20N 8.0 1.50 2.50 6.05 5.20 19.0 41.00 °
PICCO R/L 010.2008-30N 8.0 2.00 3.00 7.05 5.90 29.0 51.00 °
PICCO R 010.2008-10N 8.0 2.00 3.00 7.05 5.90 9.0 32.00 °
PICCO R 010.2008-20N 8.0 2.00 3.00 7.05 5.90 19.0 41.00 °
PICCO R 610.2008-10N 8.0 2.00 3.00 6.05 5.20 9.0 32.00 o
PICCO R 610.2008-20N 8.0 2.00 3.00 6.05 5.20 19.0 41.00 °
PICCO R 010.2508-10N 8.0 2.50 3.50 7.05 5.90 9.0 32.00 o
PICCO R 010.2508-20N 8.0 2.50 3.50 7.05 5.90 19.0 41.00 °
PICCO R 610.2508-10N 8.0 2.50 3.50 6.05 5.20 9.0 32.00 °
PICCO R 010.3008-10N 8.0 3.00 3.50 7.05 5.90 9.0 32.00 o
PICCO R 010.3008-20N 8.0 3.00 3.50 7.05 5.90 19.0 41.00 o
PICCO R 010.3008-30N 8.0 3.00 3.50 7.05 5.90 29.0 51.00 °
PICCO R 610.3008-10N 8.0 3.00 3.50 6.05 5.20 9.0 32.00 °
PICCO R 610.3008-20N 8.0 3.00 3.50 6.05 5.20 19.0 41.00 o

* Only right-hand inserts are available as standard e All inserts are with sharp corners

) Minimum axial grooving diameter

Member IMC Group
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PICCO-010-N (Full Radius for Face Grooving)
Inserts with Internal Coolant Channel for Round Profile Face Grooving

=)
r

|

DCONMS
L

Dimensions
©
S
Designation DAXN™ Ccw RE CDX DCONMS a LU OAL &)
PICCO R 010.1005-10N 8.0 1.00 0.50 2.00 7.05 5.90 9.0 32.00 °
PICCO R 010.1005-20N 8.0 1.00 0.50 2.00 7.05 5.90 19.0 41.00 °
PICCO R 010.1608-10N 8.0 1.60 0.80 3.00 7.05 5.90 9.0 32.00 o
PICCO R 010.1608-20N 8.0 1.60 0.80 3.00 7.05 5.90 19.0 41.00 °
PICCO R 010.2010-10N 8.0 2.00 1.00 4.00 7.05 5.90 9.0 32.00 °
PICCO R 010.2010-20N 8.0 2.00 1.00 4.00 7.05 5.90 19.0 41.00 °
PICCO R 010.2512-10N 8.0 2.50 1.25 5.00 7.05 5.90 9.0 32.00 °
PICCO R 010.3015-10N 8.0 3.00 1.50 6.00 7.05 5.90 9.0 32.00 °
PICCO R 010.3015-20N 8.0 3.00 1.50 6.00 7.05 5.90 19.0 41.00 °

* Only right-hand inserts are available as standard, left-hand inserts on request

() Minimum axial grooving diameter

Member IMC Group
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PICCO-620-N (Face Grooving along Shaft)
Inserts with Internal Coolant Channel for Grooving along Shaft Dmin 6 mm

E "‘ 4-;

T

\j
= DCONMS

A

Dimensions
©
S
Designation DAXN®M Ccw CDX DCONMS a LU OAL &)
PICCO R 620.1006-20N 6.0 1.00 2.00 6.05 5.20 19.0 41.00 °
PICCO R 620.1506-20N 6.0 1.50 3.00 6.05 5.20 19.0 41.00 °
PICCO R 620.2006-20N 6.0 2.00 4.00 6.05 5.20 19.0 41.00 o
PICCO R 620.2506-20N 6.0 2.50 5.00 6.05 5.20 19.0 41.00 °
PICCO R 620.3006-20N 6.0 3.00 6.00 6.05 5.20 19.0 41.00 o

* Only right-hand inserts are available as standard, left-hand inserts on request e All carbide inserts are with sharp corners

() Minimum axial grooving diameter

Member IMC Group
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PICCO-015-N (Face Grooving)

Inserts with Internal Coolant Channel for Deep Face Grooving j
=7
‘ v
| 7= DAXN /r
Y

i
- DCOvNMS

Dimensions
©
S
Designation DAXN®M CwW LU CDX DCONMS a OAL &)
PICCO R 015.2515-20N 15.0 2.50 19.00 19.00 7.05 5.90 41.00 °
PICCO R 015.3015-20N 15.0 3.00 19.00 19.00 7.05 5.90 41.00 o
PICCO R 015.3015-30N 15.0 3.00 29.00 29.00 7.05 5.90 51.00 °

* Only right-hand inserts are available as standard, left-hand inserts on request e All inserts are with sharp corners

() Minimum axial grooving diameter

Member IMC Group
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PICCO-016/020-N (Face Grooving)
Inserts with Internal Coolant Channel for Deep Face Grooving

- OAL v

@ 7= DAXN

&1‘

v ; ;
a o*—f — 1 DCONMS
oA LU | ' 100
- — > Bar Max
REO.2
Dimensions
2
Designation DAXN®M Cw LU CDX DCONMS a OAL &)
PICCO R016.0300-10N 16.0 3.00 9.00 9.00 8.00 5.50 32.00 °
PICCO R016.0300-20N 16.0 3.00 19.00 19.00 8.00 5.50 41.00 o
PICCO R016.0400-20N 16.0 4.00 19.00 19.00 8.00 6.00 41.00 o
PICCO R020.0300-25N 20.0 3.00 24.00 24.00 8.00 5.50 46.00 o
PICCO R020.0300-30N 20.0 3.00 29.00 29.00 8.00 5.50 51.00 °
PICCO R020.0300-40N 20.0 3.00 39.00 39.00 8.00 5.50 61.00 [}
PICCO R020.0400-25N 20.0 4.00 24.00 24.00 8.00 6.00 46.00 °
PICCO R020.0400-30N 20.0 4.00 29.00 29.00 8.00 6.00 51.00 °
PICCO R020.0400-40N 20.0 4.00 39.00 39.00 8.00 6.00 61.00 o
PICCO R020.0500-25N 20.0 5.00 24.00 24.00 8.00 6.50 46.00 o
PICCO R020.0500-30N 20.0 5.00 29.00 29.00 8.00 6.50 51.00 °
PICCO R020.0500-35N 20.0 5.00 34.00 34.00 8.00 6.50 56.00 o
PICCO R020.0500-40N 20.0 5.00 39.00 39.00 8.00 6.50 61.00 °

¢ All inserts have two coolant holes which may be used with coolant pressure up to 100 bars

(M Minimum axial grooving diameter

Member IMC Group




illin gParti
NNOUNCEMENTE

A L

. A
GROOVE-TURN 19-2019 SEPTEMBER 2019 » METRIC PAGE 26/ 27
S0 N Emw
PICCOcCu'§

JET LINE
PICCO-55°-N (55° Threading)

Inserts with Internal Coolant Channel for 55° Internal Threading Profile @
’ it

)
DCONMS
v
Dimensions

©
S
Designation DCONMS TPIX()  TPIN@ HC CF PDX WF a LU OAL DMIN ©)
PICCO R 006.5524-15N 6.05 24.00 16.00 0.81 0.12 0.8 2.30 5.30 14.0 36.00 6.00 °
PICCO R 007.5524-15N 7.05 24.00 16.00 0.81 0.12 0.8 2.80 6.30 14.0 36.00 7.00 o

e All mini-bars have sharp corners

() Threads per inch maximum (@ Threads per inch minimum

Member IMC Group




nnovation UR

illin gPartlng o
NNOUNCEMENT:D NPA New Product Announcement: | S
GROOVE-TURN ‘| 9-2019 SEPTEMBER 2019 « METRIC PAGE 27/ 27
y Yy ¥/ |
PICCOCU;
JET LINE

PICCO R/L60°-N (60° Threading)
Inserts with a 60° Internal Thread Profile and Internal Coolant Channel
for 2.4 mm Min. Bore Diameter

e

2 1
ﬁ bCoNS

Dimensions

©

S
Designation TP DCONMS HC CF PDX WF a LU OAL DMIN o
PICCO R 003.0105-8N 0.500 4.05 0.27 0.04 0.3 0.30 2.30 7.0 31.00 2.40 °
PICCO R 004.0105-10N 0.500 4.05 0.27 0.09 0.4 1.00 3.00 9.0 31.00 3.20 °
PICCO R 004.0205-15N 0.500 4.05 0.27 0.06 0.4 1.50 3.50 14.0 36.00 4.00 o
PICCO R 005.0205-15N 0.500 5.05 0.27 0.06 0.4 1.90 4.40 14.0 36.00 5.00 o
PICCO R 005.0407-15N 0.750 5.05 0.40 0.09 0.5 1.90 4.40 14.0 36.00 5.00 °
PICCO R/L 005.0510-15N 1.000 5.05 0.55 0.12 0.6 1.90 4.40 14.0 36.00 4.80 °
PICCO R 005.0510-20N 1.000 5.05 0.55 0.12 0.6 1.90 4.40 19.0 41.00 4.80 °
PICCO R 006.0510-15N 1.000 6.05 0.55 0.12 0.6 2.30 5.30 14.0 36.00 6.00 °
PICCO R 006.0510-22N 1.000 6.05 0.55 0.12 0.6 2.30 5.30 21.0 43.00 6.00 o
PICCO R 006.0612-15N 1.250 6.05 0.68 0.15 0.7 2.30 5.30 14.0 36.00 6.00 o
PICCO R 006.0815-15N 1.500 6.05 0.81 0.18 0.8 2.30 5.30 14.0 36.00 6.00 °
PICCO R/L 007.0815-15N 1.500 7.05 0.81 0.18 0.8 2.70 6.30 14.0 36.00 7.00 °

™) Thread pitch

Member IMC Group




