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IMPORTANT:  This section is intended to summarize 
general principles of installation and operation of steam 
traps, as outlined above. Actual installation and operation 
of steam trapping equipment should be performed  
only by experienced personnel. Selection or installation 
should always be accompanied by competent technical 
assistance or advice. This data should never be used  
as a substitute for such technical advice or assistance. 
We encourage you to contact Armstrong or its local  
representative for further details.

Bringing Energy Down to Earth

Say energy. Think environment. And vice versa.
Any company that is energy conscious is also environmentally 
conscious. Less energy consumed means less waste, fewer 
emissions and a healthier environment.

In short, bringing energy and environment together lowers  
the cost industry must pay for both. By helping companies 
manage energy, Armstrong products and services are also 
helping to protect the environment.

Armstrong has been sharing know-how since we invented  
the energy-efficient inverted bucket steam trap in 1911. In the 
years since, customers’ savings have proven again and again 
that knowledge not shared is energy wasted.

Armstrong’s developments and improvements in steam trap 
design and function have led to countless savings in energy, 
time and money. This section has grown out of our decades  
of sharing and expanding what we’ve learned. It deals with the 
operating principles of steam traps and outlines their specific 
applications to a wide variety of products and industries.  
You’ll find it a useful complement to other Armstrong literature 
and the Armstrong Steam-A-ware™ software program for 
sizing and selecting steam traps, pressure reducing 
valves and water heaters, which can be requested through 
Armstrong’s Web site, armstronginternational.com.

This section also includes Recommendation Charts that  
summarize our findings on which type of trap will give  
optimum performance in a given situation and why.



North America  •  Latin America  •  India  •  Europe / Middle East / Africa  •  China  •  Pacific Rim
armstronginternational.com

Designs, materials, weights and performance ratings are approximate and subject to change without notice.  Visit armstronginternational.com for up-to-date information.
3

Chart 3-1. Recommendation Chart  
(See chart below for “Feature Code” References.) 

Equipment Being Trapped 
1st Choice and Feature 

Code 
Alternate Choice

Jacketed Kettles 
Gravity Drain 

IBLV 
B, C, E, K, N F&T or Thermostatic

Jacketed Kettles 
Syphon Drain 

DC 
B, C, E, G, H, K, N, P IBLV

Chart 3-2. How Various Types of Steam Traps Meet Specific Operating Requirements 
Feature 

Code
Characteristic IB BM F&T Disc 

Thermostatic 
Wafer

DC Orifice

A Method of Operation (1) Intermittent (2) Intermittent Continuous Intermittent (2) Intermittent Continuous Continuous

B Energy Conservation (Time in Service) Excellent Excellent Good Poor Fair (3) Excellent Poor

C Resistance to Wear Excellent Excellent Good Poor Fair Excellent Poor

D Corrosion Resistance Excellent Excellent Good Excellent Good Excellent Good

E Resistance to Hydraulic Shock Excellent Excellent Poor Excellent (4) Poor Excellent Good

F Vents Air and CO2 at Steam Temperature Yes No No No No Yes Poor

G Ability to Vent Air at Very Low Pressure (1/4 psig) Poor (5) NR Excellent (5) NR Good Excellent Poor

H Ability to Handle Start-Up Air Loads Fair Excellent Excellent Poor Excellent Excellent Poor

I Operation Against Back Pressure Excellent Excellent Excellent Poor Excellent Excellent Poor

J Resistance to Damage From Freezing (6) Good Good Poor Good Good Good Excellent

K Ability to Purge System Excellent Good Fair Excellent Good Excellent Poor

L Performance on Very Light Loads Excellent Excellent Excellent Poor Excellent Excellent Poor

M Responsiveness to Slugs of Condensate Immediate Delayed Immediate Delayed Delayed Immediate Poor

N Ability to Handle Dirt Excellent Fair Poor Poor Fair Excellent Poor

O Comparative Physical Size (7) Large Small Large Small Small Large Small

P Ability to Handle“Flash Steam” Fair Poor Poor Poor Poor Excellent Poor

Q Mechanical Failure (Open or Closed) Open Open Closed (8) Open (9) Open NA

Instructions for Using the Recommendation Charts

A quick reference Recommendation Chart appears throughout 
the “HOW TO TRAP” brochures (857-EN - 868-EN).  

A feature code system (ranging from A to Q) supplies you 
with “at-a-glance” information. 

The chart covers the type of steam traps and the major 
advantages that Armstrong feels are superior for each  
particular application.

For example, assume you are looking for information  
concerning the proper trap to use on a gravity drained  
jacketed kettle. You would:

1. Turn to the “How to Trap Jacketed Kettles” brochure, 
864-EN, and look in the lower right-hand corner of 
page 10. The Recommendation Chart located there is 
reprinted below for your convenience. (Each section has 
a Recommendation Chart.)

2. Find “Jacketed Kettles, Gravity Drain” in the first  
column under “Equipment Being Trapped” and read  
to the right for Armstrong’s “1st Choice and Feature 
Code.” In this case, the first choice is an IBLV and  
the feature code letters B, C, E, K, N are listed.

3. Now refer to Chart 3-2 below, titled “How Various Types 
of Steam Traps Meet Specific Operating Requirements” 
and read down the extreme left-hand column to each 
of the letters B, C, E, K, N. The letter “B,” for example, 
refers to the trap’s ability to provide energy-conserving 
operation.

4. Follow the line for “B” to the right until you reach the  
column that corresponds to our first choice, in this case 
the inverted bucket. Based on tests and actual operating 
conditions, the energy-conserving performance of the 
inverted bucket steam trap has been rated “Excellent.” 
Follow this same procedure for the remaining letters.

Abbreviations
 IB Inverted Bucket Trap
 IBLV Inverted Bucket Large Vent
 BM Bimetallic Trap
 F&T Float and Thermostatic Trap
 CD Controlled Disc Trap
 DC Automatic Differential   
  Condensate Controller
 CV Check Valve
 T Thermic Bucket
 PRV Pressure Reducing Valve

(1)  Drainage of condensate is continuous. Discharge is intermittent. 
(2)  Can be continuous on low load. 
(3)  Excellent when “secondary steam” is utilized. 
(4)  Bimetallic and wafer traps – good. 
(5)  Not recommended for low pressure operations. 

(6)  Cast iron traps not recommended.
(7)  In welded stainless steel construction – medium.
(8)  Can fail closed due to dirt.
(9)  Can fail either open or closed, depending upon the design of the bellows.
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What They Are…How to Use Them
The heat quantities and temperature/ 
pressure relationships referred to in 
this section are taken from the Properties 
of Saturated Steam table. 

Definitions of Terms Used
Saturated Steam is pure steam at the 
temperature that corresponds to the 
boiling temperature of water at the  
existing pressure.

Absolute and Gauge Pressures 
Absolute pressure is pressure in 
pounds per square inch (psia) above  
a perfect vacuum. Gauge pressure is 
pressure in pounds per square inch 
above atmospheric pressure, which is 
14.7 pounds per square inch absolute. 
Gauge pressure (psig) plus 14.7 equals 
absolute pressure. Or, absolute pressure 
minus 14.7 equals gauge pressure.

Pressure/Temperature Relationship 
(Columns 1, 2 and 3). For every  
pressure of pure steam there is a  
corresponding temperature. Example: 
The temperature of 250 psig pure 
steam is always 406°F.

Heat of Saturated Liquid (Column 4). 
This is the amount of heat required  
to raise the temperature of a pound  
of water from 32°F to the boiling 
point at the pressure and temperature 
shown. It is expressed in British 
thermal units (Btu).

Latent Heat or Heat of Vaporization 
(Column 5). The amount of heat 
(expressed in Btu) required to change 
a pound of boiling water to a pound of 
steam. This same amount of heat is 
released when a pound of steam is  
condensed back into a pound of water. 
This heat quantity is different for every 
pressure/temperature combination, as 
shown in the steam table.

Total Heat of Steam (Column 6). The 
sum of the Heat of the Liquid (Column 
4) and Latent Heat (Column 5) in Btu.  
It is the total heat in steam above 32°F.

Specific Volume of Liquid (Column 7). 
The volume per unit of mass in cubic 
feet per pound.

Specific Volume of Steam (Column 8). 
The volume per unit of mass in cubic 
feet per pound.

How the Table Is Used
In addition to determining pressure/ 
temperature relationships, you can 
compute the amount of steam that will 
be condensed by any heating unit of 
known Btu output. Conversely, the 

table can be used to determine Btu 
output if steam condensing rate is 
known. In the application portion of  
this section, there are several references 
to the use of the steam table.

Table 4-1. Properties of Saturated Steam  
(Abstracted from Keenan and Keyes, THERMODYNAMIC PROPERTIES OF STEAM,  
by permission of John Wiley & Sons, Inc.)

Col. 1 
Gauge 

Pressure 

Col. 2 
Absolute 
Pressure 

(psia) 

Col. 3 
Steam 
Temp. 

(°F) 

Col. 4 
Heat 

of Sat. 
Liquid 

(Btu/lb) 

Col. 5 
Latent 

Heat (Btu/
lb) 

Col. 6 
Total 

Heat of 
Steam 
(Btu/lb) 

Col. 7 
Specific 

Volume of 
Sat. Liquid 

(cu ft/lb) 

Col. 8 
Specific 
Volume 
of Sat. 

Steam (cu 
ft/lb)

In
ch

es
 o

f V
ac

uu
m

29.743 0.08854 32.00 0.00 1075.8 1075.8 0.016022 3306.00
29.515 0.2 53.14 21.21 1063.8 1085.0 0.016027 1526.00
27.886 1.0 101.74 69.70 1036.3 1106.0 0.016136 333.60
19.742 5.0 162.24 130.13 1001.0 1131.0 0.016407 73.52
9.562 10.0 193.21 161.17 982.1 1143.3 0.016590 38.42
7.536 11.0 197.75 165.73 979.3 1145.0 0.016620 35.14
5.490 12.0 201.96 169.96 976.6 1146.6 0.016647 32.40
3.454 13.0 205.88 173.91 974.2 1148.1 0.016674 30.06
1.418 14.0 209.56 177.61 971.9 1149.5 0.016699 28.04

PS
IG

0.0 14.696 212.00 180.07 970.3 1150.4 0.016715 26.80
1.3 16.0 216.32 184.42 967.6 1152.0 0.016746 24.75
2.3 17.0 219.44 187.56 965.5 1153.1 0.016768 23.39
5.3 20.0 227.96 196.16 960.1 1156.3 0.016830 20.09

10.3 25.0 240.07 208.42 952.1 1160.6 0.016922 16.30
15.3 30.0 250.33 218.82 945.3 1164.1 0.017004 13.75
20.3 35.0 259.28 227.91 939.2 1167.1 0.017078 11.90
25.3 40.0 267.25 236.03 933.7 1169.7 0.017146 10.50
30.3 45.0 274.44 243.36 928.6 1172.0 0.017209 9.40
40.3 55.0 287.07 256.30 919.6 1175.9 0.017325 7.79
50.3 65.0 297.97 267.50 911.6 1179.1 0.017429 6.66
60.3 75.0 307.60 277.43 904.5 1181.9 0.017524 5.82
70.3 85.0 316.25 286.39 897.8 1184.2 0.017613 5.17
80.3 95.0 324.12 294.56 891.7 1186.2 0.017696 4.65
90.3 105.0 331.36 302.10 886.0 1188.1 0.017775 4.23
100.0 114.7 337.90 308.80 880.0 1188.8 0.017850 3.88
110.3 125.0 344.33 315.68 875.4 1191.1 0.017922 3.59
120.3 135.0 350.21 321.85 870.6 1192.4 0.017991 3.33
125.3 140.0 353.02 324.82 868.2 1193.0 0.018024 3.22
130.3 145.0 355.76 327.70 865.8 1193.5 0.018057 3.11
140.3 155.0 360.50 333.24 861.3 1194.6 0.018121 2.92
150.3 165.0 365.99 338.53 857.1 1195.6 0.018183 2.75
160.3 175.0 370.75 343.57 852.8 1196.5 0.018244 2.60
180.3 195.0 379.67 353.10 844.9 1198.0 0.018360 2.34
200.3 215.0 387.89 361.91 837.4 1199.3 0.018470 2.13
225.3 240.0 397.37 372.12 828.5 1200.6 0.018602 1.92
250.3 265.0 406.11 381.60 820.1 1201.7 0.018728 1.74

300.0 417.33 393.84 809.0 1202.8 0.018896 1.54
400.0 444.59 424.00 780.5 1204.5 0.019340 1.16
450.0 456.28 437.20 767.4 1204.6 0.019547 1.03
500.0 467.01 449.40 755.0 1204.4 0.019748 0.93
600.0 486.21 471.60 731.6 1203.2 0.02013 0.77
900.0 531.98 526.60 668.8 1195.4 0.02123 0.50

1200.0 567.22 571.70 611.7 1183.4 0.02232 0.36
1500.0 596.23 611.60 556.3 1167.9 0.02346 0.28
1700.0 613.15 636.30 519.6 1155.9 0.02428 0.24
2000.0 635.82 671.70 463.4 1135.1 0.02565 0.19
2500.0 668.13 730.60 360.5 1091.1 0.02860 0.13
2700.0 679.55 756.20 312.1 1068.3 0.03027 0.11
3206.2 705.40 902.70 0.0 902.7 0.05053 0.05
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Flash Steam (Secondary)
What is flash steam? When hot condensate or boiler 
water, under pressure, is released to a lower pressure, part 
of it is re-evaporated, becoming what is known as flash steam.     

Why is it important? This flash steam is important because 
it contains heat units that can be used for economical plant 
operation—and which are otherwise wasted.

How is it formed? When water is heated at atmospheric 
pressure, its temperature rises until it reaches 212°F, 
the highest temperature at which water can exist at this 
pressure. Additional heat does not raise the temperature, 
but converts the water to steam.

The heat absorbed by the water in raising its temperature  
to boiling point is called “sensible heat” or heat of saturated 
liquid. The heat required to convert water at boiling point  
to steam at the same temperature is called “latent heat.”  
The unit of heat in common use is the Btu, which is the 
amount of heat required to raise the temperature of one 
pound of water 1°F at atmospheric pressure.

If water is heated under pressure, however, the boiling  
point is higher than 212°F, so the sensible heat required  
is greater. The higher the pressure, the higher the boiling  
temperature and the higher the heat content. If pressure  
is reduced, a certain amount of sensible heat is released. 
This excess heat will be absorbed in the form of latent heat, 
causing part of the water to “flash” into steam.

Condensate at steam temperature and under 100 psig  
pressure has a heat content of 308.8 Btu per pound. (See 
Column 4 in Steam Table.) If this condensate is discharged 
to atmospheric pressure (0 psig), its heat content instantly 
drops to 180 Btu per pound. The surplus of 128.8 Btu  
re-evaporates or flashes a portion of the condensate.  
The percentage that will flash to steam can be computed 
using the formula:

% flash steam =                x 100
                                  
SH = Sensible heat in the condensate at the higher  
  pressure before discharge.
SL = Sensible heat in the condensate at the lower 
  pressure to which discharge takes place.
H = Latent heat in the steam at the lower pressure  
  to which the condensate has been discharged.

% flash steam =                     x 100 =13.3%

Chart 5-3 shows the amount of secondary steam that  
will be formed when discharging condensate to different 
pressures. Other useful tables will be found in brochure 
873-EN (Useful Engineering Tables).

SH - SL
     H

308.8 - 180
     970.3

Chart 5-3.
Percentage of flash steam formed when discharging  
condensate to reduced pressure.

Chart 5-4.
Volume of flash steam formed when one cubic foot of  
condensate is discharged to atmospheric pressure.
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