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Preface

CITY OF OAKLAND

STREET LIGHT DESIGN MANUAL

The City of Oakland’s Electrical Services Division of the Public Works Agency has prepared
the Street Light Design Manual for the City of Oakland.

The purpose of the City of Oakland Street Light Design Manual is to assist public and
private designers in the design and construction of street lighting, and also to assure design
uniformity governing City of Oakland’s street lighting warrants.

The Street Light Design Manual is to be used as a companion document in conjunction with
the City of Oakland Standard Details for Public Works Construction, Illuminating
Engineering Society of North America Lighting Handbook, and the Standard Plans &
Specifications for the State of California Department of Transportation.

Section(s) of the Street Light Design Manual may only be modified to suit specific adverse
field conditions with the approval from the Manager of Electrical Services. This Design
Manual will be revised periodically and reprinted to reflect the changing technology of the
street lighting industry.

Electronic copies of this publication are available for download at City of Oakland PublicElectronic copies of this publication are available for download at City of Oakland, Public
Works Agency’s website or upon request from Electrical Services’ Division.

Suggestions and comments for improving and or amending the Street Light Design Manual
are welcomed and will be considered in the preparations of future revisions.

Raul Godinez II, P.E.

Dir t r f P bli W rk A
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Introduction 
This street light design manual has been developed by Oakland Public Works, Electrical 
Services Division for use by private developers, lighting consultants, outside agencies, and City 
staff to assist in the design and installation of street lights within the Oakland city boundary.

Please read and become familiar with these standards and requirements prior to start of 
design.  The standards and requirements stated and referred herein this manual apply to all 
developments within the Oakland city public right of way   developments within the Oakland city public right of way.  

All street light design must be approved and stamped by Electrical Services prior to start of 
construction.  Requests for street light inspections will be denied until appropriate 
documentation of approved design is provided.

If you have any questions or suggestions regarding the content of these standards and 
requirements, please contact:

City of Oakland Public Works
Electrical Services Division
7101 Edgewater Dr, Bldg. 2

Oakland, CA 94621
Tel: (510) 615‐5430
Fax: (510) 615‐54115 5 5

City Street vs. Private Street:

Streets classified as private streets or private driveways may use this manual as a best practice 
reference but are not required by the City to comply.  Street lights on private streets will not 
be maintained by Oakland Public Works.  Please consult with Oakland Community and 
Economic Development Agency (CEDA) for more information on dedication of City street vs. 
private street   Note:  In an event when a private street is to be transferred over to the City as a private street.  Note:  In an event when a private street is to be transferred over to the City as a 
City dedicated street, all street lighting standards and requirements must be met at the cost of 
the property owner prior to acceptance of street light maintenance responsibilities.

Disclaimer:

City of Oakland, Electrical Services does not endorse products or manufacturers.  
Manufacturers’ names appear herein only because they are considered  the highest quality, 
b t  f i     t  t  ff ti   d  i ll   il bl  f  it  ki d   If   best performing , most cost effective and commercially available for its kind.  If a 
manufacturer would like to include its product in this manual, please contact the Electrical 
Services Division for information on product evaluation process and procedure.   Only the 
Electrical Services’ manager has the authority to accept /incorporate new product(s) in this 
manual  based on quality, performance, maintainability, energy efficiency, cost effectiveness, 
and practicality of product.   
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Design and Material Requirements 
1. City Standard Illumination Levels and Uniformity Ratio

1.1. City standard illumination levels and uniformity ratio can be found in Appendix A, 
Oakland Street Lighting Warrants.

1.2. Contact Electrical Services prior to street light design for information on street 
classification or Electrical Services will provide comment during initial plan review on 

i d Ci   d d   li h  ill i i  l l   d  if irequired City standard street light illumination levels and uniformity.

1.3. Designed average maintained illumination level shall meet City minimum required 
level while not exceeding City optimum level.

1.4. Designed uniformity ratio shall meet City minimum required uniformity ratio

1.5. Electrical Services will accept the design of Crime lighting level standards if requested 
or directed by the Oakland Police Dept.

2. Placement of Streetlight(s)

2.1. Center of streetlight pole shall be placed 2.5 feet behind face of curb.

2.2. All proposed streetlights shall be installed 20 feet laterally from existing/proposed 
tree(s) or vice versa.

2.3. All proposed streetlight poles pole shall be a minimum of 5 feet from edge of 
existing/proposed drivewayexisting/proposed driveway.

2.4. Spacing of streetlight poles shall be designed to meet City standard illumination levels 
and uniformity ratio.

3. Photometric Calculation

3.1. Photometric calculation shall be comply with American National Standard Practice for 
Roadway Lighting (ANSI/IESNA RP‐8)y g g

3.2. Photometric calculation shall be base on the  following design parameters:

3.2.1. Incorporate adjacent street light(s) outside of project limits.

3.2.2. Lamp lumen depreciation (LLD) factor  ‐ 0.80 for HPS luminaires. 

3.2.3 Street light distribution ‐ Type III .

3.2.4. Road Surface Classification ‐ R3.3.2.4. Road Surface Classification  R3.

3.2.5. Do not include light source(s) other than street lights .

3.3. Calculate average maintained illumination value for each street in project.

3.3.1 Average Maintained Illuminance – The average level of horizontal illuminance on the roadway 
pavement when the output of the lamp and luminaire is diminished by the maintenance factors; 
expressed in average footcandles for the pavement area.
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Design and Material Requirements (cont’d)

3.4. Calculate uniformity ratio for each street in project.

3.4.1. Uniformity Ratio – The ratio of the Average Maintained Illuminance level to the Minimum 
Maintained Illuminance level.  

3.5. Location of street light(s) shall match  street light layout plan.

S i  E l4. Service Enclosure

4.1. For developments installing 3 or more new street lights, a minimum of one unmetered 
Type IIIAF, 100 Amp, service pedestal (Tesco or approved equal) is required.

4.1.1. Service pedestal shall be hot dipped galvanized steel.

4.2. Service enclosure shall be centrally installed to serve proposed street lights.

R f  t  A di  C f  t i l  i   l   i l  li  di4.2.1. Refer to Appendix C for typical service enclosure single line diagram.

4.3. Metering 

4.3.1 Streetlight service shall always be unmetered.

4.3.2. Park lighting, irrigation controls, traffic signals, auxiliary power outlets for holiday lighting and all 
non streetlight related power shall be metered.

4.3.2.1 A single metered or dual metered Type IIIAF service enclosure may be used in lieu of 
  t d  i   l  t   bi   t d  t t li ht  i   ith an unmetered service enclosure to combine unmetered street light service with 

metered services.  

4.3.2.1.1. If applicable, traffic signal service shall be on its own meter.  

4.3.2.1.2. If applicable, all other non street light and traffic signal service shall be on its 
own meter. 

4.4. Service enclosure shall be painted to match color of streetlight poles.

R f  t  S ti  8  f  Cit   t d d  l4.4.1. Refer to Section 8.4 for City standard colors

4.4.2. If streetlight poles are unpainted galvanized, enclosure color shall be unpainted aluminized. 

5. Voltage and Voltage Drop

5.1. Street light voltage shall be either 120V or 240V.  No other voltage will be accepted.

5.2. Voltage drop shall not exceed 3% of nominal voltage.5.2. Voltage drop shall not exceed 3% of nominal voltage.

5.2.1 If Electrical Services suspects non compliance to voltage drop requirement, upon request from 
Electrical Services, the designer must submit voltage drop calculations prior to approval of street 
light design.

6. Controls

6.1. Streetlight(s)
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Design and Material Requirements (cont’d)

6.1.2. Photocell shall be wired to control the operation of all street lights connected on the same 
string/circuit. 

6.2. Street light(s) with sidewalk‐side pedestrian light

6.2.1. One photocell shall be installed on the poletop of street light pole closest to the service enclosure.

6.2.2. Street light and pedestrian light circuits shall be separated. g p g p

6.2.3. Photocell shall be wired to control the operation of all street lights and pedestrian lights connected 
to the same circuit. 

6.2.4. Additional controls for pedestrian lights shall be as follows:

6.2.4.1. Programmable time clock shall be installed in service enclosure to turn all pedestrian lights 
off during late night hours.

6.2.4.2.Programmable time clock shall be Intermatic ET170 Series – 7 Day electronic time switch or 
d  lapproved equal.

6.3. Post‐top pedestrian ornamental luminaire

6.3.1. One photocell shall be installed at the base of luminaire fixture closest to the service enclosure.

6.3.2. Street light and ornamental pedestrian light circuits shall be separated. 

6.3.3. Photocell shall be wired to control the operation of all ornamental pedestrian lights connected to 
the same circuit. 

6.3.4. Additional controls for ornamental pedestrian lights shall be as follows:

6.3.4.1. Programmable time clock shall be installed in service enclosure to turn all pedestrian lights 
off during late night hours.

6.3.4.2. Programmable time clock shall be Intermatic ET170 Series – 7 Day electronic time switch or 
approved equal.

7. Lamp Typep yp

7.1. All street light and pedestrian lamps shall be High Pressure Sodium (HPS)

7.1.1. No exceptions allowed.

8. Luminaire Type

8.1. Cobra head type:

8.1.1. Luminaire shall be Type III distribution, flatglass cutoff type.

8.2. Ornamental luminaire: 

8.2.1. Luminaire fixtures shall be Type III distribution.

8.2.2. Refer to City approved luminaire types on pages 12 to 24.
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Design and Material Requirements (cont’d)

9. Light Pole 

9.1. For major/collector streets ‐ Typical street light poles shall be galvanized round tapered 
28’ 6” poles.

9.1.1. For alternative acceptable pole styles, refer to City Acceptable Poles on pages 29‐30 for options.

9.1.2. 14’ ornamental pedestrian lights may be incorporated into streetlight design to contribute 
additional lighting for improved lighting uniformity. 

9.2. For residential streets – The following are acceptable streetlight poles:

9.2.1. Round tapered 28’ 6” poles.

9 2 2 Round tapered 25’ poles9.2.2. Round tapered 25  poles.

9.2.3. Ornamental pedestrian 14’ poles

9.2.4. For acceptable pole styles, refer to City Acceptable Poles on page XXXX for reference.

9.3. Electrical Services reserves the right to approve or reject  proposed street light pole(s).

9 4 Pole  finish  shall be galvanized or painted with one of the following City standard 9.4. Pole  finish  shall be galvanized or painted with one of the following City standard 
colors:

10. Curb Box

10.1. Install a #5 non‐concrete curb box behind each streetlight and at each splice junction.

10 2 Refer to City standard E‐7 and E‐9 in Appendix C for details
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Design and Material Requirements (cont’d)

11. Wiring 

11.1. #2 AWG THHN wires shall be used from PG&E service connection to service enclosure.

11.2. For 120V streetlights – 2‐#8 AWG THHN/THWN (Blk/Wh) wires + 1‐#8 AWG 
THHN/THWN (Grn) bonding/ground wires shall be used.

11.3. For 240V streetlights – 2‐#8 AWG THHN/THWN (Blk/Red) wires + 1‐#8 AWG 
THHN/THWN (Grn) bonding/ground wires shall be used.

12. Conduit

12.1. Street light conduits shall be 2” Schedule 80 HDPE.   PVC conduits are not allowed.

12.2. Street light conduit depth shall be a minimum of :

12.2.1. 18” in non traffic area (planter strip, sidewalk, median)

12.2.2. 24” in roadway

12.3. In joint trench, street light conduit shall be  installed above  or adjacent to all  other dry 
utility lines  utility lines. 

13. Fuse 

13.1. For 120V streetlights ‐ Install an in‐line water tight fuseholder, HEB‐AA with a 5A KTK 
fuse for each streetlight, in the adjacent curb box.

13.2. For 240V streetlights ‐ Install an in‐line water tight fuseholder, HEX‐AA with a 5A KTK 3 4 g g , 5
fuse for each streetlight, in the adjacent curb box

14. Temporary Street Lighting 

14.1. All existing street lights shall remain in operation at all times until final connections are 
made.

14 2 For a project  that require disconnection /removal of existing street light(s)  and will 14.2. For a project  that require disconnection /removal of existing street light(s)  and will 
affect continuous operation of street light(s) for 1 or more days, temporary street 
lighting will be required.

14.2.1 If anticipated street light disruption is 2 weeks  (14 days) or less, temporary 
light tower(s ) may be used.  Project plans shall include construction note to 
provide light tower (s).

14 2 1 If anticipated street light disruption is more than 2 weeks (14 days)  a 
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14.2.1 If anticipated street light disruption is more than 2 weeks (14 days), a 
temporary street lighting plan is required to provide uninterruptable street 
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Required Design Plan Submittals
1. Project Title Sheet

1.1. Indicate location of project

2. Street Light Quantity and Type

Li t  tit   tt   d fi t  t  f   ll  i ti   t t li ht   ithi   j t   2.1. List quantity, wattage, and fixture type for all existing street lights within project area 
to remain or removed.

2.2. List quantity, wattage, and fixture type for all proposed new street lights within project 
area. 

3. City Standard Details 

3 1 Standard details shall conform to City of Oakland Standard Details for Public Works 3.1. Standard details shall conform to City of Oakland Standard Details for Public Works 
Construction, 2002 Edition

3.2. Include and/or reference all applicable City standard detail drawings for street light 
installations.

3.2.1 Street light foundation details

3.2.2. Curb box requirements

3.2.3. Standard street light dimension details

3.2.4. Anchor Bolt details

3.2.5 Conduit details

3.2.6 Conductor identification 

3.2.7 Wire splice details

4. Lighting Layout Plan

4.1. Lighting layout plan(s) shall include all of the following:

4.1.1. Locations of all existing/new utilities within the public right of way.

4.1.2. Location(s) of point of electric service (PG&E or existing City service)

4.1.3. Location(s) of all street lights within project limits

4.1.4. Location(s) of existing and proposed trees.

4.1.5. Location(s) of centralized street light service pedestal(s).

4.1.6. Routing of designated circuit(s) to all street light locations.

5. Single Line Diagram

5.1. Identify street light  service distribution from point of service (PG&E  or City service) to 
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5.1. Identify street light  service distribution from point of service (PG&E  or City service) to 
each  street light circuit.

5.2. Identify street light controls 



Required Design Plan Submittals (cont’d)

6. Photometric Calculation

6.1. Calculation shall include all of the following

6.1.1. Layout of all street lights within project limits

6.1.2. Average maintained illuminance and uniformity ratio for each street within project limits

6.1.3. IES photometric file and street light fixture details used in calculation.

7. Temporary Street Lighting Plan

7.1. If anticipated street light disruption will be more than 2 weeks (14 days), a temporary 
street lighting plan is required  for review.

7.2 Temporary street lighting plan shall include photometric calculation.7 p y g g p p
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List of City Approved Luminaires
City Approved Luminaire Notes:

1. The list of luminaires shown below vary in architectural style, performance, and cost.  All projects must choose one or 
a combination of luminaires in this list for its street light application.  

2. Exceptions for luminaires not shown in this list will not be given for reasoning based on past street light installations.

3. Electrical Services reserves the right to approve or reject  proposed street light pole(s).

Symbols:

• ?V? – Specify voltage
• ?W? – Specify wattage
• $ ‐ $100 ‐ $200 per luminaire fixture

   • $$ ‐ $200 ‐ $400
• $$$ ‐ $400 ‐ $600
• $$$$ ‐ $600 ‐ $800
• $$$$$ ‐ >$800 

Cobra (L) ContemporaryCobra (S)Claremont

Gull Wing Icon SlideDomus Forrest Park
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Merriweather Tear Drop Universe Washington



Claremont Luminaire

fManufacturer(s): Spring City

Catalog #: 
Spring City Edgewater

Photometric File:

Application: Residential street lighting

Lamp Type:  70W, 100W HPS

Optical System:  Type III

Ballast Voltage: Multi‐tap 120/240Vg p

Color: Boxwood Green only

Special Requirements:  Use only with ornamental bracket 
arm (with fluted cap and acorn finial) and 14’ fluted 
ornamental pole. As shown: Claremont luminaire w/ arm on 

14’f luted pole
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Luminaire Cost: $$$$$
14 f luted pole.

Color: Boxwood Green
Location: Rockridge District



Cobra Head Luminaire (For Arterial/Collector Streets)

Manufacturer(s):GE, Lumec

Catalog #: Description:Catalog #: Description:
GE – MDCL20S3M22FMC31 200W
GE – MDCL25S3M22FMC31 250W
GE – MDCL31S3M22FMC31 310W
GE – MDCL40S3M22FMC31 400W

Photometric File: GE1002.ies

Application: Arterial and/or collector street lighting

Lamp Type: 200W, 250W, 310W, 400W HPS

Optical System:Type III, flat glass cutoff

Ballast Voltage: Multi tap 120/240VBallast Voltage: Multi‐tap 120/240V

Color: Unpainted or painted to match street light pole

Special Requirements:  Use only with City 25’ or 28’6” pole.

Luminaire Cost: $ As shown: Cobra head luminaire w/ 8’ arm on 
28’6” pole
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28 6  pole.
Color: Unpainted galvanized
Location: Oakport Ave



Cobra Head Luminaire (For Collector/Residential Streets)

Manufacturer(s):  GE, Lumec

Catalog #:  Description:Catalog #:  Description:
GE ‐M2AC07S1M2GMC31 70W
GE ‐M2AC10S1M2GMC31 100W
GE ‐M2AC15S1M2GMC31 150W
GE ‐M2AC20S1A2GMC31 200W

Photometric File: 
GE7285 ies (GE 70W‐150W)GE7285.ies (GE 70W‐150W)
GE7304.ies (GE 200W)

Application: Collector and/or residential street lighting

Lamp Type: 70W, 100W, 150W, 200W HPS

Optical System: Type III  flat glass cutoffOptical System: Type III, flat glass cutoff

Ballast Voltage: Multi‐tap 120/240V

Color: Unpainted or painted to match street light pole

Special Requirements:  Use with City 25’ or 28’6” Pole Only As shown: Cobra head luminaire w/ 6’ arm 
on 28’6” pole

Page 17 of 71

Luminaire Cost: $

on 28 6  pole.
Color: Boxwood Green
Location: Edes Ave



Contemporary Luminaire

Manufacturer(s): Gardco

Catalog #: 
MA22‐1‐3‐400HPS‐QUAD‐OC  (22”, Street side)
MA17‐1‐3‐150HPS‐QUAD‐OC  (17”, Sidewalk side)

Photometric File:  
GR34H.ies (Street side)
GR H i  (Sid lk  id )GR315H.ies (Sidewalk side)

Application:
22” Luminaire ‐Arterial and/or collector street lighting
17” Luminaire – Sidewalk side pedestrian lighting

Lamp Type: 
d400W HPS (Street Side)

150W HPS (House Side)

Optical System: Type III

Ballast Voltage: Multi‐tap 120/240V
As shown: Contemporary luminaire w/ pedestrian 

luminaire on 30’ pole
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Color:   White only

Luminaire Cost: $$$$$

luminaire on 30  pole
Color: White
Location: Broadway Autorow



Domus Luminaire

Manufacturer(s):  Lumec

Catalog #: 
DMS50‐?W?HPS‐SC3M‐ ?V?‐ SMB‐SCITX (Large Domus)
DOS‐?W?HPS‐SG3‐?V?‐SMB‐SCITX‐LMS (Small Domus)

Photometric File:
s0105312.ies (Domus DMS50, 200‐250W)

6 i  (D  DOS   W)s0206071.ies (Domus DOS, 35‐150W)

Application: 
Domus DMS50 ‐Arterial and/or collector street lighting
Domus DOS – Residential street lighting and/or 

sidewalk side pedestrian lighting

Lamp Type:  35W, 100W, 150W, 250W HPS

Optical System: Type III

Ballast Voltage: Multi‐tap 120/240V

Color: Teal Green only
As shown: Domus DOS luminaire w/ 3’ arm on 16’ 

octagonal pole
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Special Requirements:

Luminaire Cost:  $$$

octagonal pole.
Color: Teal Green
Location: Coliseum Gardens



Forrest Park Luminaire

fManufacturer(s): Lumec, Spring City

Catalog #: 
Spring City Edgewater

Photometric File:  
EDG‐YRP3.ies (Spring City)

Application: 
Residential street lighting and/or pedestrian lighting

Lamp Type: 35W, 70W HPS

Optical System: Type III distributionp y yp

Ballast Voltage: Multi‐tap 120/240V

Color: Boxwood Green, Teal Green, Dark Green

Special Requirements: Use only with City 14’ 
ornamental pole

As shown: Forrest Park luminaire on 
14’ fluted pole
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p

Luminaire Cost: $$$$$

14  fluted pole.
Color: Boxwood Green
Location: Int’l Blvd, East Lake District



Gullwing Luminaire

Manufacturer(s): Gardco

Catalog #: G18‐1‐3XL‐?W?HPS‐?V?‐NPCatalog #: G18 1 3XL ?W?HPS ?V? NP

Photometric File:
GW3X15H.Iies (150W HPS)
GW3X25H.ies (250W HPS)

Application: Arterial and/or collector street lighting

Lamp Type: 150W, 250W HPS

Optical System: Type III, Horizontal Lamp

Ballast Voltage: Multi‐tap 120/240V

Color:  Natural AluminumColor:  Natural Aluminum

Special Requirements:  Use only with City 25’ or 28’6” pole

Luminaire Cost:  $$$$$

As shown: Gullwing luminaire on 28’6”pole.
Color: Unpainted Galvanized  Silver
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Color: Unpainted Galvanized, Silver
Location: Zhone Way



Icon Slide Luminaire

Manufacturer(s): Cooper

Catalog #: SDS‐?W?‐HPS‐MT‐OG‐R

Photometric File:  SDS‐150‐HPS‐XX‐3S.ies

li i C ll d id i l li h iApplication: Collector and/or residential street lighting

Lamp Type: 35W, 50W, 70W HPS

Optical System:  Cutoff Type 3 (SE3) w/ House side shield

Ballast Voltage: Multi‐tap 120/240V

Color:  Dark Green only

Special Requirements: Use only with City 25’ Round Pole

Luminaire Cost:  $$$$
As shown: Icon Slide luminaire w/ 30’ pole
Color: Dark Green 
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Color: Dark Green 
Location: Wood Street 



Merriweather Luminaire

fManufacturer(s): Lumec

Catalog #: 
L80‐?W?HPS‐PC‐CS‐SE3‐?V?‐SF70‐FN10‐SC1‐LMS19987B

Photometric File:  lu2000035.ies

Application: 
Residential street lighting and/or pedestrian lighting

Lamp Type: 35W, 50W, 70W HPS

Optical System:  Cutoff  Type 3 (SE3)

Ballast Voltage: Multi‐tap 120/240V

Color: Any City standard street light color. See Section  8.4.

Special Requirements: Use only with City 14’ Ornamental 
Pole As shown: Merriweather luminaire 

14’ fluted pole
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Luminaire Cost:  $$$$$
14  fluted pole.

Color: Dark Green 
Location: MacArthur Blvd, Laurel District



Tear Drop Luminaire

fManufacturer(s): Lumec

Catalog #:
RN20‐?W?HPS‐THA3‐ACDR‐QTA/240‐SMA‐PH8‐SC1TX

Photometric File: 
s0104092.ies  (100‐150W)
s0104062.ies  (200‐250W)

Application: Arterial , collector , or residential street lighting 

Lamp Type: 150W, 200W, 250W HPS

Optical System: Type III, acrylique globep y yp y q g

Ballast Voltage: Multi‐tap 120/240V

Color: Teal Green, Dark Green only

Special Requirements: As shown: Twin Tear Drop w/ pedestrian luminaire 
on  30’octagonal pole
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Luminaire Cost: 
on  30 octagonal pole.

Color: Teal Green
Location: Hegenberger Rd



Universe Luminaire

fManufacturer(s): AAL

Catalog #: 
UCM‐SR‐ANG‐H2‐70HPS‐ BLK

Photometric File: UCM‐H2‐150HPS.ies

Application: 
Residential street lighting and/or pedestrian lighting

Lamp Type: 70W HPS

Optical System:  Type II horizontal sag glass

Ballast Voltage: Multi‐tap 120/240V

Color: Black only

Special Requirements: Use only with City 16’ Round Pole

Luminaire Cost: $$$$$
As shown: Universe pedestrian luminaire on 

16’ round pole

Page 25 of 71

16  round pole.
Color: Black
Location: 8th St near Mandela Pkwy



Washington Luminaire

fManufacturer(s):  Lumec

Catalog #: 
L50‐?W?HPS‐ACDR‐FC‐SE3‐QTA/240 SFO‐PH7‐SC1TX

Photometric File: lu200118.ies

Application: 
Residential street lighting and/or pedestrian lighting

Lamp Type: 70‐100W HPS

Optical System:  Cutoff, Type III

Ballast Voltage: Multi‐tap 120/240V

Color: Any City standard street light color. See Section 8.4.

Special Requirements: Use with City 14’ Ornamental Pole 
Only As shown: Washington luminaire on 

14’ fluted pole
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Luminaire Cost: $$$$
14  fluted pole.

Color: Dark Green
Location: Mandela Parkway



List of City Approved Poles
City Approved Pole Notes:

1. The list of poles shown below vary in architectural style and cost.  All projects must choose one or a combination of 
luminaires in this list for its street light application.  

f l h h l ll b f b d l h ll2. Exceptions for luminaires not shown in this list will not be given for reasoning based on past street light installations.

3. Electrical Services reserves the right to approve or reject  proposed street light pole(s).

Symbols:

• $ ‐ < $1000 per pole assembly (including mast arm if applicable)
• $$ ‐ $1000 ‐ $2000$$  $1000  $2000
• $$$ ‐ $2000 ‐ $3000
• $$$$ ‐ $3000 ‐ $4000
• $$$$$ ‐ $4000 ‐ $5000
• $$$$$$ ‐ >$5000 
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14’ Fluted 
Ornamental

16’ Round 16’ Octagonal 
Ornamental



List of City Approved Poles (cont’d)

City Approved Pole Notes:

1. See Page 25 for notes.
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20’ 
Candelabra

20’ Octagonal 
Ornamental

20’ Gooseneck



List of City Approved Poles (cont’d)

City Approved Pole Notes:

1. See Page 25 for notes.
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25’ Round 25’ Round 
Tapered



List of City Approved Poles (cont’d)
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28’6” Round 
Tapered

28’ 6” Fluted 
Ornamental



List of City Approved Poles (cont’d)
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30’ Octagonal 
Ornamental



14’ Fluted Ornamental Pole 

Manufacturer: Visco

Catalog #: VI‐B17‐7‐F/14‐3” Tenon

Color: Any City standard street light color. See Section 8.4.

Cost: $$
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Cost: $$



16’ Round Pole

Manufacturer: AAL

Catalog #: PR‐4R16‐125       

Color: Black only

Cost: $$
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Note(s):   For use with “Universe” style luminaire only.  
Bolt circle is 7” (not typical City standard)  



16’ Octagonal Ornamental Pole 

Manufacturer: Visco

Catalog #: VI‐Y‐OAP1‐OCT/16’2” 

Height: 16’ 2”

Color: Teal Green only

Page 34 of 71

Color: Teal Green only

Cost: $$$



20’ Candelabra Pole 

Manufacturer: Spring City

Pole Catalog #:  Description:
PSOKL‐24‐14.44  Pole
AROKL‐25 Cross Arm 

Luminaire:  New Frontier , 118 refractive polycarbonate globe, type 3 
distribution, 250W HPS, clamp on dome reflector, 
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Color:  Boxwood Green, Dark Green, Signal Black

Cost:  $$$$$$



20’ Gooseneck Pole

Manufacturer(s): CE Toland & Son

Luminaire:  35W HPS Hexagonal Lantern

Pole Description:  Galvanized steel center stem, copper 
gooseneck pole w/ cast iron base.

Color: Natural unpainted

Cost: $$$$$$

Notes: 
See Appendix C for foundation details. 
For use at Lake Merritt  Necklace of lights only.
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For use at Lake Merritt  Necklace of lights only.



20’ Octagonal Ornamental Pole 

Manufacturer: Visco

Catalog #: VI‐OCT/8‐MD322‐OT/20’

Color: Teal Green only

Cost: $$$$
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Cost: $$$$



25’ Round Pole 

Manufacturer: Cooper LightingManufacturer: Cooper Lighting

Catalog #:  SRX5M25S‐OG

Height:  25’ (optional 15’ pedestrian luminaire)

Color: Dark Green only

Page 38 of 71

Cost: $$$

Notes: For use with Icon Slide luminaire only



25’ & 28’6” Round Tapered Pole 

Manufacturer: Union Metal 

Catalog #:  Pole Description:
LA10354‐K‐PC 25’ single luminaire, powered coated pole w/ 2 bolt mast arm shoe
LA10354‐K‐GV 25’ single luminaire, galvanized pole w/ 2 bolt mast arm shoe
LA10354‐F‐PC 28’6” single luminaire pole, powered coated w/ 2 bolt mast arm shoe
TY15‐28.5‐PC 28’6” single luminaire pole, powered coated w/ 3 bolt mast arm shoe
LA10354‐F‐GV 28’6” single luminaire pole, galvanized w/ 2 bolt mast arm shoe
TY‐15‐28.5‐GV 28’6” single luminaire pole, galvanized w/ 3 bolt mast arm shoe
LA10354‐FF‐PC 28’6” duplex luminaire pole, powder coated w/ 2 bolt mast arm shoe
LA FF GV 8’6” d l  l i i   l   l i d  /   b l       hLA10354‐FF‐GV 28’6” duplex luminaire pole, galvanized w/ 2 bolt mast arm shoe
1322‐6‐PC 6’ luminaire mast arm, powder coated
1322‐6‐GV 6’ luminaire mast arm, galvanized
1322‐8‐PC 8’ luminaire mast arm, powder coated
1322‐8‐GV 8’ luminaire mast arm, galvanized

Color:  Any City standard street light color. See Section 8.4.

Cost: $
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Cost: $

Notes: For luminaire mast arm > 8’, please contact Electrical Services for additional requirements



28’6” Fluted Ornamental Pole 

Manufacturer: Visco

Catalog #:  VI‐B9/21‐F/28'6"

Height: 28’ 6”

Color: Dark Green only
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Color: Dark Green only

Cost: $$$$$



30’ Octagonal Ornamental Pole 

Manufacturer: Visco

Catalog #:  VI‐OCT/8‐OAP2‐OCT/30’

Height:  30’ (optional 16’ pedestrian luminaire)

Color: Teal Green only
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Color: Teal Green only

Cost: $$$$$



Appendix A: Street Lighting Warrant 
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Appendix A: Street Lighting Warrant (cont’d)
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Appendix A: Street Lighting Warrant (cont’d)
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Appendix A: Street Lighting Warrant (cont’d)
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Appendix A: Street Lighting Warrant (cont’d)
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Appendix A: Street Lighting Warrant (cont’d)
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Appendix B: Service Enclosure Single Line 
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Appendix C: Electrical Standard Drawings
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Appendix C: Electrical Standard Drawings (cont’d)
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Appendix C: Electrical Standard Drawings (cont’d)
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Appendix C: Electrical Standard Drawings (cont’d)
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Appendix C: Electrical Standard Drawings (cont’d)
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Appendix C: Electrical Standard Drawings (cont’d)
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Appendix C: Electrical Standard Drawings (cont’d)
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Appendix C: Electrical Standard Drawings (cont’d)
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Appendix C: Electrical Standard Drawings (cont’d)
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Appendix C: Electrical Standard Drawings (cont’d)
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Appendix C: Electrical Standard Drawings (cont’d)
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Appendix C: Electrical Standard Drawings (cont’d)
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Appendix C: Electrical Standard Drawings (cont’d)
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Appendix C: Electrical Standard Drawings (cont’d)
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Appendix C: Electrical Standard Drawings (cont’d)
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Appendix C: Electrical Standard Drawings (cont’d)
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Appendix C: Electrical Standard Drawings (cont’d)
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Appendix C: Electrical Standard Drawings (cont’d)
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Appendix C: Electrical Standard Drawings (cont’d)
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Appendix C: Electrical Standard Drawings (cont’d)
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Appendix C: Electrical Standard Drawings (cont’d)
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Appendix C: Electrical Standard Drawings (cont’d)
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Appendix D: Revision Log

Description Date
Typo correction on p. 31 & 40 7/14/08

Preface 10/7/09

Page # discrepancy 11/14/13
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