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Q3. Do we need to do extruder calibration again after replacing nozzle?

Yes, do extruder calibration again to ensure high print quality as minimal error may be 
caused by extruder installation.

Q4. How to solve if displayed temperature is abnormal after replacing nozzle?

Abnormal temperature indicates extruder sensor can not be read, please check the nozzle 
whether it is well installed.

1. Check the filament guide tube, make sure filament has been pushed into the extruder, if not, 
    please tap [Load]. Restart building model file after you see filament come out of extruder.
2. Check the nozzle whether it is clogged or not, if so, please refer to Q1 for resolution.

Q5. How to solve if no filament come out of extruder after tap [Build] model file and 
       extruder begins moving normally?

Q6: How to replace the filament ?

Q7: How to take down the model ?

1. Take out the removable build plate.
2. Bend the build plate, the plate will produce certain deformation, seperating the plate away 
    from the bottom of model. (Please use a scraper to assist removing when model is too small 
    or too big).
3.Take down the model.

1. Tap[Filament]--Tap[Replace], after extruder heating up completed, filament will be unloaded, 
    pull out the filament according to the instruction.
2. Insert new filament into the filament intake and feeding wheel, tap [OK]; New filament will be 
    pushed into the extruder.
3. Replace will complete when you see new filament come out of extruder.

Q8: How to solve if the distance between nozzle and platform is too large(far away) or 
       too small(hit) during printing?

1. Tap[Setting]--Calibration.
2. The extruder homing automatically, moves down some height.
3. Tap up and down arrow to adjust the distance between extruder and platform until extruder 
     is just about to touch platform.
4. Tap[OK], printer will memorize current calibration position and start homing automatically.

Q9: Can we use other brand filament which is not produced by Flashforge ?

Adventurer 3 support normal ABS and PLA filament but different brand filament has different 
ingredients. Adventurer 3 tests out default settings according to the properties of Flashforge 
ABS and PLA filament.
Other brand filament is ok but not recommended for using, if that causes extruder clogging 
or bad printing quality or other failure, FlashForge will take no responsibility. These problems 
are not in the warranty of FlashForge .

Q10. Is Adventurer 3 compatible with all kinds of AC power input ?

Adventurer 3 is equipped with a built-in 24V/6.5A power supplier, suitable for 110V-240V 
input voltage.

Q11. Is Adventurer 3 capable to be turned off automatically after printing job is finished ?

No.



Q12. What kinds of file formats does Adventurer 3 support?

Q14. Is the ABS printing safe?

Q15. How to solve if printing result has edge warp?

Q16. Is it a must to add a raft before printing the model?

Q17. After replacing nozzle completed, printer status displays extruder temperature 
        is 300℃, extruder fan is also working, what is the problem and how to slove?

The new nozzle is not properly installed, extruder temperature can not be read and the 
displayed extruder temperature is abnormal. Please plug out and install the nozzle again, 
push nozzle to the end, make sure the nozzle slot and bottom of extruder are on the same level.

Q13. Does Adventurer 3 support other cloud platform besides the FlashCloud?

Yes, Adventurer 3 interface is open up to all other cloud platforms.

ABS filament will give off certain poisonous gas when heated up, please put the printer in 
well ventilated condition when printing ABS. We suggest printing non-toxic PLA filament 
when printer is used in children activity places.

Method1: Heating up the platform can solve or minimize the problem by increasing
                 adhesion between platform and model.
Method2: Adding raft to model when slicing in FlashPrint.
Method3: Apply the solid glue to platform before printing.

Not necessarily, much more filament will come out of extruder when printing the raft, 
increasing printing success. Heating up the platform also increases printing success by 
increasing adhesion between platform and model.

Input: 3mf / stl / obj / fpp / bmp / png / jpg / jpeg files.
Output: gx/g files.

Q18.The extruder makes out chug noise and no filament come out of extruder, what is 
        the problem and how to slove ?

Filament has not loaded into extruder, making out chug noise,more likely the nozzle is clogged 
or filament guide tube is not properly installed. Check the guide tube joint first, if the guide tube 
is normal, refer to Q1 for resolution.

Load: Only include loading filament into extruder;
Replace: Include loading and unloading two functions, first unloading and then loading filament.

Q19.What is the difference between filament load and filament replace ?

Do the printer Calibration again or do the Homing again, then print again to check result.

Q20.Adventurer3 starts printing when the distance between extruder and build plate is 
         still large,causing filament can not stick to build plate and print fails. 

USB driver file is not corrected. Adventurer3 only supports FAT32 file system, please format USB 
driver into FAT32 file system.

Q21. You cannot find printing files when you use USB driver.
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Daily Maintenance Instruction:
Please apply lubricate grease to printer guide rods if you do not use  it for long,or do the same 
maintenance once a month.

Chapter 4:  Supports and Service
FlashForge team is on standby and ready to help you with any challenges you may have with 
your Adventurer 3. If the issues or questions are not covered in this User Guide, you can seek 
for solutions on our official website or contact us via telephone.

There are solutions and instructions to common issues that can be found in our knowledge 
base. Have a look first as most basic questions are answered there.

www.FlashForge.com  

The FlashForge support team can be reached by e-mail or phone between the working hours 
of 8:00 a.m. to 5:00 p.m. PST Monday through Saturday. In case you contact us during off-duty 
time, your inquiry will be answered the following business day.

Note: Because of changing different filament the extruder maybe blockaded. It’s  not owing to 
quality issue, and outside the scope of 400 hours life. If users encounter this problem, please 
contact our after-sale department and finish clean work according to their instruction.

QQ: 2850862986   2850863000   2853382161
Email: support@ff3dp.com
             aftersales@flashforge.com               
ADD: No. 518, Xianyuan Road, Jinhua, Zhejiang, China.

When contacting support, please have your serial number ready. The serial number is a bar 
code on the back of your Adventurer 3.

S/N: FFAD******
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FCC Statement
Any Changes or modifications not expressly approved by the party responsible for compliance 
could void the user’s authority to operate the equipment. 
This device complies with part 15 of the FCC Rules. Operation is subject to the following two 
conditions: 
(1) This device may not cause harmful interference, and
(2) This device must accept any interference received, 
including interference that may cause undesired operation. 

FCC Radiation Exposure Statement:
This equipment complies with FCC radiation exposure limits set forth for an uncontrolled 
environment .This equipment should be installed and operated with minimum distance 20cm 
between the radiator& your body.

Note: This equipment has been tested and found to comply with the limits for a Class B digital 
device, pursuant to part 15 of the FCC Rules. These limits are designed to provide reasonable 
protection against harmful interference ina residential installation. This equipment generates, 
uses and can radiateradio frequency energy and, if not installed and used in accordance with 
the instructions, may cause harmful interference to radio communications. However, there is 
no guarantee that interference will not occur in a particular installation. If this equipment does 
cause harmful interference to radio or television reception, which can be determined by 
turning the equipment off and on, the user is encouraged to try to correct the interference by 
one or more of the following measures:
—Reorient or relocate the receiving antenna. 
—Increase the separation between the equipment and receiver.
—Consult the dealer or an experienced radio/TV technician for help. 
—Connect the equipment into an outlet on a circuit different from that to which the receiver is 
   connected.
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