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12'-0"
8'-0"

1X8 BEVEL SIDING

1X4 TRIM BOARD

2X6 GABLE FASCIA

FISH-SCALE CEDAR SHINGLES

2X8 DOOR SILL TRIM

1X3 TRIM BOARD

1X4 TRIM BOARD

1X6 TRIM BOARD W/

BACKBAND FILLETS

APPLIED TOP & BOTTOM

1X6 V-JOINT SOFFIT MATERIAL

(IN ALL EXPOSED SOFFIT AREAS)

24X39

36X80

60X39

WINDOW BOXES AND OVERHEAD

EXTERIOR TRIMS NOT SHOWN

FOR CLARITY BUT ARE

AVAILABLE FROM WALPOLE

WOODWORKERS INC.

(www.walpolewoodworkers.com)

12'-0"

1'-4"

1'-4"

1'-0"

8'-0"
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6X6 PT POST SET ON GRADE

OVER TOP OF CLEAN AND

WELL-DRAINING AGGREGATE

(TYPICAL)

DASHED LINE REPRESENTS

EDGE OF FLOOR SYSTEM ABOVE

DBL 2X8 PT RIM JOIST AT

GABLE ENDS TO SUPPORT

GABLE END WALL ABOVE

(TYPICAL)

2X8 PT JOISTS 16" O/C OVERHANG

BEAM BELOW BY 1-1/2" ON EACH

END (BEFORE RIM JOIST)

2X8 PT RIM JOIST

6X6 PT BEAM-ON-GRADE

BELOW
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EXTERIOR WALL SYSTEM COMES W/

2X4 SPF WALL STUDS 16" O/C W/

SINGLE BOTTOM AND DBL TOP PLATES

7

16

" OSB EXTERIOR SHEATHING

TYVEK HOUSEWRAP OR EQUIVALENT

1X8 WOOD BEVEL SIDING

SINGLE 2X4 SPF JACK STUD

TO SUPPORT LINTEL ABOVE

OPENINGS COMES NAILED TO

KING STUD TO OUTSIDE OF

ROUGH OPENING

(TYPICAL)

1X3 TRIM BOARDS TO

DRESS OPENINGS

1X4 TRIM BOARDS AT CORNERS

2X6 SPF RAFTERS 16" O/C

(TYPICAL)

RIDGE PLATE/GUSSET OF 

5

8

" EXTERIOR

GRADE PLYWOOD TO BE NAILED AT

RIDGE TO ROOF RAFTERS

GABLE FASCIA TO BE SUPPORTED W/

1X6 V-JT SECURED TO TOP OF RAFTER

FOLLOWED BY 

1

2

" EXTERIOR GRADE

PLYWOOD ROOF SHEATHING NAILED

OVER TOP OF V-JT

PROVIDE 1X2 SPF FURRING STRIP

NAILED TO TOP OF RAFTER AND

EXTENDING FROM RIDGE TO

EXTERIOR WALL PLANE
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FLOOR SHEATHING OVER TOP

OF 2X8 PT FLOOR JOISTS

KING STUD
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CUT DOWN 2X6 SPF BLOCKS (HATCHED) TO FIT

BETWEEN RAFTERS AND COME FLUSH W/

UNDERSIDE OF ROOF SHEATHING

SNUG COTTAGE NEW

ENGLAND SHED

NO FURRING STRIP NAILED ON TOP OF

OUTSIDE RAFTERS TO ALLOW ROOM FOR

1X6 V-JT TO BE NAILED DOWN INSTEAD



Project:

Drawn By:SE

GENERAL NOTES:

 CONTRACTOR/BUILDER TO VERIFY ALL

DIMENSIONS.

 DO NOT SCALE DRAWINGS.

 ALL MANUFACTURED MATERIALS TO

BE HANDLED AND STORED AS PER

MANUFACTURES INSTRUCTIONS.

 CONTRACTOR/BUILDER IS

RESPONSIBLE FOR ARRANGING ALL

INSPECTIONS AS PER O.B.C.

 ALL HEALTH AND SAFETY

REGULATIONS TO BE FOLLOWED WITH

REGARDS TO CONSTRUCTION OF THIS

PROJECT.

 CONTRACTOR TO ENSURE THAT

EXCAVATION OF NEW FOOTINGS DOES

NOT DISTURB EXISTING FOOTINGS.

 ALL DIMENSIONS ARE ROUGH-FRAMED

DIMENSIONS AND DO NOT ACCOUNT

FOR OR INCLUDE ANY EXTERIOR

FINISHED, TRIMS, SIDINGS, ETC.

CROSS-SECTION #1

SCALE: 

1

2

" = 1'

SHEET:

5 OF 6

Date: 22-11-15

BUILDING CODE DESIGNS

1785 FERN GLEN ROAD

EMSDALE, ON

P0A 1J0

(705)571-4811

FIRM B.C.I.N. 40400

INDIVIDUAL B.C.I.N. 38725

12

9

2X8 PT JOISTS 16" O/C

2X8 PT RIM JOIST

6X6 PT BEAM-ON-GRADE

5

8

" EXTERIOR GRADE T&G

FLOOR SHEATHING OVER TOP

OF 2X8 PT FLOOR JOISTS

5

8

" EXTERIOR GRADE PLYWOOD

RIDGE PLATE/GUSSET NAILED TO

EACH RAFTER

1

2

" EXTERIOR GRADE PLYWOOD

ROOF SHEATHING INSTALLED W/

H-CLIPS

1X6 PINE V-JOINT OR EQUIVALENT

SOLID 2X BLOCKING

INSTALLED B/W RAFTERS

TO BE CUT DOWN FROM

2X6 SPF BLOCKS

2X4 SPF CEILING JOIST TO BE SECURED

TO RAFTERS AT JUNCTION W/ EXTERIOR

WALL AND TO TOP PLATE OF WALL AND

FIT IN BETWEEN BLOCKING B/W RAFTERS

2-PLY 2X8 SPF LINTEL W/

1

2

" PLYWOOD FILLER

 (TYPICAL)

2X4 SPF JACK STUD

2X4 SPF KING STUD

1X2 SPF FURRING STRIP

1X8 BEVEL SIDING INSTALLED OVER

TOP OF TYVEK HOUSEWRAP AND 
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"
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6X6 PT POST SET ON GRADE

OVER TOP OF CLEAN AND

WELL-DRAINING AGGREGATE

(TYPICAL)

DBL 2X8 PT RIM JOIST AT

GABLE ENDS TO SUPPORT

GABLE END WALL ABOVE

(TYPICAL)

2X6 SPF GABLE FASCIA TO BE

SUPPORTED W/ 1X6 V-JT SECURED TO

TOP OF RAFTER FOLLOWED BY 

1

2

"

EXTERIOR GRADE PLYWOOD ROOF

SHEATHING NAILED OVER TOP OF V-JT

1X8 BEVEL SIDING INSTALLED OVER

TOP OF TYVEK HOUSEWRAP AND 

7

16

"

OSB SHEATHING

2X6 SPF RAFTERS 16" O/C

(TYPICAL)

1X6 PINE V-JOINT OR EQUIVALENT

1X2 SPF FURRING STRIP

2X4 SPF CEILING JOIST TO BE

SECURED TO RAFTERS AT

JUNCTION W/ EXTERIOR WALL

AND TO TOP PLATE OF WALL

2-PLY 2X8 SPF LINTEL

W/ 

1

2

" PLYWOOD FILLER

 (TYPICAL)

2X8 PT JOISTS 16" O/C

SITE MANUFACTURED SERVING

DOOR W/ BAR SHELF
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